

17.5 R 25 XHA2 L3 TL * 176A2


20.5 R 25 XHA2 L3 TL * 176A2


23.5 R 25 XHA2 L3 TL * 195A2


26.5 R 25 XHA2 TL ** 209A2


29.5 R 25 XHA2 TL ** 216A2


775/65 R 29 XHA2 L3 TL * 206A2


875/65 R 29 XHA2 L3 TL * 214A2


Michelin®


X® hA 2™


long lasting perfoRmance!


LOADER / WHEELDOZER GRADERS


COMMERCIAL  
DESCRIPTION


CAI MSPN
Max. dist. / 


hour  
km mile


TKPH (5) 
TMPH


e 
mm inch


D
mm inch


R'
mm inch


RC
mm inch


Tread depth
mm 32rd


Dual 
Spacing 
mm inch


Cap 
liter gallon


Measuring
Recommended 


Rim (5) 


Other Approved
Rims (5)


XHA2 L3 ** 216A2
29.5 R 25 Tubeless


961307 
82493


16
9.9


747
29.4


1860
73.2


795
31.3


5504
216.7


43
54.2


1177
311


25.00/3.5


Bar 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5


Psi 29 36 44 51 58 65 73 80 87 94


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
11150 12300 14600 16300 18000 19450 20950 22400


24586 27122 32193 35942 39690 42887 46195 49392


REAR UNLADEN
8900 9850 11700 13050 14400 15550 16750 17900


19625 21719 25799 28775 31752 34288 36934 39470


XHA2 L3 206A2
775/65 R 29 XHA2 L3 
TL * 206A2 Tubeless


992646 
16
9.9


780
30.7


1735
68.3


747
29.4


5149
202.7


44
55.4


1008
266.3


24.00/3.5 25.00/3.5


Bar 3 3.5 4 4.25 4.5 4.75 5 5.25


Psi 44 51 58 62 65 69 73 76


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
11750 13250 15000 15500 16500 17000 17500 18500


25909 29216 33075 34178 36383 37485 38588 40793


REAR UNLADEN
9400 10600 12000 12400 13200 13600 14000 14800


20727 23373 26460 27342 29106 29988 30870 32634


XHA2 L3 * 214A2
875/65 R 29 Tubeless


936624 
32190


16
9.9


882
34.7


1870
73.6


797
31.4


5528
217.6


49
61.7


1354
357.7


27.00/3.0
27.00/3.5
28.00/3.5


Bar 2 2.5 3 3.5 4 4.25 4.5 4.75


Psi 29 36 44 51 58 62 65 69


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
9000 11250 13500 15750 18000 18968 20084 21200


19845 24806 29768 34729 39690 41824 44285 46746


REAR UNLADEN
7200 9000 10800 12600 14400 15175 16067 16960


15876 19845 23814 27783 31752 33461 35428 37397


michelin® X® HA 2TM


MICHELIN TECHNICAL DATA


(5) More information in Michelin Databook 2019.


AUTHORIZED DISTRIBUTOR:


TESTIMONIALS
YouTube channel


OUR WEBSITE
michelinearthmover.com


Pressure Advisor
pressureadvisor.michelinearthmover.com







michelin® X® HA 2TM


long lasting perfoRmance!


COMMERCIAL  
DESCRIPTION


CAI MSPN
Max. dist. / 


hour  
km mile


TKPH (5) 
TMPH


e 
mm inch


D
mm inch


R'
mm inch


RC
mm inch


Tread depth
mm 32rd


Dual 
Spacing 
mm inch


Cap 
liter gallon


Measuring
Recommended 


Rim (5)


Other Approved
Rims (5)


XHA2 L3 * 176A2
17.5 R 25 Tubeless


717546 
48885


16
9.9


459
18.1


1342
52.8


583
23


3995
157.3


29
36.5


325
85.9


14.00/1.5
13.00/1.4DC
14.00/1.5DC


Bar 2 2.5 3 3.5 4 4.5 5 5.5 6


Psi 29 36 44 51 58 65 80 80 87


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
4550 5100 5700 6250 7100 7350


10033 11246 12569 13781 15656 16207


REAR UNLADEN
3650 4100 4550 5000 5700 5900


8048 9041 10033 11025 12569 13010


Machine - Use  
(kg - lbs)    GRADERS


ALL AXLES
2800 3250 3650


6174 7166 8048


XHA2 L3 * 186A2
20.5 R 25 Tubeless


899613 
84298


16
9.9


528
20.8


1486
58.5


644
25.4


4420
174


33
41.6


489
129.2


17.00/1.7 17.00/2.0


Bar 2 2.5 3 3.5 4.25 4.5 5 5.5 6


Psi 29 36 44 51 62 65 73 80 87


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
6250 7000 7700 8400 9500 9900


13781 15435 16979 18522 20948 21830


REAR UNLADEN
5000 5600 6150 6700 7600 7900


11025 12348 13561 14774 16758 17420


Machine - Use  
(kg - lbs)    GRADERS


ALL AXLES
3600 4125 4625


7938 9096 10198


XHA2 L3 * 195A2
23.5 R 25 Tubeless


139147 
65791


16
9.9


599
23.6


1612
63.5


690
27.2


4773
187.9


36
45.4


672
177.5


19.50/2.5


Bar 2 2.5 3 3.5 4


Psi 29 36 44 51 58


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
8100 9100 10150 11150 12150


17861 20066 22381 24586 26791


REAR UNLADEN
6500 7300 8100 8900 9700


14333 16097 17861 19625 21389


Machine - Use  
(kg - lbs)    GRADERS


ALL AXLES
4875 5425 6000


10749 11962 13230


XHA2 L3 ** 209A2
26.5 R 25 Tubeless


893825 
65348


16
9.9


678
26.7


1732
68.2


740
29.1


5125
201.8


41
51.7


879
232.2


22.00/3.0 22.00/3.0 IF


Bar 2 2.5 3 3.5 4 4.5 5 5.5


Psi 29 36 44 51 58 65 73 80


Machine - Use  
(kg - lbs)    LOADERS


FRONT LADEN
9300 10300 12150 13600 15000 16150 17350 18500


20507 22712 26791 29988 33075 35611 38257 40793


REAR UNLADEN
7450 8250 9700 10900 12000 12900 13900 14800


16427 18191 21389 24035 26460 28445 30650 32634


Machine - Use  
(kg - lbs)    GRADERS


ALL AXLES
5400 6400 7500


11907 14112 16538


The tire has been designed to limit tread 
movement and so limit the effects of heat


MICHELIN® X®HA 2™ is up to 19%1


vs BRIDGESTONE® VMT


Architecture designed to absorb impact, 
minimizing damage, allowing your tyre to 
continue working.


MICHELIN® X®HA 2™ has more sidewall 
puncture resistance than BRIDGESTONE® VJT


+16% WEAR LIFE3


Wear resistant rubber compound


More rubber to be worn4 XHA2:
+ 9,5% volume of tread rubber
vs. BRIDGESTONE® VJT and
+4,6% vs BRIDGESTONE® VMT


Optimized contact patch with the ground


    BETTER AGGRESSION
 RESISTANCE2


    EXCELLENT
 LONGEVITY


LOADER / WHEELDOZER GRADERS


MICHELIN TECHNICAL DATA


(1) Measurement certified by the Michelin Center of Technology, conducted at the Mining Testing Center in Almeria, Spain, in July 2016. Thermal measurements 
taken using a thermal imaging camera. Comparison of MICHELIN® X® HA 2™ 26.5 R 25 against BRIDGESTONE® VMT /VJT 26.5 R 25. All tires followed the 
same protocols and configuration (temperature, track), same number of tires tested. Test organized using a CAT 966 M, at 15km/h with 12000kg of load, at 4 
bars pressure.
(2) Test certified by Michelin Center of Technology, conducted at the Mining Testing Center in Almeria, Spain, in July 2016. Comparison of MICHELIN® X® HA 
2™ against BRIDGESTONE® VJT, same size. All tires followed the same protocols and configuration, same number of tires tested. Test organized using a CAT 
966 M, at 15 km/h, with 12000 kg of load, at 4 bars pressure.
(3) Compared to Premium competitors (Good Year® RT-3B, TL3A+ and BRIDGESTONE® VMT and VJT), field study in real life conditions made by Michelin for 5 
years 2012-2017, on 170 tires in Eastern Europe, Western Europe, China and Asia South Pacific; same size (23.5 R 25 , 26.5 R 25 and 29.5 R 25) and same usage.
(4) Measurement certified by the Michelin Center of Technology, using XAO software, comparison of MICHELIN® 26.5 R 25 X® HA 2™ against BRIDGESTONE® 
VMT and BRIDGESTONE® VJT, same size.


    DESIGNED 
FOR EXCELLENT 
ENDURANCE






