

BENEFITS:


Fuel Efficiency (1)


SmartWay® fuel economy (2) 


Strong Durability –
Withstand scrub and abrasion
• Solid shoulders
• Groove bottom protectors
• 16 ⁄ 32nds or 18 ⁄ 32nds tread depth, 


depending on tread width


Confident Handling –
Enhanced traction
• Deep siping
• Deep, wide tread 
• Optimized footprint


Also available as a Custom Mold Retread and Siped.


Size \ # Die Metric 168 \ #5.0 177 \ #6.0 194 \ #7.0 203 \ #8.0 211 \ #8.5 219 \ #9.0 225 \ #9.5 240 250


Tread Depth
Metric 13 mm 14 mm


Inches 16 ⁄ 32” 18 ⁄ 32”


The MICHELIN® XZE® Pre-Mold Retread is an all-position retread designed for regional and line 
haul applications requiring exceptional traction and tire wear resistance.


     THE MICHELIn® 
  XZE®


PRE-MOLD RETREAD


Line Haul Regional Urban On/Off Road


Recommended             Acceptable


www.business.michelinman.com


LINE HAUL & REGIONAL APPLICATIONS


(1) Based on industry standard rolling resistance testing of comparable tires or retreads. Actual results may vary, and may be impacted by many factors, 
to include road conditions, weather and environment, driver performance, etc.


(2) Based on internal tests against SmartWay® requirements.


SmartWay®
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CONTACT US BY TELEPHONE
US: 1-888-622-2306
CA: 1-888-622-2306


TO FIND OUT MORE  
US: business.michelinman.com
CA: michelintruck.com/en_CA


  


FIND US ON FACEBOOK 
michelintruck.com @


  


CONTACT US BY EMAIL
US: business.michelinman.com/contact-us
CA: michelintruck.com/en_CA/contact-us






