

BENEFITS:


Confident Handling –
Enhanced traction
• Open shoulder tread design
• Offset shoulder blocks


Long Tread Life –
Excellent treadwear
• Open shoulder tread design
• 18 ⁄ 32nds, 20 ⁄ 32nds, or 22⁄ 32nds, tread depth 


depending on tread width


Tread Size Metric 170 180 190 200 210 220 230


Tread Depth
Metric 14 mm 16 mm 17 mm


Inches 18 ⁄ 32” 20 ⁄ 32” 22 ⁄ 32”


The MICHELIN® XDE® M/S Pre-Mold Retread is a drive position retread with well-balanced 
properties designed for enhanced traction, especially in muddy conditions, for regional 
applications.


     THE MICHELIn® 
  XDE® M/S
PRE-MOLD RETREAD


Line Haul Regional Urban On/Off Road


Recommended             Acceptable


REGIONAL APPLICATIONS
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CONTACT US BY TELEPHONE
US: 1-888-622-2306
CA: 1-888-622-2306


TO FIND OUT MORE  
US: business.michelinman.com
CA: michelintruck.com/en_CA


  


FIND US ON FACEBOOK 
michelintruck @


  


VISIT US ON THE WEB
US: business.michelinman.com/contact-us
CA: michelintruck.com/en_CA/contact-us






