

 ALL  
POSITION


SPECIALLY DESIGNED 
FOR OFF-ROAD VEHICLES  
THAT DRIVE ON ALL TERRAINS 
AND REQUIRE MAXIMUM 
MOBILITY


To intervene even faster
in all conditions


VERY GOOD MOBILITY  
for off-road vehicleS


michelin
X® force™ ZL


14.00R20
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michelin X® force™ ZL
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DRIVE IN
ALL CONDITIONS


HIGHER SPEED
CAPACITY


michelin X® force™ ZL


HIGHER LOAD
CAPACITY


MOBILITY CAPACITY WEATHER
CONDITIONS


10 kmph higher speed capacity
vs XZL+ (110 km/h vs 100 km/h)(1)


600 kg higher load capacity
vs XZL+ (5600 kg vs 5000 kg)(1)


Designed for a better mobility on all 
type of soils even on extreme weather 
conditions.


Designed for a better  
resistance to aggressions. 
 � New compound and 


 reinforced summit
 � Shield on shoulders


Load and speed increase(1)


 � Excellent traction
 �  Higher load  
capacity


 14.00R20: +600 kg & +10 kmph


Better mobility
 � 5 ribs pattern
 �  Big blocks
 � High tread depth


Versatility
X Force ZL is designed to be 
the most versatile tyre of 
the Michelin Off-road range 
adapted to all terrain in all 
conditions.


MICHELIN TECHNOLOGIES


(1) See the 2021 MICHELIN technical databook Military Tyres, section X® Force™ ZL


TECHNICAL INFORMATION


TREAD PATTERN AND DIMENSIONS TIGHTNESS
LOAD/ 
SPEED
INDEX


NOMINAL LOAD 
PER AXLE  


(SINGLE TIRE) 
(KG)


NOMINAL LOAD  
PER AXLE  


(DUAL TIRE) 
(KG)


RECOMMENDED 
PRESSURE  


(BAR)


NOMINAL 
SPEED
(KM/H)


LABELLING
REGROOVING


DEPTH BLADE WIDTH


   14.00 R 20 X FORCE ZL TL 168/165K 11200 20600 8.5 110 PROFESSIONAL OFF-ROAD 3 mm R4 10 to 12 mm






