
MICHELIN® Bibsteel™  
Hard Surface Tire

REINFORCED RADIAL CONSTRUCTION 
helps provide BETTER TRACTION 
with NO DOWNTIME

RADIAL TIRE
 • Ideal for hard surface applications.

ROBUSTNESS
 • 100% steel construction for puncture resistance.

SERVICE LIFE
 • Proven casing endurance.

COMFORT
 • Smooth ride for vehicle & operator.

100% STEEL CONSTRUCTION
 • Great stability.
 • Excellent puncture resistance and better load distribution.

Skid Steer LoadersCompact Wheel LoadersBackhoe Loaders Telehandlers



MICHELIN® bibsteel™ Hard Surface
EXCEPTIONAL service life

Sidewall thickness increased 
by 1/10 in. in comparison to a 
MICHELIN® Stabil’X XZSL tire

Long surface life
• Similar tread life 

of the MICHELIN® 
Stabil’X XZSL tire

Protective trash guard

Size I.S.O. Index
Product 

Code
Equivalent 

Size
Star Rating/ 
Ply Rating

Max Inflation 
Pressure (psi) Max Load (lbs)

Section  
Width (in)

Overall  
Dia. (in)

Rolling Circum. 
(in)

Tread 
Depth (32nds)

260/70R16.5  129A8/B 38281 10R16.5 12 73 9,380 10.5 30.4 90.8 23
300/70R16.5  137A8/B 84590 12R16.5 14 73 11,660 12.4 32.7 97.5 27
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CONTACT US BY EMAIL
US: business.michelinman.com/contact-us
CA: business.michelin.ca/contact

@FIND US ON FACEBOOK 
@MichelinTruck

TO FIND OUT MORE 
US: business.michelinman.com/agriculture
CA: business.michelin.ca

CONTACT US BY TELEPHONE
US: 1-888-622-2306 
CA: 1-888-622-2306


