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JAAR VAN 
GEBRUIK

MICHELINBANDEN
MET ‘STUBBLE SHIELD’-

PICTOGRAM

MICHELINBANDEN
ZONDER ‘STUBBLE

SHIELD’- 
PICTOGRAM

RESTANT DAT DE EIGENAAR MOET BETALEN(1)

1E

Geen kosten voor de klant. Band 
wordt gratis vervangen(2) en 

de montage- en voorrijkosten 
worden door Michelin betaald.

25 %

2e 25 % 50 %

3e 50 % 75 %

4e 75 % 100 %

5e 100 %

Schade door stoppels

Nieuwe commerciële garanties in aanvulling op alle wettelijke garanties

JAAR
VAN GEBRUIK

MICHELIN
LANDBOUWBANDEN

MICHELIN
COMPACT LINE-BANDEN

RESTANT DAT DE EIGENAAR MOET BETALEN(1)

1e Geen kosten voor de klant. Band wordt gratis vervangen(2)  
en de montage- en voorrijkosten worden door Michelin betaald.

2e

3e 30 % 50 %

4e 40 % 75 %

5e 50 % 100 %

6e 60 %

7e 70 %

8e 80 %

9e 90 %

10e 100%

JAAR
VAN GEBRUIK

MICHELINBANDEN
MET ULTRAFLEX-TECHNOLOGIE

MICHELIN
LANDBOUWBANDEN

MICHELIN
COMPACT LINE-BANDEN

Restant dat de eigenaar moet betalen(1)

1 E
Geen kosten voor de klant. Band wordt gratis 
vervangen(2) en de montage- en voorrijkosten 

worden door Michelin betaald.
25 %

Geen kosten voor de klant. Band wordt gratis 
vervangen(2) en de montage- en voorrijkosten 

worden door Michelin betaald.

2 e 25 % 50 % 100 %

3e 50 % 75 %

4e 75 % 100 %

5e 100 %

Schade door ongevallen

Vakmanschap en materialen

JAAR VAN 
GEBRUIK

MICHELIN AXIOBIB,
MACHXBIB, MULTIBIB,

OMNIBIB EN XM28

RESTANT DAT DE EIGENAAR  
MOET BETALEN(1)

1E 25 %

2e 50 %

3e 75 %

4e 100 %

Speciale toepassing: Scrapers(3)

NAAM DEALER:  ..................................................................................................................................

NAAM MICHELIN-ACCOUNTMANAGER: ....................................................................

NAAM KLANT: .......................................................................................................................................

MAAT & TYPE BAND: .....................................................................................................................

TOEPASSELIJKE COMMERCIËLE GARANTIE: 
      ☐             ☐             ☐            ☐

RESTEREND PERCENTAGE DAT DE KLANT MOET BETALEN: ...................

IN TE VULLEN DOOR UW MICHELIN ACCOUNTMANAGER

Wilt u gebruikmaken van
de onderstaande
commerciële garanties,
raadpleeg dan de
volledige voorwaarden op
http://landbouw.michelin.nl/nl , 
http://landbouw.michelin.nl/be ,
of neem contact op met uw 
wederverkoper.

(1)  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een 
restbedrag open blijft staan) wordt alsvolgt berekend: het percentage dat in de onderstaande tabellen 
is vermeld, wordt vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van 
vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

(2)  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als deze band niet meer verkrijgbaar is, 
wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings-en 
snelheidsindex. 

Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Michelin-
accountmanager voor meer informatie.

(3)   Tractor + machine uitgerust met een metalen blad dat over de grond 
schraapt en materiaal verzamelt (o.a. grond / stenen).

MIC-11051 - BROCHURE-FR-NL.indd   5 8/03/18   18:06
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Beyond the tire to protect your soils 

INCREASED SOIL 
PROTECTION

INCREASED 
PRODUCTIVITY

INCREASED 
PROFITABILITY

• +4% YIELD*

* 4% increase in yield proven
 by the Harper Adams University study
 since 2014  for Ultraflex technology

• +30% TRACTION**

** Internal study on MICHELIN EVOBIB
 vs MICHELIN AXIOBIB tires. 

• fuel consumption

• IMPROVED 
 ON-ROAD SAFETY 
 AND CONTROL

Recommended 
pressure

Smart Pressure 
Control Unit (SPCU)

Pressure 
data/usage

TRACTOR’s 
Compressor

PressurePressure

A MICHELIN 
TECHNOLOGY TIRE

• Increase your profits even more by 
 using a Michelin ULTRAFLEX tire

A PTG REMOTE 
INFLATION SYSTEM 

• that adapts the tire pressure 
even while driving

AUTOMATIC 
PRESSURE CONTROL
• with just 2 clicks 
 on the tractor’s Isobus dashboard

MICHELIN 
SUPPORT
• Setup assistance 
 (via the ZEN@TERRA Agropressure application)

• Help learning to use the system

• Dedicated support hotlineA MICHELIN solution, 
in partnership with

Patented

zen@Terra

NIEUWE COMMERCIELE GARANTIES*
in aanvulling op alle wettelijke garanties

COMMERCIELE
GARANTIES COMMERCIËLE

GARANTIES

27AG TIRES TECHNICAL DATA BOOK 2019 | 2020
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Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 540/65 R30 158D/155E TL 296638 536 1460 641 4316 W18L W16L (NRO) 754 332 48

Reading the technical data

(TL) Tubeless
(IND) Industrial

(D) Overall diameter in millimeters

(R’) Static laden radius in millimeters

(RC) Rolling Circumference in millimeters

(e) Maximum overall section width on measuring rim in millimeters

Rim diameter in inches

Local country & International Product Code

Specific markings for very high technology tires

•    IF: Improved Flexion 
(Tires designed to operate at 20% higher rated load than standard tires at the same inflation pressure.)

•  VF: Very High Flexion 
(Tires designed to operate at 40% higher rated load than standard tires at the same inflation pressure.)

• CFO & CFO+: Improved Flexion Cyclic Field Operation 
 (Cyclic Field Operating parameters for IF and VF designated tires)

• PFO: Pressure Field Operation 
 (A tire casing standard that allows tire manufacturers to increase the load capacity of their tires for field use.)

Important notes for tire use appear at the end of technical data pages 
for each range.

Maximum speed in km/h Load per tire in kg

Pressure scale in bar and psi

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

65 km/h 2180 2500 2690 2875 3065 3250 3405 3565 3720 3875 3970 4065 4155 4250

70 km/h 2000 2295 2470 2640 2815 2985 3130 3270 3415 3555 3640 3730 3815 3900

65 km/h Dual 1920 2180 2310 2440 2570 2700 2830 2960 3090 3220 3350 3480 3610 3740

2022-05-24 DATABOOK _ MAJ.indd   42022-05-24 DATABOOK _ MAJ.indd   4 29/06/2022   09:36:5629/06/2022   09:36:56
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures by vehicle 
manufacturers and for the interchangeability of different tire sizes.

Ø SIZES SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø SIZES SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
710/65R26 750
750/50R26 675
750/65R26 750

26.5 650/65R26.5 725

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø SIZES SRI

30.5
600/60R30.5 725
710/50R30.5 700
850/50R30.5 775

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/60R32 875
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
420/90R34 775
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825

Ø SIZES SRI

38

580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925
650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54

270/95R54  (11.2R54) 925
320/105R54 1025
320/90R54 925
380/90R54 975

EQUIVALENCE CHART
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SRI EQUIVALENTS

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI EQUIVALENTS

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/60R30.5
600/65R30
600/70R28
620/70R26
650/65R26.5
710/50R30.5
710/55R30

SRI EQUIVALENTS

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
710/65R26
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
420/90R34
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34
850/50R30.5

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI EQUIVALENTS

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/60R32
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

320/105R54
480/95R50
650/85R42
710/75R42
710/85R38
750/70R44
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2

Based on the SRI obtained, establish the possible tire size equivalents.
IMPORTANT:
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

EQUIVALENCE CHART
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TIRES BY SIZE

SEAT SIZES

EV
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16 250/80R16 S

16 270/65R16 S

16 280/70R16 S

16 320/65R16 S

18 270/65R18 S

18 320/65R18 S

18 340/65R18 S S

18 340/80R18 S

20 280/70R20 S

20 420/65R20 S

20 440/65R20 S

20.5 24R20.5 S

22.5 500/60R22.5 VF S S

22.5 560/45R22.5 S

22.5 560/60R22.5 VF S

22.5 600/50R22.5 VF S S

22.5 710/45R22.5 VF S

24
280/85R24 
(11.2R24)

S S

24
320/85R24 
(12.4R24)

S S

24
340/85R24 
(13.6R24)

S S

24
380/85R24 
(14.9R24)

S S

24
420/85R24 
(16.9R24)

S S

24 320/70R24 S

24 360/70R24 S

24 360/80R24 S

24 380/70R24 S

24 400/80R24 S

24 420/65R24 S

24 420/70R24 S

24 440/65R24 S

24 460/70R24 S

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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24 480/65R24 S

24 480/70R24 S

24 500/70R24 S

24 540/65R24 S

24 9.5R24 S

25 1000/50R25 VF S S

26 28LR26 S

26 480/80R26 S

26 520/80R26 VF VF

26 620/70R26 VF VF

26 620/75R26 S

26 710/65R26 VF

26 750/50R26 VF S S

26 750/65R26 VF VF S

26.5 600/55R26.5 VF S/VF

26.5 650/55R26.5 VF S/VF

26.5 650/65R26.5 VF

26.5 710/50R26.5 VF S/VF

26.5 800/45R26.5 S

28
280/85R28 
(11.2R28)

S

28
320/85R28 
(12.4R28)

S

28
340/85R28 
(13.6R28)

S S

28
380/85R28 
(14.9R28)

S S

28
420/85R28 
(16.9R28)

S S

28 380/70R28 S

28 400/80R28 S

28 420/65R28 S

28 420/70R28 S

28 440/65R28 S

28 440/80R28 S

28 480/60R28 VF

TIRES BY SIZE

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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28 480/65R28 S

28 480/70R28 S

28 520/60R28 VF

28 540/65R28 S

28 600/60R28 VF

28 600/65R28 S

28 600/70R28 S

30
380/85R30 
(14.9R30)

S S

30
420/85R30 
(16.9R30)

S S

30
460/85R30 
(18.4R30)

S S

30 420/90R30 S S

30 480/70R30 S

30 520/85R30 VF VF

30 540/65R30 S VF S

30 600/60R30 VF VF

30 600/70R30 VF S VF IF S

30 620/70R30 VF

30 620/75R30 VF IF S

30 650/75R30 IF

30 710/55R30 S

30 710/65R30 VF

30.5 600/60R30.5 VF S

30.5 650/65R30.5 VF S

30.5 710/50R30.5 VF S

30.5 750/60R30.5 VF S/VF

30.5 800/45R30.5 S

30.5 850/50R30.5 VF S

32 1000/55R32 IF/VF IF

32 1050/50R32 S S

32 650/75R32 S S S

32 680/75R32 S

32 680/85R32 IF

TIRES BY SIZE

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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32 800/60R32 VF S

32 800/65R32 IF IF S S

32 800/70R32 IF IF S S

32 900/60R32 VF S S

34
420/85R34 
(16.9R34)

VF S

34
460/85R34 
(18.4R34)

S S

34 320/85R34 S S

34 380/85R34 VF S S

34 420/90R34 VF

34 440/80R34 S

34 480/70R34 IF S

34 480/80R34 S

34 500/85R34 VF

34 520/70R34 S

34 540/65R34 S

34 600/60R34 VF

34 600/65R34 S

34 620/75R34 S

34 650/60R34 S VF IF S

34 650/65R34 S VF IF S

34 710/60R34 VF IF

34 710/75R34 S S

36
320/85R36 
(12.4R36)

S

38
320/85R38 
(12.4R38)

S S/IF

38
340/85R38 
(13.6R38)

S S

38
420/85R38 
(16.9R38)

S S

38
460/85R38 
(18.4R38)

S S

38
520/85R38 
(20.8R38)

S S

38 380/80R38 VF VF VF

TIRES BY SIZE

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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38 380/95R38 VF S

38 480/70R38 S

38 480/80R38 S

38 520/70R38 S

38 540/65R38 S

38 540/80R38 S

38 580/70R38 S

38 600/60R38 VF

38 600/65R38 S

38 620/70R38 S

38 650/60R38 VF VF

38 650/65R38 IF S S

38 650/75R38 S

38 650/85R38 VF IF S S

38 680/75R38 IF

38 680/80R38 IF

38 710/60R38 IF VF

38 710/70R38 S

38 710/85R38 IF

38 800/70R38 VF IF S IF IF

38 900/60R38 VF VF

42
520/85R42 
(20.8R42)

S S VF S

42 320/90R42 S VF VF

42 480/80R42 S S VF VF

42 580/85R42 VF

42 620/70R42 S S

42 650/60R42 VF

42 650/65R42 S VF S S

42 650/85R42 VF

42 710/60R42 VF VF

42 710/70R42 VF S VF IF S VF IF

42 710/75R42 S VF IF S

42 800/70R42 IF

TIRES BY SIZE

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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42 900/50R42 S

42 900/60R42 VF IF

44 750/70R44 VF

46 320/90R46 VF VF

46 340/85R46 S

46 380/90R46 S/IF VF VF

46 420/80R46 S S

46 480/80R46 VF S S VF VF

46 520/85R46 S S

46 620/70R46 S

46 710/60R46 VF

46 750/75R46 IF

46 900/65R46 IF

50 320/90R50 S/IF VF VF

50 380/90R50 S/IF VF

50 420/95R50 VF VF

50 480/80R50 VF S VF VF

50 480/95R50 VF S

54 320/105R54 VF

54 320/90R54 S/IF VF VF

54 380/90R54 S VF VF

TIRES BY SIZE

Information  IF = Improved Flexion   l   VF = Very High Flexion   l   S = Standard
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Rolling Circumference CHART

TIRE SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tire Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

270/65 R16 134A8/122A8 TL XP27 184332 04629 381 15 755 30 2300 91 360

280/70R16 112D TL OMNIBIB 747196 389 15 805 32 2400 94 390

270/65 R18 136A8/124A8 TL XP27 133069 98595 381 15 810 32 2472 97 390

320/65R16 107D TL MULTIBIB 494658 39517 434 17 827 33 2452 97 390

11LR16 122A8 TL X M27 123207 13902 386 15 850 33 2515 99 0

320/65 R18 109A8/106B TL XM108 123898 78520 434 17 875 34 2594 102 410

340/65R18 149A8/137A8 TL X P27 415969 08185 462 18 891 35 2720 107 32 425

280/70R20 116D TL OMNIBIB 263806 389 15 904 36 2690 106 32 450

340/65 R18 113D TL MULTIBIB 659984 20099 462 18 908 36 2684 106 32 425

340/65R18 113A8/110B TL XM108 123888 79647 462 18 911 36 2719 107 32 425

9.5 R24 112A8/109B TL AGRIBIB 200987 07126 340 13 1045 41 3117 123 35 500

420/65 R20 125A8/125B TL XM108 122702 86582 552 22 1064 42 3135 123 35 500

405/70R20 136G TL X M47 123708 43043 539 21 1076 42 3194 126 0

560/45R22.5 152D TL CARGOXBIB HEAVY DUTY 743789 27334 702 28 1080 43 3191 126 525

440/65R20 128D TL MULTIBIB 675464 15810 580 23 1090 43 3260 128 525

11.2R24 119A8/116B TL AGRIBIB 317247 92311 392 15 1095 43 3269 129 36 525

320/70R24 116D TL OMNIBIB 415039 25416 434 17 1101 43 3274 129 525

445/70R19.5 173A8/180A2 TL XF 489102 81617 585 23 1110 44 3331 131 0

425/75R20 148G TL X M47 123706 75328 556 22 1147 45 3398 134 0

12.4 R24 119A8/116B TL AGRIBIB 123788 78449 429 16 1149 45 3420 135 37 550

360/70 R24 122D TL OMNIBIB 198698 45416 479 19 1153 45 3418 135 37 550

420/65 R24 126D TL MULTIBIB 171560 11709 552 22 1156 45 3416 135 37 550

420/65R24 126A8/126B TL XM108 122712 77842 552 22 1160 46 3425 135 550

VF 600/50 R22.5 164D IMP TL TRAILXBIB 414979 04220 760 30 1172 46 3419 135 550

500/60R22.5 155D TL CARGOXBIB HEAVY DUTY 441880 36343 654 26 1172 46 3454 136 550

VF 500/60 R22.5 160D IMP TL TRAILXBIB 229116 02997 654 26 1173 46 3433 135 550

600/50R22.5 159D TL CARGOXBIB 048429 94336 760 30 1181 46 3478 137 550

440/65R24 128D TL MULTIBIB 426389 04039 580 23 1187 47 3519 139 575

380/70R24 125D TL OMNIBIB 085816 64778 507 20 1188 47 3520 139 38 575

280/85R28 123A8/120D TL AGRIBIB 2 392931 40217 389 15 1192 47 3563 140 575

445/70R22.5 175A8/182A2 TL XF 073522 33819 585 23 1192 47 3582 141 0

13.6R24 124A8/121B TL AGRIBIB 262831 06247 465 18 1200 47 3583 141 38 575

525/65R20.5 173F TL XS 109421 71848 687 27 1200 47 3640 143 575

340/85 R24 130A8/130B TL AGRIBIB 2 694878 43288 462 18 1202 47 3580 141 575

710/45R22.5 165D TL CARGOXBIB HIGH FLOTATION 723051 06153 910 36 1208 48 3545 140 575

VF 710/45 R22.5 170D IMP TL TRAILXBIB 520302 64711 910 36 1214 48 3562 140 575
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TIRE SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tire Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

420/65R28 135D TL MULTIBIB 778211 62700 552 22 1238 49 3680 145 600

445/70R24 151G TL X M47 123642 45627 585 23 1239 49 3689 145 0

480/65R24 133D TL MULTIBIB 531721 03176 626 25 1240 49 3667 144 38 600

VF 560/60 R22.5 166D IMP TL TRAILXBIB 103824 41626 728 29 1242 49 3612 142 600

560/60R22.5 161D TL CARGOXBIB HEAVY DUTY 102433 20379 728 29 1242 49 3650 144 600

420/70R24 130D TL OMNIBIB 829095 28067 552 22 1251 49 3702 146 39 600

14.9R24 130A8/127B TL AGRIBIB 601563 92158 504 20 1265 50 3769 148 600

12.4R28 126A8/123B TL AGRIBIB 738964 20895 429 17 1265 50 3778 149 600

440/65R28 131D TL MULTIBIB 386212 96372 580 23 1291 51 3833 151 39 625

380/70 R28 127D TL OMNIBIB 118587 24723 507 20 1294 51 3842 151 39 625

VF 480/60R28 134D TL XEOBIB 312875 80140 639 25 1298 51 3831 151 39 625

13.6 R28 123A8/120B TL AGRIBIB 123782 87976 465 18 1308 51 3893 153 39 625

495/70R24 155G TL X M47 123620 88892 650 26 1311 52 3883 153 0

540/65R24 140D TL MULTIBIB 097057 08801 711 28 1312 52 3873 152 625

480/70R24 138D TL OMNIBIB 375821 02475 626 25 1327 52 3916 154 625

16.9 R24 134A8/131B TL AGRIBIB 123854 97341 566 22 1330 52 3935 155 625

VF 520/60R28 138D TL XEOBIB 510495 80236 670 26 1338 53 3942 155 40 650

480/65R28 136D TL MULTIBIB 897574 14369 626 25 1339 53 3970 156 650

VF 600/55R26.5 IMP 170D TL CARGOXBIB HIGH FLOTATION 377726 760 30 1341 53 3923 154 625

600/55R26.5 165D TL CARGOXBIB HIGH FLOTATION 550621 32505 760 30 1341 53 3954 156 625

VF 600/55 R26.5 170D IMP TL TRAILXBIB 112743 41893 760 30 1353 53 3960 156 625

420/70R28 133D TL OMNIBIB 532215 25705 552 22 1354 53 4012 158 40 650

380/85 R28 139A8/139B TL AGRIBIB 2 184281 12989 507 20 1362 54 4053 160 40 650

14.9 R28 134A8/131B TL AGRIBIB 112235 25543 504 19 1365 54 4072 160 40 650

24 R 20.5 XS TL 176F MI 109174 44650 778 31 1374 54 4148 163 650

VF 710/50 R26.5 176D IMP TL TRAILXBIB 723409 39765 910 36 1380 54 4022 158 650

VF 710/50R26.5 IMP 176D TL CARGOXBIB HIGH FLOTATION 343405 910 36 1380 54 4022 158 650

710/50R26.5 170D TL CARGOXBIB HIGH FLOTATION 892516 29880 910 36 1380 54 4061 160 650

800/45R26.5 174D TL CARGOXBIB 248959 81371 1008 40 1395 55 4097 161 675

VF 650/55R26.5 IMP 174D TL TRAILXBIB 054878 37535 825 32 1402 55 4082 161 725

VF 650/55R26.5 IMP 174D TL CARGOXBIB HIGH FLOTATION 776393 825 32 1402 55 4084 161 725

650/55R26.5 169D TL CARGOXBIB HIGH FLOTATION 693431 15666 825 32 1402 55 4158 164 725

750/50R26 160A8/154D TL MEGAXBIB 478428 67149 956 38 1404 55 4162 164 41 675

VF 750/50R26 CFO 174D/170E TL FLOATXBIB 982905 10112 1405 55 4155 164 675

750/50R26 160A8/154D TL MEGAXBIB 2 236906 81321 956 38 1406 55 4171 164 675

380/85 R30 140A8/140B TL AGRIBIB 2 151572 72163 507 20 1416 56 4219 166 41 675

Rolling Circumference CHART
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TIRE SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tire Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

380/85R30 135A8/135B TL AGRIBIB 836509 18784 507 20 1416 56 4194 165 41 675

420/85 R28 144A8/144B TL AGRIBIB 2 135905 43824 552 22 1419 56 4226 166 41 675

320/85R34 133A8/130B TL AGRIBIB 122760 73532 434 17 1420 56 4239 167 41 675

320/85R34 133A8/133B TL AGRIBIB 2 908266 434 17 1421 56 4243 167 41 675

480/70R28 140D TL OMNIBIB 570026 27084 626 25 1427 56 4217 166 41 675

540/65R28 142D TL MULTIBIB 792274 36062 711 28 1427 56 4223 166 41 675

VF 600/60R28 146D TL XEOBIB 665184 80297 767 30 1429 56 4198 165 41 675

16.9R28 141A8/138B TL AGRIBIB 984997 13991 566 22 1435 56 4278 168 675

12.4 R36 124A8/121B TL AGRIBIB 123952 03338 429 17 1460 57 4363 172 41 700

VF 540/65R30 158D/155E TL AXIOBIB 2 296638 06869 710 28 1460 57 4316 170 700

540/65R30 150D/146E TL ROADBIB 274757 92680 711 28 1464 58 4382 173 700

VF 600/60R30 162D/159E TL AXIOBIB 2 371968 06116 767 30 1468 58 4336 171 700

540/65 R30 143D TL MULTIBIB 223153 28553 711 28 1472 58 4353 171 700

16.9 R30 137A8/134B TL AGRIBIB 123870 41545 566 22 1480 58 4395 173 42 700

480/70R30 141D TL OMNIBIB 599351 27236 626 25 1482 58 4388 173 42 700

600/65R28 154A8/154B TL MACHXBIB 135288 86350 760 30 1485 58 4415 174 42 700

420/85 R30 145A8/139D TL AGRIBIB 2 184330 72159 552 22 1487 59 4416 174 42 700

VF 710/50 R30.5 178D IMP TL TRAILXBIB 562163 22998 910 36 1489 58 4397 173 700

VF 600/60 R30.5 175D IMP TL TRAILXBIB 286219 30202 772 30 1491 58 4357 172 725

VF 520/80R26 CFO 168A8 TL CEREXBIB 972024 61911 670 26 1491 59 4397 173 700

VF 520/80R26 CFO+ 168A8 TL CEREXBIB 2 850494 24394 670 26 1491 59 4400 173 700

VF 600/60R30 147D TL XEOBIB 065253 03690 767 30 1493 59 4379 172 42 700

600/65R28 154D/150E TL MACHXBIB 429970 44562 760 30 1494 59 4465 176 42 700

710/50R30.5 173D TL CARGOXBIB 002786 92209 910 36 1495 59 4408 174 700

800/45R30.5 176D TL CARGOXBIB 932951 53255 1008 40 1495 59 4408 174 725

600/60R30.5 169D TL CARGOXBIB 236518 51915 767 30 1496 59 4417 174 700

12.4R38 131A8/128B TL AGRIBIB 258138 15336 429 17 1500 59 4484 177 42 725

380/85R34 137A8/137B TL AGRIBIB 122781 59412 507 20 1503 59 4461 176 42 725

IF 320/85 R38 151A8/151B TL AGRIBIB RC 351097 20864 438 17 1506 59 4496 177 42 725

320/85R38 143A8/143B TL AGRIBIB RC 758001 50528 434 17 1508 59 4514 178 42 725

VF 380/85R34 149A8/149B TL YIELDBIB 305457 91239 510 20 1510 59 4471 176 43 725

VF 620/70R26 CFO 173A8 TL CEREXBIB 656967 64298 790 31 1513 60 4458 176 42 725

VF 620/70R26 CFO+ 173A8 TL CEREXBIB 2 228272 98039 790 31 1513 60 4461 176 42 725

380/85R34 142A8/142B TL AGRIBIB 2 009860 84143 507 20 1516 60 4519 178 42 725

710/55R30 153D TL MACHXBIB 992342 03784 910 36 1518 60 4489 177 725

420/90R30 147A8/147B TL AGRIBIB 2 508522 71308 552 22 1518 60 4513 178 42 725
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VF 650/65 R26.5 179D IMP TL TRAILXBIB 059338 86356 825 33 1523 60 4496 177 725

420/90R30 147A8/147B TL AGRIBIB 953332 68713 552 22 1533 60 4556 179 42 725

18.4 R30 142A8/139B TL AGRIBIB 123844 42060 611 24 1550 61 4602 181 725

13.6 R38 128A8/125B TL AGRIBIB 123992 66666 465 18 1565 61 4705 185 43 750

600/70R30 158D/155E TL ROADBIB 217911 15131 774 30 1569 62 4630 182 750

600/70 R28 157D/154E TL MACHXBIB 211033 29237 760 30 1571 62 4652 183 725

540/65R34 145D TL MULTIBIB 712064 22243 711 28 1574 62 4655 183 43 750

VF 380/80R38 167D TL SPRAYBIB 352109 93213 510 20 1577 62 4712 186 750

VF 710/65 R26 184D IMP TL TRAILXBIB 885998 898 35 1578 62 4584 181 750

VF 600/70R30 168D/165E TL AXIOBIB 2 426719 32376 774 30 1579 62 4659 183 43 750

28LR26 175D TL CARGOXBIB HIGH FLOTATION 224829 907 36 1581 62 4685 184 0

VF 420/85R34 154A8/154B TL YIELDBIB 012445 58965 554 22 1582 62 4682 184 43 750

IF 600/70R30 159D TL AXIOBIB 280086 96393 774 30 1585 62 4683 184 43 750

600/70R28 157A8/157B TL MACHXBIB 395016 46139 760 30 1586 62 4694 185 725

420/85 R34 147A8/147B TL AGRIBIB 2 183733 16801 552 22 1589 62 4730 186 43 750

540/65 R34 152D TL MULTIBIB 214036 99445 711 28 1590 62 4716 186 43 750

VF 380/80R38 149A8/149B TL YIELDBIB 870363 35470 510 20 1592 63 4851 191 43 750

480/70R34 143D TL OMNIBIB 280033 25021 626 25 1593 63 4728 186 43 750

380/80 R38 142A8/139D TL AGRIBIB 2 187095 59112 507 20 1595 63 4755 187 43 750

VF 600/60R34 149D TL XEOBIB 664777 78329 767 30 1595 63 4699 185 43 750

420/85R34 147A8/147B TL AGRIBIB 788910 30127 552 22 1595 63 4751 187 43 750

620/75R26 166A8/166B TL MEGAXBIB 614320 89936 801 32 1602 63 4748 187 43 750

VF 420/90 R34 CFO 174D/170E TL SPRAYBIB 343695 29015 554 22 1603 63 4762 188 775

600/70R30 158D TL MACHXBIB 566557 68124 774 30 1604 63 4760 187 43 750

VF 620/70R30 CFO 172A8 TL CEREXBIB 886789 92780 790 31 1615 64 4760 187 775

VF 620/70R30 CFO+ 175A8 TL CEREXBIB 2 049288 53106 790 31 1615 64 4765 188 775

600/70 R30 158D/154E TL ROADBIB 264539 73799 774 31 1617 63 4800 189 43 750

750/65R26 171A8/171B TL MEGAXBIB 983217 36798 956 38 1621 64 4818 190 750

650/65R30.5 176D TL CARGOXBIB HIGH FLOTATION 139310 28171 825 32 1622 64 4776 188 775

VF 750/65 R26 CFO+ 180A8 TL CEREXBIB 2 132266 33777 956 38 1623 64 4786 188 750

VF 750/65R26 CFO 177A8 TL CEREXBIB 811382 02320 956 38 1623 64 4780 188 750

VF 520/85 R30 CFO+ 172A8 TL CEREXBIB 2 188276 86907 682 27 1624 64 4797 189 46 775

VF 520/85R30 CFO 172A8 TL CEREXBIB 795916 66188 682 27 1624 64 4794 189 46 775

VF 850/50 R30.5 188D IMP TL TRAILXBIB 659949 79539 1073 42 1626 64 4758 187 775

850/50R30.5 182D TL CARGOXBIB 938016 69986 1073 42 1628 64 4778 188 775

VF 650/65 R30.5 181D IMP TL TRAILXBIB 120737 02919 825 33 1632 64 4806 189 775
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VF 320/90R42 163D TL SPRAYBIB 920383 44635 438 17 1635 64 4890 193 800

VF 1000/50R25 CFO 190D/186E TL FLOATXBIB 713716 20271 1258 50 1636 64 4845 191 775

320/90R42 147A8/147B TL AGRIBIB RC 425361 64720 434 17 1638 64 4908 193 44 800

460/85 R34 152A8/152B TL AGRIBIB 2 817711 32288 597 24 1650 65 4908 193 775

520/70R34 148D TL OMNIBIB 939411 29601 676 27 1651 65 4887 192 44 775

650/60R34 159D/155E TL ROADBIB 556249 90034 825 32 1651 65 4935 194 775

VF 650/60 R34 168D/165E TL AXIOBIB 2 202185 39440 831 33 1653 65 4882 192 775

600/65R34 151D TL MULTIBIB 557189 16291 760 30 1654 65 4897 193 44 775

1000/50R25 172A8/166D TL MEGAXBIB 2 852423 76362 1233 49 1654 65 4907 193 750

IF 650/60R34 165D TL AXIOBIB 100511 94599 831 33 1661 65 4933 194 775

18.4R34 149A8/146B TL AGRIBIB 679786 71754 611 24 1662 65 4940 194 44 775

650/60R34 159D/155E TL MACHXBIB 549996 96892 825 32 1664 66 4950 195 775

VF 620/75R30 172D/169E TL AXIOBIB 2 702894 20861 814 32 1670 66 4919 194 44 800

IF 620/75R30 164D TL AXIOBIB 668406 96772 790 31 1670 66 4927 194 44 800

VF 750/60R30.5 IMP 187D TL CARGOXBIB HIGH FLOTATION 139588 956 38 1674 66 4875 192 800

540/65 R38 147D TL MULTIBIB 114518 28857 711 28 1675 66 4965 196 44 800

750/60R30.5 181D TL CARGOXBIB HIGH FLOTATION 101332 77049 956 38 1675 66 4936 194 800

VF 710/65R30 CFO+ 179A8 TL CEREXBIB 2 608814 22560 876 34 1676 66 4952 195 44 800

VF 500/85R34 CFO+ 172A8 TL CEREXBIB 2 038009 29877 642 25 1676 66 4961 195 825

420/85R38 144A8/144B TL AGRIBIB 607820 84239 552 22 1676 66 4975 196 44 800

VF 750/60 R30.5 187D IMP TL TRAILXBIB 223428 20302 956 38 1678 66 4873 192 800

380/95R38 147A8/147B TL AGRIBIB 836033 65207 507 20 1689 66 5034 198 800

420/85R38 149A8/149B TL AGRIBIB 2 048439 552 22 1690 67 5035 198 44 800

480/70R38 145D TL OMNIBIB 936570 28503 626 25 1694 67 5030 198 44 800

IF 710/60R34 164D TL AXIOBIB 712503 67777 900 35 1696 67 5030 198 825

VF 600/60R38 151D TL XEOBIB 349257 80626 767 30 1698 67 5023 198 44 800

VF 380/95R38 154A8/154B TL YIELDBIB 873023 47225 510 20 1703 67 5044 199 44 800

650/65R34 161D/157E TL ROADBIB 330378 35720 825 32 1707 67 5098 201 825

VF 650/65 R34 170D/167E TL AXIOBIB 2 101906 79000 831 33 1710 67 5047 199 825

620/75R30 168A8/168B TL MEGAXBIB 753673 63928 801 32 1710 67 5083 200 44 800

IF 650/75R30 166D TL AXIOBIB 828322 96826 838 33 1721 68 5071 200 45 825

IF 650/65R34 161D TL AXIOBIB 711975 26241 831 33 1721 68 5099 201 825

650/65R34 161D/157E TL MACHXBIB 817386 93805 825 32 1726 68 5133 202 825

VF 710/60R34 173D/169E TL AXIOBIB 2 757609 99540 900 35 1727 68 5093 201 825

VF 650/60R38 155D TL XEOBIB 454365 80851 831 33 1735 68 5108 201 45 825

VF 320/90R46 165D TL SPRAYBIB 684579 18963 438 17 1736 68 5350 211 825
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VF 650/60R38 170D/167E TL AXIOBIB 2 908973 831 33 1742 69 5145 203 45 825

340/85R46 150A8/150B TL AGRIBIB RC 846786 94547 462 18 1747 69 5227 206 45 825

520/70R38 150D TL OMNIBIB 833744 28089 670 26 1766 70 5229 206 45 825

600/65R38 153D TL MULTIBIB 228045 29767 760 30 1768 70 5229 206 45 825

18.4 R38 151A8/148B TL AGRIBIB 100097 63603 611 24 1770 69 5267 207 45 825

800/60R32 IMP 185D TL CARGOXBIB HIGH FLOTATION 322432 1032 41 1800 71 5300 209 875

VF 710/60R38 160D TL XEOBIB 324138 81759 900 35 1814 71 5356 211 46 875

620/75R34 170A8/170B TL MEGAXBIB 325025 83734 801 32 1814 71 5398 213 825

650/75R32 172A8/172B TL MEGAXBIB 2 642277 38157 875 34 1817 72 5400 213 875

650/65R38 157D TL MULTIBIB 292904 12871 825 32 1819 72 5380 212 46 875

650/75R32 172A8/172B TL MEGAXBIB 468227 46686 875 34 1825 72 5423 214 45 875

IF 650/65R38 169D TL AXIOBIB 508421 87017 831 33 1826 72 5446 214 875

650/75R32 167A8/167B TL AGRIBIB 2 533727 875 34 1827 72 5395 212 45 875

650/65 R38 163D TL MULTIBIB PLUS 476461 41949 825 33 1829 72 5425 214 46 875

580/70R38 155D TL OMNIBIB 001240 31198 743 29 1836 72 5440 214 46 875

VF 480/80R42 176D TL SPRAYBIB 929553 13814 626 25 1838 72 5471 215 46 875

800/65 R32 178A8/178B TL MEGAXBIB 2 135425 87985 1008 40 1839 72 5471 215 46 875

VF 650/60 R42 157D TL XEOBIB 220583 10918 831 33 1840 72 5441 214 46 875

800/65R32 178A8/178B TL MEGAXBIB 521809 49342 1008 40 1840 72 5459 215 46 875

480/80R42 156A8/156B TL AGRIBIB 2 539386 05745 626 25 1840 72 5470 215 46 875

IF 380/90 R46 165A8/165B TL AGRIBIB RC 120462 84037 510 20 1841 72 5513 217 46 925

VF 380/90 R46 173D TL SPRAYBIB 198604 27358 510 20 1842 72 5530 218 46 925

VF 380/90 R46 CFO 173D/169E TL SPRAYBIB 007760 20857 510 20 1843 72 5504 217 46 925

IF 710/60 R38 172D TL AXIOBIB 220975 69189 900 35 1844 72 5486 216 875

VF 320/90R50 166D TL SPRAYBIB 946508 99896 438 17 1844 73 5531 218 925

320/90R50 150A8/150B TL AGRIBIB RC 130813 95098 434 17 1847 73 5539 218 46 925

520/85R38 160A8/160B TL AGRIBIB 2 882358 05183 670 26 1849 73 5493 216 46 875

20.8R38 159A8/156B TL AGRIBIB 813266 17548 684 27 1850 73 5506 217 46 875

420/80R46 151A8/151B TL AGRIBIB 2 885138 552 22 1854 73 5524 217 46 925

IF 800/65R32 CFO 178A8/178B TL CEREXBIB 651074 39571 1006 40 1855 73 5493 216 46 875

IF 800/65R32 CFO+ 181A8 TL CEREXBIB 2 987406 25367 1006 40 1855 73 5501 217 875

520/85R38 155A8/155B TL AGRIBIB 303668 43308 670 26 1855 73 5529 218 46 875

IF 320/90 R50 158A8/158B TL AGRIBIB RC 125798 00912 438 17 1856 73 5544 218 46 925

1050/50R32 184A8/184B TL MEGAXBIB 829536 28613 1310 52 1856 73 5510 217 46 875

620/70R38 170A8/170B TL MEGAXBIB 2 126128 801 32 1857 73 5548 218 875

480/80R42 156A8/156B TL AGRIBIB 404096 03395 626 25 1858 73 5538 218 46 875
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620/70R38 170A8/170B TL MEGAXBIB 476088 99512 801 32 1864 73 5557 219 46 875

380/90R46 157A8/157B TL AGRIBIB RC 799905 38865 507 20 1864 73 5583 220 46 925

680/75R32 164A8/161B TL MACHXBIB 123582 80305 862 34 1865 73 5512 217 46 875

1050/50R32 178A8/172D TL MEGAXBIB 2 424273 12011 1310 52 1866 73 5537 218 875

420/80R46 151A8/148B TL AGRIBIB 122770 58733 552 22 1872 74 5555 219 46 925

VF 1000/55R32 CFO 197D/193E TL FLOATXBIB 946690 22389 1258 50 1877 74 5520 217 925

IF 1000/55R32 CFO 191D/188E TL FLOATXBIB 564739 1258 50 1877 74 5540 218 925

VF 710/60R42 176D/173E TL AXIOBIB 2 941770 78256 900 35 1885 74 5574 219 925

900/60R32 181A8/181B TL MEGAXBIB 824122 40581 1114 44 1894 75 5626 221 46 925

900/60 R32 181A8/181B TL MEGAXBIB 2 166896 04361 1114 44 1899 74 5635 222 46 925

710/75R34 178A8/178B TL MEGAXBIB 543107 13589 910 36 1900 75 5637 222 47 925

1050/50R32 178A8 TL MEGAXBIB 236234 94737 1310 52 1902 75 5649 222 46 875

VF 900/60R32 CFO+ 191A8 TL CEREXBIB 2 430737 73624 1120 44 1903 75 5618 221 925

IF 900/60R32 CFO 185A8 TL CEREXBIB 752825 03456 1120 44 1906 75 5643 222 925

710/75R34 178A8/178B TL MEGAXBIB 2 312036 47924 910 36 1909 75 5671 223 47 925

VF 710/60 R42 161D TL XEOBIB 144294 94391 900 35 1920 75 5675 223 47 925

VF 650/65R42 174D/171E TL AXIOBIB 2 387916 43835 831 33 1920 76 5680 224 47 925

800/70R32 181A8/181B TL MEGAXBIB 2 366785 1008 40 1927 76 5737 226 925

IF 1000/55 R32 CFO 188A8 TL CEREXBIB 131720 22858 1258 50 1931 76 5758 227 925

650/65 R42 158D TL MULTIBIB 167733 38881 825 33 1931 76 5722 225 47 925

650/65R42 165D/161E TL ROADBIB 075643 37067 825 32 1932 76 5693 224 925

VF 480/80R46 164A8/164B TL YIELDBIB 842300 10807 626 25 1933 76 5732 226 47 925

IF 680/85R32 CFO 179A8/179B TL CEREXBIB 932041 18128 869 34 1935 76 5711 225 47 925

380/90R50 151A8/151B TL AGRIBIB RC 036849 15852 507 20 1935 76 5813 229 47 975

650/65 R42 165D TL MULTIBIB PLUS 512785 37632 825 33 1936 76 5752 227 47 925

800/70R32 181A8/181B TL MEGAXBIB 695992 68880 1008 40 1936 76 5725 225 925

520/85R42 162A8/162B TL MEGAXBIB 645194 15488 670 26 1937 76 5783 228 47 925

VF 480/80R46 177D TL SPRAYBIB 159186 21151 626 25 1943 76 5790 228 47 925

520/85R42 157A8/157B TL AGRIBIB 122791 63687 670 26 1945 77 5771 227 47 925

480/80R46 158A8/158B TL AGRIBIB 2 622709 00639 626 25 1945 77 5804 229 47 925

650/75 R38 169D/165E TL MACHXBIB 311026 70375 825 33 1948 76 5786 228 47 925

480/80R46 158A8/158B TL AGRIBIB 637231 94069 626 25 1948 77 5874 231 47 925

IF 320/90 R54 159A8/159B TL AGRIBIB RC 467712 59155 438 17 1949 76 5848 230 47 975

IF 800/70R32 CFO+ 185A8 TL CEREXBIB 2 789156 71535 1004 40 1950 77 5800 228 925

VF 320/90R54 168D TL SPRAYBIB 044008 45449 438 17 1950 77 5843 230 47 975

320/90R54 151A8/151B TL AGRIBIB RC 272304 96185 434 17 1950 77 5852 230 47 975
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VF 380/90 R50 CFO 175D/171E TL SPRAYBIB 340728 16655 510 20 1951 77 5834 230 47 975

VF 380/90R50 175D TL SPRAYBIB 722276 28608 510 20 1951 77 5836 230 47 975

IF 380/90 R50 167A8/167B TL AGRIBIB RC 212359 88459 510 20 1953 77 5841 230 47 975

620/70R42 160D TL OMNIBIB 989457 31015 801 32 1953 77 5781 228 47 925

VF 520/85R42 CFO 177A8 TL CEREXBIB 934265 78620 682 27 1953 77 5807 229 47 925

VF 520/85R42 CFO+ 177A8 TL CEREXBIB 2 270459 15337 682 27 1953 77 5807 229 925

IF 800/70R32 CFO 182A8/182B TL CEREXBIB 525718 18258 1004 40 1958 77 5788 228 925

520/85R42 162A8/162B TL AGRIBIB 2 405859 13435 670 26 1958 77 5810 229 47 925

620/70 R42 166A8/166B TL MEGAXBIB 100268 15145 801 32 1961 77 5857 231 47 925

IF 680/75R38 180A8 TL CEREXBIB 833220 02720 830 33 1965 77 5823 229 975

900/50R42 168D TL MACHXBIB 832458 03779 1114 44 1970 78 5826 229 47 975

710/70R38 171D TL MACHXBIB 708197 30751 910 36 1973 78 5804 229 47 925

IF 680/80R38 CFO+ 182A8 TL CEREXBIB 2 953912 20691 870 34 2020 80 6030 237 975

VF 900/60 R38 CFO+ 193A8 TL CEREXBIB 2 853285 68766 1144 45 2027 79 5987 236 975

VF 320/105 R 54 172D TL SPRAYBIB 624140 48439 439 17 2028 80 6066 239 48 1000

710/70R42 173D/170E TL ROADBIB 885975 27650 910 36 2028 80 6025 237 975

VF 900/60R38 CFO+ 193A8 TL CEREXBIB 2 439024 31193 1144 45 2029 80 5993 236 975

IF 900/60R38 CFO 188A8 TL CEREXBIB 853436 03936 1144 45 2029 80 6017 237 48 975

IF 900/60R38 CFO 184A8 TL CEREXBIB 296920 14429 1144 45 2033 80 6017 237 48 975

VF 900/60R38 CFO 196D/192E TL FLOATXBIB 098689 02123 1144 45 2033 80 6041 238 975

620/70 R46 162D TL MACHXBIB 131721 01175 801 32 2038 80 6041 238 48 975

VF 480/80R50 166A8/166B TL YIELDBIB 309830 02098 626 25 2039 80 6034 238 48 975

VF 580/85R42 CFO+ 183A8 TL CEREXBIB 2 844076 45547 754 30 2040 80 6040 238 975

VF 480/80R50 179D TL SPRAYBIB 431251 50045 626 25 2045 81 6101 240 48 975

IF 800/70R38 CFO 184A8/184B TL CEREXBIB 646846 39234 1004 40 2048 81 6072 239 48 975

650/85R38 173A8/173B TL MEGAXBIB 173491 19212 825 32 2048 81 6100 240 48 975

VF 380/90R54 176D TL SPRAYBIB 816598 47923 510 20 2049 81 6131 241 48 1025

IF 650/85R38 179D TL AXIOBIB 084900 97250 821 32 2050 81 6078 239 48 975

520/85R46 158A8/155B TL AGRIBIB 122780 57479 670 26 2050 81 6088 240 48 975

480/80R50 159A8/159B TL AGRIBIB 2 263049 41183 626 25 2050 81 6116 241 48 975

IF 800/70R38 CFO 187A8 TL CEREXBIB 445898 24897 1004 40 2051 81 6079 239 48 975

IF 800/70R38 CFO+ 187A8 TL CEREXBIB 2 610997 25474 1004 40 2051 81 6079 239 48 975

VF 420/95R50 177D TL SPRAYBIB 085405 82545 554 22 2052 81 6118 241 48 1025

380/90R54 152A8/152B TL AGRIBIB 2 075615 28485 507 20 2054 81 6129 241 48 1025

480/80R50 159A8/159B TL AGRIBIB 471947 94576 626 25 2056 81 6135 242 48 975

520/85 R46 164A8/164B TL AGRIBIB 2 120922 17697 670 26 2059 81 6110 241 48 975
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VF 420/95 R50 CFO 179D/175E TL SPRAYBIB 358639 53951 554 22 2059 81 6140 242 48 1025

IF 710/70R42 179D TL AXIOBIB 771752 99783 910 36 2062 81 6115 241 48 975

650/85 R38 173A8/173B TL MACHXBIB 118628 89462 825 33 2063 81 6092 240 48 975

VF 710/70 R42 179D/175E TL EVOBIB 707510 34208 910 36 2063 81 6069 239 975

VF 650/85R38 182D/179E TL AXIOBIB 2 655949 845 33 2063 81 6088 240 975

800/70R38 173D TL MACHXBIB 887730 29390 1008 40 2066 81 6093 240 48 975

VF 710/70R42 182D/179E TL AXIOBIB 2 523668 910 36 2066 81 6104 240 48 975

IF 800/70R38 179D TL AXIOBIB 528166 99142 1004 40 2067 81 6089 240 48 975

VF 800/70 R38 187D/184E TL AXIOBIB 2 136377 86394 1004 40 2072 81 6078 239 975

710/70 R42 173D/169E TL ROADBIB 749845 03331 910 36 2076 81 6177 243 48 975

710/70R42 173D TL MACHXBIB 790388 31962 910 36 2088 82 6195 244 48 975

VF 710/70R42 CFO+ 188A8 TL CEREXBIB 2 499992 60118 910 36 2097 83 6207 244 975

IF 710/70R42 CFO 182A8 TL CEREXBIB 003912 61530 910 36 2097 83 6230 245 975

VF 900/60R42 CFO+ 195A8 TL CEREXBIB 2 856296 03717 1108 44 2118 83 6281 247 0 1025

IF 900/60R42 186D TL AXIOBIB 111950 82481 1144 45 2123 84 6304 248 49 1025

710/75R42 175D/171E TL ROADBIB 378080 14014 910 36 2143 84 6368 251 1025

IF 800/70R42 CFO+ 189A8 TL CEREXBIB 2 818789 91180 1004 40 2151 85 6387 251 49 1025

VF 710/75R42 184D/180E TL AXIOBIB 2 259635 01608 910 36 2153 85 6370 251 49 1025

VF 900/60R42 189D/185E TL AXIOBIB 2 428922 17679 1108 44 2158 85 6357 250 49 1025

710/75R42 175D/171E TL MACHXBIB 015540 13444 910 36 2158 85 6408 252 1025

IF 710/85R38 178D TL AXIOBIB 992951 99013 918 36 2159 85 6365 251 49 1025

IF 710/75R42 176D TL AXIOBIB 037489 25479 910 36 2161 85 6395 252 49 1025

VF 650/85R42 183D/180E TL AXIOBIB 2 530764 06000 845 33 2164 85 6393 252 49 1025

480/95R50 164A8/164B TL AGRIBIB 491183 54736 626 25 2175 86 6484 255 1075

VF 750/70R44 186D/183E TL AXIOBIB 2 681569 941 37 2180 86 6438 253 1025

VF 480/95R50 170A8/170B TL YIELDBIB 252129 65206 626 25 2186 86 6464 254 49 1075

IF 750/75R46 186D TL AXIOBIB 487001 07217 941 37 2287 90 6819 268 50 1125

IF 900/65 R46 190D TL AXIOBIB 162365 36973 1108 44 2322 91 6888 271 50 1125

Rolling Circumference CHART
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Load / pressure chart 
for MUT TIRES

The remote inflation breakthrough for the agricultural market required changes to the Improved Flexion (IF) and Very 
high Flexion (VF) standards, something that was achieved in February 2019 (ETRTO). Some tire casings are PFO (Pressure 
Field Operation), a standard that allows tire manufacturers to increase the load capacity of their tires for field use.

The new load/pressure curves at 10 and 30 km/h for MUT tractor tires help to adapt tire pressures to the intended 
use and context. Combined with a remote inflation system that optimizes these variations in real-time, MICHELIN 
ULTRAFLEX tires can now offer their very best performance! 
• At low pressure in the field, the soil is protected and productivity is optimal.
• At higher pressures on-road, speed is the objective while controlling fuel consumption and ensuring safety and 

driving comfort.

MICHELIN has always been an active promoter of standards that enable its customers to benefit from the latest 
technological revolutions! PFO is a new ETRTO standard to provide additional load for IF/VF tractor tires when 
speed is reduced. PFO is an option. It does not change the initial LI/SI or the CAI.

  load/pressure tables at 10 and 30 km/h 
 for MICHELIN ULTRAFLEX TECHNOLOGY (MUT) 
 tractor tires

  PFO = Pressure Field Operation

(Example of a calculation based on MACHXBIB (standard), AXIOBIB (IF) and AXIOBIB 2 (VF) – Size 710/70 R42)
  The proof in figures

Pressure decrease possible with a load of 5500 kg

(bar) 10 km/h 30 km/h 65 km/h

Standard 1 1.3 1.6

IF 1 1.1 1.2

VF 0.8 0.9 1

load increase possible with a pressure of 1.2 bar

(kg) 10 km/h 30 km/h 65 km/h

Standard 6200 5200 4500

IF 6200 5700 5500

VF 7000 6400 6300

load increase possible with a pressure of 1.2 bar

Max PFO 10 km/h 30 km/h 65 km/h

Standard 6200 5200 4500

VF 7000 6400 6300

VF PFO 8000 6900 6300

-20% -31%

+13%

+28%

-38%

+23%

+31%

+40%

+40%

+13% +23% +40%
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The right pressure at the right time 

CENTRAL TIRE INFLATION SYSTEM

INCREASED SOIL 
PROTECTION

INCREASED 
PRODUCTIVITY

INCREASED 
PROFITABILITY

+4% YIELD (1) +30% TRACTION (2) +33% FUEL SAVINGS
IN THE FIELD (3)

THE SAFEST SYSTEM ON THE MARKET
• No risk of deflation if the hoses are torn off thanks to  

the valves equipped with non-return flaps

COMPATIBLE WITH ALL BRANDS
• PTG’s CTIS systems are suitable for all types and brands  

of vehicles, and are compatible with all tire brands

THE ADVANTAGES OF PTG SYSTEMS

EASY PRESSURE CONTROL
• Only 2 clicks on the vehicles ISOBUS display, 
 thanks to the 18 storable profiles

LIMITED MAINTENANCE 
• Longevity of the elements, from the design the solution   
 has been thought to limit the need for maintenance:   
 The rotative joints lifespan is above 10 000 hours

CONTROLLABLE 
FROM THE ISOBUS DISPLAY  

IN MOTION
INFLATION & DEFLATION

https://app-agro.com/

See how much 
you can gain

(1) 4% increase in yield proven by the Harper Adams University 
study since 2014 for Ultraflex technology. (2) Internal study on 
MICHELIN EVOBIB vs MICHELIN AXIOBIB tires. (3) Based on a field 
study with a Fendt 939 tractor  equipped with MICHELIN AXIOBIB 
IF650/65R34 and MICHELIN AXIOBIB IF710/75R42 tires and a 
three-axle Stewart trailer equipped with MICHELIN CARGOXBIB HF 
600/55R26.5 tires also based on a study with a Fendt 724 Vario  
tractor equipped with MICHELIN MACHXBIB 710/55 R30 and 
MICHELIN MACHXBIB 900/50 R42 tires and a GYRAX BMXL 240 
trailer equipped with MICHELIN CARGOXBIB HF 710/50 R26.5 tires.

+
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HOW TO CHOOSE
AN AGricultural TIRE?

1

2

3

4

Choose the tire diameter 
according TO THE POWER  
AND TO THE MECHANICAL LEAD 

choose THE TIRE WIDTH

CHOOSE THE LOAD CAPACITY & TECHNOLOGY

CHOOSE THE PATTERN & THE BRAND

The tire overall diameter is keyto transmit power to the ground.
To optimize traction performance, it is important to choose the biggest diameter 
approved by the constructor.
Agricultural tires are classified by equivalent diameter or Speed Radius Index (SRI)
Possible to change some specifications like tire width, load capacity, rim diameter 
but it is important to keep the same overall diameter, to keep at least the same 
tire overall diameter
The diameter must be approved by the machine’s manufacturer

Concerning the Mechanical Lead, refer to Michelin Agriculture User Guide

The tire width depends on the use and the customer’s needs
Narrow > To pass between rows of crops (270 to 480mm)
Intermediate > More versatile (from 520 to 650)
Wide > Soil protection (from 710 to 900)
With the same overall diameter and section width, different tire size or techonology could 
be proposed depending on the tractors power and the load capacity targeted

Select the load index according to the customer’s needs and uses
Choose the technology
IF=+20% load capacity vs standard or pressure reduction for the same load
VF=+40% load capacity vs standard or pressure reduction for the same load
For the same diameter and width, the tire could be adapted to the tractor’s power

Some tire sizes come with different tread patterns
Tires dedicated for intensive road or municipality uses
Brand choice is important for warranty programs, local support, to add value to your machine
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S

Dø

S

D

choose THE  
TIRE WIDTH

Choose the tire 
diameter according 
to the power

CHOOSE THE LOAD 
CAPACITY AND 
TECHNOLOGY

CHOOSE THE PATTERN 
AND THE BRAND

3 4

4

4

4

4

4

4

4

4

2

1

1

1

3

3

 SW Tire section width
 R’ Static Loaded Radius
 OD Overall diameter = 2 R
 ø Rim diameter

    Tire
 dimensions

    specific markings for
 very high technology tires

IF = Improved Flexion Tires designed to operate at 20% higher rated load than standard 
metric tires at the same inflation pressure

VF = Very High Flexion Tires designed to operate at 40% higher rated load than standard 
metric tires at the same inflation pressure

1.
9

5
m

1.
9

5
m

520/85R42 MICHELIN AGRIBIB2 
162A8/B
Load @40kph & 2.4b
4750kg

650/65R42 MICHELIN ROADBIB
165D/161E
Load @40kph & 2.4b 
5640kg 

620/70R42 MICHELIN OMNIBIB 
160D
Load @40kph & 1.6b
4930kg

710/70R38 MICHELIN MACHXBIB
171D
Load @40kph & 2.4b
6735kg

650/65R42 MICHELIN MULTIBIB
158D
Load @40kph & 1.6b
4650kg

VF650/65R42 MICHELIN AXIOBIB2
174D/171E
Load @40kph & 2b 
6700kg

VF710/60R42 MICHELIN XEOBIB
161D
Load @40kph & 1b
4625kg

VF710/60R42 MICHELIN AXIOBIB2
173D/173E
Load @40kph & 2b
7100kg

2

2

2

2

2

2

2

2
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Patented

MICHELIN Ultraflex 
Technologies

 Designed for a soil protection

MICHELIN Ultraflex technologies produce a larger footprint, which protects the soil from 
compaction and rutting. Air and water penetrate more freely. Conditions are therefore improved 
for maximum crop response.

 More savings on fuel

The larger footprint considerably increases traction, resulting in a clear reduction in tractor 
wheel slip, enabling to work faster and save on fuel!

 Designed for a endurance 
     and longer service life

Reinforced sidewalls and special rubber compounds make agricultural tires with MICHELIN 
Ultraflex technologies extremely strong, even at lower pressure.

Tire cross-section
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TRACTORS

HIGH POWER

MICHELIN 
EVOBIB

The 2-in-1 tire

(1) Comparison carried out in Ladoux - France in September 2021, between MICHELIN EVOBIB tire and MICHELIN AXIOBIB 2 tire; Dimension: VF 710/70 R42; Load 
per tire: 5,300 kg; Road speed: 65 km/h; Field speed: 30 km/h. (2) The Very High Flexion (VF) standard allows the tire to carry 40% more load than a standard tire at 
the same pressure. (3) Comparison carried out in Pagnant - France in November 2021, between MICHELIN EVOBIB tire and VF hybrid tread pattern competitor tire and 
MICHELIN AXIOBIB 2 tire; Dimension: VF 710/70 R42; Load per tire: 4,300 kg; pressure recommended by manufacturers; Soil: wet corn stubble. (4) Comparison carried 
out in Ladoux - France in November 2021, between MICHELIN EVOBIB tire and VF hybrid tread pattern competitor tire. Vehicle: tractor; Dimension: VF 710/70 R42; 
Load per tire: 4,300 kg; Pressure recommended by manufacturers; Average of fuel consumption calculated after 10 laps of 8km.

Sizes

FOR HIGH-POWERED TRACTOR
Works best with  CTIS (Central Tire Inflation System)

«2 IN 1» TIRES TECHNOLOGY  
adaptive design on the road or in the fields
VF Very High Flexion(2)

Designed to be used with CTIS (Central Tire Inflation System)

SOIL PROTECTION
• A maximized footprint 
+47% of contact patch area variation(1) from road pressure to field pressure. It’s 
twice more than a VF tire with a lug tread pattern.

ENERGY SAVING
• Cost reduction 
Up to -7% of fuel savings(4) vs a hybrid VF competitor tire. It means 2 litres saved 
by hour(4).

TRACTION
• Same traction as lug profile 
+15% more traction(3) than a VF hybrid competitor tire. And same traction 
capacity as a VF lug profile in normal field conditions.

Patented

VF 600/70R30 165D/161E TL NEW

VF 710/70R42 179D/175E TL NEW

Patented

   NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN EVOBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 600/70R30 165D/161E TL 147406 597 1598 684 4696 DW21B(A) DW20B(A) 737 468 53

Bar 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.3 2.4
Psi 9 12 15 17 20 23 26 29 32 33 35

Road 2015 2335 2655 3000 3280 3515 3750 3985 4215 5150

Field 2855 3315 3825 4335 4795 5255

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/70R42 179D/175E TL 707510 716 2063 887 6069 DW25B(A)
DW23B(A) 
MW25B(A)

802 867 54

Bar 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.3 2.4
Psi 9 12 15 17 20 23 26 29 32 33 35

Road 2850 3315 3780 4245 4730 5200 5655 6010 6195 7750

Field 4335 5100 5765 6425 7165 7905

HIGH POWER

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• When using single tire configuration, add 0.4 bar  
 for use on slopes of more than 20%
• (R) Road Pressure
• (C) Field Pressure

NEW

NEW
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HIGH POWER

MICHELIN 
ROADBIB

The solution 
for heavy road use

Sizes

540/65R30 150D/146E TL
600/70R30 158D/154E TL NEW

600/70R30 158D/155E TL
650/60R34 159D/155E TL
650/65R34 161D/157E TL
650/65R42 165D/161E TL

710/70R42 173D/169E TL NEW  
710/70R42 173D/170E TL
710/75R42 175D/171E TL

TRACTORS

+5% FUEL SAVINGS(1)

• A wide footprint combined with an optimized tread depth provides

• Low rolling resistance and thus reduced fuel consumption  

LONG LIFE
• Extraordinary performance in terms of longevity: 
 +20% more rubber to the ground vs. MICHELIN MACHXBIB

• Exclusive design: new tread pattern

• Directional tires 

GREAT COMFORT
• Smooth central rib improves comfort on roads

• Reduced space between patterns limits cabin vibrations 
 (compared to traditional sculptures) 

• Quiet running tire - outdoors and indoors 

HANDLING & SAFETY
• Improved ride quality thanks to a new sculpture similar to that of a truck tire

• Good tire adhesion on wet roads thanks to vertical evacuation paths

(1) versus Premium competitive tire with classic lugs (650/65 R42 & 540/65 R30).Fuel consumption test carried out in June 2020 - Ladoux/France 
Based on tests performed at Michelin Test Facility (Ladoux, France) on the 4th of August 2020 following Michelin Cor1501.1 test protocol, using a Fendt 724 + Joskin 
TransCAP BC150 6500/22 loaded to have a 40-ton convoy fitted with MICHELIN CARGOXBIB 650/55R26.5 comparing a Trelleborg TM800 High Speed same size.

2022-05-24 DATABOOK _ MAJ.indd   292022-05-24 DATABOOK _ MAJ.indd   29 29/06/2022   09:37:0529/06/2022   09:37:05



TECHNICAL DATABOOK | 2022 - 09 30

TRACTORS

30AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 540/65R30 150D/146E TL 274757 547 1464 655 4365 DW16L W18L 754 332 32

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1930 2185 2445 2700 3000 3300 3600 3900 4200 4405 4615 4820 5025

30 km/h 1480 1755 2030 2310 2585 2860 3135 3315 3495 3675 3855

40 km/h 1695 1955 2210 2470 2725 2985 3155 3330 3500 3670

50 km/h 1630 1875 2120 2370 2615 2860 3025 3190 3355 3520

65 km/h 1800 2030 2265 2495 2725 2880 3040 3195 3350

70 km/h 1640 1850 2060 2270 2480 2610 2740 2870 3000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 600/70R30 158D/154E TL 264539 592 1617 726 4800 DW20B(A)
DW18L

DW21B (A)
737 468 42

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2290 2760 2705 3265 3125 3540 3955 4375 4790 5210 5625 5815 6000 6190 6375

30 km/h 1925 2125 2325 2525 2725 3125 3525 3925 4325 4480 4640 4795 4950

40 km/h 2200 2385 2565 2935 3300 3670 4035 4205 4375 4545 4715

50 km/h 2110 2285 2460 2815 3165 3515 3865 4030 4195 4355 4520

65 km/h 2360 2680 3000 3325 3650 3800 3950 4100 4250

70 km/h 2150 2440 2730 3025 3320 3430 3535 3645 3750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 600/70R30 158D/155E TL 217911 610 1569 684 4630 DW20B (A)
DW18L

DW21B (A)
737 468 40

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1930 2185 2445 2700 3000 3300 3600 3900 4200 4405 4615 4820 5025

30 km/h 1480 1755 2030 2310 2585 2860 3135 3315 3495 3675 3855

40 km/h 1695 1955 2210 2470 2725 2985 3155 3330 3500 3670

50 km/h 1630 1875 2120 2370 2615 2860 3025 3190 3355 3520

65 km/h 1800 2030 2265 2495 2725 2880 3040 3195 3350

70 km/h 1640 1850 2060 2270 2480 2610 2740 2870 3000

MICHELIN ROADBIB

HIGH POWER

NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN ROADBIB

HIGH POWER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 650/60R34 159D/155E TL 556249 649.6 1651 749 4915 DW20B (A)
DW21B (A)
DW23B (A)

823 500 39

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1930 2185 2445 2700 3000 3300 3600 3900 4200 4405 4615 4820 5025

30 km/h 1480 1755 2030 2310 2585 2860 3135 3315 3495 3675 3855

40 km/h 1695 1955 2210 2470 2725 2985 3155 3330 3500 3670

50 km/h 1630 1875 2120 2370 2615 2860 3025 3190 3355 3520

65 km/h 1800 2030 2265 2495 2725 2880 3040 3195 3350

70 km/h 1640 1850 2060 2270 2480 2610 2740 2870 3000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 650/65R34 161D/157E TL 330378 678.8 1701 769 5060 DW20B (A)
DW21B (A) 
DW23B (A)

823 555 39

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2700 3090 3475 3865 4290 4720 5145 5575 6000 6235 6470 6705 6940

30 km/h 2070 2470 2865 3265 3660 4055 4455 4670 4890 5105 5320

40 km/h 2385 2755 3130 3500 3875 4245 4450 4655 4860 5065

50 km/h 2290 2645 3000 3360 3715 4070 4265 4465 4660 4855

65 km/h 2575 2900 3225 3550 3875 4065 4250 4440 4625

70 km/h 2345 2640 2935 3230 3525 3675 3825 3975 4125

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 650/65R42 165D/161E TL 075643 633 1932 870 5733 DW20B (A)
DW21B(A) 
DW23B (A)

802 643 43

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 3000 3400 3800 4200 4675 5145 5620 6090 6565 6855 7145 7435 7725

30 km/h 2300 2730 3165 3595 4025 4460 4890 5150 5410 5665 5925

40 km/h 2660 3060 3460 3855 4255 4655 4900 5150 5395 5640

50 km/h 2550 2935 3315 3700 4080 4465 4700 4940 5175 5410

65 km/h 2800 3165 3525 3890 4250 4475 4700 4925 5150

70 km/h 2550 2880 3210 3540 3870 4060 4250 4435 4625
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/70R42 173D/169E TL 749845 720 2076 938 6177 DW23B (A) DW25B (A) 802 867 38

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 23 26 29 32 35 38 41

10 km/h 3750 4015 4275 4540 4800 5325 6000 6675 7350 8025 8700 8965 9225 9490 9750

30 km/h 2875 3175 3470 3770 4065 4660 5255 5845 6440 6700 6960 7215 7475

40 km/h 3285 3570 3855 4425 4995 5560 6130 6380 6625 6875 7120

50 km/h 3150 3425 3695 4240 4785 5335 5880 6120 6355 6590 6825

65 km/h 3550 4065 4575 5090 5600 5825 6050 6275 6500

70 km/h 3230 3700 4165 4630 5095 5270 5450 5625 5800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/70R42 173D/170E TL 885975 710 2028 915 6025 DW23B (A) DW25B (A) 802 867 37

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 3750 4275 4800 5325 6000 6675 7350 8025 8700 8965 9225 9490 9750

30 km/h 2875 3470 4065 4660 5250 5845 6440 6700 6960 7215 7475

40 km/h 3285 3855 4425 4990 5560 6130 6380 6625 6875 7120

50 km/h 3150 3695 4240 4790 5335 5880 6115 6355 6590 6825

65 km/h 3550 4065 4575 5090 5600 5825 6050 6275 6500

70 km/h 3230 3695 4165 4630 5095 5320 5550 5775 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/75R42 175D/171E TL 378080 743.8 2140 957 6350 DW23B (A)
DW21B(A) 
DW25B (A)

802 949 42

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 3975 4525 5075 5625 6300 6975 7650 8325 9000 9340 9675 10015 10350

30 km/h 3050 3690 4335 4975 5615 6260 6900 7160 7420 7675 7935

40 km/h 3560 4160 4765 5365 5970 6570 6815 7065 7310 7555

50 km/h 3415 3990 4570 5145 5725 6300 6535 6775 7010 7245

65 km/h 3750 4315 4875 5440 6000 6225 6450 6675 6900

70 km/h 3415 3925 4440 4950 5460 5635 5805 5980 6150

MICHELIN ROADBIB

HIGH POWER

NEW

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only
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TRACTORS

HIGH POWER

MICHELIN 
AXIOBIB 2

HIGH TRACTION CAPACITY 
FOR HEAVY LOADS

(1) According to the competitor databooks even if your tires do not have the PFO marking on the sidewall. Refer to Load / Pressure chart for MUT tires page
(2) Michelin tests carried out in November 2021 – Pagnant- France, John Deere 7310R, on wet corn stubbles.
(3) Study led by Harper Adams University, Newport, United Kingdom - from 2014 to 2016

Sizes

FOR HIGH POWER TRACTORS 

VF Very High Flexion

SOIL PROTECTION THE LOWEST PRESSURE ON THE MARKET  
thanks to the PFO standard : +14% load at 10km/h  
versus classic VF competitor tires (1) 

MORE TRACTION (1) : +8% (2) VS Premium Competitor

Potential increase in yields of up to 4% year (3) 

Patented

VF 540/65R30 158D/155E TL PFO
VF 600/60R30 162D/159E TL PFO
VF 600/70R30 168D/165E TL PFO
VF 620/75R30 172D/169E TL PFO
VF 650/60R34 168D/165E TL PFO
VF 650/65R34 170D/167E TL PFO
VF 710/60R34 173D/169E TL PFO

VF 650/60R38 170D/167E TL PFO
VF 650/85R38 182D/179E TL PFO
VF 800/70R38 187D/184E TL PFO
VF 650/65R42 174D/171E TL PFO
VF 650/85R42 183D/180E TL PFO
VF 710/60R42 176D/173E TL PFO
VF 710/70R42 182D/179E TL PFO

VF 710/75R42 184D/180E TL PFO
VF 900/60R42 189D/185E TL PFO
VF 750/70R44 186D/183E TL PFO

Patented
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

HIGH POWER

MICHELIN AXIOBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 540/65 R30 158D/155E TL 296638 536 1460 635 4307 W18L W16L (NRO) 754 332 48

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2715 3170 3395 3620 3820 4025 4225 4425 4630 4830 4950 5075 5195 5315

30 km/h 2345 2735 2930 3125 3300 3475 3650 3820 3995 4170 4275 4380 4485 4590

65 km/h 2170 2535 2715 2895 3055 3220 3380 3540 3705 3865 3960 4060 4155 4250

70 km/h 1975 2305 2470 2635 2780 2930 3075 3220 3370 3515 3605 3695 3785 3875

65 km/h Dual 1550 1885 2215 2385 2550 2690 2835 2975 3115 3260 3400 3485 3570 3655 3740

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 600/60R30 162D/159E TL 371968 597 1468 634 4323 DW20B (A) DW18L (NRO) 757 381 49

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2530 2965 3180 3395 3605 3820 4035 4250 4460 4675 4815 4950 5090 5225

30 km/h 2345 2750 2950 3145 3345 3545 3740 3940 4135 4335 4465 4590 4720 4845

65 km/h 2300 2695 2890 3085 3280 3475 3665 3860 4055 4250 4375 4500 4625 4750

70 km/h 2095 2445 2620 2790 2965 3140 3325 3505 3690 3870 3985 4100 4210 4325

65 km/h Dual 1715 2035 2390 2550 2710 2875 3035 3210 3390 3565 3740 3850 3960 4070 4180

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 600/70R30 168D/165E TL 426719 624 1579 682 4649 DW21B (A) DW20B (A) 737 468 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3515 4105 4395 4690 4985 5275 5570 5860 6155 6445 6585 6725 6860 7000

30 km/h 3040 3545 3800 4050 4305 4555 4810 5065 5315 5570 5690 5810 5930 6050

65 km/h 2815 3285 3515 3750 3985 4220 4455 4685 4920 5155 5265 5380 5490 5600

70 km/h 2560 2990 3200 3415 3630 3840 4055 4270 4480 4695 4810 4925 5035 5150

65 km/h Dual 2025 2450 2875 3090 3300 3505 3715 3920 4125 4335 4540 4640 4735 4835 4930

PFO

PFO

PFO
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 620/75R30 172D/169E TL 702894 662 1670 714 4907 DW23B (A)
DW20B (A) 
DW21B (A)

737 556 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3945 4605 4930 5260 5590 5915 6245 6575 6900 7230 7390 7555 7715 7875

30 km/h 3405 3975 4255 4540 4825 5110 5395 5675 5960 6245 6385 6525 6665 6805

65 km/h 3155 3680 3945 4205 4470 4730 4995 5260 5520 5785 5915 6045 6170 6300

70 km/h 2870 3350 3585 3825 4065 4305 4545 4785 5025 5265 5400 5535 5665 5800

65 km/h Dual 2315 2775 3240 3470 3700 3930 4165 4395 4625 4860 5090 5205 5320 5430 5545

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 650/60R34 168D/165E TL 202185 677 1653 724 4882 DW23B (A)
DW21B (A) 
DW24B (A)

823 500 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3515 4105 4395 4690 4985 5275 5570 5860 6155 6445 6585 6725 6860 7000

30 km/h 3040 3545 3800 4050 4305 4555 4810 5065 5315 5570 5690 5810 5930 6050

65 km/h 2815 3285 3515 3750 3985 4220 4455 4685 4920 5155 5265 5380 5490 5600

70 km/h 2560 2990 3200 3415 3630 3840 4055 4270 4480 4695 4810 4925 5035 5150

65 km/h Dual 2025 2450 2875 3090 3300 3505 3715 3920 4125 4335 4540 4640 4735 4835 4930

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 650/65R34 170D/167E TL 101906 679 1710 747 5047 DW23B (A)
DW21B (A) 
MW23B (A)

823 600 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3830 4470 4790 5110 5395 5680 5965 6250 6535 6820 6990 7160 7330 7500

30 km/h 3310 3865 4140 4415 4660 4905 5155 5400 5645 5890 6040 6185 6335 6480

65 km/h 3065 3575 3830 4085 4315 4540 4770 5000 5225 5455 5590 5730 5865 6000

70 km/h 2790 3255 3490 3720 3930 4135 4345 4550 4760 4965 5085 5210 5330 5450

65 km/h Dual 2265 2710 3150 3375 3595 3795 3995 4200 4400 4600 4800 4920 5040 5160 5280

HIGH POWER

MICHELIN AXIOBIB 2

PFO

PFO

PFO
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

HIGH POWER

MICHELIN AXIOBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 710/60R34 173D/169E TL 757609 729 1727 764 5112 DW25B (A)
DW23B (A) 

(NRO) 
MW25B (A)

613 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3970 4630 4960 5290 5620 5950 6285 6615 6945 7275 7490 7700 7915 8125

30 km/h 3430 4000 4285 4570 4855 5140 5430 5715 6000 6285 6470 6655 6835 7020

65 km/h 3175 3705 3970 4235 4500 4765 5030 5290 5555 5820 5990 6160 6330 6500

70 km/h 2890 3370 3610 3850 4090 4330 4575 4815 5055 5295 5420 5550 5675 5800

65 km/h Dual 2330 2795 3260 3495 3725 3960 4190 4425 4655 4890 5120 5270 5420 5570 5720

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 650/60R38 170D/167E TL 908973 668 1742 758 5138 DW23B (A)
DW20B (A) 

(NRO) 
MW23B (A)

825 540 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3645 4255 4555 4860 5165 5470 5775 6075 6380 6685 6890 7095 7295 7500

30 km/h 3150 3675 3940 4200 4465 4725 4990 5250 5515 5775 5950 6130 6305 6480

65 km/h 2915 3405 3645 3890 4135 4375 4620 4860 5105 5345 5510 5675 5835 6000

70 km/h 2655 3100 3320 3540 3760 3980 4205 4425 4645 4865 5010 5160 5305 5450

65 km/h Dual 2140 2565 2995 3205 3420 3635 3850 4065 4275 4490 4705 4850 4995 5135 5280

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 650/85R38 182D/179E TL 655949 680 2063 889 6072 DW23B (A)
DW20B (A) 

DW21B
804 857 60

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 5265 6145 6580 7020 7460 7895 8335 8775 9210 9650 9895 10140 10380 10625

30 km/h 4550 5310 5685 6065 6445 6825 7205 7580 7960 8340 8550 8760 8970 9180

65 km/h 4210 4915 5265 5615 5965 6315 6670 7020 7370 7720 7915 8110 8305 8500

70 km/h 3830 4470 4790 5110 5430 5750 6070 6385 6705 7025 7205 7390 7570 7750

65 km/h Dual 3125 3730 4335 4640 4940 5250 5560 5870 6175 6485 6795 6965 7140 7310 7480

PFO

PFO

PFO
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

HIGH POWER

MICHELIN AXIOBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 800/70R38 187D/184E TL 136377 821 2072 879 6078 DW27B (A) DW25B (A) 804 1073 63

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 6115 7135 7645 8155 8665 9175 9685 10190 10700 11210 11455 11700 11945 12190

30 km/h 5285 6165 6605 7045 7485 7925 8365 8805 9245 9685 9895 10110 10320 10530

65 km/h 4890 5710 6115 6525 6935 7340 7750 8155 8565 8970 9165 9360 9555 9750

70 km/h 4450 5195 5565 5935 6305 6675 7050 7420 7790 8160 8370 8580 8790 9000

65 km/h Dual 3630 4335 5035 5390 5740 6100 6460 6820 7175 7535 7895 8065 8240 8410 8580

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 650/65R42 174D/171E TL 387916 666 1920 839 5668 DW23B (A)
DW20B (A) 

(NRO) 
 DW21B(A)

802 643 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 4225 4930 5285 5635 5950 6260 6575 6890 7200 7515 7730 7945 8160 8375

30 km/h 3650 4260 4560 4865 5135 5410 5680 5950 6225 6495 6680 6865 7050 7235

65 km/h 3380 3945 4225 4505 4755 5010 5260 5510 5765 6015 6185 6360 6530 6700

70 km/h 3075 3590 3845 4100 4330 4555 4785 5015 5240 5470 5640 5810 5980 6150

65 km/h Dual 2465 2965 3465 3715 3965 4185 4405 4630 4850 5070 5290 5440 5595 5745 5895

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 650/85R42 183D/180E TL 530764 670 2164 939 6379 DW23B (A) DW21B(A) 802 914 61

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 5500 6415 6875 7330 7790 8245 8705 9165 9620 10080 10295 10510 10725 10940

30 km/h 4750 5540 5935 6330 6725 7120 7520 7915 8310 8705 8890 9080 9265 9450

65 km/h 4400 5135 5500 5865 6230 6595 6965 7330 7695 8060 8235 8405 8580 8750

70 km/h 4000 4670 5000 5335 5670 6000 6335 6670 7000 7335 7500 7670 7835 8000

65 km/h Dual 3210 3860 4510 4835 5160 5485 5805 6130 6450 6775 7095 7245 7400 7550 7700

PFO

PFO

PFO
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

HIGH POWER

MICHELIN AXIOBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/60R42 176D/173E TL 941770 730 1885,3 821 5560 DW25B (A)
DW23B (A) 

(NRO) 
MW25B (A)

802 710 58

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 4375 5105 5470 5835 6200 6565 6930 7290 7655 8020 8235 8450 8660 8875

30 km/h 3780 4410 4725 5040 5355 5670 5985 6300 6615 6930 7115 7300 7485 7670

65 km/h 3500 4085 4375 4665 4955 5250 5540 5830 6125 6415 6585 6760 6930 7100

70 km/h 3185 3715 3980 4245 4510 4775 5045 5310 5575 5840 6005 6170 6335 6500

65 km/h Dual 2550 3070 3585 3845 4105 4360 4620 4875 5130 5390 5645 5795 5950 6100 6250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/70R42 182D/179E TL 523668 731 2066 903 6100 DW25B (A)
DW23B (A) 
MW25B (A)

802 867 63

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 5305 6190 6630 7070 7515 7955 8400 8840 9285 9725 9950 10175 10400 10625

30 km/h 4580 5345 5730 6110 6490 6875 7255 7635 8020 8400 8595 8790 8985 9180

65 km/h 4245 4950 5305 5655 6010 6365 6720 7070 7425 7780 7960 8140 8320 8500

70 km/h 3860 4505 4830 5150 5470 5795 6115 6435 6760 7080 7250 7415 7585 7750

65 km/h Dual 3125 3745 4360 4670 4980 5290 5600 5915 6225 6535 6845 7005 7165 7320 7480

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/75R42 184D/180E TL 259635 737 2153 939 6353 DW25B (A) DW23B (A) 802 945 65

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 5645 6585 7055 7525 7995 8465 8935 9405 9875 10345 10570 10800 11025 11250

30 km/h 4875 5690 6095 6500 6905 7310 7720 8125 8530 8935 9130 9330 9525 9720

65 km/h 4515 5270 5645 6020 6395 6770 7150 7525 7900 8275 8455 8640 8820 9000

70 km/h 4110 4795 5135 5475 5820 6160 6505 6845 7190 7530 7650 7765 7885 8000

65 km/h Dual 3300 3965 4630 4965 5295 5625 5955 6290 6620 6950 7280 7440 7600 7760 7920

PFO

PFO

PFO
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

HIGH POWER

MICHELIN AXIOBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 900/60R42 189D/185E TL 428922 881 2158 930 6352 DW30B (A)
DW28B (A) 

(NRO)
1230 64

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 6305 7355 7880 8405 8930 9455 9980 10505 11030 11555 11885 12215 12545 12875

30 km/h 5445 6355 6805 7260 7715 8170 8625 9075 9530 9985 10270 10555 10840 11125

65 km/h 5045 5885 6305 6725 7145 7565 7985 8405 8825 9245 9510 9775 10035 10300

70 km/h 4590 5355 5740 6120 6505 6885 7270 7650 8035 8415 8625 8835 9040 9250

65 km/h Dual 3665 4415 5165 5540 5915 6285 6655 7025 7395 7765 8135 8370 8600 8835 9065

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 VF 750/70R44 186D/183E TL 681569 763 2180 946 6426  DW25B (A)
 MW24B (A) 
MW25B (A) 
DW24B (A)

1016 64

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 5895 6880 7375 7865 8355 8845 9340 9830 10320 10810 11075 11345 11610 11875

30 km/h 5095 5945 6370 6795 7220 7645 8070 8490 8915 9340 9570 9800 10030 10260

65 km/h 4715 5505 5895 6290 6685 7075 7470 7865 8255 8650 8865 9075 9290 9500

70 km/h 4290 5010 5365 5725 6085 6440 6800 7155 7515 7870 8090 8310 8530 8750

65 km/h Dual 3410 4120 4825 5180 5535 5880 6225 6575 6920 7265 7610 7800 7985 8175 8360

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• (NRO) - Narrow rim option - when using NRO add 0.2 bar.
• 10 km/h: low torque application only

PFO

PFO
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TRACTORS

HIGH POWER

MICHELIN 
AXIOBIB
IMPROVED TRACTION 
& SOIL PROTECTION 
FOR VERY HIGH-POWERED 
TRACTORS

(1) Study led by Harper Adams University, Newport, United Kingdom - from 2014 to 2016
(2) In average, observed versus standard equipment during field demonstrations. 

Sizes

FOR HIGH POWER TRACTORS

IMPROVED FLEXION STANDARD (IF) 
Tire designed to operate at 20% higher rated load  
than standard tires at the same inflation pressure.

BETTER YIELDS +4% /Year (1)

FUEL SAVINGS
up to 15% when working in the field (2) 

+11% TRACTION
with AXIOBIB IF 710/70R42 vs standard 710/70R42 

SOIL PROTECTION
thanks to low pressure capability.

Patented

IF 600/70 R30 159D TL
IF 620/75 R30 164D TL
IF 650/75 R30 166D TL
IF 650/60 R34 165D TL
IF 650/65 R34 161D TL
IF 710/60 R34 164D TL
IF 650/65 R38 169D TL

IF 650/85 R38 179D TL
IF 710/60 R38 172D TL
IF 710/85 R38 178D TL
IF 800/70 R38 179D TL
IF 710/70 R42 179D TL
IF 710/75 R42 176D TL
IF 900/60 R42 186D TL

IF 750/75 R46 186D TL
IF 900/65 R46 190D TL

Patented
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN AXIOBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 IF 600/70R30 159D TL 280086 613 1585 695 4683 DW21B (A) DW20B (A) 737 450 56

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 3220 3710 4200 4615 5030

30 km/h 2910 3355 3795 4175 4550

65 km/h 2800 3225 3650 4015 4375

65 km/h Dual 1760 2110 2460 2835 3210 3530 3850

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 IF 620/75R30 164D TL 668406 659 1670 728 4927 DW23B (A)
DW20B (A) 
DW21B (A) 
MW23B(A)

737 570 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 3620 4110 4600 5175 5750

30 km/h 3275 3720 4160 4680 5200

65 km/h 3150 3575 4000 4500 5000

65 km/h Dual 1970 2370 2770 3145 3520 3960 4400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 IF 650/75R30 166D TL 828322 679 1721 745 5071 DW23B (A) MW23B(A) 638 57

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 3965 4500 5030 5565 6095

30 km/h 3590 4070 4550 5030 5510

65 km/h 3450 3915 4375 4840 5300

65 km/h Dual 2140 2590 3040 3445 3850 4255 4660

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 IF 650/60R34 165D TL 100511 633 1661 745 4933 DW23B (A)
DW21B (A) 
DW24B (A)

823 500 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 3220 3675 4130 4580 5030 5145 5255 5370 5480 5590 5700 5810 5920

30 km/h 2910 3325 3735 4145 4550 4650 4755 4855 4955 5055 5155 5255 5355

65 km/h 2800 3195 3590 3985 4375 4475 4570 4670 4765 4860 4960 5055 5150

65 km/h Dual 1760 2115 2465 2815 3160 3505 3850 3935 4020 4105 4190 4275 4360 4445 4530

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 IF 710/60R34 164D TL 712503 708 1696 756 5030 DW25B (A) 615 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 3620 4185 4745 5250 5750

30 km/h 3275 3785 4290 4745 5200

65 km/h 3150 3640 4125 4565 5000

65 km/h Dual 1970 2370 2770 3200 3630 4015 4400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 IF 650/65R34 161D TL 711975 653 1721 764 5099 DW23B (A) MW23B (A) 823 555 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 3535 4070 4600 4960 5320

30 km/h 3200 3680 4160 4485 4810

65 km/h 3075 3540 4000 4315 4625

65 km/h Dual 1920 2315 2710 3115 3520 3795 4070

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 650/65R38 169D TL 508421 649 1826 833 5446 DW23B (A)
DW21B (A)
MW21B(A)

825 599 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 3735 4240 4745 5175 5605 5740 5875 6005 6140 6275 6405 6540 6670

30 km/h 3380 3835 4290 4680 5070 5190 5315 5435 5555 5675 5795 5910 6030

65 km/h 3250 3690 4125 4500 4875 4990 5110 5225 5340 5455 5570 5685 5800

65 km/h Dual 2025 2445 2860 3245 3630 3960 4290 4390 4495 4595 4695 4795 4900 5000 5100

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 710/60R38 172D TL 220975 710 1844 834 5486 DW25B (A) 825 661 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 3850 4415 4975 5535 6095 6240 6385 6525 6670 6815 6960 7100 7245

30 km/h 3485 3995 4500 5005 5510 5640 5770 5900 6030 6160 6290 6420 6550

65 km/h 3350 3840 4325 4815 5300 5425 5550 5675 5800 5925 6050 6175 6300

65 km/h Dual 2360 2680 3000 3410 3815 4220 4625 4740 4855 4970 5085 5200 5315 5430 5545

MICHELIN AXIOBIB

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 650/85R38 179D TL 084900 692 2050 913 6078 DW23B (A) MW23B (A) 804 900 63

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4890 5580 6265 6985 7705 7880 8050 8225 8395 8525 8655 8785 8915

30 km/h 4420 5045 5670 6320 6970 7125 7280 7435 7590 7710 7825 7945 8060

65 km/h 4250 4850 5450 6075 6700 6850 7000 7150 7300 7415 7525 7640 7750

65 km/h Dual 2640 3190 3740 4270 4800 5350 5900 6030 6160 6290 6420 6520 6620 6720 6820

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 800/70R38 179D TL 528166 810 2067 894 6089 DW27B (A) 804 1088 63

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 5605 6425 7245 8080 8915

30 km/h 5070 5810 6550 7305 8060

65 km/h 4875 5590 6300 7025 7750

65 km/h Dual 3040 3665 4290 4915 5540 6180 6820

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 710/85R38 178D TL 992951 734 2159 937 6365 DW25B (A) MW25B (A) 804 1088 65

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 5605 6340 7070 7850 8625

30 km/h 5070 5735 6395 7100 7800

65 km/h 4875 5515 6150 6825 7500

65 km/h Dual 3040 3665 4290 4850 5410 6005 6600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 710/70R42 179D TL 771752 742 2062 919 6115 DW25B (A)
DW23B 

MW25B (A)
802 870 63

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4890 5580 6265 6985 7705 7880 8050 8225 8395 8525 8655 8785 8915

30 km/h 4420 5045 5670 6320 6970 7125 7280 7435 7590 7710 7825 7945 8060

65 km/h 4250 4850 5450 6075 6700 6850 7000 7150 7300 7415 7525 7640 7750

65 km/h Dual 2640 3190 3740 4270 4800 5350 5900 6030 6160 6290 6420 6520 6620 6720 6820

MICHELIN AXIOBIB

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 900/60R42 186D TL 111950 881 2123 952 6304 DW30B (A) 1230 65

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 5750 6615 7475 8340 9200 9415 9635 9850 10065 10280 10495 10710 10925

30 km/h 5200 5980 6760 7540 8320 8515 8710 8905 9100 9295 9490 9685 9880

65 km/h 5000 5750 6500 7250 8000 8190 8375 8565 8750 8940 9125 9315 9500

65 km/h Dual 3210 3805 4400 5060 5720 6380 7040 7205 7370 7535 7700 7865 8030 8195 8360

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 710/75R42 176D TL 037489 715 2161 954 6395 DW25B (A) DW23B (A) 802 953 66

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 5190 5935 6680 7425 8165

30 km/h 4695 5370 6040 6715 7385

65 km/h 4515 5165 5810 6455 7100

65 km/h Dual 2845 3415 3980 4550 5115 5685 6250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 IF 750/75R46 186D TL 487001 761 2287 1043 6819 DW25B (A) 1147 71

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 5920 6700 7475 8340 9200 9415 9635 9850 10065 10280 10495 10710 10925

30 km/h 5355 6060 6760 7540 8320 8515 8710 8905 9100 9295 9490 9685 9880

65 km/h 5150 5825 6500 7250 8000 8190 8375 8565 8750 8940 9125 9315 9500

65 km/h Dual 3210 3870 4530 5125 5720 6380 7040 7205 7370 7535 7700 7865 8030 8195 8360

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 IF 900/65R46 190D TL 162365 915 2322 1038 6888 DW30B (A)
MW30B (A) 

TW30B
1450 71

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 6670 7650 8625 9345 10065 10330 10595 10860 11125 11390 11660 11925 12190

30 km/h 6030 6915 7800 8450 9100 9340 9580 9820 10060 10300 10545 10785 11025

65 km/h 5800 6650 7500 8125 8750 8980 9215 9445 9675 9905 10140 10370 10600

65 km/h Dual 3630 4370 5105 5855 6600 7150 7700 7905 8110 8310 8515 8720 8925 9125 9330

MICHELIN AXIOBIB

HIGH POWER
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HIGH POWER

MICHELIN 
MACHXBIB

EXCEPTIONAL VALUE 
& VERSALITY FOR 
HIGH-POWERED TRACTORS

(1) When authorized by the laws in force in the country - depending on the size
(2) Analytic Test at MICHELIN Ladoux Centre, in June 2014 comparing Fuel Consumption of 710/70R42 MICHELIN MACHXBIB and 710/70R42 Competitor

Sizes

FOR HIGH POWER TRACTORS

VERSATILE, ideal for road transport & efficient in the field:
• speed of up to 65 km/h(1) 
• load capacity in the field
• damage resistance
• excellent tractive performance

4% FUEL SAVINGS, 1 litre/hr compared to the main market competitor(2) 
(for a consumption on the road of 25 l/hr)

PROVEN CASING ROBUSTNESS 

600/65R28 154A8/154B TL
600/65R28 154D/150E TL
600/70R28 157D/154E TL 
600/70R28 157A8/157B TL
710/55R30 153D TL
600/70R30 158D TL
650/60R34 159D/155E TL

650/65R34 161D/157E TL
650/75R38 169D/165E TL 
650/85R38 173D/169E  NEW

710/70R38 171D TL 
650/85R38 173A8/173B TL 
800/70R38 173D TL 
900/50R42 168D TL

710/70R42 173D TL
710/75R42 175D/171E TL
620/70R46 162D TL
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/65R28 154A8/154B TL 135288 615 1485 669 4415 DW20B (A)
DW18L 
W18L

717 425 51

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35

10 km/h 3150 3505 3855 4210 4390 4565 4745 4920 5275 5630

25 km/h 2610 2925 3245 3560 3635 3710 3785 3860 4010 4160

30 km/h 1610 1915 2215 2520 2825 3125 3430 3505 3575 3650 3720 3865 4010

40 km/h 2490 2710 2930 3150 3225 3300 3375 3450 3600 3750

40 km/h Dual 1320 1610 1900 2190 2385 2575 2770 2835 2905 2970 3035 3170 3300

50 km/h 2710 2930 3150 3225 3300 3375 3450 3600 3750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/65R28 154D/150E TL 429970 626 1494 671 4465 DW20B (A)
DW18L 

DW21B(A) 
W18L

717 405 54

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 2250 2530 2810 3090 3445 3805 4160 4340 4520 4695 4875 5065 5250 5440 5625

30 km/h 1725 2040 2360 2675 2990 3310 3625 3710 3800 3885 3970 4145 4315

40 km/h 1915 2220 2530 2835 3145 3450 3530 3615 3695 3780 3940 4105

40 km/h Dual 1445 1710 1975 2240 2505 2770 3035 3110 3180 3255 3325 3470 3615

50 km/h 1840 2135 2430 2720 3015 3310 3390 3470 3545 3625 3785 3940

65 km/h 2060 2335 2605 2880 3150 3225 3300 3375 3450 3600 3750

70 km/h 1875 2125 2375 2620 2870 2930 2990 3050 3110 3230 3350

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/70R28 157D/154E TL 211033 629 1571 703 4652 DW20B (A)
DW18L 

DW21B(A)
717 448 54

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 2475 2800 3125 3450 3855 4260 4665 4870 5070 5275 5475 5655 5835 6010 6190

30 km/h 1900 2265 2630 2995 3355 3720 4085 4170 4250 4335 4415 4580 4745

40 km/h 2135 2485 2835 3185 3535 3885 3965 4045 4120 4200 4360 4515

40 km/h Dual 1590 1895 2200 2505 2810 3115 3420 3490 3560 3630 3700 3835 3975

50 km/h 2300 2615 2925 3240 3550 3620 3695 3765 3840 3980 4125 4330

65 km/h 2095 2380 2665 2945 3230 3295 3360 3425 3490 3620 3750 4125

70 km/h 2095 2380 2665 2945 3230 3295 3360 3425 3490 3620 3750

MICHELIN MACHXBIB

HIGH POWER
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TRACTORS
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/70R28 157A8/157B TL 395016 623 1586 701 4694 DW20B (A) DW18L 717 495 53

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35

10 km/h 3470 3855 4245 4630 4825 5020 5215 5410 5800 6190

30 km/h 1770 2160 2560 2955 3355 3750 4150 4185 4215 4250 4280 4345 4410

40 km/h 2850 3200 3550 3900 3930 3960 3985 4015 4075 4130

40 km/h Dual 1435 1795 2150 2510 2815 3125 3430 3455 3480 3505 3535 3585 3635

50 km/h 3200 3550 3900 3930 3960 3985 4015 4075 4130

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 710/55R30 153D TL 992342 678 1518 668 4489 DW23B (A) 506 50

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9
Psi 6 9 12 15 17 20 23 25 26 28

10 km/h 2475 2960 3370 3775 4185 4590 5000 5160 5320 5480

30 km/h 1900 2270 2655 3040 3430 3815 4200

40 km/h 2165 2530 2900 3265 3635 4000

40 km/h Dual 1590 1905 2225 2550 2870 3195 3515

50 km/h 2075 2425 2775 3130 3480 3830

65 km/h 2300 2650 2985 3315 3650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 600/70R30 158D TL 566557 638 1604 717 4760 DW20B (A)
DW18L

DW21B (A)
737 468 56

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 2475 2830 3185 3540 3955 4375 4790 5000 5210 5415 5625 5815 6000 6190 6375

30 km/h 1900 2285 2665 3050 3435 3815 4200 4285 4375 4460 4545 4720 4890

40 km/h 2190 2550 2910 3275 3635 3995 4080 4160 4245 4325 4490 4655

40 km/h Dual 1590 1910 2230 2555 2875 3195 3515 3590 3660 3735 3805 3950 4095

50 km/h 2100 2445 2795 3140 3490 3835 3915 3995 4070 4150 4310 4465

65 km/h 2360 2685 3005 3325 3650 3725 3800 3875 3950 4100 4250

MICHELIN MACHXBIB

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 650/60R34 159D/155E TL 549996 659 1664 752 4950 DW21B (A)
DW20B (A)
DW23B (A)

823 500 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 2475 2800 3125 3450 3885 4320 4755 4975 5190 5410 5625 5860 6095 6330 6565

30 km/h 1900 2285 2665 3050 3435 3815 4200 4305 4410 4510 4615 4825 5030

40 km/h 2190 2550 2910 3275 3635 3995 4095 4195 4295 4395 4590 4790

40 km/h Dual 1590 1910 2230 2555 2875 3195 3515 3605 3690 3780 3865 4040 4215

50 km/h 2100 2445 2795 3140 3490 3835 3930 4025 4120 4215 4405 4595

65 km/h 2300 2640 2975 3310 3650 3740 3830 3920 4015 4195 4375

70 km/h 2095 2400 2710 3015 3320 3390 3460 3530 3600 3735 3875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 650/65R34 161D/157E TL 817386 666 1726 779 5133 DW21B (A)
DW20B (A) 
DW23B (A)

823 555 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 2700 3090 3475 3865 4290 4720 5145 5360 5575 5785 6000 6235 6470 6705 6940

30 km/h 2070 2470 2865 3265 3660 4055 4455 4600 4745 4885 5030 5175 5320

40 km/h 2385 2755 3130 3500 3875 4245 4380 4520 4655 4790 4930 5065

40 km/h Dual 1735 2070 2400 2735 3070 3400 3735 3855 3975 4095 4215 4335 4455

50 km/h 2290 2645 3000 3360 3715 4070 4200 4335 4465 4595 4725 4855

65 km/h 2575 2900 3225 3550 3875 4000 4125 4250 4375 4500 4625

70 km/h 2345 2640 2935 3230 3525 3640 3755 3865 3980 4055 4125

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/75R38 169D/165E TL 311026 709 1948 871 5786 DW23B (A) MW23B (A) 804 731 64

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 3360 3755 4150 4545 4940 5730 6145 6560 7375 7775 6975 8110 8400 8700 9000

30 km/h 2575 2835 3090 3350 3605 4120 4635 5150 5945 6220 5665 6440 6670

40 km/h 2945 3190 3435 3925 4415 4905 5660 5920 5395 6130 6350

40 km/h Dual 2590 2805 3025 3455 3885 4320 4980 5210 4750 5395 5590

50 km/h 2820 3055 3295 3765 4235 4705 5425 5675 5175 5880 6090

65 km/h 2690 2915 3140 3585 4030 4480 5165 5405 4925 5600 5800

70 km/h 2445 2650 2855 3260 3670 4075 4705 4920 4485 5095 5150

MICHELIN MACHXBIB

HIGH POWER
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TRACTORS
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Tire speci�cations and pressure table (bar & psi). Load per tire in kg *

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/85R38 173D/169E TL 656640 673 2075 925 6169 DW23B(A) DW20B(A)
MW23B(A) 804 856 66

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 3750 4160 4575 4985 5395 6220 6865 7300 8400 9000 7800 9415 9825 10240 10650

30 km/h 2875 3160 3440 3725 4005 4573 5035 5495 6415 6873 5955 7175 7475

40 km/h 3285 3555 3820 4359 4795 5235 6110 6545 5670 6835 7120

40 km/h Dual 2890 3125 3360 3834 4220 4605 5375 5758 4990 6010 6265

50 km/h 3150 3410 3665 4180 4600 5020 5855 6275 5435 6550 6825

65 km/h 3550 4025 4415 4805 5585 5975 5195 6240 6500

70 km/h 3168 3592 3940 4290 4985 5332 4635 5565 5800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 710/70R38 171D TL 708197 713 1973 871 5804 DW23B (A)
DW25B (A) 
MW23B (A) 
MW25B (A)

804 811 62

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 3640 4250 4860 5470 6010 6550 7095 7365 7635 7905 8175 8440 8700 8965 9225

30 km/h 2790 3340 3890 4445 4995 5545 6095 6215 6340 6460 6585 6825 7070

40 km/h 3190 3725 4255 4770 5290 5805 5920 6040 6155 6270 6505 6735

40 km/h Dual 2340 2800 3260 3725 4185 4645 5105 5210 5310 5415 5515 5720 5925

50 km/h 3060 3570 4080 4575 5070 5565 5675 5790 5900 6010 6235 6455

65 km/h 3350 3840 4325 4815 5300 5405 5515 5620 5725 5940 6150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/85R38 173A8/173B TL 118628 686 2063 924 6092 DW23B (A) DW20B (A)
MW23B (A) 804 860 64

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h Cyc Dual 6400 6760 7120 7480 7665 7855 8040 8230 8605 8975 9350 9725

10 km/h 3750 4640 5530 6420 6780 7140 7500 7690 7875 8065 8250 8625 9000 9375 9750

30 km/h 2700 3445 4195 4940 5245 5545 5850 5990 6125 6265 6405 6680 6955

40 km/h 3000 3820 4640 4910 5180 5450 5580 5715 5845 5975 6240 6500

40 km/h Dual 2200 2830 3455 4085 4320 4560 4795 4910 5025 5140 5260 5490 5720

50 km/h 3000 3820 4640 4910 5180 5450 5580 5715 5845 5975 6240 6500

MICHELIN MACHXBIB

HIGH POWER

NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 800/70R38 173D TL 887730 809 2066 899 6093 DW25B (A)
DW27B (A)
MW25B (A)

1071 61

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2
Psi 6 9 12 15 17 20 23 25 26 28 29

10 km/h Cyc Dual 5260 6155 7045 7940 8390 8835 9280 9725

10 km/h 4400 5115 5825 6540 7255 7965 8680 9035 9395 9750

30 km/h 3375 4060 4740 5425 6110 6790 7475

40 km/h 3860 4510 5165 5815 6470 7120

40 km/h Dual 2825 3400 3970 4545 5115 5690 6260

50 km/h 3700 4325 4950 5575 6200 6825

65 km/h 4115 4710 5305 5905 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 900/50R42 168D TL 832458 853 1970 870 5826 DW27B (A)
DW28B (A) 
DW30B (A)

923 55

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9
Psi 6 9 12 15 17 20 23 25 26 28

10 km/h 3825 4575 5195 5810 6430 7045 7665 7910 8155 8400

30 km/h 2930 3510 4095 4680 5270 5855 6440

40 km/h 3340 3900 4455 5015 5570 6130

40 km/h Dual 2455 2940 3430 3925 4415 4910 5400

50 km/h 3200 3735 4270 4810 5345 5880

65 km/h 3550 4090 4595 5095 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/70R42 173D TL 790388 721 2088 932 6195 DW23B (A)
DW25B (A) 
MW23B (A) 
MW25B (A)

802 872 64

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h Cyc Dual 4390 5190 5985 6785 7185 7580 7980 8380 8715 9050 9390 9725

10 km/h 3750 4375 5000 5625 6210 6795 7380 7675 7965 8260 8550 8850 9150 9450 9750

30 km/h 2875 3470 4065 4660 5250 5845 6440 6570 6700 6830 6960 7215 7475

40 km/h 3285 3835 4380 4965 5545 6130 6255 6380 6500 6625 6875 7120

40 km/h Dual 2410 2910 3405 3905 4405 4900 5400 5510 5615 5725 5835 6050 6265

50 km/h 3150 3675 4200 4760 5320 5880 6000 6115 6235 6355 6590 6825

65 km/h 4000 4535 5065 5600 5715 5825 5940 6050 6275 6500

MICHELIN MACHXBIB

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/75R42 175D/171E TL 015540 693 2158 968 6408 DW23B (A) DW25B (A) 802 867 61

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 25 26 28 29 32 35 38 41

10 km/h 3975 4775 5575 6375 7050 7725 8400 8740 9075 9415 9750 10125 10500 10875 11250

30 km/h 3050 3690 4335 4975 5615 6260 6900 7030 7160 7290 7420 7675 7935

40 km/h 3560 4160 4765 5365 5970 6570 6695 6815 6940 7065 7310 7555

40 km/h Dual 2555 3095 3630 4170 4705 5245 5780 5890 6000 6105 6215 6435 6650

50 km/h 3415 3990 4570 5145 5725 6300 6420 6535 6655 6775 7010 7245

65 km/h 3750 4315 4875 5440 6000 6115 6225 6340 6450 6675 6900

70 km/h 3415 3925 4440 4950 5460 5545 5635 5720 5805 5980 6150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 620/70R46 162D TL 131721 647 2038 907 6041 DW20B (A)
DW18L

MW20B (A) 
TW20B

834 677 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9
Psi 6 9 12 15 17 20 23 25 26 28

10 km/h 3180 3705 4235 4760 5285 5815 6340 6600 6865 7125

30 km/h 2440 2945 3450 3955 4460 4960 5465

40 km/h 2820 3300 3775 4250 4725 5200

40 km/h Dual 2045 2465 2890 3310 3730 4155 4575

50 km/h 2705 3165 3620 4075 4535 4990

65 km/h 3000 3440 3875 4315 4750

MICHELIN MACHXBIB

HIGH POWER

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only
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FOR LOW & MEDIUM TRACTORS
For special fitting on other vehicles, please contact your local sales representative. 

YIELDS
• Potential increase in yields of up to 4% year (1)

• Excellent SERVICE LIFE

COMFORT
• Absorbs shocks & surface irregularities 

VERY HIGH FLEXION STANDARD (VF)

FUEL SAVINGS 
• Supports fuel saving in field operations

TRACTORS

Low & Medium Power

MICHELIN 
XEOBIB

EVERY DAY 
ON ALL SURFACES 
AT LESS THAN 1 bar

(1) Study led by Harper Adams University, Newport, United Kingdom - from 2014 to 2016

Sizes

Patented

VF 480/60 28 134D TL
VF 520/60R28 138D TL
VF 600/60R28 146D TL
VF 600/60R30 147D TL
VF 600/60R34 149D TL
VF 600/60R38 151D TL

VF 650/60R38 155D TL
VF 710/60R38 160D TL
VF 650/60R42 157D TL
VF 710/60R42 161D TL

Patented
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Low & Medium Power

MICHELIN XEOBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 VF 480/60R28 134D TL 312875 488 1298 567 3831 DW16L W16L 821 218 45

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.8
Psi 6 7 9 10 12 13 15 26

10 km/h 1450 1605 1760 1900 2035 2185 2330

10 km/h Load Fr 3000

30 km/h 1345 1490 1630 1760 1885 2025 2160

65 km/h 1320 1460 1600 1725 1850 1985 2120

65 km/h Dual 1160 1285 1410 1520 1630 1750 1865

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 VF 520/60R28 138D TL 510495 534 1338 579 3942 DW18L W18L 822 260 46

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.8
Psi 6 7 9 10 12 13 15 26

10 km/h 1650 1815 1980 2125 2265 2430 2595

10 km/h Load Fr 3350

30 km/h 1530 1685 1835 1970 2100 2255 2405

65 km/h 1500 1650 1800 1930 2060 2210 2360

65 km/h Dual 1320 1455 1585 1700 1815 1945 2075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 VF 600/60R28 146D TL 665184 597 1429 610 4198 DW20B (A) 822 365 48

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.8
Psi 6 7 9 10 12 13 15 26

10 km/h 2035 2250 2465 2690 2915 3110 3300

10 km/h Load Fr 4250

30 km/h 1885 2085 2285 2495 2705 2885 3060

65 km/h 1850 2045 2240 2445 2650 2825 3000

65 km/h Dual 1630 1800 1970 2150 2330 2485 2640
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 600/60R30 147D TL 065253 603 1493 633 4379 DW20B (A) 757 383 50

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.8
Psi 6 7 9 10 12 13 15 26

10 km/h 2145 2340 2530 2765 3000 3195 3385

10 km/h Load Fr 4375

30 km/h 1990 2170 2345 2565 2780 2960 3135

65 km/h 1950 2125 2300 2515 2725 2900 3075

65 km/h Dual 1715 1870 2025 2215 2400 2555 2705

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 600/60R34 149D TL 664777 595 1595 690 4699 DW20B (A) 823 416 48

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.8
Psi 6 7 9 10 12 13 15 26

10 km/h 2265 2470 2675 2935 3190 3385 3575

10 km/h Load Fr 4550

30 km/h 2100 2290 2480 2720 2960 3140 3315

65 km/h 2060 2245 2430 2665 2900 3075 3250

65 km/h Dual 1815 1980 2140 2345 2550 2705 2860

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 600/60R38 151D TL 349257 549 1698 749 5023 DW20B (A) MW20B (A) 824 452 52

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1
Psi 6 7 9 10 12 13 15

10 km/h 2400 2620 2835 3070 3300 3550 3795

30 km/h 2225 2425 2625 2845 3060 3290 3520

65 km/h 2180 2380 2575 2790 3000 3225 3450

65 km/h Dual 1920 2095 2265 2455 2640 2840 3035

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 650/60R38 155D TL 454365 677 1735 749 5108 DW23B (A) MW23B (A) 825 539 52

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1
Psi 6 7 9 10 12 13 15

10 km/h 2675 2935 3190 3495 3795 4030 4265

30 km/h 2480 2720 2960 3240 3520 3740 3955

65 km/h 2430 2665 2900 3175 3450 3665 3875

65 km/h Dual 2140 2345 2550 2795 3035 3225 3410

MICHELIN XEOBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN XEOBIB

Low & Medium Power

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (October 2020). Technical data is subject to change without 
prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
•  When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h Fr Loader: application with front-end loader at max.  
 speed of 10 km/h.
• 10 km/h: low torque application only.

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 710/60R38 160D TL 324138 712 1814 794 5356 DW25B (A) MW25B (A) 825 665 54

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1
Psi 6 7 9 10 12 13 15

10 km/h 3080 3385 3685 3975 4265 4610 4950

30 km/h 2855 3135 3415 3685 3955 4275 4590

65 km/h 2800 3075 3350 3615 3875 4190 4500

65 km/h Dual 2465 2710 2950 3180 3410 3685 3960

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 650/60R42 157D TL 220583 660 1840 810 5441 DW23B (A) DW20B (A) 802 645 58

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1
Psi 6 7 9 10 12 13 15

10 km/h 2835 3110 3385 3645 3905 4225 4540

30 km/h 2625 2880 3135 3380 3620 3915 4210

65 km/h 2575 2825 3075 3315 3550 3840 4125

65 km/h Dual 2265 2485 2705 2915 3125 3380 3630

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/60R42 161D TL 144294 716 1920 843 5675 DW25B (A) MW25B (A) 802 713 57

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1
Psi 6 7 9 10 12 13 15

10 km/h 3190 3495 3795 4170 4540 4815 5090

30 km/h 2960 3240 3520 3865 4210 4465 4720

65 km/h 2900 3175 3450 3790 4125 4375 4625

65 km/h Dual 2550 2795 3035 3335 3630 3850 4070
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TRACTORS

Low & Medium Power

MICHELIN 
MULTIBIB / 
MULTIBIB PLUS
Excellent longevity 
FOR INCREASED MILEAGE

(1) When authorised by the laws in force in the country

FOR LOW & MEDIUM TRACTORS
For special fitting on other vehicles, please contact your local sales representative. 

PRODUCTIVITY 
• High traction to save time & fuel
• Soil protection
• Capable of speeds of up to 65 km/h (1)

FOCUS ON THE NEW  
MICHELIN MULTIBIB PLUS 
• New architecture to reduce noise  
 in the cab at high speed!
• Higher load capacity

COMFORT
• Excellent road handling
• Increased ride comfort

VERSATILITY 
• Great performance in the field & on the road 

SERVICE LIFE OPTIMIZE 
• Thanks to flatter and wider crown, regular wear and up to 57 mm depth  

Sizes

320/65R16 107D TL
320/65R18 109A8/106B TL
340/65R18 113A8/110B TL
420/65R20 125A8/125B TL
440/65R20 128D TL
420/65R24 126D TL
440/65R24 128D TL
480/65R24 133D TL

540/65R24 140D TL
420/65R28 135D TL
440/65R28 131D TL
480/65R28 136D TL
540/65R28 142D TL
540/65R30 143D TL
540/65R34 145D TL
540/65R34 152D TL

600/65R34 151D TL
540/65R38 147D TL
600/65R38 153D TL
650/65R38 157D TL 
650/65R42 158D TL
650/65 R38 163D TL NEW  MULTIBIB PLUS

650/65 R42 165D TL NEW  MULTIBIB PLUS

NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN MULTIBIB/
multibib plus

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 320/65R16 107D TL 494658 300 827 368 2452 W10L W9 65 29

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9
Psi 6 7 9 12 15 17 20 23 26 28

10 km/h 520 575 630 760 890 1015 1145 1270 1395 1460

30 km/h 520 570 620 720 820 920 1025 1125

40 km/h 530 580 680 780 875 975 1070

50 km/h 510 555 650 745 840 935 1025

65 km/h 490 535 625 715 800 890 975

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 320/65R18 109A8/106B TL
XM108

123898 309 875 389 2594 W9 W10 444 64 28

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9
Psi 6 7 9 12 15 17 20 23 25 26 28

10 km/h 400 535 670 805 940 1075 1210 1345 1415 1480 1550

30 km/h 390 500 610 710 805 905 1000 1100

40 km/h 460 570 665 755 850 940 1030

50 km/h 430 520 605 690 780 865 950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/65R18 113A8/110B TL
XM108

123888 337 908 399 2684 W9 W10 | W11 444 80 28

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9
Psi 6 7 9 12 15 17 20 23 25 26 28

10 km/h 450 600 750 900 1050 1200 1355 1505 1580 1655 1730

30 km/h 440 560 680 790 900 1010 1120 1230

40 km/h 520 630 735 840 945 1050 1150

50 km/h 480 580 675 770 870 965 1060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 420/65R20 125A8/125B TL
XM108

122702 396 1064 461 3135 W11 W10 | W12 664 140 36

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8
Psi 6 7 9 12 15 17 20 23 25 26

10 km/h 990 1170 1350 1570 1785 2005 2225 2440 2550

30 km/h 790 950 1110 1290 1465 1645 1820

40 km/h 850 1040 1205 1370 1535 1700

50 km/h 850 1040 1150 1260 1370 1480 1590 1645 1700

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 440/65R20 128D TL 675464 445 1090 475 3260 W14L W13 | W15L 664 157 44

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1200 1295 1390 1570 1750 1930 2125 2315 2510 2605 2700

30 km/h 920 1020 1120 1305 1485 1670 1870 2070

40 km/h 1070 1245 1415 1590 1780 1970

40 km/h Dual 770 855 940 1095 1245 1400 1570 1735

50 km/h 1025 1165 1310 1450 1670 1890

65 km/h 975 1135 1290 1450 1625 1800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/65R24 126D TL 171560 392 1156 508 3416 W12
11 | DW12 

W11
700 159 38

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1200 1315 1425 1575 1725 1875 2025 2175 2365 2455 2550

30 km/h 920 1010 1095 1290 1480 1670 1815 1955

40 km/h 1040 1225 1410 1590 1725 1860

50 km/h 1000 1175 1350 1525 1655 1785

65 km/h 950 1120 1285 1450 1575 1700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/65R24 128D TL 426389 439 1187 529 3519 DW14L
DW13 | DW15L 
| W13 | W14L | 

W15L
703 178 44

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1285 1370 1450 1655 1855 2060 2225 2395 2560 2640 2725

30 km/h 980 1080 1180 1380 1580 1780 1925 2070

40 km/h 1130 1320 1510 1700 1835 1970

40 km/h Dual 820 910 995 1160 1330 1495 1615 1735

50 km/h 1080 1265 1445 1630 1760 1890

65 km/h 1030 1205 1375 1550 1675 1800

MICHELIN MULTIBIB/
multibib plus

Low & Medium Power

2022-05-24 DATABOOK _ MAJ.indd   582022-05-24 DATABOOK _ MAJ.indd   58 29/06/2022   09:37:1829/06/2022   09:37:18



TECHNICAL DATABOOK | 2022 - 09 59

TRACTORS

59AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN MULTIBIB/
multibib plus

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/65R24 133D TL 531721 483 1240 546 3667 DW15L
DW14L | W14L 

W15L
710 219 46

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1450 1575 1700 1920 2140 2360 2560 2755 2955 3050 3150

30 km/h 1120 1240 1360 1575 1795 2010 2190 2370

40 km/h 1290 1500 1710 1920 2090 2260

40 km/h Dual 940 1040 1135 1320 1505 1690 1840 1990

50 km/h 1240 1440 1640 1840 2000 2160

65 km/h 1180 1370 1560 1750 1905 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 540/65R24 140D TL 097057 532 1312 573 3873 DW16L
DW18L | W16L 

W18L
710 288 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1750 1875 2000 2265 2535 2800 3040 3275 3515 3630 3750

30 km/h 1360 1485 1610 1885 2165 2440 2660 2880

40 km/h 1530 1795 2055 2320 2530 2740

40 km/h Dual 1140 1245 1345 1575 1810 2040 2225 2410

50 km/h 1470 1725 1975 2230 2430 2630

65 km/h 1400 1640 1880 2120 2310 2500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/65R28 135D TL 778211 390 1238 558 3680 W11 W12 732 177 44

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2 2.2 2.4 2.7 2.8
Psi 6 7 9 12 15 17 20 23 26 28 29 32 35 39 41

10 km/h 1275 1410 1545 1710 1875 2040 2185 2325 2495 2580 2665 2830 3000 3205 3270

30 km/h 980 1085 1185 1355 1535 1715 1890 2070 2180 2235 2290 2395 2505

40 km/h 1130 1290 1460 1630 1800 1970 2075 2125 2180 2280 2385

40 km/h Dual 820 910 995 1160 1330 1495 1615 1735 1825 1870 1920 2010 2100 2230 2275

50 km/h 1030 1240 1405 1565 1725 1890 1990 2040 2090 2190 2290

65 km/h 1030 1180 1335 1490 1645 1800 1895 1945 1990 2085 2180

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN MULTIBIB/
multibib plus

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 440/65R28 131D TL 386212 437 1291 579 3833 DW14L
DW15L | W13 
W14L | W15L

821 198 43

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1360 1480 1600 1795 1985 2180 2360 2540 2720 2810 2900

30 km/h 1060 1155 1250 1465 1685 1900 2070 2240

40 km/h 1190 1395 1605 1810 1975 2140

40 km/h Dual 890 970 1045 1230 1410 1595 1740 1885

50 km/h 1140 1335 1535 1730 1890 2050

65 km/h 1090 1275 1465 1650 1800 1950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/65R28 136D TL 897574 476 1339 596 3970 DW15L
DW14L | W14L 

W15L
822 241 45

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1550 1675 1800 2035 2265 2500 2715 2925 3140 3245 3350

30 km/h 1180 1310 1440 1690 1940 2190 2385 2580

40 km/h 1370 1605 1845 2080 2265 2450

40 km/h Dual 990 1100 1205 1415 1620 1830 1995 2155

50 km/h 1310 1540 1770 2000 2175 2350

65 km/h 1250 1465 1685 1900 2070 2240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 540/65R28 142D TL 792274 529 1427 630 4223 DW16L
DW18L | W16L 

W18L
822 318 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1900 2040 2180 2455 2725 3000 3250 3500 3750 3875 4000

30 km/h 1440 1585 1730 2015 2295 2580 2815 3050

40 km/h 1640 1910 2180 2450 2675 2900

40 km/h Dual 1205 1325 1445 1680 1920 2155 2355 2550

50 km/h 1580 1835 2095 2350 2565 2780

65 km/h 1500 1745 1995 2240 2445 2650

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN MULTIBIB/
multibib plus

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 540/65R30 143D TL 223153 527 1472 648 4353 DW16L
DW18L | W16L 

W18L
754 333 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1950 2095 2240 2520 2795 3075 3340 3600 3865 3995 4125

30 km/h 1480 1630 1780 2070 2360 2650 2890 3130

40 km/h 1700 1975 2245 2520 2750 2980

40 km/h Dual 1240 1370 1495 1735 1980 2220 2420 2620

50 km/h 1630 1895 2155 2420 2640 2860

65 km/h 1550 1800 2050 2300 2515 2725

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 540/65R34 145D TL 712064 530 1574 693 4655 DW16L
DW18L | W16L 

W18L
704 364 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2060 2210 2360 2655 2955 3250 3530 3815 4095 4235 4375

30 km/h 1560 1730 1900 2225 2555 2880 3110 3340

40 km/h 1810 2120 2430 2740 2960 3180

40 km/h Dual 1310 1455 1595 1865 2140 2410 2605 2800

50 km/h 1730 2030 2330 2630 2840 3050

65 km/h 1650 1935 2215 2500 2700 2900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 540/65R34 152D TL 214036 530 1590 709 4716 DW16L
DW18L | W16L 

W18L
704 364 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2 2.2 2.4 2.7 2.8
Psi 6 7 9 12 15 17 20 23 26 28 29 32 35 39 41

10 km/h 2060 2210 2360 2655 2955 3250 3530 3815 4095 4235 4375 4625 4875 5215 5325

30 km/h 1560 1730 1900 2225 2555 2880 3110 3340 3525 3620 3710 3895 4080

40 km/h 1810 2120 2430 2740 2960 3180 3360 3445 3535 3715 3890

40 km/h Dual 1310 1455 1595 1865 2140 2410 2605 2800 2955 3035 3110 3265 3420

50 km/h 1730 2030 2330 2630 2840 3050 3220 3305 3390 3560 3730

65 km/h 1650 1935 2215 2500 2700 2900 3065 3145 3225 3390 3550

Low & Medium Power

2022-05-24 DATABOOK _ MAJ.indd   612022-05-24 DATABOOK _ MAJ.indd   61 29/06/2022   09:37:1829/06/2022   09:37:18



TECHNICAL DATABOOK | 2022 - 09 62

TRACTORS

62AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN MULTIBIB/
multibib plus

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 600/65R34 151D TL 557189 594 1654 732 4897 DW20B (A) DW18L | W18L 823 464 54

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2430 2615 2800 3160 3515 3875 4195 4515 4830 4990 5150

30 km/h 1840 2040 2240 2605 2975 3340 3655 3970

40 km/h 2140 2485 2835 3180 3480 3780

40 km/h Dual 1540 1715 1885 2190 2495 2800 3065 3325

50 km/h 2050 2385 2715 3050 3335 3620

65 km/h 1950 2265 2585 2900 3175 3450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 540/65R38 147D TL 114518 529 1675 745 4965 DW16L
DW18L | W16L 

W18L
824 394 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2180 2340 2500 2815 3135 3450 3745 4040 4330 4480 4625

30 km/h 1670 1840 2010 2325 2645 2960 3250 3540

40 km/h 1920 2220 2520 2820 3095 3370

40 km/h Dual 1400 1545 1690 1955 2215 2480 2725 2965

50 km/h 1840 2125 2415 2700 2965 3230

65 km/h 1750 2025 2300 2575 2825 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 600/65R38 153D TL 228045 595 1768 779 5229 DW20B (A) DW18L | W18L 825 500 53

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2575 2775 2970 3355 3740 4125 4455 4790 5120 5285 5450

30 km/h 1960 2165 2370 2760 3150 3540 3870 4200

40 km/h 2260 2630 3000 3370 3685 4000

40 km/h Dual 1645 1820 1990 2315 2640 2965 3245 3520

50 km/h 2160 2515 2875 3230 3530 3830

65 km/h 2060 2400 2735 3075 3365 3650

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/65R38 157D TL 292904 646 1819 801 5380 DW20B (A) 825 602 56

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2900 3125 3350 3775 4200 4625 5005 5390 5770 5960 6150

30 km/h 2190 2420 2650 3090 3530 3970 4355 4740

40 km/h 2520 2940 3360 3780 4150 4520

40 km/h Dual 1835 2030 2220 2590 2955 3325 3655 3980

50 km/h 2420 2820 3220 3620 3975 4330

65 km/h 2300 2685 3065 3450 3790 4125

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 650/65R42 158D TL 167733 638 1931 858 5722 DW20B (A) 802 647 57

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 3000 3225 3450 3885 4315 4750 5155 5565 5970 6170 6375

30 km/h 2300 2545 2790 3260 3730 4200 4545 4890

40 km/h 2660 3105 3555 4000 4325 4650

40 km/h Dual 1930 2135 2340 2735 3125 3520 3805 4090

50 km/h 2550 2975 3405 3830 4145 4460

65 km/h 2430 2835 3245 3650 3950 4250

MICHELIN MULTIBIB/
multibib plus

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/65R38 163D TL 476461 664 1829 817 5425 DW20B (A) 825 604 58

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4
Psi 6 8 9 11 12 13 15 16 17 20 23 26 29 32 35

10 km/h 2900 3120 3340 3555 3775 3990 4200 4415 4625 5010 5390 5770 6150 6340 6530

30 km/h 2190 2415 2640 2865 3090 3310 3530 3750 3970 4355 4740 4990 5235 5425 5610

40 km/h 2940 3150 3360 3570 3780 4150 4520 4755 4985 5165 5340

40 km/h Dual 1835 2215 2400 2590 2775 2960 3140 3325 3655 3980 4185 4385 4545 4700

50 km/h 2820 3020 3220 3420 3620 3975 4330 4555 4780 4950 5120

65 km/h 2690 2880 3070 3260 3450 3790 4125 4340 4550 4715 4875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 650/65R42 165D TL 512785 638 1936 868.5 5752 DW20B (A) 802 643 57

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4
Psi 6 8 9 11 12 13 15 16 17 20 23 26 29 32 35

10 km/h 3000 3220 3445 3665 3885 4100 4320 4535 4750 5160 5565 5970 6375 6750 7125

30 km/h 2320 2555 2790 3025 3260 3495 3730 3965 4200 4570 4940 5205 5465 5695 5925

40 km/h 3105 3330 3555 3775 4000 4355 4705 4955 5200 5420 5640

40 km/h Dual 1930 2130 2335 2535 2735 2930 3130 3325 3520 3805 4090 4310 4530 4740 4950

50 km/h 2975 3190 3405 3615 3830 4170 4510 4750 4990 5200 5410

65 km/h 2835 3040 3245 3445 3650 3975 4295 4525 4750 4950 5150

MICHELIN MULTIBIB/
multibib plus

NEW

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only

NEW
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TRACTORS

Low & Medium Power

MICHELIN 
OMNIBIB

GREATER VERSATILITY 
TO OPTIMIZE YOUR COSTS

(1) Depending on tire sizes & compared with the equivalent size in MICHELIN AGRIBIB

FOR LOW & MEDIUM TRACTORS 
For special fitting on other vehicles, please contact your local sales representative. 

VERSATILITY
• Specially designed to withstand the stresses of work with front loaders
• Up to 14%(1) more load capacity versus equivalent standard radial sizes
• Excellent stability & maneuverability for work with livestock
• Super traction capacity

SERVICE LIFE 
• Proven casing endurance 
• Damage resistance 

Sizes

280/70R16 112D TL
280/70R20 116D TL
320/70R24 116D TL
360/70R24 122D TL
380/70R24 125D TL
420/70R24 130D TL

480/70R24 138D TL
380/70R28 127D TL
420/70R28 133D TL
480/70R28 140D TL
480/70R30 141D TL
480/70R34 143D TL

520/70R34 148D TL
480/70R38 145D TL
520/70R38 150D TL
580/70R38 155D TL
620/70R42 160D TL
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN OMNIBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 280/70R16 112D TL 747196 276 805 360 2400 W9
W10L | W8 

W8L
184 45 29

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2 2.2 2.4 2.7 2.8
Psi 6 7 9 12 15 17 20 23 26 28 29 32 35 39 41

10 km/h 580 625 665 755 840 930 1015 1100 1190 1230 1275 1375 1480 1630 1680

30 km/h 445 490 535 625 715 800 890 980 1060 1095 1135 1215 1290

40 km/h 505 590 675 760 845 930 1005 1040 1080 1150 1225

40 km/h Dual 375 410 445 520 595 670 745 820 885 920 950 1015 1080

50 km/h 485 565 650 730 815 895 965 1000 1035 1105 1175

65 km/h 460 540 615 695 770 850 920 950 985 1055 1120

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 280/70R20 116D TL 263806 268 904 409 2690 W9 W10 | W8 533 61 29

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2 2.2 2.4 2.7 2.8
Psi 6 7 9 12 15 17 20 23 26 28 29 32 35 39 41

10 km/h 640 690 740 835 935 1035 1130 1230 1325 1375 1425 1540 1650 1820 1875

30 km/h 490 540 590 690 795 895 995 1095 1180 1225 1270 1355 1440

40 km/h 565 660 755 850 945 1040 1125 1165 1205 1290 1370

50 km/h 540 630 725 815 910 1000 1080 1120 1160 1235 1315

65 km/h 515 600 690 775 865 950 1025 1065 1100 1175 1250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 320/70R24 116D TL 415039 323 1101 497 3274 W10 W11 | W9 692 94 40

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 870 935 995 1125 1250 1375 1500 1630 1755 1815 1880

30 km/h 670 735 800 925 1055 1185 1310 1440

40 km/h 760 880 1005 1125 1250 1370

40 km/h Dual 560 615 670 775 885 990 1100 1205

50 km/h 720 840 955 1075 1190 1310

65 km/h 690 800 915 1025 1140 1250

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 360/70R24 122D TL 198698 373 1153 513 3418 W11 W10 | W12L 692 137 43

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1040 1115 1190 1345 1495 1645 1795 1950 2100 2175 2250

30 km/h 790 870 945 1105 1260 1415 1575 1730

40 km/h 900 1050 1195 1345 1490 1640

40 km/h Dual 665 730 795 925 1055 1185 1315 1445

50 km/h 870 1010 1155 1295 1440 1580

65 km/h 825 960 1095 1230 1365 1500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 380/70R24 125D TL 085816 399 1188 528 3520 W12 W11 | W13 700 161 45

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1130 1215 1300 1470 1635 1805 1975 2145 2310 2395 2480

30 km/h 860 945 1035 1205 1380 1555 1725 1900

40 km/h 990 1155 1320 1480 1645 1810

40 km/h Dual 725 795 865 1010 1155 1300 1445 1590

50 km/h 950 1105 1260 1420 1575 1730

65 km/h 900 1050 1200 1350 1500 1650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/70R24 130D TL 829095 436 1251 553 3702 W13
DW14L | W12L | 

W14L
703 203 46

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1310 1405 1505 1695 1890 2080 2275 2465 2660 2755 2850

30 km/h 1010 1110 1205 1405 1600 1795 1995 2190

40 km/h 1130 1320 1510 1700 1890 2080

40 km/h Dual 845 920 995 1160 1330 1495 1665 1830

50 km/h 1080 1265 1450 1630 1815 2000

65 km/h 1030 1205 1380 1550 1725 1900

MICHELIN OMNIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/70R24 138D TL 375821 494 1327 578 3916 DW15L
DW14L | DW16L  

W14L | W15L  
W16L

710 276 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1590 1710 1835 2080 2320 2565 2810 3055 3295 3420 3540

30 km/h 1220 1345 1470 1715 1965 2215 2460 2710

40 km/h 1410 1645 1880 2110 2345 2580

40 km/h Dual 1020 1130 1240 1445 1655 1860 2070 2275

50 km/h 1350 1575 1800 2030 2255 2480

65 km/h 1285 1500 1715 1930 2145 2360

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 380/70R28 127D TL 118587 390 1294 580 3842 W12 W11 | W13 732 179 45

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1200 1290 1380 1560 1735 1915 2095 2275 2450 2540 2630

30 km/h 920 1010 1100 1285 1465 1645 1830 2010

40 km/h 1040 1215 1390 1570 1745 1920

40 km/h Dual 770 845 915 1070 1225 1375 1530 1685

50 km/h 1000 1170 1335 1505 1670 1840

65 km/h 950 1110 1270 1430 1590 1750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/70R28 133D TL 532215 436 1354 602 4012 W13
DW14L | W12 | 

W14L
821 231 46

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1390 1495 1605 1815 2030 2240 2455 2665 2880 2985 3090

30 km/h 1060 1170 1280 1495 1715 1935 2150 2370

40 km/h 1230 1435 1640 1850 2055 2260

40 km/h Dual 890 985 1080 1260 1440 1625 1805 1985

50 km/h 1180 1375 1570 1770 1965 2160

65 km/h 1120 1310 1495 1685 1870 2060

MICHELIN OMNIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/70R28 140D TL 570026 500 1427 632 4217 DW15L
DW14L | DW16L  

W14L | W15L  
W16L

822 302 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1730 1855 1985 2235 2490 2740 2995 3245 3500 3625 3750

30 km/h 1320 1450 1580 1840 2100 2360 2620 2880

40 km/h 1490 1740 1990 2240 2490 2740

40 km/h Dual 1110 1210 1310 1530 1750 1970 2190 2410

50 km/h 1430 1670 1910 2150 2390 2630

65 km/h 1360 1590 1815 2045 2270 2500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 480/70R30 141D TL 599351 498 1482 656 4388 DW15L
DW14L | DW16L  

W14L | W15L 
|W16L

754 317 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1770 1900 2030 2295 2555 2815 3075 3340 3600 3730 3860

30 km/h 1360 1495 1625 1895 2160 2425 2695 2960

40 km/h 1530 1790 2045 2305 2560 2820

40 km/h Dual 1135 1245 1350 1575 1800 2030 2255 2480

50 km/h 1470 1715 1960 2210 2455 2700

65 km/h 1400 1635 1870 2105 2340 2575

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 480/70R34 143D TL 280033 497 1593 713 4728 DW15L
DW14L | DW16L 

W14L | W15L 
W16L

704 345 50

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1880 2020 2155 2435 2710 2985 3260 3540 3815 3950 4090

30 km/h 1440 1580 1720 2005 2285 2565 2850 3130

40 km/h 1640 1910 2175 2445 2710 2980

40 km/h Dual 1205 1325 1445 1680 1915 2155 2390 2625

50 km/h 1580 1835 2090 2350 2605 2860

65 km/h 1500 1745 1990 2235 2480 2725

MICHELIN OMNIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 520/70R34 148D TL 939411 535 1651 730 4887 DW16L
DW15L | DW18L 

W15L | W16L 
W18L

823 422 53

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2100 2265 2430 2760 3085 3415 3745 4075 4400 4565 4730

30 km/h 1610 1780 1945 2280 2615 2950 3285 3620

40 km/h 1860 2180 2495 2815 3130 3450

40 km/h Dual 1350 1495 1640 1920 2200 2475 2755 3035

50 km/h 1790 2095 2400 2700 3005 3310

65 km/h 1700 1990 2280 2570 2860 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 480/70R38 145D TL 936570 498 1694 759 5030 DW15L
DW14L | DW16L  

W14L | W15L 
W16L

786 377 52

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 1980 2130 2275 2575 2870 3165 3460 3760 4055 4200 4350

30 km/h 1520 1670 1825 2125 2430 2735 3035 3340

40 km/h 1750 2035 2320 2610 2895 3180

40 km/h Dual 1270 1405 1540 1790 2040 2295 2545 2795

50 km/h 1680 1955 2230 2500 2775 3050

65 km/h 1600 1860 2120 2380 2640 2900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/70R38 150D TL 833744 539 1766 782 5229 DW16L
DW15L | DW18L 

W15L | W16L 
W18L

824 464 53

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2250 2425 2600 2945 3295 3640 3990 4335 4685 4855 5030

30 km/h 1730 1905 2085 2435 2790 3145 3495 3850

40 km/h 1970 2310 2650 2990 3330 3670

40 km/h Dual 1445 1590 1735 2035 2335 2630 2930 3230

50 km/h 1890 2215 2540 2870 3195 3520

65 km/h 1800 2110 2420 2730 3040 3350

MICHELIN OMNIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 580/70R38 155D TL 001240 601 1836 815 5440 DW18L W18L 825 590 56

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 2630 2830 3030 3425 3825 4220 4620 5015 5415 5610 5810

30 km/h 2010 2215 2420 2825 3235 3645 4050 4460

40 km/h 2320 2705 3090 3470 3855 4240

40 km/h Dual 1685 1865 2045 2385 2720 3060 3395 3735

50 km/h 2230 2600 2965 3335 3700 4070

65 km/h 2120 2470 2820 3175 3525 3875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 620/70R42 160D TL 989457 639 1953 863 5781 DW20B (A) DW18L 802 658 58

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 1.9 2
Psi 6 7 9 12 15 17 20 23 26 28 29

10 km/h 3090 3320 3550 4005 4465 4920 5380 5835 6295 6520 6750

30 km/h 2370 2605 2840 3305 3775 4245 4710 5180

40 km/h 2660 3115 3570 4020 4475 4930

40 km/h Dual 1985 2165 2340 2740 3140 3535 3935 4335

50 km/h 2550 2985 3420 3860 4295 4730

65 km/h 2430 2845 3260 3670 4085 4500

MICHELIN OMNIBIB

Low & Medium Power

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only
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TRACTORS

HIGH POWER

MICHELIN 
YIELDBIB

THE LOW-PRESSURE Tire 
FOR HIGH-POWERED 
ROW-CROP APPLICATIONS

(1) Michelin test 2016, VF 480/80 R50 MICHELIN YIELDBIB vs 480/80 R50 MICHELIN AGRIBIB.

Sizes

FOR HIGH POWER TRACTORS

VF VERY HIGH FLEXION

SOIL PROTECTION
+27% larger footprint to protect soil from compaction and improve yields (1)

MORE TRACTION
More traction from 2 additional 45 degree lugs

PRODUCTIVITY
carry up to 40% more load at the same pressure
versus non-VF radial tire in the same size

Patented

VF 380/85R34 149A8/149B TL
VF 420/85R34 154A8/154B TL
VF 380/80R38 149A8/149B TL
VF 380/95R38 154A8/154B TL
VF 480/80R46 164A8/164B TL
VF 480/80R50 166A8/166B TL
VF 480/95R50 170A8/170B TL

Patented
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN YIELDBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 380/85R34 149A8/149B TL 305457 372 1510 668 4471 W13 W12 704 230 44

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 1595 1760 1925 2090 2255 2420 2585 2750 2915 3080 3245 3410 3575

30 km/h 1480 1635 1785 1940 2090 2245 2400 2550 2705 2860 3010 3165 3315

30 km/h Dual 1300 1435 1570 1705 1840 1975 2110 2245 2380 2515 2650 2780 2915

30 km/h Triple 1215 1340 1465 1590 1715 1840 1970 2095 2220 2345 2470 2595 2720

50 km/h 1450 1600 1750 1900 2050 2200 2350 2500 2650 2800 2950 3100 3250

50 km/h Dual 1280 1410 1545 1675 1805 1940 2070 2205 2335 2465 2600 2730 2860

50 km/h Triple 1190 1315 1435 1560 1680 1805 1930 2050 2175 2300 2420 2545 2665

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 420/85R34 154A8/154B TL 012445 432 1582 699 4682 DW15L
DW14A (L)

 W13 | W14L 
W15A (L)

704 287 48

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 1870 2060 2250 2440 2630 2820 3010 3195 3385 3570 3755 3940 4125

30 km/h 1735 1910 2090 2265 2440 2615 2790 2960 3135 3310 3480 3655 3825

30 km/h Dual 1525 1680 1835 1990 2145 2300 2455 2605 2760 2910 3065 3215 3365

30 km/h Triple 1425 1570 1715 1855 2000 2145 2285 2430 2570 2710 2855 2995 3135

50 km/h 1700 1875 2045 2220 2390 2560 2735 2905 3075 3245 3415 3580 3750

50 km/h Dual 1500 1650 1805 1955 2105 2255 2405 2555 2705 2855 3005 3150 3300

50 km/h Triple 1395 1535 1680 1820 1960 2100 2240 2380 2520 2660 2800 2935 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 380/80R38 149A8/149B TL 870363 366 1592 711 4851 DW12A W12 | W13 796 | 795 230 45

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 1595 1760 1930 2095 2260 2425 2590 2755 2920 3085 3250 3410 3575

30 km/h 1480 1635 1790 1940 2095 2250 2405 2555 2710 2860 3015 3165 3315

30 km/h Dual 1300 1435 1575 1710 1845 1980 2115 2250 2385 2520 2650 2785 2915

30 km/h Triple 1215 1340 1470 1595 1720 1845 1970 2095 2220 2345 2470 2595 2720

50 km/h 1450 1600 1755 1905 2055 2205 2355 2505 2655 2805 2955 3100 3250

50 km/h Dual 1280 1415 1550 1680 1815 1945 2080 2210 2340 2470 2600 2730 2860

50 km/h Triple 1190 1315 1440 1560 1685 1810 1935 2055 2180 2300 2425 2545 2665

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 380/95R38 154A8/154B TL 873023 377 1703 755 5044 DW12A W12 795 | 796 286 47

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 1870 2060 2250 2435 2625 2810 3000 3185 3370 3560 3750 3935 4125

30 km/h 1735 1910 2085 2260 2435 2610 2780 2955 3125 3300 3475 3650 3825

30 km/h Dual 1525 1680 1835 1990 2145 2295 2450 2600 2750 2905 3060 3210 3365

30 km/h Triple 1425 1570 1710 1855 1995 2140 2280 2425 2565 2710 2850 2995 3135

50 km/h 1700 1870 2045 2215 2385 2555 2725 2895 3065 3235 3410 3580 3750

50 km/h Dual 1500 1650 1800 1950 2100 2250 2400 2550 2700 2850 3000 3150 3300

50 km/h Triple 1400 1540 1680 1815 1955 2095 2235 2375 2515 2655 2795 2935 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 480/80R46 164A8/164B TL 842300 480 1933 861 5732 DW16A
DW15L | DW16B  
DW16L | W16A

834 449 52

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 2530 2780 3025 3275 3520 3770 4015 4265 4510 4760 5005 5255 5500

30 km/h 2345 2575 2805 3035 3265 3495 3725 3950 4180 4410 4640 4870 5100

30 km/h Dual 2065 2270 2470 2675 2875 3075 3280 3480 3680 3885 4085 4290 4490

30 km/h Triple 1925 2115 2300 2490 2675 2865 3055 3240 3430 3620 3805 3995 4180

50 km/h 2300 2525 2750 2975 3200 3425 3650 3875 4100 4325 4550 4775 5000

50 km/h Dual 2025 2225 2420 2620 2815 3015 3215 3410 3610 3810 4005 4205 4400

50 km/h Triple 1885 2070 2255 2440 2625 2810 2995 3175 3360 3545 3730 3915 4100

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 480/80R50 166A8/166B TL 309830 468 2039 901 6034 DW16A(L)

DW15B (A) 
DW15L | DW16B  

W15B (A) 
|W16B

479 49

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 2595 2855 3115 3375 3635 3895 4155 4415 4675 4965 5255 5540 5830

30 km/h 2405 2645 2890 3130 3370 3610 3855 4095 4335 4605 4870 5140 5405

30 km/h Dual 2115 2330 2540 2755 2965 3180 3390 3605 3815 4050 4285 4520 4755

30 km/h Triple 1970 2170 2370 2565 2765 2965 3160 3360 3555 3775 3995 4210 4430

50 km/h 2360 2595 2835 3070 3305 3540 3780 4015 4250 4515 4775 5040 5300

50 km/h Dual 2075 2285 2495 2700 2910 3120 3325 3535 3740 3970 4200 4430 4660

50 km/h Triple 1930 2125 2320 2515 2710 2905 3100 3295 3490 3705 3920 4135 4350

MICHELIN YIELDBIB

HIGH POWER
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 480/95R50 170A8/170B TL 252129 477 2186 962 6464 DW16L
DW15L (NRO)
W15L (NRO)  

W16L
593 51

Bar 0.4 0.5 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6
Psi 6 7 9 10 12 13 15 16 17 19 20 22 23

10 km/h 3000 3315 3625 3940 4250 4565 4875 5190 5500 5775 6050 6325 6600

30 km/h 2780 3070 3360 3650 3940 4230 4520 4810 5100 5355 5610 5865 6120

30 km/h Dual 2445 2700 2955 3210 3465 3720 3980 4235 4490 4715 4940 5160 5385

30 km/h Triple 2280 2520 2755 2995 3230 3470 3705 3945 4180 4390 4600 4810 5020

50 km/h 2725 3010 3295 3580 3865 4150 4435 4715 5000 5250 5500 5750 6000

50 km/h Dual 2400 2650 2900 3150 3400 3650 3900 4150 4400 4620 4840 5060 5280

50 km/h Triple 2235 2470 2705 2935 3170 3405 3635 3870 4100 4305 4510 4715 4920

MICHELIN YIELDBIB

HIGH POWER

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only
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MICHELIN 
AGRIBIB 2

HIGH LEVELS 
OF PERFORMANCE 
THROUGHOUT ITS LIFE

(1) MICHELIN AGRIBIB 2 480/80R50 vs leading competitors published depths
(2) Depending on size & for size 520/85 R46 164A8/164B

Sizes

FOR ALL TRACTORS FROM LOW TO HIGH POWER 
For special fitting on other vehicles, please contact your local sales representative. 

OPTIMAL TRACTION
with 45° lug angle

SERVICE LIFE thanks to deep tread lugs
up to 8% deeper tread than leading competitors R1W Radial type tire offer (1)  

ROBUSTNESS  
up to 18% higher load  index (2)  

280/85R24 120A8/120B TL NEW

320/85R24 127A8/127B TL NEW

340/85R24 130A8/130B TL NEW

380/85R24 137A8/137B TL NEW

420/85R24 142A8/142B TL NEW

480/80R26 149A8/149B TL
280/85R28 123A8/120D TL
340/85R28 133A8/133B TL NEW

380/85R28 139A8/139B TL NEW

420/85R28 144A8/144B TL NEW

380/85R30 140A8/140B TL

420/85R30 145A8/139D TL NEW

420/90R30 147A8/147B TL
460/85R30 150A8/150B TL NEW

650/75R32 167A8/167B TL
320/85R34 133A8/133B TL
380/85R34 142A8/142B TL
420/85R34 147A8/147B TL 
460/85R34 152A8/152B TL NEW

340/85R38 138A8/138B TL NEW

380/80R38 142A8/139D TL
420/85R38 149A8/149B TL

460/85R38 154A8/154B TL NEW

520/85R38 160A8/160B TL
480/80R42 156A8/156B TL
520/85R42 162A8/162B TL
420/80R46 151A8/151B TL
480/80R46 158A8/158B TL
520/85R46 164A8/164B TL
480/80R50 159A8/159B TL
380/90R54 152A8/152B TL

New sizes of MICHELIN AGRIBIB 2 will be available between August and December 2022, depending on the sizes
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN AGRIBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 280/85R24 120A8/120B TL 990406 289 1086 503 3261 W10 W9 692 88 41

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 840 925 1005 1090 1170 1335 1480 1590 1780 1875 1685 1930 1988 2045 2100

30 km/h 600 660 715 775 835 950 1040 1130 1310 1400 1220 1450 1500

40 km/h 670 725 780 888 970 1055 1225 1308 1140 1355 1400

40 km/h Dual 590 725 685 780 855 930 1075 1150 1000 1190 1230

50 km/h 670 640 780 888 970 1055 1225 1308 1140 1355 1400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 320/85R24 127A8/127B TL 812603 330 1149 521 3422 W11 W10 692 121 42

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1005 1110 1210 1315 1415 1620 1800 1925 2180 2325 2040 2400 2475 2550 2625

30 km/h 715 790 865 935 1010 1158 1275 1390 1625 1740 1505 1810 1875

40 km/h 825 890 955 1083 1190 1300 1515 1625 1410 1690 1750

40 km/h Dual 725 890 840 953 1050 1145 1335 1430 1240 1485 1540

50 km/h 825 780 955 1083 1190 1300 1515 1625 1410 1690 1750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 340/85R24 130A8/130B TL 694878 363 1202 547 3580 W12 W11 700 139 43

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1125 1240 1355 1470 1585 1810 2040 2145 2250 2400 2550 2625 2700 2775 2850

30 km/h 805 885 965 1035 1100 1280 1455 1610 1765 1835 1900 1970 2035

40 km/h 900 965 1030 1195 1360 1505 1650 1715 1775 1840 1900

40 km/h Dual 790 850 905 1050 1195 1325 1450 1505 1560 1615 1670

50 km/h 900 965 1030 1195 1360 1505 1650 1715 1775 1840 1900

NEW

NEW

NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 380/85R24 137A8/137B TL 281463 392 1252 562 3718 W13 W11 l W12 703 180 47

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1315 1450 1585 1720 1860 2130 2400 2515 2625 2815 3000 3115 3225 3340 3450

30 km/h 935 1035 1135 1240 1340 1525 1710 1900 2085 2180 2275 2365 2460

40 km/h 1060 1155 1250 1425 1600 1775 1950 2040 2125 2215 2300

40 km/h Dual 935 1020 1100 1255 1410 1565 1715 1795 1870 1950 2025

50 km/h 1060 1155 1250 1425 1600 1775 1950 2040 2125 2215 2300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/85R24 142A8/142B TL 136458 444 1342 598 3987  DW15
W14L l W15L

DW14L
710 228 55

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1545 1700 1855 2005 2160 2470 2775 2935 3315 3540 3090 3650 3760 3865 3975

30 km/h 1100 1220 1340 1445 1550 1765 1980 2220 2555 2650 2460 2740 2835

40 km/h 1250 1350 1450 1650 1850 2075 2390 2475 2300 2565 2650

40 km/h Dual 1100 1350 1275 1455 1630 1830 2100 2180 2025 2255 2330

50 km/h 1250 1190 1450 1650 1850 2075 2390 2475 2300 2565 2650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 480/80R26 149A8/149B TL
South America

466081 500 1416 633 4202 DW16B(A) DW15B(A) 297 51

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1875 2245 2620 2990 3360 3555 3750 3975 4200 4370 4540 4705 4875

30 km/h 1340 1605 1875 2135 2395 2655 2915 3055 3200 3340 3480

40 km/h 1500 1750 1995 2240 2485 2725 2855 2990 3120 3250

40 km/h Dual 1320 1540 1755 1970 2185 2400 2515 2630 2745 2860

50 km/h 1500 1750 1995 2240 2485 2725 2855 2990 3120 3250

MICHELIN AGRIBIB 2

NEW

NEW
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 280/85R28 123A8/120D TL 392931 299 1192 545 3563 W10 W9 725 98 40

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 900 1075 1245 1420 1590 1680 1770 1905 2040 2110 2185 2255 2325

30 km/h 640 760 885 1010 1135 1275 1410 1475 1535 1600 1660

40 km/h 710 825 945 1060 1190 1320 1380 1435 1495 1550

40 km/h Dual 625 725 830 935 1050 1160 1210 1265 1315 1365

50 km/h 645 750 860 965 1085 1200 1255 1305 1360 1410

65 km/h 645 750 860 965 1085 1200 1255 1305 1360 1410

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 340/85R28 133A8/133B TL 587209 364 1308 593 3893 W12 W11 732 154 43

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1200 1320 1445 1565 1690 1930 2175 2290 2550 2700 2400 2800 2895 2995 3090

30 km/h 855 935 1015 1110 1200 1375 1550 1715 1960 2040 1875 2125 2205

40 km/h 950 1035 1120 1285 1450 1600 1830 1905 1750 1985 2060

40 km/h Dual 835 1035 985 1130 1275 1410 1610 1680 1540 1745 1815

50 km/h 950 910 1120 1285 1450 1600 1830 1905 1750 1985 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 380/85R28 139A8/139B TL 184281 400 1362 616 4053 W13 w12 821 199 46

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1425 1565 1705 1845 1990 2270 2550 2700 2850 3015 3180 3295 3415 3530 3645

30 km/h 1015 1125 1230 1320 1410 1615 1820 2015 2205 2305 2405 2500 2600

40 km/h 1150 1235 1320 1510 1700 1880 2060 2155 2245 2340 2430

40 km/h Dual 1010 1085 1160 1330 1495 1655 1815 1895 1980 2060 2140

50 km/h 1150 1235 1320 1510 1700 1880 2060 2155 2245 2340 2430
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TECHNICAL DATABOOK | 2022 - 09 80

TRACTORS

80AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/85R28 144A8/144B TL
16.9R28

135905 449 1419 645 4226 DW15
DW14L l W14L 

W15L
822 248 49

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1680 1845 2010 2175 2340 2670 3000 3180 3360 3555 3750 3865 3975 4090 4200

30 km/h 1200 1305 1410 1535 1660 1900 2140 2370 2600 2700 2800 2895 2995

40 km/h 1320 1435 1550 1775 2000 2215 2430 2525 2615 2710 2800

40 km/h Dual 1160 1265 1365 1565 1760 1950 2140 2220 2305 2385 2465

50 km/h 1320 1435 1550 1775 2000 2215 2430 2525 2615 2710 2800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 380/85R30 140A8/140B TL
14.9 R30

151572 394 1416 644 4219 W12 W13 734 229 46

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1465 1755 2045 2335 2625 2775 2925 3145 3360 3460 3555 3655 3750

30 km/h 1045 1265 1455 1665 1875 2105 2335 2420 2505 2590 2675

40 km/h 1180 1360 1555 1750 1965 2180 2260 2340 2420 2500

40 km/h Dual 1040 1195 1370 1540 1730 1920 1990 2060 2130 2200

50 km/h 1180 1360 1555 1750 1965 2180 2260 2340 2420 2500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/85R30 145A8/139D TL 184330 446 1487 667 4416 DW15
DW14L l W14L 

W15L
754 270 50

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1725 1895 2065 2235 2410 2750 3090 3280 3470 3660 3865 3984 4105 4230 4350

30 km/h 1230 1350 1470 1595 1715 1955 2200 2440 2675 2785 2890 3000 3105

40 km/h 1360 1475 1590 1820 2050 2280 2500 2600 2700 2800 2900

40 km/h Dual 1195 1295 1400 1605 1805 2010 2200 2290 2375 2465 2550

50 km/h 1475 1360 1590 1815 2045 2270 2500 2650 2750 2850
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TECHNICAL DATABOOK | 2022 - 09 81

TRACTORS

81AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/90R30 147A8/147B TL
16.9 R30

508522 418 1518 684 4513 DW13
DW14L | W13 

W14L
754 284 50

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1825 2120 2420 2715 3015 3310 3605 3905 4200 4305 4410 4510 4615

30 km/h 1300 1550 1810 2075 2335 2585 2835 2970 3105 3200 3290

40 km/h 1450 1700 1940 2180 2415 2650 2775 2900 2990 3075

40 km/h Dual 1070 1275 1495 1710 1920 2125 2330 2425 2520 2610 2705

50 km/h 1450 1700 1940 2180 2415 2650 2775 2900 2990 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 460/85R30 150A8/150B TL 822467 494 1556 701 4611 DW16L
W16L l W15

DW15L
757 326 54

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1980 2175 2370 2565 2760 3150 3540 3760 4240 4500 3975 4630 4765 4895 5025

30 km/h 1410 1560 1710 1845 1980 2255 2525 2815 3225 3345 3105 3465 3585

40 km/h 1600 1725 1850 2105 2360 2630 3015 3125 2900 3240 3350

40 km/h Dual 1410 1725 1630 1855 2075 2315 2650 2750 2550 2850 2950

50 km/h 1600 1520 1850 2105 2360 2630 3015 3125 2900 3240 3350

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 650/75R32 167A8/167B TL
South America

533727 667 1827 811 5395 DW20B (A) DW21B (A) 831 647 49

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 3180 3840 4500 5155 5815 6095 6375 6750 7125 7390 7650 7915 8175

30 km/h 2270 2755 3210 3680 4145 4550 4950 5170 5390 5610 5830

40 km/h 2575 3000 3440 3875 4250 4625 4830 5040 5245 5450

40 km/h Dual 2265 2640 3025 3410 3740 4070 4250 4435 4615 4795

50 km/h 2575 3000 3440 3875 4250 4625 4830 5040 5245 5450
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TECHNICAL DATABOOK | 2022 - 09 82

TRACTORS

82AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 320/85R34 133A8/133B TL
12.4 R34

908266 312 1421 653 4243 W10 155 44

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1200 1445 1690 1930 2175 2290 2400 2550 2700 2800 2895 2995 3090

30 km/h 855 1045 1200 1375 1550 1715 1875 1960 2040 2125 2205

40 km/h 975 1120 1285 1450 1600 1750 1830 1905 1985 2060

40 km/h Dual 705 860 985 1130 1275 1410 1540 1610 1680 1745 1815

50 km/h 975 1120 1285 1450 1600 1750 1830 1905 1985 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 380/85R34 142A8/142B TL
14.9 R34

009860 377.5 1516,4 691 4519 W12 W13 704 286 46

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1545 1855 2160 2470 2775 2935 3090 3315 3540 3650 3760 3865 3975

30 km/h 1100 1340 1550 1765 1980 2220 2460 2555 2650 2740 2835

40 km/h 1250 1450 1650 1850 2075 2300 2390 2475 2565 2650

40 km/h Dual 1100 1275 1455 1630 1830 2025 2100 2180 2255 2330

50 km/h 1250 1450 1650 1850 2075 2300 2390 2475 2565 2650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 420/85R34 147A8/147B TL
16.9 R34

183733 449 1589 720 4730 DW15L
DW14L | W13 
W14L | W15L

704 287 48

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1825 2185 2550 2910 3270 3460 3645 3870 4090 4220 4355 4485 4615

30 km/h 1300 1550 1820 2080 2335 2585 2835 2950 3065 3175 3290

40 km/h 1450 1700 1940 2180 2415 2650 2755 2865 2970 3075

40 km/h Dual 1070 1275 1495 1710 1920 2125 2330 2425 2520 2610 2705

50 km/h 1450 1700 1940 2180 2415 2650 2755 2865 2970 3075
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TECHNICAL DATABOOK | 2022 - 09 83

TRACTORS

83AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 460/85R34 152A8/152B TL 817711 494 1650 742 4908 DW16L
DW15L l W15L 

W16L
355 53

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 2100 2305 2515 2720 2925 3340 3750 3975 4200 4465 4725 4875 5025 5175 5325

30 km/h 1500 1635 1765 1925 2085 2380 2675 2985 3290 3420 3545 3675 3800

40 km/h 1650 1800 1950 2225 2500 2790 3075 3195 3315 3430 3550

40 km/h Dual 1450 1585 1715 1960 2200 2455 2705 2810 2915 3020 3125

50 km/h 1650 1800 1950 2225 2500 2790 3075 3195 3315 3430 3550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 340/85R38 138A8/138B TL 439359 357 1558 719 4658 DW12L W12L l W11L 795 193 43

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 1390 1525 1660 1795 1935 2205 2475 2625 2980 3180 2775 3270 3360 3450 3540

30 km/h 990 1095 1200 1290 1375 1570 1765 1985 2285 2365 2205 2445 2525

40 km/h 1120 1205 1285 1470 1650 1855 2135 2210 2060 2285 2360

40 km/h Dual 985 1205 1130 1290 1450 1635 1880 1945 1815 2010 2075

50 km/h 1120 1060 1285 1470 1650 1855 2135 2210 2060 2285 2360

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 380/80R38 142A8/139D TL
14.9 R38

187095 380 1595 729 4755 DW12A
DW11 | DW12 
DW13 | W11 
W12 | W13

796 | 795 230 46

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1545 1870 2200 2525 2850 2970 3090 3315 3540 3650 3760 3865 3975

30 km/h 1100 1340 1550 1795 2035 2250 2460 2555 2650 2740 2835

40 km/h 1250 1450 1675 1900 2100 2300 2390 2475 2565 2650

40 km/h Dual 1100 1275 1475 1670 1850 2025 2100 2180 2255 2330

50 km/h 1250 1450 1675 1900 2100 2300 2390 2475 2565 2650

65 km/h 1140 1320 1525 1730 1915 2095 2175 2255 2330 2410
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TECHNICAL DATABOOK | 2022 - 09 84

TRACTORS

84AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 420/85R38 149A8/149B TL
16.9 R38

048439 450 1690 769 5035 DW15L
DW14L | W14L  

W15L
786 293 49

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1930 2250 2575 2895 3215 3535 3860 4180 4500 4595 4690 4780 4875

30 km/h 1375 1660 1925 2195 2460 2730 2995 3145 3290 3385 3480

40 km/h 1550 1800 2050 2300 2550 2800 2940 3075 3165 3250

40 km/h Dual 1130 1365 1585 1805 2025 2245 2465 2565 2665 2760 2860

50 km/h 1550 1800 2050 2300 2550 2800 2940 3075 3165 3250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 460/85R38 154A8/154B TL 346098 498 1769 796 5258 DW16L
DW15L l W15L 

W16L
824 383 56

Bar 0.4 0.5 0.6 0.7 0.8 1 1.2 1.4 1.8 2 1.6 2.2 2.4 2.6 2.8
Psi 6 8 9 11 12 15 17 20 26 29 23 32 35 38 41

10 km/h 2175 2400 2625 2850 3075 3525 3975 4165 4350 4690 5025 5410 5795 6180 6565

30 km/h 1550 1715 1875 2040 2205 2520 2835 3160 3480 3615 3750 3880 4015

40 km/h 1750 1905 2060 2355 2650 2950 3250 3375 3500 3625 3750

40 km/h Dual 1540 1680 1815 2075 2330 2595 2860 2970 3080 3190 3300

50 km/h 1750 1905 2060 2355 2650 2950 3250 3375 3500 3625 3750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/85R38 160A8/160B TL
20.8 R38

882358 528 1849 829 5490 DW16L
DD16 | DD18 

DW18L | W16A 
W18A

825 508 55

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2625 3070 3515 3960 4410 4855 5300 5745 6190 6330 6470 6610 6750

30 km/h 1875 2270 2635 3005 3370 3760 4145 4350 4550 4685 4815

40 km/h 2120 2500 2825 3150 3515 3875 4065 4250 4375 4500

40 km/h Dual 1540 1865 2200 2485 2770 3090 3410 3550 3685 3825 3960

50 km/h 2120 2500 2825 3150 3515 3875 4065 4250 4375 4500
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TECHNICAL DATABOOK | 2022 - 09 85

TRACTORS

85AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 480/80R42 156A8/156B TL
18.4 R42

539386 489 1840 837 5470 DW16A DD16 | W16A 801 412 52

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2325 2720 3115 3505 3900 4295 4690 5080 5475 5605 5740 5870 6000

30 km/h 1660 1980 2320 2655 2995 3345 3690 3855 4015 4150 4280

40 km/h 1850 2180 2490 2800 3125 3450 3600 3750 3875 4000

40 km/h Dual 1365 1630 1920 2195 2465 2750 3035 3155 3280 3400 3520

50 km/h 1850 2180 2490 2800 3125 3450 3600 3750 3875 4000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 520/85R42 162A8/162B TL
20.8 R42

405859 542 1958 886 5810 DW18A

DD18 | DW16A 
DW16L | TW16L 
W16A | W16L  

W18A

802 545 55

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2775 3250 3725 4195 4670 5145 5620 6090 6565 6705 6845 6985 7125

30 km/h 1980 2395 2790 3190 3585 4000 4415 4615 4815 4950 5085

40 km/h 2240 2575 2965 3350 3740 4125 4315 4500 4625 4750

40 km/h Dual 1630 1970 2265 2610 2950 3290 3630 3770 3905 4045 4180

50 km/h 2240 2575 2965 3350 3740 4125 4315 4500 4625 4750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 420/80R46 151A8/151B TL 885138 410 1854 844 5524 DW13 DW12 835 334 50

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 1980 2395 2815 3230 3645 3810 3975 4240 4500 4670 4840 5005 5175

30 km/h 1410 1710 1980 2290 2600 2855 3105 3250 3400 3545 3690

40 km/h 1600 1850 2140 2430 2665 2900 3040 3175 3315 3450

40 km/h Dual 1160 1410 1630 1885 2140 2345 2550 2670 2795 2915 3035

50 km/h 1600 1850 2140 2430 2665 2900 3040 3175 3315 3450
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TRACTORS

86AG TIRES TECHNICAL DATABOOK | 2022-05

Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 480/80R46 158A8/158B TL
18.4 R46

622709 486 1945 891 5804 DW16A
DD16 | DW16L 

W16A
834 449 52

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2475 2945 3415 3880 4350 4615 4875 5175 5475 5700 5925 6150 6375

30 km/h 1765 2085 2460 2785 3105 3455 3800 3990 4175 4365 4550

40 km/h 1950 2300 2600 2900 3225 3550 3725 3900 4075 4250

40 km/h Dual 1715 2025 2290 2550 2840 3125 3280 3435 3585 3740

50 km/h 1950 2300 2600 2900 3225 3550 3725 3900 4075 4250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 520/85R46 164A8/164B TL
20.8 R46

120922 518 2059 931 6110 DW16A

DW16L | DW18A 
DW18L | TW16L 
W16A | W16L 
W18A | W18L

834 560 55

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2925 3425 3930 4430 4935 5435 5935 6440 6940 7035 7130 7220 7315

30 km/h 2085 2460 2870 3280 3690 4120 4550 4750 4950 5150 5350

40 km/h 2300 2725 3090 3450 3850 4250 4440 4625 4815 5000

40 km/h Dual 1715 2025 2400 2720 3035 3390 3740 3905 4070 4235 4400

50 km/h 2300 2725 3090 3450 3850 4250 4440 4625 4815 5000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 480/80R50 159A8/159B TL 263049 465 2050 938 6116 DW15A DW16A 483 52

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2550 3065 3585 4100 4615 4895 5175 5495 5815 6005 6190 6380 6565

30 km/h 1820 2205 2525 2910 3290 3655 4015 4180 4350 4515 4680

40 km/h 2060 2360 2720 3075 3415 3750 3905 4065 4220 4375

40 km/h Dual 1815 2075 2390 2705 3005 3300 3440 3575 3715 3850

50 km/h 2060 2360 2720 3075 3415 3750 3905 4065 4220 4375

MICHELIN AGRIBIB 2
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 380/90R54 152A8/152B TL 075615 386 2054 949 6129 W12A DW13B 334 50

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 6 9 12 15 17 20 23 26 29 32 35 38 41

10 km/h 2040 2470 2895 3325 3750 3920 4090 4410 4725 4875 5025 5175 5325

30 km/h 1455 1765 2085 2380 2675 2945 3210 3360 3505 3655 3800

40 km/h 1650 1950 2225 2500 2750 3000 3140 3275 3415 3550

40 km/h Dual 1450 1715 1960 2200 2420 2640 2760 2885 3005 3125

50 km/h 1650 1950 2225 2500 2750 3000 3140 3275 3415 3550

MICHELIN AGRIBIB 2

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• 10 km/h: low torque application only
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TRACTORS

Low & Medium Power

MICHELIN 
AGRIBIB

HIGH PERFORMANCE 
WITH EXCELLENT TRACTION

Sizes

FOR LOW & MEDIUM TRACTORS
For special fitting on other vehicles, please contact your local sales representative. 

EXCELLENT TRACTION
• Maintains traction throughout its life, even when worn

EXCELLENT SERVICE LIFE thanks to deep tread lugs 

ROBUSTNESS
• Proven radial casing endurance
• Damage-resistant rubber

11.2R24 119A8/116B TL
12.4R24 119A8/116B TL
13.6R24 124A8/121B TL
14.9R24 130A8/127B TL
16.9R24 134A8/131B TL
9.5R24 112A8/109B TL
12.4R28 126A8/123B TL
13.6R28 123A8/120B TL
14.9R28 134A8/131B TL

16.9R28 141A8/138B TL
16.9R30 137A8/134B TL
18.4R30 142A8/139B TL
380/85R30 135A8/135B TL
420/90R30 147A8/147B TL
18.4R34 149A8/146B TL
320/85R34 133A8/130B TL
380/85R34 137A8/137B TL
420/85R34 147A8/147B TL

12.4R36 124A8/121B TL
12.4R38 131A8/128B TL
13.6R38 128A8/125B TL
18.4R38 151A8/148B TL
20.8R38 159A8/156B TL
380/95R38 147A8/147B TL
420/85R38 144A8/144B TL
520/85R38 155A8/155B TL
480/80R42 156A8/156B TL

520/85R42 157A8/157B TL
420/80R46 151A8/148B TL
480/80R46 158A8/158B TL
520/85R46 158A8/155B TL
480/80R50 159A8/159B TL
480/95R50 164A8/164B TL
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

MICHELIN AGRIBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 9.5R24 112A8/109B TL 200987 253 1045 481 3117 W8 W7 686 65 32

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 675 745 815 960 1100 1240 1280 1315 1395 1475 1515 1595 1635

30 km/h 535 605 675 745 815 885 965 1045 1105 1170 1200

40 km/h 630 695 760 825 900 975 1035 1090 1120

40 km/h Dual 385 470 555 615 675 740 800 860 910 960 985

50 km/h 575 640 710 775 830 885 940 995 1020

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 11.2R24 119A8/116B TL 317247 288 1095 503 3269 W10 W9 692 92 37

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 840 925 1005 1170 1335 1500 1570 1635 1720 1810 1850 1935 1980

30 km/h 660 745 830 910 990 1070 1170 1265 1340 1415 1455

40 km/h 775 850 925 1000 1090 1180 1250 1325 1360

40 km/h Dual 480 580 680 750 825 895 970 1040 1100 1165 1195

50 km/h 705 780 860 935 1005 1075 1140 1205 1240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 12.4R24 119A8/116B TL 123788 324 1149 520 3420 W11 W10 692 116 41

Bar 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 7 9 12 15 17 20 23 26

10 km/h 1040 1200 1330 1460 1590 1715 1845 1975

30 km/h 810 950 1050 1155 1255 1360 1460

40 km/h 880 975 1070 1170 1265 1360

50 km/h 830 915 1000 1080 1165 1250

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 13.6R24 124A8/121B TL 262831 370 1200 551 3583 W12 W11 700 144 43

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38

10 km/h 975 1075 1175 1375 1570 1770 1850 1930 2030 2130 2175 2275 2325

30 km/h 760 865 965 1065 1165 1265 1385 1500 1585 1670 1710

40 km/h 900 995 1085 1180 1290 1400 1480 1560 1600

40 km/h Dual 555 675 790 880 965 1055 1140 1230 1300 1375 1410

40 km/h FRT 1550 1680 1775 1825 1920 1960 2040

50 km/h 820 915 1010 1105 1190 1275 1345 1420 1455

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 14.9R24 130A8/127B TL 601563 397 1265 575 3769 W13 W11 | W12 703 188 48

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 1165 1280 1400 1635 1865 2100 2175 2250 2380 2515 2580 2710 2775

30 km/h 910 1040 1165 1275 1390 1500 1635 1765 1875 1980 2035

40 km/h 1090 1195 1295 1400 1525 1650 1750 1850 1900

40 km/h Dual 660 810 960 1060 1155 1255 1350 1450 1540 1625 1670

50 km/h 990 1100 1210 1320 1410 1500 1590 1685 1730

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 16.9R24 134A8/131B TL 123854 460 1330 586 3935 DW15L
DW14L | W14L 

W15L
710 244 55

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1620 1880 2080 2280 2480 2680 2880 3080

30 km/h 1270 1470 1630 1790 1950 2110 2270

40 km/h 1380 1530 1675 1825 1970 2120

40 km/h Dual 790 1005 1215 1345 1475 1605 1735 1865

50 km/h 1290 1420 1555 1685 1820 1950

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 12.4R28 126A8/123B TL 738964 322 1265 586 3778 W11 W10 726 134 40

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 1035 1140 1245 1455 1665 1875 1960 2040 2150 2260 2310 2420 2475

30 km/h 805 925 1045 1145 1240 1340 1475 1605 1690 1775 1820

40 km/h 975 1065 1160 1250 1375 1500 1580 1660 1700

40 km/h Dual 590 725 860 950 1045 1135 1230 1320 1390 1460 1495

50 km/h 885 980 1075 1170 1270 1365 1435 1510 1545

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 13.6R28 123A8/120B TL 123782 372 1308 592 3893 W12 W11 732 173 46

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1190 1370 1520 1665 1815 1960 2110 2255

30 km/h 930 1080 1195 1310 1430 1545 1660

40 km/h 1010 1120 1225 1335 1440 1550

40 km/h Dual 590 740 890 985 1080 1175 1270 1365

50 km/h 920 1015 1110 1210 1305 1400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 14.9R28 134A8/131B TL 112235 393 1365 624 4072 W13 W12 821 210 47

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1240 1365 1495 1745 2000 2250 2365 2475 2625 2775 2825 2925 2980 3080 3180

30 km/h 885 980 1070 1230 1420 1605 1765 1925 2010 2100 2140 2225 2270

40 km/h 1000 1150 1325 1500 1650 1800 1880 1960 2000 2080 2120

50 km/h 910 1045 1205 1365 1505 1640 1715 1785 1820 1895 1930

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 16.9R28 141A8/138B TL 984997 454 1435 655 4278 DW15L
DW14L | W14L 

W15L
822 272 51

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1500 1650 1800 2100 2400 2700 2850 3000 3180 3360 3425 3550 3615 3740 3865

30 km/h 1070 1185 1300 1500 1715 1925 2130 2335 2440 2545 2600 2705 2755

40 km/h 1215 1400 1600 1800 1990 2180 2280 2380 2425 2525 2575

50 km/h 1105 1275 1460 1640 1815 1985 2075 2165 2210 2300 2345

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 380/85R30 135A8/135B TL 836509 386 1416 628 4194 W12 W13 734 209 46

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1450 1565 1680 1905 2135 2360 2580 2800 3100

30 km/h 1060 1155 1250 1450 1675 1900 2100 2300

40 km/h 1180 1360 1555 1750 1965 2180

40 km/h Dual 860 950 1040 1195 1370 1540 1730 1920

50 km/h 1180 1360 1550 1750 1965 2180

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 16.9R30 137A8/134B TL 123870 447 1480 664 4395 DW15L
DW14L | W14L 

W15L
754 285 49

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1760 2040 2255 2475 2690 2910 3125 3340

30 km/h 1380 1600 1770 1945 2115 2290 2460

40 km/h 1500 1660 1820 1980 2140 2300

40 km/h Dual 880 1100 1320 1460 1600 1745 1885 2025

50 km/h 1400 1545 1690 1830 1975 2120

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/90R30 147A8/147B TL 953332 443 1533 690 4556 DW13
DW14L | W13 

W14L
754 284 44

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1800 1955 2110 2415 2725 3035 3340 3650 3950 4250 4315 4440 4500 4565 4625

30 km/h 1285 1420 1550 1800 2050 2300 2550 2800 2940 3075 3145 3280 3350

40 km/h 1450 1700 1940 2175 2415 2650 2775 2900 2945 3030 3075

40 km/h Dual 1070 1175 1275 1495 1705 1915 2120 2330 2440 2550 2590 2665 2705

50 km/h 1450 1700 1940 2175 2415 2650 2775 2900 2945 3030 3075

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 18.4R30 142A8/139B TL 123844 504 1550 695 4602 DW16L
DW15L | W15L| 

W16L
757 353 54

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 2030 2350 2600 2850 3100 3355 3605 3855

30 km/h 1590 1840 2040 2240 2440 2640 2840

40 km/h 1720 1905 2090 2280 2465 2650

40 km/h Dual 1040 1280 1515 1680 1840 2005 2165 2330

50 km/h 1600 1765 1930 2100 2265 2430

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 320/85R34 133A8/130B TL 122760 320 1420 651 4239 W10 155 39

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1215 1315 1410 1610 1805 2000 2215 2430 2615 2800 2835 2905 2940 3005 3075

30 km/h 850 940 1030 1215 1385 1550 1725 1900 1980 2060 2090 2150 2180

40 km/h 975 1120 1285 1450 1600 1750 1850 1950 1980 2035 2060

40 km/h Dual 705 785 860 985 1130 1275 1410 1540 1630 1715 1740 1790 1815

50 km/h 900 1030 1180 1320 1460 1600 1700 1800 1825 1875 1900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 380/85R34 137A8/137B TL 122781 394 1503 673 4461 W12 W13 704 230 44

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1550 1670 1790 2025 2265 2500 2750 3000 3300

30 km/h 1120 1220 1320 1550 1775 2000 2215 2430

40 km/h 1250 1450 1650 1850 2075 2300

40 km/h Dual 905 1005 1100 1275 1455 1630 1830 2025

50 km/h 1250 1450 1650 1850 2075 2300

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 420/85R34 147A8/147B TL 788910 455 1595 725 4751 DW15L
DW14L | W13 
W14L | W15L

704 287 51

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1800 1940 2075 2350 2625 2900 3175 3450 3800 4045 4115 4260 4330 4475 4615

30 km/h 1300 1430 1560 1815 2075 2330 2585 2835 2950 3065 3120 3235 3290

40 km/h 1450 1695 1935 2180 2415 2650 2755 2865 2915 3020 3075

40 km/h Dual 1280 1495 1705 1920 2125 2330 2425 2520 2570 2665 2710

50 km/h 1450 1695 1935 2180 2415 2650 2755 2865 2915 3020 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 18.4R34 149A8/146B TL 679786 491 1662 747 4940 DW16L
DW15L | W15L 

W16L
823 395 54

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 1980 2175 2370 2760 3150 3540 3705 3865 4080 4295 4405 4620 4725

30 km/h 1550 1765 1980 2160 2345 2525 2760 2995 3190 3385 3480

40 km/h 1850 2020 2190 2360 2580 2800 2980 3160 3250

40 km/h Dual 1130 1380 1630 1795 1965 2130 2300 2465 2625 2780 2860

50 km/h 1685 1860 2035 2210 2380 2550 2715 2880 2960

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 12.4R36 124A8/121B TL 123952 318 1460 673 4363 W11 W10 779 165 33

Bar 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 7 9 12 15 17 20 23 26

10 km/h 1220 1420 1570 1720 1870 2025 2175 2325

30 km/h 960 1110 1230 1350 1470 1590 1710

40 km/h 1040 1150 1265 1375 1490 1600

50 km/h 960 1060 1155 1255 1350 1450

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 12.4R38 131A8/128B TL 258138 325 1500 697 4484 W11 DW10 | W10 779 165 35

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 1200 1315 1425 1650 1875 2100 2215 2325 2440 2550 2605 2720 2775

30 km/h 935 1070 1200 1300 1400 1500 1660 1820 1925 2030 2085

40 km/h 1120 1215 1305 1400 1550 1700 1800 1900 1950

40 km/h Dual 680 835 985 1085 1190 1290 1395 1495 1585 1670 1715

50 km/h 1020 1120 1220 1320 1435 1545 1635 1730 1775

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 13.6R38 128A8/125B TL 123992 358 1565 722 4705 DW12 W11 | W12 795 218 45

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

10 km/h 1380 1590 1760 1930 2100 2275 2445 2615

30 km/h 1080 1250 1385 1520 1660 1795 1930

40 km/h 1170 1140 1250 1365 1475 1800

40 km/h Dual 685 860 1030 1140 1250 1365 1475 1585

50 km/h 1090 1200 1315 1425 1540 1650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 420/85R38 144A8/144B TL 607820 455 1676 750 4975 DW15L
DW14L | W14L 

W15L
786 311 51

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

max 40 km/h FRT 2160 2460 2760 3060 3360

10 km/h 1900 2045 2190 2485 2775 3065 3360 3650 4015

30 km/h 1375 1510 1645 1915 2190 2460 2730 3000

40 km/h 1550 1800 2050 2300 2550 2800

40 km/h Dual 1130 1240 1355 1575 1800 2020 2245 2465

50 km/h 1550 1800 2050 2300 2550 2800

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 380/95R38 147A8/147B TL 836033 392 1689 769 5034 W12 W13 795 286 47

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 1825 1980 2130 2440 2745 3055 3360 3670 3975 4100 4165 4295 4355 4485 4610

30 km/h 1300 1430 1555 1810 2070 2325 2580 2835 2950 3065 3120 3235 3290

40 km/h 1450 1690 1930 2170 2410 2650 2755 2865 2915 3020 3075

40 km/h Dual 1070 1150 1235 1395 1560 1725 1890 2050 2215 2380 2460 2625 2705

50 km/h 1450 1690 1930 2170 2410 2650 2755 2865 2915 3020 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 18.4R38 151A8/148B TL 100097 494 1770 800 5267 DW16L
DW15L | W15L 

W16L
824 431 54

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35

10 km/h 2100 2305 2515 2925 3340 3750 3920 4090 4325 4560 4675 4910 5025

30 km/h 1660 1875 2085 2280 2480 2675 2945 3210 3400 3595 3690

40 km/h 1950 2135 2315 2500 2750 3000 3180 3360 3450

40 km/h Dual 1195 1455 1715 1900 2085 2270 2455 2640 2800 2955 3035

50 km/h 1775 1965 2155 2345 2540 2730 2895 3060 3140

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 20.8R38 159A8/156B TL 813266 541 1850 837 5506 DW18L
DW16L | DW18A 

W16L | W18L
825 524 57

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 2550 2810 3065 3585 4100 4615 4895 5175 5495 5815 5910 6095 6190 6380 6565

30 km/h 1820 2015 2205 2525 2910 3290 3655 4015 4180 4350 4430 4595 4680

40 km/h 2060 2360 2720 3075 3415 3750 3905 4065 4140 4295 4375

40 km/h Dual 1810 2075 2390 2705 3005 3300 3440 3575 3645 3780 3850

50 km/h 1875 2150 2475 2800 3110 3415 3555 3700 3770 3910 3980

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/85R38 155A8/155B TL 303668 530 1855 821 5529 DW16L
DD16 | DD18 

DW16A | W16A 
W18A

825 509 51

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

max 40 km/h FRT 3000 3415 3825 4240 4650

10 km/h 2650 2850 3050 3450 3850 4250 4625 5000 5535

30 km/h 1900 2100 2300 2650 3050 3450 3790 4125

40 km/h 2120 2500 2825 3150 3515 3875

40 km/h Dual 1540 1705 1865 2200 2485 2770 3090 3410

50 km/h 2120 2500 2800 3160 3515 3875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 480/80R42 156A8/156B TL 404096 494 1858 847 5538 DW16A DD16 | W16A 801 420 55

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

max 40 km/h FRT 2600 2955 3315 3670 4030 4385 4455 4595 4660 4800

10 km/h 2325 2505 2690 3050 3415 3775 4140 4500 4750 5000 5125 5375 5500 5750 6000

30 km/h 1660 1830 2000 2335 2675 3015 3350 3690 3840 3985 4060 4205 4280

40 km/h 1850 2170 2490 2810 3130 3450 3590 3725 3795 3930 4000

40 km/h Dual 1320 1465 1605 1890 2180 2465 2750 3035 3155 3280 3340 3460 3520

50 km/h 1850 2170 2490 2810 3130 3450 3590 3725 3795 3930 4000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 520/85R42 157A8/157B TL 122791 539 1945 869 5771 DW18A DD18 | W18A 802 545 59

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

max 40 km/h FRT 3090 3555 4020 4485 4950

10 km/h 2800 3015 3225 3650 4075 4500 4900 5300 5865

30 km/h 2000 2180 2360 2800 3175 3550 3965 4375

40 km/h 2240 2575 2965 3350 3740 4125

40 km/h Dual 1630 1800 1970 2265 2610 2950 3290 3630

50 km/h 2240 2575 3000 3350 3740 4125

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 420/80R46 151A8/148B TL 122770 410 1872 861 5555 DW13 DW12 835 334 51

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

10 km/h 2000 2170 2340 2675 3015 3350 3675 4000 4315 4625 4720 4905 5000 5075 5150

30 km/h 1450 1575 1700 2000 2290 2575 2865 3150 3300 3450 3500 3600 3650

40 km/h 1600 1850 2140 2430 2665 2900 3075 3250 3300 3400 3450

40 km/h Dual 1160 1285 1410 1630 1885 2140 2345 2550 2705 2860 2905 2990 3035

50 km/h 1450 1700 1950 2240 2445 2650 2800 3000 3040 3115 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 480/80R46 158A8/158B TL 637231 499 1948 889 5874 DW16A
DD16 | DW16L 

W16A
834 449 54

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

max 40 km/h FRT 2725 3095 3465 3830 4200 4570 4660 4835 4925 5100

10 km/h 2475 2675 2875 3275 3675 4075 4475 4875 5125 5375 5500 5755 5880 6130 6380

30 km/h 1770 1940 2110 2445 2785 3125 3460 3800 3990 4175 4270 4455 4550

40 km/h 1950 2270 2590 2910 3230 3550 3725 3900 3990 4165 4250

40 km/h Dual 1450 1585 1715 1940 2165 2390 2615 2840 3065 3290 3405 3630 3740

50 km/h 1950 2270 2590 2910 3230 3550 3725 3900 3990 4165 4250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 520/85R46 158A8/155B TL 122780 515 2050 920 6088 DW16A

DW16L | DW18A 
DW18L | W16A 
W16L | W18A 

W18L

834 581 58

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8
Psi 6 7 9 12 15 17 20 23 26

max 40 km/h FRT 3230 3700 4165 4635 5100

10 km/h 2900 3115 3325 3750 4175 4600 5025 5450 6070

30 km/h 2090 2295 2500 2910 3320 3730 4140 4550

40 km/h 2300 2690 3080 3470 3860 4250

40 km/h Dual 1715 1885 2055 2390 2730 3065 3400 3740

50 km/h 2120 2470 2820 3175 3525 3875

MICHELIN AGRIBIB

Low & Medium Power
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Tire specifications and pressure table (bar & psi). Load per tire in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 480/80R50 159A8/159B TL 471947 474 2056 942 6135 DW15A DW16A 479 56

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

max 40 km/h FRT 2830 3230 3635 4035 4440 4840 4910 5045 5115 5250

10 km/h 2575 2785 2995 3415 3830 4250 4700 5150 5575 6000 6075 6225 6300 6400 6500

30 km/h 1800 1990 2180 2575 2915 3250 3625 4000 4190 4375 4440 4565 4625

40 km/h 2060 2360 2720 3075 3415 3750 3940 4125 4190 4315 4375

40 km/h Dual 1495 1655 1815 2075 2390 2705 3005 3300 3465 3630 3685 3795 3850

50 km/h 2060 2360 2725 3075 3415 3750 3875 4125 4190 4315 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 480/95R50 164A8/164B TL 491183 515 2175 992 6484 DW16B (A) DW15B (A) 593 53

Bar 0.4 0.5 0.6 0.8 1 1.2 1.4 1.6 1.8 2 2.1 2.3 2.4 2.6 2.8
Psi 6 7 9 12 15 17 20 23 26 29 30 33 35 38 41

max 40 km/h FRT 3320 3760 4205 4645 5090 5530 5610 5765 5845 6000

10 km/h 2925 3100 3270 3780 4285 4795 5300 5810 6185 6560 6750 7125 7310 7405 7500

30 km/h 2085 2305 2525 2955 3385 3820 4250 4680 4850 5015 5100 5265 5350

40 km/h 2360 2765 3165 3570 3970 4375 4530 4690 4765 4920 5000

40 km/h Dual 1720 1900 2080 2435 2790 3140 3495 3850 3990 4125 4195 4330 4400

50 km/h 2360 2765 3165 3570 3970 4375 4530 4690 4765 4920 5000

MICHELIN AGRIBIB

Low & Medium Power

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For plowing and other field applications subject to high torque,  
 use the 30 km/h line. 
• When using single tire configuration:  
- add 0.4 bar for use on slopes of more than 20% 
- add 0.4 bar for intensive road use exceeding 50%
• FRT: Free Rolling Tire
• 10 km/h: low torque application only.
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Even more benefits  
for row crop work

SIZES

MICHELIN 
AGRIBIB 
ROW CROP

FOR ROW CROP TRACTORS AND IMPLEMENTS

LESS COMPACTION
• Reduced soil compaction throughout the life of the tire 
 thanks to “Improved Flexion” (IF) as part of MICHELIN Ultraflex.
• Less pressure for carrying the load leads to less compaction .

EXCELLENT TRACTION
• Excellent traction thanks to deep lug design and  
 increased contact patch area.

INCREASED LOAD CAPACITY
• New reinforced casing 
• Improved load capacity thanks to a nominal pressure rating  
 of 4 bars (vs. 2.4 or 3.6 depending on the size)  

320/85R38 143A8/143B TL 
IF 320/85R38 151A8/151B TL 
320/90R42 147A8/147B TL 
340/85R46 150A8/150B TL 
380/90R46 157A8/157B TL 
IF 380/90R46 165A8/165B TL 

320/90R50 150A8/150B TL 
380/90R50 151A8/151B TL 
IF 320/90R50 158A8/158B TL 
IF 380/90R50 167A8/167B TL 
320/90R54 151A8/151B TL 
IF 320/90R54 159A8/159B TL 
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN AGRIBIB 
ROW CROP

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 320/85R38 151A8/151B TL 351097 330 1506 697 4496 DW11A
DW10A | W10 

W11
779 170 41

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h 2025 2250 2475 2590 2700 2790 2875 3015 3150 3275 3400 3515 3625 3715 3800

20 km/h 1975 2200 2425 2540 2650 2740 2825 2965 3100 3225 3350 3465 3575 3650 3725

30 km/h 1900 2115 2325 2440 2550 2640 2725 2850 2975 3100 3225 3325 3425 3515 3600

50 km/h 1825 2040 2250 2350 2450 2540 2625 2750 2875 2990 3100 3200 3300 3375 3450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 320/85R38 143A8/143B TL 758001 315 1508 699 4514 W10
DW10A 

 DW11A | W11
779 170 42

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 2330 2520 2710 2900 3090 3205 3315 3430 3540 3700 3860 3975 4090

25 km/h Cyc 1890 2075 2260 2360 2460 2560 2660 2780 2900 3020 3140 3230 3320

30 km/h Cyc 1770 1940 2110 2205 2300 2395 2490 2605 2715 2830 2940 3025 3110

25 km/h 1720 1885 2050 2145 2235 2330 2420 2530 2640 2750 2860 2940 3020

30 km/h 1660 1820 1980 2070 2155 2245 2330 2440 2545 2655 2760 2840 2920

50 km/h 1550 1700 1850 1935 2015 2100 2180 2280 2380 2475 2575 2650 2725

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 320/90R42 147A8/147B TL 425361 312 1638 764 4908 DW10L W10L | W9L 197 42

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 2850 3025 3195 3370 3540 3650 3760 3865 3975 4165 4350 4480 4610

25 km/h Cyc 2075 2295 2510 2625 2740 2850 2965 3110 3255 3395 3540 3645 3750

30 km/h Cyc 1940 2225 2510 2575 2640 2705 2770 2905 3040 3170 3305 3405 3505

25 km/h 1890 2090 2290 2395 2495 2600 2700 2830 2960 3090 3220 3320 3415

30 km/h 1820 2010 2200 2300 2400 2500 2600 2725 2850 2975 3100 3195 3290

50 km/h 1700 1880 2060 2155 2245 2340 2430 2550 2665 2785 2900 2990 3075
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 340/85R46 150A8/150B TL 846786 338 1747 810 5227 W12
DW10A | W10  

W12A
835 225 41

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 2780 3025 3265 3510 3750 3900 4050 4200 4350 4540 4730 4880 5030

25 km/h Cyc 2260 2495 2730 2855 2980 3105 3230 3385 3535 3690 3840 3965 4090

30 km/h Cyc 2110 2330 2550 2670 2785 2905 3020 3165 3305 3450 3590 3705 3820

25 km/h 2050 2270 2490 2605 2715 2830 2940 3080 3220 3360 3500 3610 3720

30 km/h 1980 2190 2400 2510 2620 2730 2840 2975 3105 3240 3370 3475 3580

50 km/h 1850 2045 2240 2345 2445 2550 2650 2775 2900 3025 3150 3250 3350

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 IF 380/90R46 165A8/165B TL 120462 385 1841 852 5513 DW13A

DW11 | DW12A 
DW13 | W12 
W12A | W13 

W13A

816 308 46

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h 3000 3340 3675 3850 4025 4150 4275 4475 4675 4890 5100 5240 5375 5525 5675

20 km/h 2950 3290 3625 3790 3950 4065 4175 4390 4600 4800 5000 5140 5275 5415 5550

30 km/h 2825 3150 3475 3640 3800 3915 4025 4225 4425 4615 4800 4940 5075 5215 5350

50 km/h 2725 3040 3350 3500 3650 3765 3875 4065 4250 4440 4625 4750 4875 5015 5150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 380/90R46 157A8/157B TL 799905 401 1864 867 5583 W13A
DW13 | DW13A 

W12 | W12A  
W13

835 308 46

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 3450 3740 4030 4320 4610 4790 4970 5150 5330 5570 5810 6000 6190

25 km/h Cyc 2810 3115 3420 3560 3695 3835 3970 4160 4350 4540 4730 4880 5030

30 km/h Cyc 2620 2905 3190 3320 3450 3580 3710 3890 4065 4245 4420 4560 4700

25 km/h 2550 2830 3110 3235 3360 3485 3610 3785 3955 4130 4300 4440 4580

30 km/h 2460 2730 3000 3120 3240 3360 3480 3650 3815 3985 4150 4280 4410

50 km/h 2300 2550 2800 2915 3025 3140 3250 3405 3565 3720 3875 4000 4125

MICHELIN AGRIBIB 
ROW CROP
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 320/90R50 150A8/150B TL 130813 314 1847 862 5539 W10 DW10A | W10A 816 226 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 2780 3025 3265 3510 3750 3900 4050 4200 4350 4540 4730 4880 5030

25 km/h Cyc 2260 2495 2730 2855 2980 3105 3230 3385 3535 3690 3840 3965 4090

30 km/h Cyc 2110 2330 2550 2670 2785 2905 3020 3165 3305 3450 3590 3705 3820

25 km/h 2050 2270 2490 2605 2715 2830 2940 3080 3220 3360 3500 3610 3720

30 km/h 1980 2190 2400 2510 2620 2730 2840 2975 3105 3240 3370 3475 3580

50 km/h 1850 2045 2240 2345 2445 2550 2650 2775 2900 3025 3150 3250 3350

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 IF 320/90R50 158A8/158B TL 125798 329 1856 865 5544 DW11
DW10A | DW11 

W10 | W10A 
W11

816 226 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h 2450 2725 3000 3140 3275 3390 3500 3665 3825 3975 4125 4265 4400 4540 4675

20 km/h 2400 2665 2925 3075 3225 3325 3425 3590 3750 3900 4050 4190 4325 4465 4600

30 km/h 2300 2565 2825 2965 3100 3200 3300 3465 3625 3765 3900 4025 4150 4290 4425

50 km/h 2225 2475 2725 2850 2975 3075 3175 3325 3475 3615 3750 3875 4000 4125 4250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 380/90R50 151A8/151B TL 036849 393 1935 912 5813 DW13A
DW12A | W12A  

W13A
329 47

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 17 20 23 26 29 32 35 38 41

10 km/h Cyc 3540 3945 4350 4555 4765 4970 5175

25 km/h Cyc 2880 3210 3540 3710 3875 4045 4210

30 km/h Cyc 2690 3000 3305 3465 3620 3780 3935

25 km/h 2620 2920 3220 3375 3525 3680 3830

30 km/h 2525 2815 3100 3250 3395 3545 3690

50 km/h 2360 2630 2900 3040 3175 3315 3450

MICHELIN AGRIBIB 
ROW CROP
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APPLICATION EQUIPMENT

104AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 IF 380/90R50 167A8/167B TL 212359 395 1953 903 5841 DW13A
DW12A | W12A  

W13A
329 47

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h 3200 3500 3800 4040 4275 4415 4550 4750 4950 5165 5375 5525 5675 5840 6000

20 km/h 3125 3425 3725 3950 4175 4315 4450 4650 4850 5065 5275 5415 5550 5715 5875

30 km/h 3025 3315 3600 3815 4025 4165 4300 4490 4675 4875 5075 5215 5350 5515 5675

50 km/h 2900 3175 3450 3665 3875 4000 4125 4315 4500 4690 4875 5015 5150 5300 5450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 IF 320/90R54 159A8/159B TL 467712 322 1949 915 5848 DW11
DW10 | W10 

W11
816 240 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h 2550 2840 3125 3275 3425 3540 3650 3825 4000 4150 4300 4450 4600 4715 4825

20 km/h 2500 2775 3050 3200 3350 3465 3575 3750 3925 4075 4225 4365 4500 4615 4725

30 km/h 2400 2675 2950 3090 3225 3340 3450 3615 3775 3925 4075 4215 4350 4450 4550

50 km/h 2325 2575 2825 2965 3100 3215 3325 3475 3625 3775 3925 4050 4175 4275 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 320/90R54 151A8/151B TL 272304 315 1950 915 5852 W10 DW11 | W11 816 240 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 17 20 23 26 29 32 35 38 41 44 46 49 52 55 58

10 km/h Cyc 2930 3165 3395 3630 3860 4020 4180 4340 4500 4690 4880 5030 5180

25 km/h Cyc 2380 2630 2880 2990 3100 3210 3320 3485 3645 3810 3970 4090 4210

30 km/h Cyc 2220 2455 2690 2795 2900 3005 3110 3260 3410 3560 3710 3820 3930

25 km/h 2160 2390 2620 2720 2820 2920 3020 3170 3315 3465 3610 3720 3830

30 km/h 2090 2310 2530 2630 2725 2825 2920 3060 3200 3340 3480 3585 3690

50 km/h 1950 2155 2360 2450 2545 2635 2725 2855 2990 3120 3250 3350 3450

MICHELIN AGRIBIB 
ROW CROP

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire,
the speed of travel and the work to be done. Our recommendations above
are provided subject to changes made after the date of publication of
these tables. Technical data is subject to change without prior notice.

• For use on side slopes >20%: add 0.4 bar without exceeding the max 
 tire pressure.
• For heavy road use >50%, add 0.4 bar.
• 10, 15 or 30 km/h cyclic load, for field use only, travel 
 with full load not to exceed 1,5 km.
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APPLICATION EQUIPMENT

SIZES

FOR SPRAYERS AND ROW CROP APPLICATIONS

VERY HIGH FLEXION (VF)

PRODUCTIVITY (1)

• 1st VF CFO tire E speed index for sprayers use.  
 The Cyclic Field Operation (CFO) standard enables  a VF tire, 
 to increase the load by +14% at field speeds  

The very low-pressure 
solution for  
self-propelled  
sprayers

MICHELIN 
SPRAYBIB cfo

SOIL PROTECTION
• More shallow lugs combined with VF CFO pressure reduction 
 for better soil protection  

COMFORT
• Combination of MICHELIN SPRAYBIB tread design and 
 the «Very high Flexion» (VF) within MICHELIN Ultraflex  

Patented

VF 420/90R34 CFO 174D/170E TL NEW

VF 380/80 R38 CFO 167D/163E NEW

VF 320/90 R42 CFO 163D/159E NEW

VF 480/80 R42 CFO 176D/172E NEW

VF 320/90 R46 CFO 165D/161D NEW

VF 380/90R46 CFO 173D/169E TL NEW

VF 480/80 R46 CFO 177D/173E NEW

VF 320/90 R50 CFO 166D/162E NEW

VF 380/90 R50 CFO 175D/171E NEW

VF 420/95 R50 CFO 179D/175E NEW

VF 480/80 R50 CFO 179D/175E NEW

VF 320/90 R54 CFO 168D/164E NEW

VF 380/90 R54 CFO 176D/172E NEW

Patented

New sizes of MICHELIN SPRAYBIB CFO will be available by end 2022 

   NEW

(1) Compared to MICHELIN MEGAXBIB. Tests conducted on Michelin Tracks Ladoux Centre, in 2016, 2017 & 2018 
and Fleet Survey tests with end users from 2015 to 2018.
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APPLICATION EQUIPMENT

106AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN SPRAYBIB cfo

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 420/90R34 174D/170E TL 343695 427 1603 720 4762 DW15L DW14L | W14L 704 310 40

Bar 0.8 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 2285 2885 3485 4085 4685 5130 5470 5810 6115 6425 6730 7055 7505

30 km/h Cyclic 2285 2885 3485 4085 4685 5130 5470 5810 6115 6425 6730 7055 7505

10 km/h 2215 2800 3380 3965 4545 4970 5300 5630 5930 6225 6525 6840 7275

20 km/h 2095 2645 3195 3745 4295 4700 5015 5325 5605 5890 6170 6465 6875

50 km/h 2015 2545 3075 3600 4130 4520 4820 5120 5390 5660 5930 6215 6700

65 km/h 2015 2545 3075 3600 4130 4520 4820 5120 5390 5660 5930 6215 6700

70 km/h 1830 2315 2795 3280 3760 4110 4385 4660 4905 5150 5395 5655 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 380/80R38 167D/163E 523910 380 1586 722 4727 DW13 DW12 795 230 38

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 2095 2240 2390 2535 2975 3415 3850 4205 4440 4705 4965 5230 5490 5790 6160

30 km/h Cyclic 2095 2240 2390 2535 2975 3415 3850 4205 4440 4705 4965 5230 5490 5790 6160

50 km/h 1845 1975 2105 2235 2620 3010 3395 3705 3910 4145 4375 4610 4840 5110 5450

65 km/h 1845 1975 2105 2235 2620 3010 3395 3705 3910 4145 4375 4610 4840 5110 5450

70 km/h 1680 1800 1915 2035 2385 2740 3090 3375 3560 3770 3985 4195 4405 4630 4875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 320/90R42 163D/159E 028790 325 1640 761 4908 DW10 DW11 196 36

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 1810 1945 2085 2220 2630 3040 3450 3780 3990 4225 4460 4695 4935 5200 5535

30 km/h Cyclic 1810 1945 2085 2220 2630 3040 3450 3780 3990 4225 4460 4695 4935 5200 5535

50 km/h 1595 1715 1835 1955 2315 2680 3040 3330 3515 3720 3930 4140 4345 4585 4875

65 km/h 1595 1715 1835 1955 2315 2680 3040 3330 3515 3720 3930 4140 4345 4585 4875

70 km/h 1450 1560 1670 1780 2110 2435 2765 3030 3195 3385 3580 3770 3960 4160 4375

NEW

NEW

NEW
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APPLICATION EQUIPMENT

MICHELIN SPRAYBIB cfo

107AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 480/80R42 176D/172E 579330 482 1843 834 5484 DW16A DD16 l W16 801 420 38

Bar 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 12 15 17 20 23 26 29 32 35 38 41 44 46 49 52

15 km/h Cyclic 3005 3580 4120 4660 5195 5730 5940 6155 6365 6665 6960 7260 7515 7765 8020

30 km/h Cyclic 3005 3580 4120 4660 5195 5730 5940 6155 6365 6665 6960 7260 7515 7765 8020

50 km/h 2650 3155 3630 4105 4580 5050 5235 5425 5610 5870 6135 6395 6630 6865 7100

65 km/h 2650 3155 3630 4105 4580 5050 5235 5425 5610 5870 6135 6395 6630 6865 7100

70 km/h 2410 2870 3305 3735 4165 4595 4765 4935 5105 5345 5580 5820 5980 6140 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 320/90R46 165D/161E TL 443039 311 1741 807 5209 DW10 835 211 37

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 1945 2085 2225 2365 2785 3210 3630 3965 4195 4455 4715 4980 5250 5525 5805

30 km/h Cyclic 1945 2085 2225 2365 2785 3210 3630 3965 4195 4455 4715 4980 5250 5525 5805

50 km/h 1715 1840 1960 2085 2455 2825 3200 3495 3695 3925 4155 4390 4635 4895 5150

65 km/h 1715 1840 1960 2085 2455 2825 3200 3495 3695 3925 4155 4390 4635 4895 5150

70 km/h 1560 1675 1785 1900 2235 2575 2910 3180 3365 3575 3780 3990 4200 4415 4625

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 380/90R46 173D/169E TL 007760 385 1843 847 5504 DW13A
DW12A | W12 
W12A | W13 

W13A
835 308 38

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 2250 2450 2650 2850 3450 4050 4650 5125 5425 5765 6100 6440 6725 7025 7400

30 km/h Cyclic 2250 2450 2650 2850 3450 4050 4650 5125 5425 5765 6100 6440 6725 7025 7400

50 km/h 1975 2145 2320 2490 3005 3520 4030 4500 4815 5115 5450 5715 5900 6125 6500

65 km/h 1800 1960 2120 2280 2765 3245 3730 4100 4350 4640 4900 5165 5375 5575 5800

70 km/h 1975 2145 2320 2490 3005 3520 4030 4500 4815 5115 5450 5715 5900 6125 6500

NEW

NEW

NEW
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APPLICATION EQUIPMENT
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN SPRAYBIB cfo

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 480/80R46 177D/173E TL 325824 485 1943 884 5788 DW16A(L)
DW15L l DW16B 

W16A
834 449 38

Bar 0.8 1 1.4 1.8 1.9 2 2.1 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 12 15 20 26 28 29 30 32 35 38 41 44 46 49 52

15 km/h Cyclic 3225 3830 4960 5995 6105 6215 6330 6440 6660 6970 7280 7590 7820 8055 8285

30 km/h Cyclic 3225 3830 4960 5995 6105 6215 6330 6440 6660 6970 7280 7590 7820 8055 8285

50 km/h 2845 3375 4370 5280 5380 5475 5575 5670 5865 6140 6415 6690 6895 7095 7300

65 km/h 2845 3375 4370 5280 5380 5475 5575 5670 5865 6140 6415 6690 6895 7095 7300

70 km/h 2585 3070 3975 4805 4895 4985 5075 5160 5340 5590 5835 6085 6225 6360 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 320/90R50 166D/162E TL 840040 323 1849 865 5545 DW11
DW10 l W10 

W11
816 226 37

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 2095 2240 2380 2525 2950 3375 3805 4175 4435 4700 4970 5220 5495 5785 6075

30 km/h Cyclic 2095 2240 2380 2525 2950 3375 3805 4175 4435 4700 4970 5220 5495 5785 6075

50 km/h 1845 1970 2095 2220 2600 2975 3355 3680 3910 4140 4380 4600 4830 5065 5300

65 km/h 1845 1970 2095 2220 2600 2975 3355 3680 3910 4140 4380 4600 4830 5065 5300

70 km/h 1680 1795 1910 2025 2365 2710 3050 3350 3555 3770 3985 4185 4375 4565 4750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 380/90R50 175D/171E TL 340728 384 1951 901 5834 DW13B
DW12A l W12A 
W12B l W13A 

W13B
329 38

Bar 0.8 1 1.4 1.8 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.4
Psi 12 15 20 26 32 35 38 41 44 46 49 52 55 58 64

15 km/h Cyclic 2405 2860 3710 4505 5260 5410 5655 5905 6150 6395 6635 6875 7110 7350 7830

30 km/h Cyclic 2405 2860 3710 4505 5260 5410 5655 5905 6150 6395 6635 6875 7110 7350 7830

50 km/h 2120 2520 3265 3970 4635 4765 4985 5200 5420 5635 5845 6055 6270 6480 6900

65 km/h 2120 2520 3265 3970 4635 4765 4985 5200 5420 5635 5845 6055 6270 6480 6900

70 km/h 1925 2290 2975 3610 4215 4340 4540 4735 4935 5130 5300 5470 5640 5810 6150

NEW

NEW

NEW
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APPLICATION EQUIPMENT
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 420/95R50 179D/175E TL 358639 418 2059 941 6140 DW14B(A)
DW13B(A) 
W13B(A)  
W14B(A)

439 38

Bar 0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.6 4
Psi 12 15 17 20 23 26 29 32 35 38 41 44 46 52 58

15 km/h Cyclic 3065 3660 4225 4785 5345 5905 6125 6340 6560 6865 7175 7480 7750 8285 8715

30 km/h Cyclic 3065 3660 4225 4785 5345 5905 6125 6340 6560 6865 7175 7480 7750 8285 8715

50 km/h 2700 3225 3720 4215 4710 5200 5395 5585 5780 6050 6320 6590 6825 7300 7750

65 km/h 2700 3225 3720 4215 4710 5200 5395 5585 5780 6050 6320 6590 6820 7280 7750

70 km/h 2460 2935 3385 3835 4285 4735 4910 5085 5260 5505 5750 5995 6205 6625 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 480/80R50 179D/175E TL 162735 485 2045 934 6098 DW16A(L)
DW15B(A) 
W15B(A) 
DW15L

479 38

Bar 0.8 1 1.4 1.8 1.9 2 2.1 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 12 15 20 26 28 29 30 32 35 38 41 44 46 49 52

15 km/h Cyclic 3325 3955 5140 6255 6370 6485 6605 6720 6950 7275 7595 7920 8210 8505 8795

30 km/h Cyclic 3325 3955 5140 6255 6370 6485 6605 6720 6950 7275 7595 7920 8210 8505 8795

50 km/h 2930 3485 4530 5510 5610 5715 5815 5915 6120 6405 6695 6980 7235 7495 7750

65 km/h 2930 3485 4530 5510 5610 5715 5815 5915 6120 6405 6695 6980 7235 7495 7750

70 km/h 2665 3170 4120 5015 5110 5200 5295 5385 5570 5830 6090 6350 6535 6715 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 VF 320/90R54 168D/164E TL 666915 322 1955 910 5855 DW11
DW10 l W10 

W11
816 240 36

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

15 km/h Cyclic 2075 2230 2390 2545 3015 3485 3950 4325 4575 4860 5150 5435 5730 6035 6335

30 km/h Cyclic 2075 2230 2390 2545 3015 3485 3950 4325 4575 4860 5150 5435 5730 6035 6335

50 km/h 1830 1970 2105 2245 2655 3070 3485 3815 4035 4285 4535 4785 5055 5325 5600

65 km/h 1830 1970 2105 2245 2655 3070 3485 3815 4035 4285 4535 4785 5055 5325 5600

70 km/h 1665 1790 1915 2040 2415 2795 3170 3470 3670 3900 4125 4355 4575 4785 5000

MICHELIN SPRAYBIB cfo

NEW

NEW

NEW
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APPLICATION EQUIPMENT
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 VF 380/90R54 176D/172E TL 019737 384 2049 948 6129 DW13A W12A 349 37

Bar 0.8 1 1.4 1.8 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.4
Psi 12 15 20 26 32 35 38 41 44 46 49 52 55 58 64

15 km/h Cyclic 2570 3045 3930 4750 5480 5635 5895 6150 6410 6665 6900 7130 7360 7595 8060

30 km/h Cyclic 2570 3045 3930 4750 5480 5635 5895 6150 6410 6665 6900 7130 7360 7595 8060

50 km/h 2265 2680 3460 4185 4830 4965 5190 5420 5645 5870 6075 6280 6485 6690 7100

65 km/h 2265 2680 3460 4185 4830 4965 5190 5420 5645 5870 6075 6280 6485 6690 7100

70 km/h 2060 2440 3150 3810 4395 4520 4725 4930 5135 5340 5500 5660 5820 5980 6300

MICHELIN SPRAYBIB cfo

NEW

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For machines working cyclically on slopes of more than 20% (11°),  
 increase the operating pressure by 0.4 bar.
• For intensive road use exceeding 50% of road time, add 0.4 bar.
• 15 km/h Cyc & 30 km/h Cyc: work with cyclic loads at 15 km/h  
 & 30 km/h
• CFO: Cyclic Field Operation generating a bonus for cyclic field  
 loads (maximum distance of 1.5 km at full load)
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APPLICATION EQUIPMENT

SIZES

FOR SPRAYERS AND ROW CROP APPLICATIONS

VERY HIGH FLEXION (VF)

PRODUCTIVITY
• Robustness of tread lugs to reduce stubble

A CHALLENGE FOR  
YOUR aGRICULTURAL 
YIELD

MICHELIN 
SPRAYBIB

SOIL PROTECTION
• Wide and shallow tread lugs

COMFORT
• Low pressure with Very high Flexion (VF)
• MICHELIN ULTRAFLEX Technology* tire casing

Patented

(1) Internal test 2015 (Ladoux – France)

VF 380/80R38 167D TL
VF 320/90R42 163D TL
VF 480/80R42 176D TL
VF 320/90R46 165D TL
VF 380/90R46 173D TL

VF 480/80R46 177D TL
VF 320/90R50 166D TL
VF 380/90R50 175D TL
VF 420/95R50 177D TL
VF 480/80R50 179D TL

VF 320/90R54 168D TL
VF 320/105R54 172D NEW

VF 380/90R54 176D TL

Patented
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN SPRAYBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 380/80R38 167D TL 352109 382 1577 726 4712 DW13 DW12 795 231 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3100 3375 3650 3750 3940 4125 4315 4500 4625 4750 4875 5000 5225 5450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 320/90R42 163D TL 920383 332 1635 758 4890 DW11 DW10 195 36

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 2815 3025 3250 3350 3500 3650 3825 4000 4125 4250 4405 4565 4720 4875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 480/80R42 176D TL 929553 489 1838 833 5471 DW16A DD16 | W16A 801 420 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 26 29 32 35 38 41 44 46 49 52

65 km/h 5000 5200 5400 5600 5875 6150 6425 6700 6900 7100

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 320/90R46 165D TL 684579 318 1736 810 5350 DW10 835 211 37

Bar 1.80 2.00 2.20 2.40 2.60 2.80 3.00 3.20 3.40 3.60 3.80 4.00 4.20 4.40
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3000 3230 3450 3550 3715 3875 4000 4125 4315 4500 4665 4825 4990 5150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 380/90R46 173D TL 198604 383 1842 848 5530 DW13A
DW12A | W12 
W12A | W13 

W13A
835 308 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3725 4050 4375 4625 4815 5000 5225 5450 5625 5800 5900 6000 6250 6500
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MICHELIN SPRAYBIB
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 VF 480/80R46 177D TL 159186 485 1943 884 5788 DW16A (L)
DW15L | DW16B 

W16A
834 449 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 26 29 32 35 38 41 44 46 49 52

65 km/h 5300 5465 5635 5800 6075 6350 6625 6900 7100 7300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 320/90R50 166D TL 946508 330 1844 864 5531 DW11
DW10 | W10 

W11
816 240 37

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3040 3300 3650 3750 3875 4000 4190 4375 4500 4625 4795 4965 5130 5300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 380/90R50 175D TL 722276 384 1951 903 5836 DW13B
DW12A | W12A 
W12B | W13A 

W13B
329 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3950 4300 4625 4750 4950 5150 5375 5600 5800 6000 6150 6300 6600 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 420/95R50 177D TL 085405 418 2059 941 6140 DW14B (A)
DW13B (A)  
W13B (A)
W14B (A)

440 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 26 29 32 35 38 41 44 46 49 52

65 km/h 5150 5365 5585 5800 6075 6350 6625 6900 7100 7300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 VF 480/80R50 179D TL 431251 485 2045 934 6098 DW16A(L)

DW15B (A) 
DW15L | DW16B 

W15B (A) 
|W16B

479 38

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 26 29 32 35 38 41 44 46 49 52

65 km/h 5450 5685 5915 6150 6440 6725 7015 7300 7525 7750
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN SPRAYBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 VF 320/90R54 168D TL 044008 327 1950 909 5843 DW11
DW10 | W10 

W11
816 240 36

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 3225 3500 3750 3875 4065 4250 4440 4625 4750 4875 5055 5240 5420 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 VF 320/105R 54 172D TL 624140 339 2028 938 6066 DW11 DW11 816 289 38

Bar 0.8 0.9 1 1.1 1.4 1.7 2 2.3 2.6 2.9 3.2 3.5 3.8 4.1 4.4
Psi 12 13 15 16 20 25 29 33 38 42 46 51 55 59 64

65 km/h 2025 2200 2375 2550 3050 3525 3975 4315 4565 4850 5150 5375 5625 5925 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 VF 380/90R54 176D TL 816598 384 2049 950 6131 DW13A W12A 350 37

Bar 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 26 29 32 35 38 41 44 46 49 52 55 58 61 64

65 km/h 4175 4525 4875 5000 5190 5375 5565 5750 5940 6125 6315 6500 6800 7100

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.

NEW
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MICHELIN 
FLOATXBIB
The highest load 
capacity in the field 
and highest speed index 
on roads

Sizes

VF 1000/50R25 CFO 190D/186E TL
VF 750/50R26 CFO 174D/170E TL
IF 1000/55R32 CFO 191D/188E TL
VF 1000/55R32 CFO 197D/193E TL
VF 900/60R38 CFO 196D/192E TL

INCREASED PRODUCTIVITY(1)

• Even pressure distribution across the contact patch
• Improved stubble resistance & wear
• New Innovative tread pattern and new rubber compound providing 
 ULTRAFLEX benefits: low pressure, high load and speed capacity
• 1st VF CFO index E for floater usage 
 (CFO allows an increased load capacity of 55% when operating under 15 km/h) 

IMPROVED YIELDS

• Rounded shoulders enable vegetation protection
• Doubled & reinforced shoulder lugs improve contact patch 

IMPROVED COMFORT

• Reinforced central area with special lug design

APPLICATION EQUIPMENT

FOR FLOATERS AND APPLICATORS

Patented

(1) Compared to MICHELIN MEGAXBIB. Tests conducted on Michelin Tracks Ladoux Centre, in 2016, 2017 & 2018 
and Fleet Survey tests with end users from 2015 to 2018.
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116AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN FLOATXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

25 VF 1000/50R25 CFO 190D/186E TL 713716 1025 1643 712 4841 36.0TH
Joint 

R1438
893 40

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 17 20 23 26 29 32 35 38 41 44 46

15 km/h Cyc 8215 9145 10075 10540 11005 11510 12013 12595 13175 13565 13950

30 km/h Cyc 6890 7670 8450 8840 9230 9655 10075 10565 11050 11375 11700

65 km/h 6150 6825 7500 7875 8250 8625 9000 9375 9750 10175 10600

70 km/h 5597 6210 6825 7165 7508 7850 8190 8530 8873 9185 9500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 750/50R26 CFO 174D/170E TL 982905 750 1405 619 4155 DW25B (A) 458 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 17 20 23 26 29 32 35 38 41 44 46

15 km/h Cyc 5193 5795 6394 6685 6975 7265 7556 8000 8448 8720 8990

30 km/h Cyc 4355 4860 5363 5605 5850 6095 6338 6710 7085 7315 7540

65 km/h 3875 4315 4750 5025 5300 5550 5800 6050 6300 6500 6700

70 km/h 3526 3925 4323 4575 4823 5050 5278 5505 5733 5865 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 VF 1000/55R32 CFO 197D/193E TL 946690 1042 1877 808 5523 36.00VA
Joint 

OR2052
1178 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 17 20 23 26 29 32 35 38 41 44 46

15 km/h Cyc 9765 10890 12015 12595 13175 13760 14340 14920 15500 16200 16895

30 km/h Cyc 8190 9135 10075 10565 11050 11540 12025 12515 13000 13585 14170

65 km/h 7300 7775 8250 9125 10000 10450 10900 11350 11800 12325 12850

70 km/h 6650 7075 7500 8300 9100 9500 9900 10325 10750 11225 11700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 1000/55R32 CFO 191D/188E TL 564739 1042 1877 820 5540 36.00VA
Joint 

OR2052
1178 38

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 17 20 23 26 29 32 35 38 41 44 46

15 km/h Cyc 9765 10890 12013 12595 13175 13755 14338 14920 15500 16200 16895

30 km/h Cyc 8190 9135 10075 10565 11050 11540 12025 12515 13000 13585 14170

65 km/h 6300 7025 7750 8125 8500 8875 9250 9625 10000 10450 10900

70 km/h 5800 6450 7100 7425 7750 8125 8500 8875 9250 9625 10000
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN FLOATXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 900/60R38 CFO 196D/192E TL 098689 873 2039 914 6041 DW30B (A)
DW27B (A) 

(NRO)
1149 39

Bar 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 17 20 23 26 29 32 35 38 41 44 46

15 km/h Cyc 9533 10580 11625 12400 13175 13565 13950 14725 15500 15965 16430

30 km/h Cyc 7995 8875 9750 10400 11050 11375 11700 12350 13000 13390 13780

65 km/h 7300 8025 8750 9250 9750 10175 10600 11050 11500 12000 12500

70 km/h 6643 7305 7963 8420 8873 9260 9646 10055 10465 10835 11200

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For machines working cyclically on slopes of more than 20% (11°),  
 increase the operating pressure by 0.4 bar.
• For intensive road use exceeding 50% of road time, add 0.4 bar.
• 15 km/h Cyc & 30 km/h Cyc: work with cyclic loads at 15 km/h  
 & 30 km/h
• CFO: Cyclic Field Operation generating a bonus for cyclic field  
 loads (maximum distance of 1.5 km at full load)
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MICHELIN 
CEREXBIB 2
HIGH PRODUCTIVITY 
& OUTSTANDING SOIL 
PROTECTION

Sizes

BETTER YIELDS
• Potential increase in yields of up to 4% year (2)

TRACTION & FLOTATION

SOIL PROTECTION 
• Low pressure in the fields 

CFO+ rated tire  
• Carry more load at 10 km/h cyclic in the field
• -45% pressure vs non CFO+ radial tire in the same size (1)

(1) For 12 000 kg, compared to a 900/60R32 MICHELIN MEGAXBIB standard radial tire
(2) Study led by Harper Adams University, Newport, United Kingdom - from 2014 to 20162014/2016

VF 520/80R26 CFO+ 168A8 TL
VF 620/70R26 CFO+ 173A8 TL
VF 750/65R26 CFO+ 180A8 TL
VF 520/85R30 CFO+ 172A8 TL
VF 620/70R30 CFO+ 175A8 TL
VF 710/65R30 CFO+ 179A8 TL

IF 800/65R32 CFO+ 181A8 TL
IF 800/70R32 CFO+ 185A8 TL
VF 900/60R32 CFO+ 191A8 TL
VF 500/85R34 CFO+ 172A8 TL
IF 680/80R38 CFO+ 182A8 TL
IF 800/70R38 CFO+ 187A8 TL

VF 900/60R38 CFO+ 193A8 TL  NEW

IF 800/70R42 CFO+ 189A8 TL
VF 520/85R42 CFO+ 177A8 TL
VF 580/85R42 CFO+ 183A8 TL
VF 710/70R42 CFO+ 188A8 TL
VF 900/60R42 CFO+ 195A8 TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.

Patented

FOR HARVESTING MACHINES

Patented
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 520/80R26 CFO+ 168A8 TL 850494 503 1491 649 4400 DW16L DW18L | W16L 716 366 44

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 5230 5805 6375 6510 6645 6775 6910 7045 7175 7310 7440 7600 7760 7915 8075

15 km/h Cyc 4765 5290 5815 5935 6060 6180 6300 6420 6540 6660 6780 6925 7075 7220 7365

40 km/h 3550 3965 4375 4470 4570 4665 4760 4860 4955 5055 5150 5265 5375 5490 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 620/70R26 CFO+ 173A8 TL 228272 606 1513 655 4461 DW20B (A) 716 463 45

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 6035 6740 7440 7605 7770 7935 8100 8265 8430 8590 8755 8945 9140 9330 9520

15 km/h Cyc 5505 6145 6780 6930 7080 7230 7380 7530 7685 7835 7985 8160 8335 8505 8680

40 km/h 4125 4640 5150 5255 5365 5470 5575 5680 5790 5895 6000 6125 6250 6375 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 750/65R26 CFO+ 180A8 TL 132266 748 1623 701 4786 DW25B (A) 833 659 48

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 7440 8225 9010 9225 9435 9650 9860 10075 10285 10500 10710 10965 11220 11475 11730

15 km/h Cyc 6780 7500 8215 8410 8605 8795 8990 9185 9380 9570 9765 10000 10230 10465 10695

40 km/h 5150 5650 6150 6295 6440 6580 6725 6870 7015 7155 7300 7475 7650 7825 8000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 620/70R30 CFO+ 175A8 TL 049288 608 1615 700 4765 DW20B (A) 737 506 43

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 6375 7120 7865 8040 8215 8390 8565 8740 8915 9090 9265 9500 9735 9965 10200

15 km/h Cyc 5815 6495 7170 7330 7490 7650 7810 7970 8130 8290 8450 8665 8875 9090 9300

40 km/h 4500 4975 5450 5555 5665 5770 5875 5980 6090 6195 6300 6450 6600 6750 6900
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 520/85R30 CFO+ 172A8 TL 188276 522 1624 709 4797 W16L 737 435 46

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 5865 6545 7225 7360 7495 7625 7760 7895 8025 8160 8290 8535 8780 9020 9265

15 km/h Cyc 5350 5970 6590 6710 6830 6950 7070 7190 7315 7435 7555 7780 8005 8225 8450

40 km/h 4000 4440 4875 4990 5110 5225 5340 5455 5570 5685 5800 5925 6050 6175 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 710/65R30 CFO+ 179A8 TL 608814 693.9 1676 735 4952 DW25B (A) DW23B (A) 630 46

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 7225 7990 8755 8970 9180 9395 9605 9820 10030 10245 10455 10690 10925 11155 11390

15 km/h Cyc 6590 7290 7985 8180 8375 8565 8760 8955 9150 9340 9535 9750 9960 10175 10385

40 km/h 5000 5500 6000 6140 6275 6415 6550 6690 6825 6965 7100 7265 7425 7590 7750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 800/65R32 CFO+ 181A8 TL 987406 772 1855 826 5501 DW27B (A) 831 903 57

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 9010 9860 10710 10965 11220 11475 11730 11985 12240 12495 12750 13070 13390 13705 14025

15 km/h Cyc 8215 8990 9765 10000 10230 10465 10695 10930 11160 11395 11625 11915 12210 12500 12790

40 km/h 5300 5800 6300 6450 6600 6750 6900 7050 7200 7350 7500 7690 7875 8065 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 VF 900/60R32 CFO+ 191A8 TL 430737 893 1903 827 5618 DW30B (A)
DW27B (A) 

(NRO)
1033 58

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 9860 10965 12070 12370 12665 12965 13260 13560 13855 14155 14450 14770 15090 15405 15725

15 km/h Cyc 8990 10000 11005 11275 11550 11820 12090 12360 12635 12905 13175 13465 13760 14050 14340

40 km/h 6700 7475 8250 8470 8690 8905 9125 9345 9565 9780 10000 10225 10450 10675 10900
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 800/70R32 CFO+ 185A8 TL 789156 796 1950 864 5800 DW27B (A) 831 966 55

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 9860 10965 12070 12370 12665 12965 13260 13560 13855 14155 14450 14770 15090 15405 15725

15 km/h Cyc 8990 10000 11005 11275 11550 11820 12090 12360 12635 12905 13175 13465 13760 14050 14340

40 km/h 5800 6450 7100 7275 7450 7625 7800 7975 8150 8325 8500 8690 8875 9065 9250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 VF 500/85R34 CFO+ 172A8 TL 038009 497 1676 741 4961 DW16L DW18L 431 46

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 5870 6445 7020 7180 7340 7495 7655 7815 7975 8130 8290 8470 8650 8830 9010

15 km/h Cyc 5350 5875 6400 6545 6690 6835 6980 7125 7270 7415 7560 7725 7890 8055 8220

40 km/h 4000 4440 4875 4965 5060 5150 5240 5330 5420 5510 5600 5775 5950 6125 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 680/80R38 CFO+ 182A8 TL 953912 646 2020 904 6030 DW21B DW23B (A) 804 877 59

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 9265 10330 11390 11615 11835 12060 12285 12505 12730 12950 13175 13495 13815 14130 14450

15 km/h Cyc 8450 9420 10385 10590 10795 10995 11200 11405 11610 11810 12015 12305 12595 12885 13175

30 km/h Cyc 7085 7900 8710 8880 9050 9220 9395 9565 9735 9905 10075 10320 10565 10805 11050

40 km/h 5450 6075 6700 6830 6965 7095 7225 7355 7490 7620 7750 7940 8125 8315 8500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 800/70R38 CFO+ 187A8 TL 610997 790 2051 912 6079 DW27B (A) 804 1088 57

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 10710 11945 13175 13440 13705 13970 14240 14505 14770 15035 15300 15620 15940 16255 16575

15 km/h Cyc 9765 10885 12000 12245 12490 12730 12975 13220 13465 13705 13950 14240 14530 14820 15110

40 km/h 6300 7025 7750 7905 8065 8220 8375 8530 8690 8845 9000 9190 9375 9565 9750
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 VF 900/60R38 CFO+ 193A8 TL 853285 880 2027 888 5987 DW30B(A)
DW27B (A) 

(NRO)
1147 58

Bar 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.6 2.8
Psi 17 19 20 22 23 24 26 27 29 30 32 33 35 38 41

10 km/h Cyc 10455 11030 11605 12175 12750 13070 13390 13705 14025 14345 14665 14980 15300 16150 17000

15 km/h Cyc 9765 10325 10885 11440 12000 12245 12490 12730 12975 13220 13465 13705 13950 14750 15550

40 km/h 7300 7665 8025 8390 8750 8980 9215 9445 9675 9905 10140 10370 10600 11050 11500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 520/85R42 CFO+ 177A8 TL 270459 541 1953 881 5807 DW18B(A) DD18 | W18L 802 545 55

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 6800 7545 8285 8465 8650 8830 9010 9225 9435 9650 9860 10075 10285 10500 10710

10 km/h Cyc Dual 5985 6640 7295 7470 7640 7815 7985 8160 8330 8505 8675 8865 9050 9240 9425

15 km/h Cyc 6200 6880 7555 7720 7885 8050 8215 8410 8605 8795 8990 9185 9380 9570 9765

15 km/h Cyc Dual 5455 6055 6650 6810 6965 7125 7280 7440 7595 7755 7910 8080 8255 8425 8595

40 km/h 4625 5215 5800 5915 6025 6140 6250 6365 6475 6590 6700 6850 7000 7150 7300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 580/85R42 CFO+ 183A8 TL 844076 580 2040 903 6040 DW18B(A) 802 701 58

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 8075 8970 9860 10050 10245 10435 10625 10815 11010 11200 11390 11730 12070 12410 12750

10 km/h Cyc Dual 7110 7895 8680 8850 9015 9185 9350 9520 9685 9855 10020 10320 10620 10920 11220

15 km/h Cyc 7365 8180 8990 9165 9340 9515 9690 9860 10035 10210 10385 10695 11005 11315 11625

15 km/h Cyc Dual 6480 7195 7910 8065 8220 8370 8525 8680 8835 8985 9140 9415 9685 9960 10230

40 km/h 5450 6075 6700 6865 7025 7190 7350 7515 7675 7840 8000 8190 8375 8565 8750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 710/70R42 CFO+ 188A8 TL 499992 705 2097 927 6207 DW23B (A) DW25B (A) 802 867 64

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 9265 10330 11390 11615 11835 12060 12280 12505 12730 12950 13175 13495 13815 14130 14450

15 km/h Cyc 8450 9420 10385 10590 10795 10995 11200 11405 11610 11810 12015 12305 12595 12885 13175

40 km/h 7750 7905 8065 8220 8375 8530 8690 8845 9000 9250 9500 9750 10000

NEW
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 900/60R42 CFO+ 195A8 TL 856296 843 2118 930 6281 DW30B (A) TW30B 1227 59

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 11050 12325 13600 13920 14240 14555 14875 15195 15515 15830 16150 16490 16830 17170 17510

15 km/h Cyc 10075 11240 12400 12690 12985 13275 13565 13855 14145 14435 14725 15035 15345 15655 15965

30 km/h Cyc 8450 9425 10400 10645 10890 11130 11375 11620 11865 12105 12350 12610 12870 13130 13390

40 km/h 7500 8375 9250 9515 9775 10040 10300 10525 10750 10975 11200 11440 11675 11915 12150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 800/70R42 CFO+ 189A8 TL 818789 770 2151 964 6387 DW27B (A)
DW25B (A)  
DW28B (A)

1144 58

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

10 km/h Cyc 11050 12325 13600 13920 14240 14555 14875 15195 15515 15830 16150 16490 16830 17170 17510

15 km/h Cyc 10075 11240 12400 12690 12980 13270 13565 13855 14145 14435 14725 15035 15345 15655 15965

30 km/h Cyc 8450 9425 10400 10645 10890 11130 11375 11620 11865 12105 12350 12610 12870 13130 13390

40 km/h 6500 7250 8000 8190 8375 8565 8750 8940 9125 9315 9500 9700 9900 10100 10300

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For standard or slope correction machines working on slopes 
 of over 20% (11°), increase the usage pressure by 0.4 bar  
 without exceeding the maximum load.
• For intensive road use (>50%) add 0.4 bar.
• 10 km/h Cyc: Harvesting work with cyclic loads at 10 km/h.
• 15 km/h Cyc: Harvesting work with cyclic loads at 15 km/h.
• CFO+: Cyclic Field Operation generating a bonus for cyclic loads  
 in the field (1,5 km maximum distance fully loaded).
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MICHELIN 
CEREXBIB
HIGH LOAD CAPACITY 
AT LOW PRESSURE 
FOR LARGE HARVESTING 
MACHINERY

Sizes

FOR HARVESTING MACHINES

Greater LOAD CAPACITY up to 40%(2)

LOWER PRESSURE 
• Operates at up to 1 bar lower pressure (3) compared to the previous generation

Patented

BETTER YIELDS
• Potential increase in yields of up to 4% year (1)

(1) Study led by Harper Adams University, Newport, United Kingdom - from 2014 to 2016
(2) VF / IF versus NF thanks to ETRTO norms

MORE TRACTION 
• Improved traction on slopes
• Ability to work on wet ground

VF 520/80R26 CFO 168A8 TL
VF 620/70R26 CFO 173A8 TL
VF 750/65R26 CFO 177A8 TL
VF 520/85R30 CFO 172A8 TL
VF 620/70R30 CFO 172A8 TL
IF 1000/55R32 CFO 188A8 TL

IF 680/85R32 CFO 179A8 TL
IF 800/65R32 CFO 178A8 TL
IF 800/70R32 CFO 182A8 TL
IF 900/60R32 CFO 185A8 TL
IF 680/75R38 CFO 180A8 TL
IF 800/70R38 CFO 184A8 TL

IF 900/60R38 CFO 184A8 TL
IF 710/70R42 CFO 182A8 TL
VF 520/85R42 CFO 177A8 TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.

HARVESTERS

Patented
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 520/80R26 CFO 168A8 TL 972024 503 1491 649 4397 DW16L DW18L | W16L 716 366 44

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 4720 5270 5820 5950 6080 6205 6335 6465 6595 6720 6850 7000 7150 7300 7450

40 km/h 3550 3965 4375 4470 4570 4665 4765 4860 4955 5055 5150 5265 5375 5490 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 620/70R26 CFO 173A8 TL 656967 606 1513 655 4458 DW20B (A) 716 463 45

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 5485 6170 6850 6990 7135 7275 7415 7555 7700 7840 7980 8150 8315 8485 8650

40 km/h 4125 4640 5150 5255 5365 5470 5575 5680 5790 5895 6000 6125 6250 6375 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 750/65R26 CFO 177A8 TL 811382 743 1623 701 4780 DW25B (A) 833 659 48

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 6850 7515 8180 8370 8565 8755 8945 9135 9330 9520 9710

40 km/h 5150 5650 6150 6295 6440 6580 6725 6870 7015 7155 7300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 620/70R30 CFO 172A8 TL 886789 598 1615 700 4760 DW20B (A) 737 506 43

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 5985 6620 7250 7390 7535 7675 7815 7955 8100 8240 8380

40 km/h 4500 4975 5450 5555 5665 5770 5875 5980 6090 6195 6300
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 VF 520/85R30 CFO 172A8 TL 795916 522 1624 709 4794 W16L 737 435 46

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 5320 5905 6485 6640 6795 6945 7100 7255 7410 7560 7715 7880 8050 8215 8380

40 km/h 4000 4440 4875 4990 5105 5220 5340 5455 5570 5685 5800 5925 6050 6175 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 800/65R32 CFO 178A8/178B TL 651074 768 1855 818 5493 DW27B (A) DW30B (A) 831 903 57

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 8215 8990 9765 10000 10230 10465 10695 10930 11160 11395 11625

40 km/h 5300 5800 6300 6450 6600 6750 6900 7050 7200 7350 7500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 900/60R32 CFO 185A8 TL 752825 856 1906 844 5643 DW27B (A) DW30B (A) 831 1033 58

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 8990 9995 11000 11270 11545 11815 12090 12360 12630 12905 13175 13465 13760 14050 14340

40 km/h 5800 6450 7100 7275 7450 7625 7800 7975 8150 8325 8500 8690 8875 9065 9250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 1000/55R32 CFO 188A8 TL 131720 1,040 1931 882 5758 36.00VA
Joint 

OR2052
1178 59

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 9765 10890 12015 12305 12595 12885 13180 13470 13760 14050 14340 14630 14920 15210 15500

40 km/h 6300 7025 7750 7940 8125 8315 8500 8690 8875 9065 9250 9440 9625 9815 10000
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 680/85R32 CFO 179A8/179B TL 932041 682 1935 844 5711 DW23B (A) DW21B (A) 831 859 46

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 8450 9420 10385 10590 10795 10995 11200 11405 11610 11810 12015

40 km/h 5450 6075 6700 6830 6965 7095 7225 7355 7490 7620 7750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 IF 800/70R32 CFO 182A8/182B TL 525718 784 1958 864 5788 DW27B (A) 831 966 55

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 8990 10000 11005 11275 11550 11820 12090 12360 12635 12905 13175

40 km/h 5800 6450 7100 7275 7450 7625 7800 7975 8150 8325 8500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 680/75R38 CFO 180A8 TL 833220 663 1965 874 5823 DW23B (A) DW21B (A) 804 803 59

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 7980 8875 9765 10000 10230 10465 10695 10930 11160 11395 11625 11820 12015 12205 12400

15 km/h Cyc > 
slope 20%

7980 8425 8875 9320 9765 10000 10230 10465 10695 10930 11160 11395

40 km/h 5150 5725 6300 6450 6600 6750 6900 7050 7200 7350 7500 7625 7750 7875 8000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 900/60R38 CFO 184A8 TL 296920 874 2033 904 6017 DW30B (A) 1149 58

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 9765 10885 12000 12245 12490 12730 12975 13220 13465 13705 13950

40 km/h 6300 7025 7750 7905 8065 8220 8375 8530 8690 8845 9000
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CEREXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 800/70R38 CFO 184A8/184B TL 646846 781 2048 908 6072 DW27B (A) 804 1088 57

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 17 20 23 25 26 28 29 30 32 33 35

15 km/h Cyc 9765 10885 12000 12245 12490 12730 12975 13220 13465 13705 13950

40 km/h 6300 7025 7750 7905 8065 8220 8375 8530 8690 8845 9000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 VF 520/85R42 CFO 177A8 TL 934265 541 1953 881 5807 DW18B(A) DD18 | DW18L 802 545 55

Bar 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 17 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc Dual 5455 5865 6275 6480 6685 6885 7090 7295 7500 7705 7910 8080 8255 8425 8595

40 km/h 4625 4970 5315 5490 5665 5835 6010 6180 6355 6525 6700 6850 7000 7150 7300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 710/70R42 CFO 182A8 TL 003912 705 2097 942 6230 DW23B (A) 802 872 64

Bar 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 20 23 25 26 28 29 30 32 33 35 36 38 39 41

15 km/h Cyc 9300 10385 10590 10790 10995 11200 11400 11605 11805 12010 12300 12595 12885 13175

40 km/h 6000 6700 6830 6965 7095 7225 7355 7490 7620 7750 7940 8125 8315 8500

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For standard or slope correction machines working on slopes  
 of over 20% (11°), increase the usage pressure by 0.4 bar  
 without exceeding the maximum load.
• For intensive road use (>50%) add 0.4 bar.
• 15 km/h Cyc: Harvesting work with cyclic loads at 15 km/h.
• CFO: Cyclic Field Operation generating a bonus for cyclic loads  
 in the field (1,5 km maximum distance fully loaded).
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MICHELIN 
MEGAXBIB 2

EXCELLENT VALUE 
FOR HARVESTERS

Sizes

FOR FLOATERS OR HARVESTERS

MEGAXBIB RANGE BENEFITS
• Excellent road handling
• High load/speed capacities

NEW MARKING  
• Stubble Shield

ROBUST AND RESISTANT TO STUBBLE
• Reinforced casing 
• Long tire life

1000/50R25 172A8/166D TL 
750/50R26 160A8/154D TL 
1050/50R32 178A8/172D TL 
650/75R32 172A8/172B TL 
800/65R32 178A8/178B TL 
800/70R32 181A8/181B TL 

900/60R32 181A8/181B TL 
710/75R34 178A8/178B TL 
620/70R38 170A8/170B TL 

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and improved load distribution.

HARVESTERS
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

25 1000/50R25 172A8/166D TL
For spreaders/floaters

852423 1033 1654 732 4907 36.0TH
Joint 

R1438
892 46

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 15 19 23 28 32 33 35 36 38 39 41

10 km/h Cyc 8290 9005 9725 9960 10200 10330 10455 10585 10710

30 km/h Cyc 6565 7480 8390 8695 9000 9115 9225 9340 9450

10 km/h 5815 6940 7740 8385 9025 9235 9450

30 km/h 4145 4950 5670 6070 6475 6605 6740

40 km/h 3875 4625 5300 5675 6050 6175 6300

65 km/h 3255 3885 4450 4765 5080 5185 5290

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 750/50R26 160A8/154D TL
For spreaders/floaters

236906 742 1406 629 4171 DW25B (A) 466 39

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46

10 km/h Cyc 5230 5660 6090 6230 6375 6535 6695 6855 7015 7170 7650

30 km/h Cyc 4200 4735 5270 5445 5625 5765 5910 6050 6190 6330 6750

10 km/h 3750 4400 5175 5555 5935 6065 6190 6330 6470 6610 6750

30 km/h 2675 3135 3690 3960 4235 4325 4415 4515 4615 4715 4815

40 km/h 2500 2930 3450 3705 3955 4040 4125 4220 4310 4405 4500

65 km/h 2100 2465 2900 3110 3325 3395 3465 3545 3620 3700 3780

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 650/75R32 172A8/172B TL 642277 638 1817 817 5397 DW21B (A)
DW20B (A) 
DW23B (A)

831 647 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 4900 5710 6520 7090 7665 7855 8045 8235 8425 8615 8805 8995 9565 10140 10710

10 km/h 4500 5220 5940 6420 6895 7055 7215 7375 7535 7695 7855 8015 8495 8970 9450

25 km/h 3630 4235 4840 5245 5645 5780 5915 6050 6185 6320 6455 6590 6990

30 km/h 3500 4085 4670 5060 5445 5575 5705 5835 5965 6095 6225 6355 6740

40 km/h 3280 3820 4360 4725 5090 5210 5330 5450 5575 5695 5815 5935 6300

50 km/h 3280 3820 4360 4725 5090 5210 5330 5450 5575 5695 5815 5935 6300
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 800/65R32 178A8/178B TL 135425 786 1839 832 5471 DW27B (A)
DH27(B) | 

DW25B (A)
831 871 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 5865 7080 8290 8880 9470 9665 9860 10075 10285 10500 10710 10915 11525 12140 12750

10 km/h 5175 6060 6940 7600 8260 8480 8700 8890 9075 9265 9450 9630 10170 10710 11250

25 km/h 4440 5165 5885 6300 6720 6855 6995 7160 7330 7495 7660 7825 8325

30 km/h 4280 4975 5670 6070 6475 6605 6740 6900 7065 7225 7385 7545 8025

40 km/h 4000 4650 5300 5675 6050 6175 6300 6450 6600 6750 6900 7050 7500

50 km/h 4000 4650 5300 5675 6050 6175 6300 6450 6600 6750 6900 7050 7500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 1050/50R32 178A8/172D TL
For spreaders/floaters

424273 1037 1866 828 5537 36.00VA
Joint 

OR2052
1233 42

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 15 19 23 28 32 33 35 36 38 39 41

10 km/h Cyc 9860 10690 11520 11795 12070 12240 12410 12580 12750

30 km/h Cyc 7725 8820 9920 10285 10650 10800 10950 11100 11250

10 km/h 6940 8260 9450 10125 10800 11025 11250

30 km/h 4950 5890 6740 7220 7705 7865 8025

40 km/h 4625 5505 6300 6750 7200 7350 7500

65 km/h 3885 4625 5290 5670 6050 6175 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 900/60R32 181A8/181B TL 166896 862 1899 848 5635 DW27B (A) DW30B (A) 831 1033 57

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6375 7695 9010 9775 10540 10795 11050 11305 11560 11815 12070 12265 12850 13440 14025

10 km/h 5625 6675 7725 8485 9245 9495 9750 9975 10200 10425 10650 10825 11340 11860 12375

25 km/h 4720 5580 6440 6980 7520 7700 7880 8060 8245 8425 8605 8745 9160

30 km/h 4550 5380 6205 6725 7250 7420 7595 7770 7945 8120 8295 8430 8830

40 km/h 4250 5025 5800 6290 6775 6940 7100 7265 7425 7590 7750 7875 8250

50 km/h 4250 5025 5800 6290 6775 6940 7100 7265 7425 7590 7750 7875 8250
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB 2

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 800/70R32 181A8/181B TL 366785 805 1938 893 5760 DW27B (A) DW25B (A) 831 966 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6375 7820 9265 9965 10625 10840 11050 11220 11390 11560 11730 11960 12650 13335 14025

10 km/h 5625 6675 7725 8830 9475 9615 9750 9900 10050 10200 10350 10555 11160 11770 12375

20 km/h 5335 6360 7380 7795 8210 8345 8485 8695 8900 9110 9320 9525 10150

25 km/h 4815 5740 6660 7035 7410 7535 7660 7850 8035 8225 8410 8600 9160

30 km/h 4680 5550 6420 6780 7140 7260 7380 7560 7745 7925 8105 8285 8830

40 km/h 4375 5190 6000 6340 6675 6790 6900 7070 7240 7405 7575 7745 8250

50 km/h 4375 5190 6000 6340 6675 6790 6900 7070 7240 7405 7575 7745 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 710/75R34 178A8/178B TL 312036 697 1909 857 5671 DW23B (A)
DW21B (A) | 
MW23B (A)

765 863 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6260 6955 7650 8345 9040 9275 9505 9735 9970 10200 10430 10665 11360 12055 12750

10 km/h 5700 6295 6890 7485 8080 8275 8475 8675 8870 9070 9270 9465 10060 10655 11250

25 km/h 4650 5150 5655 6155 6655 6825 6990 7160 7325 7495 7660 7830 8330

30 km/h 4480 4965 5450 5930 6415 6580 6740 6900 7060 7225 7385 7545 8030

40 km/h 4190 4640 5095 5545 5995 6145 6295 6445 6595 6750 6900 7050 7500

50 km/h 4190 4640 5095 5545 5995 6145 6295 6445 6595 6750 6900 7050 7500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 620/70R38 170A8/170B TL 126128 605 1866 853 5565 DW20B (A) DW18L 825 592 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 5010 5565 6120 6680 7235 7420 7605 7790 7975 8160 8345 8530 9090 9645 10200

10 km/h 4560 5035 5510 5985 6465 6620 6780 6940 7095 7255 7415 7575 8050 8525 9000

25 km/h 3710 4110 4515 4915 5320 5455 5585 5720 5855 5990 6125 6260 6660

30 km/h 3580 3965 4355 4740 5130 5260 5385 5515 5645 5775 5905 6035 6420

40 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

50 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For machines working cyclically on slopes of over 20% (11°),  
 use the non-cyclic table.
• For machines non-cyclically working on slopes of over 20% (11°),  
 add 0.4 bars.
• For intense road use exceeding 50% of time on road, add 0.4 bars.
• Maximum load may not be carried for more than 1.5 km  
 before unloading operations begins.
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MICHELIN 
MEGAXBIB
EXCELLENT VALUE 
FOR HARVESTERS 
& HEAVY EQUIPMENT

Sizes

FOR HARVESTING MACHINES

ENDURANCE
• Up to +46%(2) vs main competitor 

COMFORT

LOAD CAPACITY
• Up to 30 600 kg(1) per axle

(1) 1050/50 R32 184A8/184B - 10 km/h Cyc    (2) Internal test (Ladoux - France) study on 800/65R32 178A8/178B

620/75R26 166A8/166B TL
750/50R26 160A8/154D TL
750/65R26 171A8/171B TL
620/75R30 168A8/168B TL
1050/50R32 178A8 TL
1050/50R32 184A8/184B TL

650/75R32 172A8/172B TL
800/65R32 178A8/178B TL
800/70R32 181A8/181B TL
900/60R32 181A8/181B TL
620/75R34 170A8/170B TL
710/75R34 178A8/178B TL

620/70R38 170A8/170B TL
650/85R38 173A8/173B TL
520/85R42 162A8/162B TL
620/70R42 166A8/166B TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.

HARVESTERS
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 750/50R26 160A8/154D TL 478428 738 1404 625 4162 DW25B (A) 458 37

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46

10 km/h Cyc 5230 5660 6090 6230 6375 6535 6695 6855 7015 7170 7650

30 km/h Cyc 4200 4735 5270 5445 5625 5765 5910 6050 6190 6330 6750

10 km/h 3750 4395 5175 5555 5935 6065 6190 6330 6470 6610 6750

30 km/h 2675 3135 3690 3960 4235 4325 4415 4515 4615 4715 4815

40 km/h 2500 2930 3450 3705 3955 4040 4125 4220 4315 4405 4500

65 km/h 2100 2465 2900 3110 3325 3395 3465 3545 3625 3700 3780

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 620/75R26 166A8/166B TL 614320 588 1602 712 4748 DW20B (A) DW18L 830 516 46

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 4410 4820 5230 5745 6260 6435 6605 6775 6950 7120 7290 7465 7980 8495 9010

10 km/h 3910 4405 4900 5315 5730 5870 6010 6150 6285 6425 6565 6700 7120 7535 7950

25 km/h 3170 3610 4050 4395 4735 4850 4965 5080 5195 5310 5425 5535 5880

30 km/h 3060 3480 3900 4230 4565 4675 4785 4895 5005 5115 5230 5340 5670

40 km/h 2860 3250 3640 3950 4265 4365 4470 4575 4680 4780 4885 4990 5300

50 km/h 2860 3250 3640 3950 4265 4365 4470 4575 4680 4780 4885 4990 5300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 750/65R26 171A8/171B TL 983217 732 1621 730 4818 DW25B (A) 833 677 46

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 4930 5865 6675 7360 7920 8100 8285 8470 8650 8815 8975 9140 9590 10020 10455

10 km/h 4350 5080 5760 6380 6940 7110 7285 7460 7630 7775 7920 8060 8460 8845 9225

25 km/h 3610 4175 4735 5240 5630 5765 5895 6030 6160 6270 6380 6495 6825

30 km/h 3480 4025 4570 5055 5420 5550 5680 5810 5940 6045 6155 6260 6580

40 km/h 3250 3760 4265 4720 5070 5190 5310 5430 5550 5650 5750 5850 6150

50 km/h 3250 3760 4265 4720 5070 5190 5310 5430 5550 5650 5750 5850 6150
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 620/75R30 168A8/168B TL 753673 604 1710 770 5083 DW20B (A) DW18L 737 559 46

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 4660 5090 5520 6065 6610 6795 6975 7155 7340 7520 7700 7885 8430 8975 9520

10 km/h 4130 4650 5170 5610 6050 6200 6345 6490 6640 6785 6930 7080 7520 7960 8400

25 km/h 3360 3815 4270 4635 5000 5120 5240 5360 5485 5605 5725 5845 6210

30 km/h 3240 3680 4120 4470 4820 4940 5055 5170 5290 5405 5525 5640 5990

40 km/h 3030 3440 3850 4180 4505 4615 4725 4835 4945 5055 5165 5270 5600

50 km/h 3030 3440 3850 4180 4505 4615 4725 4835 4945 5055 5165 5270 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 650/75R32 172A8/172B TL 468227 657 1825 821 5423 DW21B (A)
DW20B (A) 
DW23B (A)

831 698 59

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 4900 5710 6520 7090 7665 7855 8045 8235 8425 8615 8805 8995 9565 10140 10710

10 km/h 4500 5220 5940 6420 6895 7055 7215 7375 7535 7695 7855 8015 8495 8970 9450

25 km/h 3630 4235 4840 5245 5645 5780 5915 6050 6185 6320 6455 6585 6990

30 km/h 3500 4085 4670 5060 5445 5575 5705 5835 5965 6095 6225 6350 6740

40 km/h 3280 3820 4360 4725 5090 5210 5330 5450 5575 5695 5815 5935 6300

50 km/h 3280 3820 4360 4725 5090 5210 5330 5450 5575 5695 5815 5935 6300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 800/65R32 178A8/178B TL 521809 793 1840 822 5459 DW27B (A)
DHB27 

DW25B (A)
831 903 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 5865 7080 8290 8880 9470 9665 9860 10075 10285 10500 10710 10915 11525 12140 12750

10 km/h 5175 6060 6940 7600 8260 8480 8700 8890 9075 9265 9450 9630 10170 10710 11250

25 km/h 4440 5165 5885 6300 6720 6855 6995 7160 7330 7495 7660 7825 8325

30 km/h 4280 4975 5670 6070 6475 6605 6740 6900 7065 7225 7385 7545 8025

40 km/h 4000 4650 5300 5675 6050 6175 6300 6450 6600 6750 6900 7050 7500

50 km/h 4000 4650 5300 5675 6050 6175 6300 6450 6600 6750 6900 7050 7500
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 1050/50R32 184A8/184B TL
Tire for spreaders/floaters

829536 1040 1856 831 5510 36.00VA
Joint 

OR2052
1159 41

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6800 8330 9860 10710 11475 11730 11985 12240 12495 12750 13005 13260 14025 14665 15300

30 km/h Cyc 6240 7370 8500 9045 9695 9910 10125 10380 10630 10885 11140 11390 12150 12825 13500

25 km/h 5135 6065 6995 7495 7995 8160 8325 8535 8745 8950 9160 9370 9990

30 km/h 4950 5845 6740 7220 7705 7865 8025 8225 8430 8630 8830 9030 9630

40 km/h 4625 5465 6300 6750 7200 7350 7500 7690 7875 8065 8250 8440 9000

50 km/h 4625 5465 6300 6750 7200 7350 7500 7690 7875 8065 8250 8440 9000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 900/60R32 181A8/181B TL 824122 868 1894 850 5626 DW27B (A) DW30B (A) 831 1033 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6375 7695 9010 9775 10540 10795 11050 11305 11560 11815 12070 12265 12850 13440 14025

10 km/h 5625 6675 7725 8485 9245 9495 9750 9975 10200 10425 10650 10825 11340 11860 12375

25 km/h 4720 5580 6440 6980 7520 7700 7880 8060 8245 8425 8605 8745 9160

30 km/h 4550 5380 6205 6725 7250 7420 7595 7770 7945 8120 8295 8430 8830

50 km/h 4250 5025 5800 6290 6775 6940 7100 7265 7425 7590 7750 7875 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 1050/50R32 178A8 TL
M28

236234 1038 1902 854 5649 36.00VA
Joint 

OR2052
1250 60

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 15 19 23 28 32 33 35 36 38 39 41

10 km/h Cyc 7420 8630 9840 10635 11425 11690 11955 12220 12485 12750

15 km/h Cyc 5350 6675 8000 9330 10390 10700 11010 11165 11320 11475 11630

10 km/h 6860 7925 8990 9605 10225 10430 10635 10840 11045 11250

25 km/h 5570 6505 7440 7775 8110 8220 8330

30 km/h 5370 6270 7170 7495 7815 7925 8030

40 km/h 5020 5860 6700 7000 7300 7400 7500
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 800/70R32 181A8/181B TL 695992 793 1936 871 5725 DW27B (A) DW25B (A) 831 966 58

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6375 7820 9265 9965 10625 10840 11050 11220 11390 11560 11730 11960 12650 13335 14025

10 km/h 5625 6675 7725 8830 9475 9615 9750 9900 10050 10200 10350 10555 11160 11770 12375

20 km/h 5335 6360 7380 7795 8210 8345 8485 8695 8900 9110 9320 9525 10150

25 km/h 4815 5740 6660 7035 7410 7535 7660 7850 8035 8225 8410 8600 9160

30 km/h 4680 5550 6420 6780 7140 7260 7380 7560 7745 7925 8105 8285 8830

40 km/h 4375 5190 6000 6340 6675 6790 6900 7070 7240 7405 7575 7745 8250

50 km/h 4375 5190 6000 6340 6675 6790 6900 7070 7240 7405 7575 7745 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 620/75R34 170A8/170B TL 325025 590 1814 821 5398 DW20B (A) DW18L 612 46

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 5010 5565 6120 6680 7235 7420 7605 7790 7975 8160 8345 8530 9090 9645 10200

10 km/h 4560 5035 5510 5985 6465 6620 6780 6940 7095 7255 7415 7575 8050 8525 9000

25 km/h 3710 4110 4515 4915 5320 5455 5585 5720 5855 5990 6125 6260 6660

30 km/h 3580 3965 4355 4740 5130 5260 5385 5515 5645 5775 5905 6035 6420

40 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

50 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 710/75R34 178A8/178B TL 543107 690 1900 848 5637 DW23B (A)
DW21B (A) 
MW23B (A)

765 863 58

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 6260 6955 7650 8345 9040 9275 9505 9735 9970 10200 10430 10665 11360 12055 12750

10 km/h 5700 6295 6890 7485 8080 8275 8475 8675 8870 9070 9270 9465 10060 10655 11250

25 km/h 4650 5150 5655 6155 6655 6825 6990 7160 7325 7495 7660 7830 8330

30 km/h 4480 4965 5450 5930 6415 6580 6740 6900 7060 7225 7385 7545 8030

40 km/h 4190 4640 5095 5545 5995 6145 6295 6445 6595 6750 6900 7050 7500

50 km/h 4190 4640 5095 5545 5995 6145 6295 6445 6595 6750 6900 7050 7500
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 620/70R38 170A8/170B TL 476088 608 1864 850 5557 DW20B (A) DW18L 825 587 55

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8 2.9 3.2 3.5 3.8
Psi 15 19 23 28 32 33 35 36 38 39 41 42 46 51 55

10 km/h Cyc 5010 5565 6120 7235 7420 7605 7790 7975 8160 8345 8530 9090 9645 10200

10 km/h 4560 5035 5510 5985 6465 6620 6780 6940 7095 7255 7415 7575 8050 8525 9000

25 km/h 3710 4110 4515 4915 5320 5455 5585 5720 5855 5990 6125 6260 6660

30 km/h 3580 3965 4355 4740 5130 5260 5385 5515 5645 5775 5905 6035 6420

40 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

50 km/h 3350 3710 4075 4435 4795 4915 5035 5155 5275 5400 5520 5640 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/85R38 173A8/173B TL
Textile belted

173491 699 2048 931 6100 DW23B (A) DW20B (A) 804 857 63

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 15 19 23 28 32 33 35 36 38 39 41

10 km/h Cyc Dual 5610 6545 7480 8040 8600 8790 8975 9165 9350 9535 9724

10 km/h 5815 6660 7500 8065 8625 8815 9000 9190 9375 9565 9750

25 km/h 4440 5245 6050 6485 6925 7070 7215

30 km/h 4280 5055 5830 6250 6675 6815 6955

40 km/h 4000 4725 5450 5845 6240 6370 6500

50 km/h 4000 4725 5450 5845 6240 6370 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 520/85R42 162A8/162B TL
Textile belted

645194 537 1937 889 5783 DW18L DD18 | W18L 802 545 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7
Psi 15 19 23 28 32 33 35 36 38 39

10 km/h Cyc Dual 3850 4575 5300 6170 6500 6620 6740 6865 6985 7105

30 km/h Dual 2825 3355 3885 4150 4355 4415 4475

10 km/h 3990 4900 5810 6395 6830 6975 7070 7170 7265 7360

25 km/h 3330 3955 4580 4890 5135 5205 5275

30 km/h 3210 3815 4415 4715 4950 5020 5085

50 km/h 3000 3565 4125 4405 4625 4690 4750
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN MEGAXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 620/70R42 166A8/166B TL
Textile belted

100268 639 1961 885 5857 DW20B (A)
DW18L 

 MW20B (A)
802 658 56

Bar 1 1.3 1.6 1.9 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 15 19 23 28 32 33 35 36 38 39 41

10 km/h Cyc Dual 4080 4875 5670 6465 7030 7180 7330 7480 7630 7780 7930

10 km/h 4090 4890 5685 6485 7050 7200 7350 7500 7650 7800 7950

30 km/h Dual 3060 3650 4240 4520 4805 4895 4990

40 km/h 3250 3875 4500 4800 5100 5200 5300

50 km/h 3250 3875 4500 4800 5100 5200 5300

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For machines working cyclically on slopes of over 20% (11°),  
 use the non-cyclic table.
• For machines non-cyclically working on slopes of over 20% (11°),  
 add 0.4 bars.
• For intense road use exceeding 50% of time on road, add 0.4 bars.
• Maximum load may not be carried for more than 1.5 km  
 before unloading operations begins.
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VF MICHELIN ULTRAFLEX TECHNOLOGY
• Low soil compaction
• Optimized yields

OUTSTANDING ENDURANCE
• New VF casing designed for robustness and low pressure impact
• Steel reinforced tread

SELF-CLEANING
• Specific tread pattern design
• Wide and divergent inter-lugs

DESIGNED FOR A LONG TIRE LIFE
• Limited scrub thanks to innovative tread design
• More rubber to be worn

MICHELIN 
TRAILXBIB 
UNCOMPROMISING 
longevity for your 
trailer tires

SIZES

TRAILERS & IMPLEMENTS

Patented

VF 500/60R22.5 IMP 160D TL
VF 560/60R22.5 IMP 166D TL
VF 600/50R22.5 IMP 164D TL
VF 710/45R22.5 IMP 170D TL
VF 710/65R26 IMP 184D TL NEW

VF 600/55R26.5 IMP 170D TL

VF 650/55R26.5 IMP 174D TL
VF 650/65 R26.5 179D IMP TL NEW

VF 710/50R26.5 IMP 176D TL
VF 600/60R30.5 IMP 175D TL  NEW

VF 650/65R30.5 IMP 181D TL
VF 710/50 R30.5 178D IMP TL NEW

VF 750/60R30.5 IMP 187D TL
VF 850/50 R30.5 188D IMP TL  NEW

VF 800/60 R32 191D IMP TL NEW

EXCELLENT ROAD HANDLING
• Central RIB for robustness
• CTIS compatibility for optimized pressure on the road and in the field

Patented

New sizes of MICHELIN TRAILXBIB will be available by end 2022 
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 VF 500/60R22.5 160D IMP TL 229116 501 1173 493 3433 AG16.00 (H2)
15.00 | 16.00 

17.00
206 19

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 3125 3335 3545 3970 4600 5090 5580 6070 6560 7050 7375

25 km/h 2775 2965 3155 3530 4100 4535 4975 5410 5845 6285 6575

40 km/h 2450 2615 2780 3105 3600 3990 4375 4765 5155 5540 5800

50 km/h 2225 2375 2525 2825 3275 3630 3980 4335 4685 5040 5275

65 km/h 1900 2030 2155 2415 2800 3100 3400 3700 4000 4300 4500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 VF 560/60R22.5 166D IMP TL 103824 542 1242 507 3612 AG16.00 (H2)
16.00 | 17.00 

AG18.00 
AG20.00 (H2)

263 19

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 3725 3975 4250 4775 5575 6375 6950 7050 7750 8400 8700

25 km/h 3300 3550 3775 4250 4950 5675 6200 6275 6900 7475 7750

40 km/h 2925 3125 3350 3750 4375 5000 5475 5550 6100 6600 6825

50 km/h 2650 2850 3025 3400 3975 4550 4975 5025 5525 6000 6200

65 km/h 2275 2440 2600 2925 3400 3825 4250 4300 4725 5125 5300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 VF 600/50R22.5 164D IMP TL 414979 617 1172 485 3419 AG20.00 (H2) 247 18

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 3475 3740 4005 4530 5325 5830 6340 6845 7355 7860 8200

25 km/h 3100 3335 3570 4045 4750 5200 5650 6100 6550 7000 7300

40 km/h 2725 2935 3145 3570 4200 4595 4995 5390 5790 6185 6450

50 km/h 2475 2665 2855 3230 3800 4160 4525 4885 5245 5610 5850

65 km/h 2125 2285 2445 2770 3250 3560 3870 4175 4485 4795 5000

MICHELIN TRAILXBIB
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 VF 710/45R22.5 170D IMP TL 520302 717 1214 519 3562 AG24.00 (H2) 317 20

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 4225 4500 4775 5325 6250 7175 7590 8000 8695 9390 9850

25 km/h 3750 4000 4250 4750 5575 6400 6765 7125 7735 8345 8750

40 km/h 3325 3545 3765 4200 4925 5650 5975 6300 6845 7390 7750

50 km/h 3025 3220 3415 3800 4465 5125 5415 5700 6195 6695 7025

65 km/h 2575 2745 2915 3250 3815 4375 4625 4875 5295 5720 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 VF 710/65R26 IMP 184D TL 885998 733 1578 640 4584 DW25B(A) DW23B(A) 577 25

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 29 32 35 38 41 44 46

10 km/h 5975 6400 6825 7250 7675 8525 9290 9975 10655 11340 12020 12705 13385 14070 14750

25 km/h 5325 5700 6075 6450 6825 7575 8255 8870 9480 10090 10705 11315 11925 12540 13150

40 km/h 4700 5030 5365 5695 6030 6695 7295 7830 8370 8910 9445 9985 10525 11060 11600

50 km/h 4275 4575 4875 5175 5475 6075 6620 7105 7595 8085 8570 9060 9550 10035 10525

65 km/h 3650 3905 4165 4420 4680 5195 5660 6075 6495 6910 7330 7745 8165 8580 9000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 600/55R26.5 170D IMP TL 112743 624 1352,5 568 3960 AG20.00 (H2) 312 22

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 3875 4155 4430 4990 5825 6535 7245 7955 8665 9375 9850

25 km/h 3450 3695 3945 4435 5175 5805 6435 7070 7700 8330 8750

40 km/h 3050 3270 3485 3920 4575 5135 5695 6255 6815 7375 7750

50 km/h 2750 2950 3150 3550 4150 4655 5165 5670 6180 6685 7025

65 km/h 2350 2520 2695 3035 3550 3980 4415 4845 5280 5710 6000

MICHELIN TRAILXBIB
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 650/55R26.5 174D IMP TL 054878 649 1402 575 4082 AG20.00 (H2) 377 23

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 4223 4572 4920 5494 6355 7175 8021 8938 9799 10660 10988

25 km/h 3760 4070 4380 4891 5658 6388 7140 7957 8724 9490 9782

40 km/h 3322 3596 3870 4322 4999 5644 6309 7031 7708 8385 8643

50 km/h 3013 3261 3510 3919 4534 5119 5722 6377 6991 7605 7839

65 km/h 2575 2770 2965 3350 3875 4325 4830 5450 5975 6500 6700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 650/65R26.5 179D IMP TL 059338 671 1523 665 4496 AG20.00 (H2) 472 23

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2.2 2.4 2 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 32 35 29 38 41 44 46

10 km/h 5275 5625 5975 6325 6675 7375 8010 8585 9730 10300 9155 10930 11565 12195 12825

25 km/h 4700 5010 5320 5630 5945 6565 7130 7640 8665 9175 8155 9740 10300 10865 11425

40 km/h 4150 4425 4700 4975 5250 5800 6300 6750 7650 8100 7200 8600 9100 9600 10100

50 km/h 3750 4005 4255 4510 4765 5270 5730 6135 6945 7350 6540 7800 8250 8700 9150

65 km/h 3250 3465 3680 3895 4105 4535 4920 5265 5955 6300 5610 6665 7025 7390 7750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 710/50R26.5 176D IMP TL 723409 740 1380 568 4022 AG24.00 (H2) 407 22

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 4600 4940 5280 5955 6975 7800 8625 9450 10275 11100 11650

25 km/h 4100 4400 4700 5300 6200 6935 7675 8410 9145 9885 10375

40 km/h 3600 3870 4135 4670 5475 6125 6770 7420 8070 8720 9150

50 km/h 3275 3520 3760 4245 4975 5560 6150 6735 7320 7910 8300

65 km/h 2800 3005 3215 3630 4250 4755 5255 5760 6260 6765 7100

MICHELIN TRAILXBIB
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 600/60R30.5 IMP 175D TL 286219 618 1491 622 4357 AG20.00 (H2) 385 22

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 29 32 35 38 41 44 46

10 km/h 4475 4805 5130 5460 5790 6445 7045 7580 8115 8650 9185 9720 10255 10790 11325

25 km/h 3975 4270 4560 4855 5145 5730 6265 6740 7215 7695 8170 8645 9120 9600 10075

40 km/h 3525 3780 4040 4295 4555 5070 5535 5955 6375 6795 7220 7640 8060 8480 8900

50 km/h 3200 3430 3665 3895 4130 4595 5015 5400 5780 6165 6545 6930 7310 7695 8075

65 km/h 2725 2925 3125 3325 3525 3925 4290 4615 4940 5270 5595 5920 6245 6575 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 650/65R30.5 181D IMP TL 120737 650 1632 705 4806 AG20.00 (H2) 518 27

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 5650 6030 6415 7175 8065 8950 9975 11000 11945 12895 13525

25 km/h 5025 5370 5715 6400 7175 7950 8865 9775 10630 11480 12050

40 km/h 4450 4750 5050 5650 6340 7025 7840 8650 9400 10150 10650

50 km/h 4025 4300 4575 5125 5750 6375 7115 7850 8525 9200 9650

65 km/h 3450 3680 3915 4375 4915 5450 6075 6700 7280 7865 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 710/50R30.5 IMP 178D TL 562163 726 1489 652 4397 AG24.00 (H2) 447 25

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 29 32 35 38 41 44 46

10 km/h 4925 5275 5625 5975 6325 7025 7660 8225 8790 9360 9925 10530 11140 11745 12350

25 km/h 4375 4690 5005 5320 5630 6260 6825 7325 7825 8325 8825 9370 9915 10455 11000

40 km/h 3875 4150 4425 4700 4975 5525 6020 6465 6910 7355 7800 8280 8765 9245 9725

50 km/h 3525 3775 4025 4275 4525 5025 5475 5875 6275 6675 7075 7515 7950 8390 8825

65 km/h 3000 3215 3430 3645 3855 4285 4665 5000 5335 5665 6000 6375 6750 7125 7500

MICHELIN TRAILXBIB
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice. 

• Add 0.4 bar for use on slopes of more than 20%
• Add 0.4 bar for intense road use exceeding 50% of time on road

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 750/60R30.5 187D IMP TL 223428 782 1678 695 4873 AG24.00 (H2) AG24.00 650 27

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 6350 6815 7275 8200 9265 10325 11515 12700 13940 15175 16000

25 km/h 5650 6065 6475 7300 8250 9200 10265 11325 12415 13500 14225

40 km/h 5000 5365 5725 6450 7290 8125 9065 10000 10965 11930 12575

50 km/h 4525 4855 5190 5850 6615 7375 8225 9075 9945 11400

65 km/h 3875 4155 4440 5000 5650 6300 7025 7750 8500 9250 9750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 850/50R30.5 IMP 188D TL 659949 855 1626 682 4758 AG28.00 (H2) 681 25

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 29 32 35 38 41 44 46

10 km/h 6525 6990 7455 7920 8380 9310 10145 10890 11635 12380 13125 13930 14740 15545 16350

25 km/h 5800 6215 6630 7045 7455 8285 9030 9690 10355 11015 11675 12395 13115 13830 14550

40 km/h 5125 5495 5860 6230 6595 7330 7990 8575 9160 9740 10325 10955 11590 12220 12850

50 km/h 4650 4980 5315 5645 5980 6645 7240 7765 8295 8820 9350 9930 10515 11095 11675

65 km/h 4000 4285 4570 4855 5145 5715 6220 6665 7110 7555 8000 8500 9000 9500 10000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 VF 800/60R32 IMP 191D TL 044770 828 1777 771 5291 DW27B(A) 780 27

Bar 0.8 0.9 1 1.1 1.2 1.4 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2
Psi 12 13 15 16 17 20 23 26 29 32 35 38 41 44 46

10 km/h 7125 7635 8145 8655 9170 10190 11105 11915 12730 13540 14350 15240 16125 17015 17900

25 km/h 6350 6805 7255 7710 8165 9070 9885 10610 11330 12055 12775 13565 14350 15140 15925

40 km/h 5600 6005 6405 6810 7215 8020 8745 9385 10020 10660 11300 11995 12690 13380 14075

50 km/h 5100 5460 5820 6180 6545 7265 7915 8500 9085 9665 10250 10880 11515 12145 12775

65 km/h 4375 4680 4980 5285 5590 6195 6750 7250 7750 8250 8750 9290 9825 10365 10900
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(1) Internal studies at Michelin’s Technology Centre April 2012 / June 2013

The best performance FROM ROAD TO FIELD

SOIL PROTECTION  
thanks to low pressure from 0,8 bar and +37% footprint(1)

Up to 3 times more SELF-CLEANING ABILITY

Excellent ROAD HANDLING

MICHELIN 
CARGOXBIB 
HIGH FLOTATION
THE LOW-PRESSURE 
TRAILER Tire WITH  
LESS IMPACT ON THE SOIL

SIZES

TRAILERS & IMPLEMENTS

Patented

710/45R22.5 165D TL
28 LR26 175D TL
600/55R26.5 165D TL
650/55R26.5 169D TL
710/50R26.5 170D TL
VF600/55R26.5 170D IMP TL

VF650/55R26.5 174D IMP TL
VF710/50R26.5 176D IMP TL
650/65R30.5 176D TL
750/60R30.5 181D TL
VF750/60R30.5 187D IMP TL
800/60R32 185D IMP TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.

Patented
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB 
HIGH FLOTATION

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 710/45R22.5 165D TL 723051 723 1208 514 3545 AG24.00 (H2) AG20.00 (H2) 317 16

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 2970 3430 3890 4325 4970 5620 6270 6920 7360 7800 8095 8390 8685 8975 9270

25 km/h 2610 2930 3250 3650 4255 4855 5460 6060 6450 6840 7100 7360 7620 7880 8140

40 km/h 2250 2525 2800 3145 3665 4185 4700 5220 5555 5890 6110 6335 6555 6780 7000

50 km/h 2000 2245 2490 2795 3260 3720 4180 4640 4940 5235 5435 5635 5835 6030 6230

65 km/h 1650 1855 2060 2315 2695 3075 3460 3840 4085 4330 4495 4660 4825 4985 5150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 28LR26 175D TL 224829 740 1581 705 4685 DW25B (A) DW23B(A) 578 26

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

15 km/h 3750 3935 4120 4615 5360 5905 6460 7035 7605 7905 8140 8375 8710 8980 9245

25 km/h 3320 3485 3645 4085 4740 5220 5710 6220 6725 6990 7200 7405 7705 7940 8175

40 km/h 3065 3215 3365 3770 4380 4825 5280 5750 6215 6460 6655 6845 7120 7340 7555

50 km/h 2940 3085 3230 3620 4200 4625 5060 5515 5960 6195 6380 6565 6825 7035 7245

65 km/h 2800 2940 3075 3445 4000 4405 4820 5250 5675 5900 6075 6250 6500 6700 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 600/55R26.5 165D TL 550621 626 1341 581 3954 AG20.00 (H2) 716 312 17

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 2970 3585 4200 4675 5380 6090 6800 7510 7840 8170 8390 8610 8830 9050 9270

25 km/h 2610 3085 3560 3995 4640 5290 5940 6590 6880 7170 7365 7560 7755 7945 8140

40 km/h 2250 2675 3100 3465 4020 4570 5120 5670 5920 6170 6335 6500 6670 6835 7000

50 km/h 2000 2375 2750 3080 3570 4065 4555 5050 5270 5495 5640 5790 5935 6085 6230

65 km/h 1650 1975 2300 2565 2970 3370 3770 4170 4355 4540 4660 4785 4905 5030 5150
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB 
HIGH FLOTATION

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 600/55R26.5 IMP 170D TL 377726 626 1341 562 3923 AG20.00 (H2) 312 17

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 3772 4025 4264 4756 5658 6322 7081 7790 8549 9184 9840

25 km/h 3358 3583 3796 4234 5037 5628 6304 6935 7610 8176 8760

40 km/h 2967 3166 3354 3741 4451 4973 5570 6128 6724 7224 7740

50 km/h 2691 2871 3042 3393 4036 4510 5051 5558 6099 6552 7020

65 km/h 2300 2450 2600 2900 3450 3855 4280 4750 5275 5600 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 710/50R26.5 170D TL 892516 729 1380 594 4061 AG24.00 (H2) AG20.00 (H2) 407 18

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 3510 4205 4900 5450 6275 7100 7925 8750 9135 9520 9775 10030 10290 10545 10800

25 km/h 3080 3610 4140 4645 5400 6155 6915 7670 8010 8350 8575 8800 9030 9255 9480

40 km/h 2650 3130 3610 4040 4680 5325 5965 6610 6900 7190 7385 7580 7775 7965 8160

50 km/h 2360 2780 3200 3585 4155 4730 5305 5880 6140 6400 6570 6745 6915 7090 7260

65 km/h 1950 2315 2680 2990 3460 3925 4395 4860 5075 5290 5430 5575 5715 5860 6000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 710/50R26.5 IMP 176D TL 343405 729 1380 568 4022 AG24.00 (H2) AG20.00 (H2) 407 18

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 4469 4768 5150 5822 6765 7503 8400 9184 10081 10988 11644

25 km/h 3979 4245 4584 5183 6023 6680 7478 8176 8974 9782 10366

40 km/h 3515 3750 4051 4580 5321 5902 6607 7224 7929 8643 9159

50 km/h 3188 3402 3674 4154 4826 5353 5993 6552 7192 7839 8307

65 km/h 2725 2930 3140 3550 4125 4575 5055 5600 6275 6700 7100
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB 
HIGH FLOTATION

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 650/55R26.5 169D TL 693431 657 1402 617 4158 AG20.00 (H2) 716 437 18

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 3330 3985 4635 5220 6100 6875 7600 8325 8780 9235 9540 9765 9990 10215 10440

25 km/h 2925 3500 4070 4585 5355 6035 6675 7310 7710 8110 8375 8575 8770 8970 9165

40 km/h 2515 3010 3500 3945 4610 5195 5745 6290 6635 6980 7210 7380 7550 7720 7890

50 km/h 2240 2680 3115 3510 4100 4620 5110 5595 5905 6210 6415 6565 6720 6870 7020

65 km/h 1850 2215 2575 2900 3390 3820 4220 4625 4880 5130 5300 5425 5550 5675 5800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 VF 650/55R26.5 IMP 174D TL 776393 663 1402 578 4084 AG20.00 AG20.00 (H2) 437 18

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 4223 4572 4920 5494 6355 7175 8021 8938 9799 10660 10988

25 km/h 3760 4070 4380 4891 5658 6388 7140 7957 8724 9490 9782

40 km/h 3322 3596 3870 4322 4999 5644 6309 7031 7708 8385 8643

50 km/h 3013 3261 3510 3919 4534 5119 5722 6377 6991 7605 7839

65 km/h 2575 2770 2965 3350 3875 4325 4830 5450 5975 6500 6700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 650/65R30.5 176D TL 139310 674 1622 699 4776 AG20.00 (H2) 600 21

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 4140 4970 5800 6450 7430 8405 9385 10360 10815 11270 11570 11875 12175 12480 12780

25 km/h 3640 4270 4900 5495 6395 7290 8185 9080 9480 9885 10150 10420 10685 10955 11220

40 km/h 3130 3705 4280 4785 5545 6305 7060 7820 8165 8510 8740 8970 9200 9430 9660

50 km/h 2780 3285 3790 4245 4920 5600 6280 6960 7265 7570 7775 7980 8185 8385 8590

65 km/h 2300 2735 3170 3540 4090 4645 5195 5750 6005 6255 6425 6595 6765 6930 7100
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB 
HIGH FLOTATION

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 VF 750/60R30.5 IMP 187D TL 139588 780 1674 687 4875 AG24.00 (H2) 750 21

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2
Psi 12 13 15 17 22 26 30 35 39 44 46

10 km/h 6150 6560 6970 7790 9020 10250 11480 12710 13940 15170 15990

25 km/h 5475 5840 6205 6935 8030 9125 10220 11315 12410 13505 14235

40 km/h 4838 5160 5483 6130 7095 8065 9030 9998 10965 11935 12578

50 km/h 4388 4680 4973 5560 6435 7315 8190 9068 9945 10825 11408

65 km/h 3750 4000 4250 4750 5500 6250 7000 7750 8500 9250 9750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 750/60R30.5 181D TL 101332 786 1675 716 4936 AG24.00 (H2) 750 22

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 4770 5750 6730 7490 8625 9765 10900 12040 12565 13095 13445 13795 14150 14500 14850

25 km/h 4185 4945 5700 6395 7430 8470 9510 10550 11015 11485 11795 12105 12420 12730 13040

40 km/h 3605 4290 4970 5560 6440 7325 8205 9090 9490 9890 10155 10420 10690 10955 11220

50 km/h 3205 3810 4410 4935 5720 6505 7295 8080 8435 8795 9030 9270 9505 9745 9980

65 km/h 2650 3165 3680 4110 4750 5395 6035 6680 6975 7270 7465 7660 7860 8055 8250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 800/60R32 IMP 185D TL 322432 818 1800 777 5300 DW27B (A) DW25B (A) 831 900 23

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 5400 6525 7650 8580 9975 11205 12355 13500 14345 15190 15750 15975 16200 16425 16650

25 km/h 4740 5730 6715 7530 8755 9835 10845 11850 12590 13330 13825 14025 14220 14420 14615

40 km/h 4080 4930 5780 6485 7540 8470 9335 10200 10840 11475 11900 12070 12240 12410 12580

50 km/h 3630 4390 5145 5770 6710 7535 8305 9075 9645 10210 10590 10740 10895 11045 11195

65 km/h 3000 3625 4250 4765 5540 6225 6865 7500 7970 8440 8750 8875 9000 9125 9250

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.
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MICHELIN 
CARGOXBIB 
HEAVY DUTY
EXCELLENT VALUE 
FOR TRANSPORTING 
YOUR HARVESTS

SIZES

Up to 3 times more SELF-CLEANING ABILITY

SERVICE LIFE 
• Proven casing endurance

STABILITY
• Excellent road handling 

500/60R22.5 155D TL
560/45R22.5 152D TL
560/60R22.5 161D TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB 
HEAVY DUTY

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 560/45R22.5 152D TL 743789 535 1080 474 3191 AG16.00 (H2) 182 16

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 2070 2225 2375 2665 3095 3475 3845 4245 4650 5050 5320 5585 5855 6120 6390

25 km/h 1820 1955 2085 2340 2720 3050 3375 3725 4080 4435 4670 4905 5140 5375 5610

40 km/h 1565 1680 1795 2015 2340 2625 2900 3205 3510 3815 4020 4220 4425 4625 4830

50 km/h 1390 1495 1600 1795 2085 2340 2585 2855 3125 3400 3580 3760 3940 4120 4300

65 km/h 1150 1235 1320 1480 1720 1930 2135 2360 2580 2805 2955 3105 3250 3400 3550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 500/60R22.5 155D TL 441880 505 1172 508 3454 AG16.00 (H2)
14.00 | 15.00 
16.00 | 17.00

206 16

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 2250 2705 3160 3515 4050 4585 5115 5650 5900 6150 6315 6480 6650 6815 6980

25 km/h 1975 2330 2680 3005 3495 3985 4470 4960 5180 5395 5540 5685 5830 5975 6120

40 km/h 1700 2015 2330 2605 3025 3440 3855 4270 4460 4645 4770 4895 5020 5145 5270

50 km/h 1510 1790 2070 2315 2690 3060 3430 3800 3965 4135 4245 4355 4470 4580 4690

65 km/h 1250 1490 1730 1930 2235 2535 2840 3140 3280 3420 3510 3605 3695 3790 3880

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 560/60R22.5 161D TL 102433 543 1242 532 3650 AG16.00 (H2)
16.00 | 17.00 

AG18.00 
AG20.00 (H2)

269 16

Bar 0.8 0.9 1 1.2 1.5 1.8 2.1 2.4 2.7 3 3.2 3.4 3.6 3.8 4
Psi 12 13 15 17 22 26 30 35 39 44 46 49 52 55 58

10 km/h 2700 3240 3780 4205 4840 5475 6115 6750 7045 7345 7540 7740 7935 8135 8330

25 km/h 2370 2780 3190 3580 4160 4745 5325 5910 6175 6435 6610 6785 6960 7135 7310

40 km/h 2040 2415 2790 3120 3610 4105 4595 5090 5315 5540 5690 5840 5990 6140 6290

50 km/h 1810 2140 2470 2765 3205 3645 4090 4530 4730 4930 5065 5200 5335 5465 5600

65 km/h 1500 1785 2070 2310 2670 3030 3390 3750 3915 4080 4190 4300 4410 4520 4630

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.
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ENHANCED ENDURANCE 
FOR HEAVY LOADS 
AT LOW PRESSURES

SIZES

ENDURANCE

PROFITABILITY

PRODUCTIVITY

MICHELIN 
CARGOXBIB

600/50R22.5 159D TL
800/45R26.5 174D TL
600/60R30.5 169D TL
710/50R30.5 173D TL
800/45R30.5 176D TL
850/50R30.5 182D TL

STEEL REINFORCED TREAD
• Great stability
• Excellent puncture resistance and better load distribution.
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CARGOXBIB

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 600/50R22.5 159D TL 048429 616 1181 510 3478 AG20.00 (H2) 298 17

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 3570 4170 4575 5375 5980 6475 6755 7035 7320 7600 7880

25 km/h 3020 3570 3940 4670 5225 5675 5920 6170 6415 6665 6910

40 km/h 2640 3105 3420 4040 4510 4890 5105 5315 5525 5740 5950

50 km/h 2340 2760 3035 3595 4010 4355 4540 4730 4915 5105 5290

65 km/h 1950 2290 2520 2970 3315 3595 3750 3910 4065 4225 4380

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26.5 800/45R26.5 174D TL 248959 815 1395 595 4097 AG28.00 (H2) AG24.00 (H2) 561 19

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 5070 5910 6475 7595 8440 9190 9765 10340 10915 11485 12060

25 km/h 4230 5015 5535 6585 7365 8060 8565 9070 9580 10085 10590

40 km/h 3640 4315 4765 5665 6340 6935 7370 7805 8240 8675 9110

50 km/h 3240 3840 4240 5040 5640 6170 6560 6945 7335 7720 8110

65 km/h 2680 3175 3505 4165 4660 5095 5420 5740 6060 6380 6700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 710/50R30.5 173D TL 002786 728 1495 649 4408 AG24.00 (H2) 537 21

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 5310 6205 6800 7990 8885 9620 10035 10450 10870 11285 11700

25 km/h 4490 5310 5855 6945 7765 8435 8800 9170 9535 9905 10270

40 km/h 3910 4605 5070 6000 6695 7265 7580 7895 8210 8525 8840

50 km/h 3470 4090 4505 5335 5955 6465 6745 7025 7310 7590 7870

65 km/h 2900 3410 3745 4425 4930 5345 5580 5810 6040 6270 6500

2022-05-24 DATABOOK _ MAJ.indd   1542022-05-24 DATABOOK _ MAJ.indd   154 29/06/2022   09:38:0229/06/2022   09:38:02



TECHNICAL DATABOOK | 2022 - 09 155

TRAILERS & IMPLEMENTS

155AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 800/45R30.5 176D TL 932951 820 1495 650 4408 AG28.00 (H2) 616 21

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 5370 6265 6860 8050 8945 9745 10350 10960 11565 12175 12780

25 km/h 4490 5320 5870 6980 7805 8540 9075 9610 10150 10685 11220

40 km/h 3860 4575 5055 6005 6725 7355 7815 8275 8740 9200 9660

50 km/h 3440 4075 4495 5345 5975 6535 6950 7360 7770 8180 8590

65 km/h 2840 3365 3715 4415 4940 5405 5745 6080 6420 6760 7100

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 600/60R30.5 169D TL 236518 639 1496 654 4417 AG20.00 (H2) 469 21

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 4730 5530 6060 7130 7925 8585 8955 9325 9700 10070 10440

25 km/h 4000 4735 5220 6200 6930 7530 7855 8180 8510 8835 9160

40 km/h 3490 4110 4525 5355 5975 6485 6765 7045 7330 7610 7890

50 km/h 3100 3655 4020 4760 5310 5765 6015 6265 6520 6770 7020

65 km/h 2590 3040 3345 3945 4400 4770 4975 5180 5390 5595 5800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30.5 850/50R30.5 182D TL 938016 861 1628 692 4778 AG28.00 (H2) 817 23

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4
Psi 15 19 22 28 32 36 41 45 49 54 58

10 km/h 6430 7500 8210 9640 10705 11665 12390 13120 13845 14575 15300

25 km/h 5370 6365 7025 8355 9345 10225 10865 11505 12150 12790 13430

40 km/h 4620 5475 6050 7190 8050 8805 9355 9905 10460 11010 11560

50 km/h 4110 4875 5380 6400 7160 7835 8325 8815 9310 9800 10290

65 km/h 3400 4030 4450 5290 5920 6475 6880 7285 7690 8095 8500

MICHELIN CARGOXBIB

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.
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ENHANCED ENDURANCE 
FOR HEAVY LOADS 
AT LOW PRESSURES

SIZES

MICHELIN 
XP 27

PROFITABILITY

PRODUCTIVITY

270/65R16 134A8/122A8 TL
270/65R18 136A8/124A8 TL
340/65R18 149A8/137A8 TL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN XP 27

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 270/65R16 IMP 134A8/122A8 TL 184332 265 755 333 2300 W8 W7 | W9 827 45 9

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4 4.1 4.4 4.7 5
Psi 15 19 22 28 32 36 41 45 49 54 58 59 64 68 73

10 km/h 1060 1235 1350 1580 1755 1930 2105 2280 2450 2625 2800 2815 2870 2920 2970

25 km/h 895 1045 1145 1340 1490 1640 1785 1935 2085 2230 2380 2395 2440 2480 2525

30 km/h 840 980 1070 1255 1395 1535 1675 1815 1950 2090 2230 2245 2285 2330 2370

40 km/h 750 875 960 1125 1250 1375 1500 1625 1750 1875 2000 2010 2050 2085 2120

50 km/h 690 805 880 1035 1150 1265 1380 1495 1610 1725 1840 1850 1885 1915 1950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 270/65R18 IMP 136A8/124A8 TL 133069 265 810 361 2472 W8 9 | W9 438 51 9

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4 4.1 4.4 4.7 5
Psi 15 19 22 28 32 36 41 45 49 54 58 59 64 68 73

10 km/h 1120 1305 1425 1670 1855 2040 2225 2410 2590 2775 2960 2980 3030 3085 3140

25 km/h 950 1105 1210 1420 1575 1730 1885 2040 2200 2355 2510 2525 2570 2620 2665

30 km/h 890 1035 1135 1330 1480 1625 1770 1920 2065 2215 2360 2375 2420 2465 2510

40 km/h 800 930 1020 1195 1325 1455 1585 1715 1850 1980 2110 2125 2160 2200 2240

50 km/h 730 850 930 1095 1215 1335 1455 1575 1700 1820 1940 1950 1990 2025 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/65R18 149A8/137A8 TL 415969 343 891 393 2720 11 9 | W9 828 80 8

Bar 1 1.3 1.5 1.9 2.2 2.5 2.8 3.1 3.4 3.7 4 4.1 4.4 4.7 5
Psi 15 19 22 28 32 36 41 45 49 54 58 59 64 68 73

10 km/h 1620 1885 2065 2420 2685 2950 3215 3480 3750 4015 4280 4305 4390 4470 4550

25 km/h 1380 1605 1755 2060 2285 2510 2735 2960 3190 3415 3640 3665 3730 3800 3870

30 km/h 1290 1505 1645 1930 2145 2360 2575 2790 3000 3215 3430 3450 3515 3575 3640

40 km/h 1160 1350 1475 1730 1920 2110 2300 2490 2680 2870 3060 3080 3135 3195 3250

50 km/h 1160 1350 1475 1730 1920 2110 2300 2490 2680 2870 3060 3080 3135 3195 3250

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.
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The all-terrain, 
all position radial tire 
for Construction, 
Industry and Public 
Works

SIZES

MICHELIN 
XS

MOBILITY 
• Wide and flat tread for maximum flotation
• Made for long distance transport up to 80 km/h

SAFETY 
• Flexible  casing and tread pattern for being driven at low pressures

ENDURANCE
• Casing made of steel for increased resistance to impacts 
 with high load capacity
• Damage resistant tread pattern using Earthmover technology

24R20.5 XS TL 176F 
525/65R20.5 XS TL 173F 

100% STEEL CONSTRUCTION
• Great stability
• Excellent puncture resistance and better load distribution.
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN XS

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20.5 525/65R20.5 173F TL 109421 521 1200 549 3640 16.00
19.5/20.5 

UD
253 17

Bar 1.5 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 22 26 29 32 35 38 41 44 46 49 52 55 58

30 km/h 2430 2860 3145 3430 3715 4050 4435 4815 4970 5130 5285 5445 5600

40 km/h 2370 2770 3035 3300 3565 3875 4230 4580 4750 4920 5090 5260 5430

50 km/h 2315 2680 2925 3165 3410 3695 4020 4350 4530 4715 4895 5080 5260

65 km/h 3000 3195 3390 3585 3780 3970 4165 4360 4555 4750

80 km/h 2325 2470 2620 2765 2915 3060 3205 3355 3500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20.5 24R20.5 176F TL 109174 602 1374 584 4148 18.00
20.5 

WAMD
404 17

Bar 1.5 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4
Psi 22 26 29 32 35 38 41 44 46 49 52 55 58

30 km/h 3800 4400 4800 5200 5600 6100 6705 7310 7550 7785 8025 8260 8500

40 km/h 3650 4230 4615 5000 5385 5860 6415 6970 7215 7460 7705 7950 8195

50 km/h 3505 4060 4435 4805 5175 5615 6120 6625 6880 7130 7385 7635 7890

65 km/h 4350 4645 4940 5235 5530 5820 6115 6410 6705 7000

80 km/h 3325 3535 3745 3955 4165 4370 4580 4790 5000

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For heavy road use: add 0.4 bar.
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Notes



MICHELIN 
COMPACT LINE

 Compact
line

MICHELIN 
COMPACT LINE

 Compact
line

MICHELIN 
COMPACT LINE

 Compact
line

MICHELIN 
COMPACT LINE

 Compact
line
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TECHNOLOGY

RADIAL BIAS

MACHINES / TIRES

XM
CL

 / 
XM

27

BI
BL

O
A

D
 H

S

CR
O

SS
G

RI
P

BI
BS

TE
EL

 H
S

BI
BS

TE
EL

 A
T

TW
EE

L 
H

S

TW
EE

L 
AT

XF
 

PO
W

ER
 C

L

Backhoe loaders

X X X X

Compact wheeled 
loaders

X X X X

Telehandlers

X X X X X X X

Wheeled excavators

X

Skid steers

X X X X

Tractors

X X X X

Ranges by uses
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EQUIVALENT SIZES MICHELIN COMPACT LINE 

Rims Pouces Metric 1 Metric 2

XM
CL

  
XM

27

BI
BL

O
A

D
 

H
ar

d 
Su

rf
ac

e

CR
O

SS
G

RI
P

XM
47

PO
W

ER
 C

L

BI
BS

TE
EL

  
H

ar
d 

Su
rf

ac
e

BI
BS

TE
EL

 
A

ll 
Te

rr
ai

n

TW
EE

L 
 

H
ar

d 
Su

rf
ac

e

TW
EE

L 
 

A
ll 

Te
rr

ai
n

XF

15 27x8.5 R 15 210/70 R 15 215/70 R 15 X

16
7.5 R 16 250/80 R 16 X

11 L R 16 X

16,5
10 R 16.5 260/70 R 16.5 265/70 R 16.5 X X X

12 R 16.5 300/70 R 16.5 305/70 R 16.5 X X X X

17,5 14 R 17.5 360/70 R 17.5 X

18

10.5/80 R 18 280/80 R 18 X X

12.5/80 R 18 340/80 R 18 335/80 R 18 X X X X

400/70 R 18 405/70 R 18 X X

19,5 18 R 19.5 445/70 R 19.5 X

20

10.5/80 R 20 280/80 R 20 335/80 R 20 X X

12.5/80 R 20 340/80 R 20 X X X

14.5 R 20 380/75 R 20 375/75 R 20 X

16.0/70 R 20 400/70 R 20 405/70 R 20 X X X X

16.5/75 R 20 420/75 R 20 425/75 R 20 X X

22,5 18 R 22.5 445/70 R 22.5 X

24

360/80 R 24 X

16.0/70 R 24 400/70 R 24 X X

15.5/80 R 24 400/80 R 24 X X

16.9 R 24 440/80 R 24 X X X X

17.5 LR 24 460/70 R 24 445/70 R 24 X X X X X

19.5 LR 24 500/70 R 24 495/70 R 24 X X X X X

21 LR 24 540/70 R 24 X X

26 18.4 R 26 480/80 R 26 X X X

28
400/80 R 28 X

16.9 R 28 440/80 R 28 X X X X

30 16.9 R 30 420/80 R 30 X

34
440/80 R 34 X

480/80 R 34 X

38 480/80 R 38 X

Equivalent sizes

161AG TIRES TECHNICAL DATABOOK | 2022-05
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DIMENSIONAL EQUIVALENCES FOR COMPACT LINE RANGE TIRES

 

Any change in tire size must be approved by the vehicle manufacturer. For 4-wheel drive 

vehicles, the «axle ratio» and the preponderance calculation must be taken into account. 

Always make sure that the selected tire will be able to carry the maximum load of the 

vehicle at its maximum speed. 

Check that the tire you have chosen is compatible with the rim width and seat diameter. 

The information given in this table is purely indicative, any modification of a vehicle is 

carried out under the responsibility of the customer. In no case, the equivalence of a tire 

corresponds exactly to a given profile or size.

Equivalent sizes
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Compact Line

MICHELIN 
XMCL
EXCEPTIONALLY RESISTANT 
TO CUTS & EXCELLENT 
TRACTION EVEN IN WET 
& DIFFICULT CONDITIONS

SIZES

RADIAL Tire
• up to 46% more service life vs MICHELIN Bias tire

PRODUCTIVITY
• Reinforced sidewall & metal top plies for puncture resistance

COMFORT
• Smoother ride

STABILITY
• Safety guaranteed

TRACTION
• Effectiveness on soft ground

Backhoe loaders

Compact Wheel 
Loaders

Telehandlers

11LR16 122A8 TL
280/80R18 IND 132A8/132B TL
340/80R18 IND 143A8/143B TL
400/70R18 IND 147A8/147B TL
280/80R20 IND 133A8/133B TL
340/80R20 IND 144A8/144B TL

400/70R20 IND 149A8/149B TL
380/75R20 IND 148A8/148B TL
420/75R20 IND 154A8/154B TL
400/70R24 IND 152A8/152B TL
460/70R24 IND 159A8/159B TL
500/70R24 IND 164A8/164B TL

440/80R24 IND 161A8/161B TL
540/70R24 IND 168A8/168B TL
480/80R26 IND 167A8/167B TL
440/80R28 IND 156A8/156B TL
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Compact Line
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN XMCL

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 11LR16 122A8 TL
XM27

123207 291 850 375 2515 W8 W10L 184 60 23

Bar 1.2 1.6 2 2.2 2.4 2.6
Psi 17 23 29 32 35 38

10 km/h 1265 1530 1790 1920 2055 2185

30 km/h 940 1165 1385 1500 1610

40 km/h 880 1085 1295 1395 1500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 280/80R18 IND 132A8/132B TL
10.5 R18 (Equiv 10PR)

779803 290 908 415 2708 W9
W10 
W8

438 68 28

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 1800 2200 2400 2600 2800 3000 3200 3400 3600 3800 4000 4200 4400 4600

10 km/h Cyc 1170 1430 1565 1695 1825 1955 2085 2220 2350 2480 2610 2740 2870 3000

25 km/h 1060 1255 1350 1445 1540 1635 1735 1830 1930 2025 2125 2220

30 km/h 1020 1210 1300 1395 1490 1585 1675 1770 1865 1955 2050 2140

40 km/h 950 1125 1215 1300 1390 1475 1565 1650 1740 1825 1915 2000

50 km/h 950 1125 1215 1300 1390 1475 1565 1650 1740 1825 1915 2000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/80R18 IND 143A8/143B TL
12.5 R18 (Equiv 12PR)

100054 351 996 448 2959 11

W10 
W11 
12 

11SDC 
12SDC

444 
828

107 31

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2450 2995 3270 3540 3815 4090 4360 4635 4905 5180 5455 5725 6000 6270

10 km/h Cyc 1600 1955 2135 2310 2490 2670 2845 3025 3200 3380 3555 3735 3915 4090

25 km/h 1450 1715 1845 1975 2105 2240 2370 2500 2630 2760 2890 3020

30 km/h 1390 1645 1775 1900 2030 2155 2285 2410 2540 2665 2795 2920

40 km/h 1320 1550 1665 1780 1895 2010 2125 2240 2360 2485 2605 2725

50 km/h 1320 1550 1665 1780 1895 2010 2125 2240 2360 2485 2605 2725
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Compact Line
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 400/70R18 IND 147A8/147B TL
405/70 R18

133035 404 1013 454 3008 13

12 
13.00 
12SDC 
W13

129 31

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2800 3400 3700 4000 4300 4600 4930 5265 5595 5925 6215 6500 6790 7075

10 km/h Cyc 1825 2215 2415 2610 2805 3000 3215 3435 3650 3865 4050 4240 4430 4615

25 km/h 1670 1945 2085 2220 2380 2540 2700 2860 3000 3140 3275 3415

30 km/h 1605 1875 2005 2140 2295 2450 2600 2755 2890 3025 3155 3290

40 km/h 1500 1750 1875 2000 2145 2290 2430 2575 2700 2825 2950 3075

50 km/h 1500 1750 1875 2000 2145 2290 2430 2575 2700 2825 2950 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 280/80R20 IND 133A8/133B TL
10.5 R20 (Equiv 10PR)

747442 292 958 439 2860 W9
W8 
W10

542 73 31

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 1850 2260 2470 2675 2880 3085 3290 3500 3705 3910 4120 4325 4535 4740

10 km/h Cyc 1210 1480 1610 1745 1880 2015 2150 2280 2415 2550 2685 2820 2955 3090

25 km/h 1090 1290 1390 1490 1590 1690 1790 1890 1990 2090 2190 2290

30 km/h 1050 1245 1340 1435 1530 1625 1725 1820 1915 2010 2105 2200

40 km/h 975 1155 1245 1340 1430 1520 1610 1700 1790 1880 1970 2060

50 km/h 975 1155 1245 1340 1430 1520 1610 1700 1790 1880 1970 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 340/80R20 IND 144A8/144B TL
12.5 R20 (Equiv 12PR)

948730 353 1047 476 3119 11

W10 
W11 
12 

11SDC 
12SDC

664 
444

114 31

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2520 3080 3360 3640 3920 4200 4480 4760 5040 5320 5600 5880 6160 6440

10 km/h Cyc 1640 2005 2190 2370 2555 2740 2920 3105 3285 3470 3650 3835 4020 4200

25 km/h 1490 1760 1895 2030 2165 2300 2435 2570 2705 2840 2975 3110

30 km/h 1430 1690 1820 1950 2080 2210 2340 2470 2605 2735 2870 3000

40 km/h 1360 1595 1715 1830 1950 2065 2185 2300 2425 2550 2675 2800

50 km/h 1360 1595 1715 1830 1950 2065 2185 2300 2425 2550 2675 2800

MICHELIN XMCL

2022-05-24 DATABOOK _ MAJ.indd   1652022-05-24 DATABOOK _ MAJ.indd   165 29/06/2022   09:38:1029/06/2022   09:38:10



TECHNICAL DATABOOK | 2022 - 09 168

Compact Line
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 400/70R20 IND 149A8/149B TL
16.0/70 R20 (Equiv 16PR)

474495 412 1069 481 3177 W13

13 
14 
12 

12SDC 
13SDC 
DW13

664 140 33

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2930 3580 3905 4230 4555 4880 5205 5530 5855 6180 6505 6830 7155 7480

10 km/h Cyc 1910 2335 2545 2760 2970 3180 3395 3605 3820 4030 4245 4455 4670 4880

25 km/h 1730 2045 2200 2355 2510 2670 2825 2980 3140 3295 3455 3610

30 km/h 1660 1965 2115 2265 2415 2570 2720 2870 3025 3175 3330 3480

40 km/h 1550 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

50 km/h 1550 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 380/75R20 IND 148A8/148B TL
14.5 R20 (Equiv 12PR)

187752 384 1070 481 3180 W12
11 

W11 
12

664 136 33

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2840 3470 3785 4100 4415 4730 5045 5360 5675 5990 6305 6620 6935 7250

10 km/h Cyc 1850 2260 2465 2670 2875 3080 3285 3490 3695 3900 4110 4315 4525 4730

25 km/h 1670 1975 2130 2280 2435 2585 2740 2890 3045 3195 3350 3500

30 km/h 1610 1905 2050 2195 2340 2490 2635 2780 2930 3075 3225 3370

40 km/h 1500 1770 1905 2040 2170 2305 2440 2575 2720 2865 3005 3150

50 km/h 1500 1770 1905 2040 2170 2305 2440 2575 2720 2865 3005 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 420/75R20 IND 154A8/154B TL
16.5/75 R20 (Equiv 18PR)

967201 428 1138 509 3378 13

14 
12 

12SDC 
13SDC

664 172 33

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 3380 4130 4505 4880 5255 5630 6005 6380 6755 7130 7505 7880 8255 8630

10 km/h Cyc 2200 2690 2935 3180 3425 3670 3915 4160 4405 4650 4895 5140 5385 5630

25 km/h 1990 2355 2535 2715 2895 3080 3260 3440 3620 3800 3980 4160

30 km/h 1920 2270 2440 2615 2790 2965 3135 3310 3485 3660 3835 4010

40 km/h 1800 2120 2280 2440 2595 2755 2915 3075 3245 3415 3580 3750

50 km/h 1800 2120 2280 2440 2595 2755 2915 3075 3245 3415 3580 3750

MICHELIN XMCL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 400/70R24 IND 152A8/152B TL
16.0/70 R24 (Equiv 16PR)

178690 401 1170 531 3485 DW13L

13 
DW13 
DW14L 
13SDC 
DW12

703 157 33

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 3130 3840 4190 4545 4900 5255 5610 5960 6315 6670 7045 7420 7790 8165

10 km/h Cyc 2040 2500 2735 2965 3195 3425 3655 3890 4120 4350 4595 4840 5080 5325

25 km/h 1830 2180 2350 2525 2700 2875 3045 3220 3400 3580 3760 3940

30 km/h 1765 2100 2270 2435 2605 2770 2940 3105 3280 3455 3625 3800

40 km/h 1650 1965 2120 2275 2430 2590 2745 2900 3065 3225 3390 3550

50 km/h 1650 1965 2120 2275 2430 2590 2745 2900 3065 3225 3390 3550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 460/70R24 IND 159A8/159B TL
17.5 LR24 (Equiv 18PR)

244268 467 1248 562 3709 DW15L

14 
DW14L 
TW14L 
DW16L 

16

710 218 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 3940 4815 5250 5690 6125 6560 7000 7435 7875 8310 8750 9185 9625 10060

10 km/h Cyc 2570 3140 3425 3710 3995 4280 4565 4850 5135 5420 5705 5990 6275 6560

25 km/h 2320 2745 2955 3165 3375 3585 3800 4010 4225 4435 4650 4860

30 km/h 2240 2650 2850 3055 3260 3460 3665 3870 4075 4275 4480 4680

40 km/h 2120 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

50 km/h 2120 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 500/70R24 IND 164A8/164B TL
19.5 LR24 (Equiv 20PR)

542794 511 1302 583 3866 DW16L
DW15L 

16
710 266 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4500 5500 6000 6500 7000 7500 8000 8500 9000 9500 10000 10500 11000 11500

10 km/h Cyc 2930 3585 3910 4240 4565 4890 5220 5545 5875 6200 6525 6850 7175 7500

25 km/h 2650 3135 3375 3615 3855 4100 4340 4580 4825 5065 5310 5550

30 km/h 2560 3025 3260 3490 3725 3955 4190 4420 4655 4885 5120 5350

40 km/h 2360 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

50 km/h 2360 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

MICHELIN XMCL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/80R24 IND 161A8/161B TL
16.9 R24 (Equiv 18PR)

954749 441 1314 592 3907 DW14L
14 

TW14L 
DW15L

710 236 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4160 5085 5550 6010 6475 6940 7400 7865 8325 8790 9255 9715 10180 10640

10 km/h Cyc 2710 3315 3615 3920 4220 4520 4825 5125 5430 5730 6030 6335 6640 6940

25 km/h 2460 2905 3130 3350 3575 3795 4020 4240 4465 4685 4910 5130

30 km/h 2370 2800 3015 3230 3445 3660 3875 4090 4305 4520 4735 4950

40 km/h 2240 2650 2855 3060 3260 3465 3670 3875 4065 4250 4440 4625

50 km/h 2240 2650 2855 3060 3260 3465 3670 3875 4065 4250 4440 4625

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 540/70R24 IND 168A8/168B TL
21 LR24 (Equiv 20PR)

959128 562 1356 608 4026 DW18L DW16L 710 317 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 5015 5910 6360 6805 7255 7700 8150 8595 9045 9490 10335 11185 12035 12880

10 km/h Cyc 3270 3855 4145 4440 4730 5020 5315 5605 5900 6190 6740 7295 7850 8400

25 km/h 2940 3490 3765 4040 4310 4585 4860 5135 5405 5680 5950 6220

30 km/h 2840 3370 3630 3895 4160 4425 4685 4950 5215 5475 5740 6000

40 km/h 2650 3145 3390 3640 3885 4130 4380 4625 4870 5115 5355 5600

50 km/h 2650 3145 3390 3640 3885 4130 4380 4625 4870 5115 5355 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 480/80R26 IND 167A8/167B TL
18.4 R26 (Equiv 20PR)

425979 495 1422 636 4218 DW15L DW16L 716 302 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4900 5990 6535 7080 7625 8170 8715 9260 9805 10350 10895 11445 11990 12535

10 km/h Cyc 3200 3910 4265 4620 4975 5330 5685 6040 6395 6750 7460 8175

25 km/h 2890 3420 3680 3945 4210 4475 4735 5000 5265 5525 5790 6050

30 km/h 2790 3300 3550 3805 4060 4315 4565 4820 5075 5330 5580 5835

40 km/h 2575 3055 3295 3540 3780 4020 4260 4500 4740 4975 5215 5450

50 km/h 2575 3055 3295 3540 3780 4020 4260 4500 4740 4975 5215 5450

MICHELIN XMCL
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169AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 440/80R28 IND 156A8/156B TL
16.9 R28 (Equiv 18PR)

316223 459 1410 641 4200 DW14L DW15L 822 260 36

Bar 1.6 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
Psi 23 29 32 35 38 41 44 46 49 52

Stat 4360 5330 5810 6295 6780 7265 7750 8230 8715 9200

10 km/h Cyc 2840 3470 3790 4105 4420 4735 5050 5370 5685 6000

25 km/h 2570 3040 3270 3505 3740 3970 4205 4440

30 km/h 2480 2930 3155 3380 3605 3830 4055 4280

40 km/h 2300 2725 2940 3150 3365 3575 3790 4000

50 km/h 2300 2725 2940 3150 3365 3575 3790 4000

MICHELIN XMCL

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use, add 0.4 bar.
• Stat: static load.
• 10 km/h Cyc: max. speed 10 km/h with cyclic load.
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Compact Line

MICHELIN 
BIBLOAD 
HARD SURFACE

BETTER DURABILITY 
& RIDE QUALITY

SIZES

RADIAL Tire

PRODUCTIVITY
• Metal top plies for puncture resistance

STABILITY
• Excellent stability on slopes 
 & same quality comfort as XMCL
• Great ride quality

HARD SURFACE TRACTION
• +30% footprint vs XMCL

Backhoe loaders

Compact Wheel 
Loaders

Telehandlers

340/80R18 IND 143A8/143B TL
400/70R18 IND 147A8/147B TL
340/80R20 IND 144A8/144B TL
400/70R20 IND 149A8/149B TL
460/70R24 IND 159A8/159B TL
440/80R24 IND 161A8/161B TL

500/70R24 IND 164A8/164B TL
540/70R24 IND 168A8/168B TL
480/80R26 IND 167A8/167B TL
440/80R28 IND 163A8/163B TL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN BIBLOAD 
HARD SURFACE

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/80R18 IND 143A8/143B TL
12.5 R18 (Equiv 12PR)

415829 342 990 448 2946 W11

W10 
11 
12 

11SDC 
12SDC

828 
444

107 28

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2450 2725 2995 3270 3540 3815 4090 4360 4635 4905 5180 5455 5725 6000 6270

10 km/h Cyc 1600 1780 1955 2135 2310 2490 2670 2845 3025 3200 3380 3555 3735 3915 4090

25 km/h 1450 1580 1715 1845 1975 2105 2240 2370 2500 2630 2760 2890 3020

30 km/h 1390 1520 1645 1775 1900 2030 2155 2285 2410 2540 2665 2795 2920

40 km/h 1320 1435 1550 1665 1780 1895 2010 2125 2240 2360 2485 2605 2725

50 km/h 1320 1435 1550 1665 1780 1895 2010 2125 2240 2360 2485 2605 2725

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 400/70R18 IND 147A8/147B TL
405/70 R18 (Equiv 14PR)

239365 397 1006 448 2983 13
12 

13.00 
12SDC

129 29

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2800 3100 3400 3700 4000 4300 4600 4930 5265 5595 5925 6215 6500 6790 7075

10 km/h Cyc 1825 2020 2215 2415 2610 2805 3000 3215 3435 3650 3865 4050 4240 4430 4615

25 km/h 1670 1810 1945 2085 2220 2380 2540 2700 2860 3000 3140 3275 3415

30 km/h 1605 1740 1875 2005 2140 2295 2450 2600 2755 2890 3025 3155 3290

40 km/h 1500 1625 1750 1875 2000 2145 2290 2430 2575 2700 2825 2950 3075

50 km/h 1500 1625 1750 1875 2000 2145 2290 2430 2575 2700 2825 2950 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 340/80R20 IND 144A8/144B TL
12.5 R20  (Equiv 12PR)

991253 346 1041 473 3100 11

W10 
W11 
12 

11SDC 
12SDC

664 
444

114 28

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2520 2800 3080 3360 3640 3920 4200 4480 4760 5040 5320 5600 5880 6160 6440

10 km/h Cyc 1640 1825 2005 2190 2370 2555 2740 2920 3105 3285 3470 3650 3835 4020 4200

25 km/h 1490 1625 1760 1895 2030 2165 2300 2435 2570 2705 2840 2975 3110

30 km/h 1430 1560 1690 1820 1950 2080 2210 2340 2470 2605 2735 2870 3000

40 km/h 1360 1480 1595 1715 1830 1950 2065 2185 2300 2425 2550 2675 2800

50 km/h 1360 1480 1595 1715 1830 1950 2065 2185 2300 2425 2550 2675 2800
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 400/70R20 IND 149A8/149B TL
16.0/70 R20 (Equiv 16PR)

793611 403 1068 480 3174 W13

13 
14 
12 

12SDC 
13SDC 
DW13

664 140 29

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 2930 3255 3580 3905 4230 4555 4880 5205 5530 5855 6180 6505 6830 7155 7480

10 km/h Cyc 1910 2120 2335 2545 2760 2970 3180 3395 3605 3820 4030 4245 4455 4670 4880

25 km/h 1730 1885 2045 2200 2355 2510 2670 2825 2980 3140 3295 3455 3610

30 km/h 1660 1810 1965 2115 2265 2415 2570 2720 2870 3025 3175 3330 3480

40 km/h 1550 1690 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

50 km/h 1550 1690 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 460/70R24 IND 159A8/159B TL
17.5 LR24 (Equiv 18PR)

372690 467 1241 558 3688 DW15L

14 
DW14L 
DW16L 

16

710 218 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 3940 4375 4815 5250 5690 6125 6560 7000 7435 7875 8310 8750 9185 9625 10060

10 km/h Cyc 2570 2855 3140 3425 3710 3995 4280 4565 4850 5135 5420 5705 5990 6275 6560

25 km/h 2320 2530 2745 2955 3165 3375 3585 3800 4010 4225 4435 4650 4860

30 km/h 2240 2445 2650 2850 3055 3260 3460 3665 3870 4075 4275 4480 4680

40 km/h 2120 2310 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

50 km/h 2120 2310 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/80R24 IND 161A8/161B TL
16.9 R24 (Equiv 18PR)

814805 448 1299 584 3860 DW14L
14 

DW15L
710 234 32

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4255 4720 5185 5650 6115 6585 7050 7515 7980 8445 8910 9345 9775 10210 10640

10 km/h Cyc 2775 3080 3380 3685 3990 4295 4595 4900 5205 5505 5810 6095 6375 6660 6940

25 km/h 2500 2720 2935 3155 3370 3590 3805 4025 4240 4475 4705 4940 5170

30 km/h 2390 2630 2865 3105 3340 3580 3815 4055 4290 4485 4680 4875 5070

40 km/h 2180 2375 2575 2770 2965 3160 3355 3555 3750 3970 4190 4405 4625

50 km/h 2180 2375 2575 2770 2965 3160 3355 3555 3750 3970 4190 4405 4625

MICHELIN BIBLOAD 
HARD SURFACE
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 500/70R24 IND 164A8/164B TL
19.4 LR24 (Equiv 20PR)

346709 499 1299 594 3874 DW16L
DW15L 

16
710 266 32

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4500 5000 5500 6000 6500 7000 7500 8000 8500 9000 9500 10000 10500 11000 11500

10 km/h Cyc 2930 3255 3585 3910 4240 4565 4890 5220 5545 5875 6200 6525 6850 7175 7500

25 km/h 2650 2890 3135 3375 3615 3855 4100 4340 4580 4825 5065 5310 5550

30 km/h 2560 2795 3025 3260 3490 3725 3955 4190 4420 4655 4885 5120 5350

40 km/h 2360 2580 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

50 km/h 2360 2580 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 540/70R24 IND 168A8/168B TL
21 LR24 (Equiv 20PR)

005412 567 1341 600 3981 DW18L DW16L 710 317 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 5015 5465 5910 6360 6805 7255 7700 8150 8595 9045 9490 10335 11185 12035 12880

10 km/h Cyc 3270 3560 3855 4145 4440 4730 5020 5315 5605 5900 6190 6740 7295 7850 8400

25 km/h 2940 3215 3490 3765 4040 4310 4585 4860 5135 5405 5680 5950 6220

30 km/h 2840 3105 3370 3630 3895 4160 4425 4685 4950 5215 5475 5740 6000

40 km/h 2650 2895 3145 3390 3640 3885 4130 4380 4625 4870 5115 5355 5600

50 km/h 2650 2895 3145 3390 3640 3885 4130 4380 4625 4870 5115 5355 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 480/80R26 IND 167A8/167B TL
18.4 R26 (Equiv 20PR)

886709 509 1419 637 4215 DW15L DW16L 716 304 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4900 5445 5990 6535 7080 7625 8170 8715 9260 9805 10350 10895 11445 11990 12535

10 km/h Cyc 3200 3555 3910 4265 4620 4975 5330 5685 6040 6395 6750 7460 8175

25 km/h 2890 3155 3420 3680 3945 4210 4475 4735 5000 5265 5525 5790 6050

30 km/h 2790 3045 3300 3550 3805 4060 4315 4565 4820 5075 5330 5580 5835

40 km/h 2575 2815 3055 3295 3540 3780 4020 4260 4500 4740 4975 5215 5450

50 km/h 2575 2815 3055 3295 3540 3780 4020 4260 4500 4740 4975 5215 5450

MICHELIN BIBLOAD 
HARD SURFACE
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 440/80R28 IND 163A8/163B TL
16.9 R28 (Equiv 18PR)

195802 446 1407 637 4188 DW14L DW15L 822 259 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

Stat 4370 4930 5485 6045 6605 7165 7720 8280 8840 9395 9955 10515 11075 11630 12190

10 km/h Cyc 2850 3275 3700 4125 4550 4975 5400 5825 6250 6675 7100 7525 7950

25 km/h 2620 2855 3085 3320 3550 3785 4015 4250 4480 4715 4945 5180 5410

30 km/h 2525 2750 2975 3200 3420 3645 3870 4095 4320 4545 4765 4990 5215

40 km/h 2360 2570 2780 2990 3200 3410 3620 3825 4035 4245 4455 4665 4875

50 km/h 2360 2570 2780 2990 3200 3410 3620 3825 4035 4245 4455 4665 4875

MICHELIN BIBLOAD 
HARD SURFACE

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use, add 0.4 bar.
• Stat: static load.
• 10 km/h Cyc: max. speed 10 km/h with cyclic load.
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Compact Line

SIZES

VERSATILITY

• A special rubber formula designed for multi-purposes, 4-season use
• Non-directional pattern 
 (no need to dismantle tire from rim when rotating the tires)

TRACTION
• Very long edge with optimized tread pattern 
 for good traction on snow and hard surfaces

PRODUCTIVITY

• Greater load at 65 kph(1)

• Non-directional tread for excellent precision 
 in forward and reverse gear

MICHELIN 
CROSSGRIP

A MULTI-PURPOSE TIRE  
for use on the road, 
Grass and snow

Backhoe loaders

Compact Wheel 
Loaders

Tractor

Telehandlers

(1) For the 440/80 R28 163A8/158D IND TL size, the MICHELIN 158D tire can carry 4,250 kg at 65 km/h 
while competitor 151D tires carry 3,450 Kg at 65 km/h. Source: ETRTO standard.

250/80R16 124A8/120D IND TL
340/80R18 143A8/138D IND TL
360/80R24 150A8/145D IND TL
400/80R24 156A8/151D IND TL
460/70R24 159A8/154D IND TL
440/80R24 161A8/156D IND TL

500/70R24 164A8/159D IND TL
400/80R28 158A8/153D IND TL
440/80R28 163A8/158D IND TL
440/80R34 159A8/155D IND TL
480/80R34 164A8/159D IND TL
480/80R38 166A8/161D IND TL

540/80R38 172A8/167D IND TL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN CROSSGRIP

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 250/80R16 IND 124A8/120D TL
7.5 R16

564847 259 804 364 2393 W8 W7 | W9 184 48 17

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 1440 1760 2080 2240 2400 2560 2720 2880 3040 3200 3360 3520 3680

10 km/h Cyc 940 1150 1355 1460 1565 1670 1770 1875 1980 2085 2190 2295 2400

25 km/h 625 740 850 1005 1160 1235 1315 1390 1465 1545 1620 1700 1775

30 km/h 615 720 820 965 1115 1185 1260 1335 1405 1480 1555 1625 1700

40 km/h 585 680 775 915 1050 1120 1190 1255 1325 1395 1465 1530 1600

50 km/h 680 775 915 1050 1120 1190 1255 1325 1395 1465 1530 1600

65 km/h 545 665 790 910 970 1035 1095 1155 1215 1280 1340 1400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/80R18 IND 143A8/138D TL
12.5/80 R18

698283 352 1000 452 2975 11
11SDC | 12 

12SDC | W10 
W11

828 | 444 106 21

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 2450 2995 3540 3815 4090 4360 4635 4905 5180 5455 5725 6000 6270

10 km/h Cyc 1600 1955 2310 2490 2670 2845 3025 3200 3380 3555 3735 3915 4090

25 km/h 1060 1255 1450 1715 1975 2105 2240 2370 2500 2630 2765 2895 3025

30 km/h 1045 1220 1390 1645 1900 2030 2155 2285 2410 2535 2665 2790 2915

40 km/h 1000 1160 1320 1550 1780 1895 2010 2125 2240 2360 2485 2605 2725

50 km/h 1160 1320 1555 1790 1905 2025 2140 2255 2375 2490 2610 2725

65 km/h 930 1135 1335 1535 1635 1735 1835 1935 2035 2135 2235 2335

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 360/80R24 IND 150A8/145D TL
13.6 R24

514449 365 1192 545 3556 DW12 W11 700 150 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 3020 3690 4360 4695 5025 5360 5695 6030 6365 6700 7035 7370 7705

10 km/h Cyc 1970 2405 2840 3060 3280 3495 3715 3930 4150 4370 4590 4805 5025

25 km/h 1315 1545 1775 2100 2425 2585 2745 2910 3070 3235 3395 3560 3720

30 km/h 1295 1505 1715 2030 2340 2495 2655 2810 2965 3120 3275 3430 3585

40 km/h 1240 1435 1625 1915 2200 2345 2490 2630 2775 2920 3065 3205 3350

50 km/h 1435 1625 1915 2200 2345 2490 2630 2775 2920 3065 3205 3350

65 km/h 1150 1395 1645 1895 2020 2145 2270 2395 2520 2650 2775 2900
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 400/80R24 IND 156A8/151D TL
15.5/80 R24 (Equiv 20PR)

920345 413 1240 561 3689 DW13L DW12 | DW14L 703 187 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 3600 4400 5200 5600 6000 6400 6800 7200 7600 8000 8400 8800 9200

10 km/h Cyc 2340 2860 3385 3645 3905 4165 4430 4690 4950 5215 5475 5740 6000

25 km/h 1550 1835 2120 2450 2775 2940 3100 3265 3430 3665 3905 4140 4375

30 km/h 1525 1795 2060 2385 2710 2875 3035 3200 3360 3590 3825 4055 4290

40 km/h 1460 1705 1950 2290 2635 2805 2975 3145 3315 3490 3660 3830 4000

50 km/h 1705 1950 2290 2635 2805 2975 3145 3315 3490 3660 3830 4000

65 km/h 1355 1640 1930 2225 2370 2515 2660 2805 2965 3130 3290 3450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 460/70R24 IND 159A8/154D TL
17.5 LR24 (Equiv 18PR)

304047 475 1246 564 3708 DW15L
14 | 16 | DW14L 
DW16A | TW14L

710 218 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 3940 4815 5690 6125 6560 7000 7435 7875 8310 8750 9185 9625 10060

10 km/h Cyc 2570 3140 3710 3995 4280 4565 4850 5135 5420 5705 5990 6275 6560

25 km/h 1715 2020 2320 2745 3165 3375 3585 3800 4010 4225 4435 4650 4860

30 km/h 1685 1965 2240 2650 3055 3260 3460 3665 3870 4075 4275 4480 4680

40 km/h 1615 1870 2120 2495 2870 3060 3250 3435 3625 3810 4000 4185 4375

50 km/h 1870 2120 2495 2870 3060 3250 3435 3625 3810 4000 4185 4375

65 km/h 1500 1820 2140 2465 2625 2785 2945 3105 3270 3430 3590 3750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/80R24 IND 161A8/156D TL
16.9 R24 (Equiv 18PR)

131846 447 1314 592 3906 DW14L 14 | DW15L 710 234 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 4160 5085 6010 6475 6940 7400 7865 8325 8790 9255 9715 10180 10640

10 km/h Cyc 2710 3315 3920 4220 4525 4825 5125 5430 5730 6035 6335 6640 6940

25 km/h 1800 2130 2460 2905 3350 3575 3795 4020 4240 4465 4685 4910 5130

30 km/h 1770 2070 2370 2800 3230 3445 3660 3875 4090 4305 4520 4735 4950

40 km/h 1700 1970 2240 2640 3035 3235 3435 3630 3830 4030 4230 4425 4625

50 km/h 1970 2240 2640 3035 3235 3435 3630 3830 4030 4230 4425 4625

65 km/h 1575 1880 2235 2585 2765 2940 3115 3295 3470 3645 3825 4000

MICHELIN CROSSGRIP
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Compact Line

178AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 500/70R24 IND 164A8/159D TL
19.5 LR24

875270 513 1292 579 3836 DW16A
DW15L | DW16L 

TW16L
710 264 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 4505 5505 6500 7000 7500 8000 8495 8995 9495 9995 10495 10995 11495

10 km/h Cyc 2935 3585 4240 4565 4890 5215 5545 5870 6195 6520 6845 7170 7495

25 km/h 1950 2300 2650 3135 3620 3860 4100 4345 4585 4830 5070 5315 5555

30 km/h 1920 2240 2560 3025 3495 3725 3960 4190 4425 4655 4890 5120 5350

40 km/h 1840 2135 2425 2855 3285 3500 3715 3925 4140 4355 4570 4785 5000

50 km/h 2135 2425 2855 3285 3500 3715 3925 4140 4355 4570 4785 5000

65 km/h 1710 2080 2450 2815 3000 3185 3365 3550 3735 3920 4100 4285

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 400/80R28 IND 158A8/153D TL
14.9 R28

219659 412 1354 616 4034 DW13
DW11 | W12 

W13
821 159 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 3830 4680 5530 5955 6375 6800 7225 7650 8075 8500 8925 9350 9775

10 km/h Cyc 2500 3055 3605 3885 4160 4435 4710 4990 5265 5545 5820 6100 6375

25 km/h 1660 1960 2255 2665 3075 3280 3485 3690 3895 4100 4310 4515 4720

30 km/h 1635 1905 2175 2570 2970 3165 3365 3560 3760 3955 4155 4350 4545

40 km/h 1565 1815 2060 2425 2790 2975 3155 3340 3520 3705 3885 4070 4250

50 km/h 1815 2060 2425 2790 2975 3155 3340 3520 3705 3885 4070 4250

65 km/h 1455 1770 2085 2395 2550 2710 2865 3020 3175 3335 3490 3645

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 440/80R28 IND 163A8/158D TL
16.9 R28 (Equiv 18PR)

439765 450 1410 635 4197 DW14L DW15L 822 259 26

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 4370 5485 6605 7165 7720 8280 8840 9395 9955 10515 11075 11630 12190

10 km/h Cyc 2850 3700 4550 4975 5400 5825 6250 6675 7100 7525 7950

25 km/h 1925 2275 2620 3090 3565 3800 4035 4270 4505 4730 4960 5185 5410

30 km/h 1895 2210 2525 2975 3425 3645 3870 4095 4320 4545 4770 4990 5215

40 km/h 1815 2090 2360 2780 3200 3410 3620 3825 4035 4245 4455 4665 4875

50 km/h 2090 2360 2780 3200 3410 3620 3825 4035 4245 4455 4665 4875

65 km/h 1685 2035 2405 2775 2960 3145 3325 3510 3695 3880 4065 4250

MICHELIN CROSSGRIP
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Compact Line

179AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 440/80R34 IND 159A8/155D TL
16.9 R34

967528 431 1580 718 4706 DW14L DW15L | DW16L 704 296 28

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 3270 3945 4615 4940 5265 5590 5915 6240 6565

25 km/h 2105 2420 2730 3195 3655 3905 4150 4395 4640

30 km/h 2070 2375 2680 3135 3590 3830 4070 4310 4550

40 km/h 1985 2280 2575 3015 3450 3685 3915 4145 4375

50 km/h 2280 2575 3015 3450 3680 3910 4145 4375

65 km/h 1845 2255 2650 3045 3255 3460 3670 3875

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 480/80R34 IND 164A8/159D TL
18.4 R34

333253 477 1648 743 4900 DW15L DW16L | DW18L 823 362 28

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 3645 4485 5325 5690 6050 6415 6775 7140 7500

25 km/h 2405 2740 3075 3660 4240 4505 4770 5035 5300

30 km/h 2370 2695 3015 3590 4160 4420 4680 4940 5200

40 km/h 2270 2585 2900 3450 4000 4250 4500 4750 5000

50 km/h 2585 2900 3450 4000 4250 4500 4750 5000

65 km/h 2105 2540 3020 3500 3720 3940 4155 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 480/80R38 IND 166A8/161D TL
18.4 R38

846732 478 1757 791 5293 DW15L DW16L | DW18L 786 416 29

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60 3,80 4,00 4,20 4,40
Psi 12 17 23 29 35 38 41 44 46 49 52 55 58 61 64

Stat 5925 7275 8625 9220 9815 10410 11000 11595 12190

10 km/h Cyc 3865 4745 5625 6015 6400 6790 7175 7565 7950

25 km/h 2535 2900 3260 3885 4505 4785 5065 5340 5620

30 km/h 2495 2850 3200 3810 4420 4695 4965 5240 5510

40 km/h 2390 2735 3075 3630 4190 4465 4745 5020 5300

50 km/h 2735 3075 3630 4190 4465 4745 5020 5300

65 km/h 2220 2690 3175 3660 3900 4140 4385 4625

MICHELIN CROSSGRIP

2022-05-24 DATABOOK _ MAJ.indd   1792022-05-24 DATABOOK _ MAJ.indd   179 29/06/2022   09:38:1629/06/2022   09:38:16



TECHNICAL DATABOOK | 2022 - 09 182

Compact Line
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 540/80 R38 172A8/167D IND TL
 

567367 561 1856 832.5 5511 DW18L DW16L 825 523 28

Bar 0,80 1,20 1,60 2,00 2,40 2,60 2,80 3,00 3,20 3,40 3,60
Psi 12 17 23 29 35 38 41 44 46 49 52

Stat 10345 11220 12090 12690 13290 13890 14490 15370 16250

10 km/h Cyc 6765 7340 7910 8290 8670 9050 9430 10030 10630

25 km/h 3035 3905 4770 5175 5575 5845 6115 6380 6650

30 km/h 2985 3840 4695 5090 5485 5750 6015 6275 6540

40 km/h 2860 3680 4500 4950 5400 5625 5850 6075 6300

50 km/h 3455 4225 4640 5055 5265 5470 5680 5885

65 km/h 3200 3910 4295 4680 4875 5065 5260 5450

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use, add 0.4 bar.
• Stat: static load.
• 10 km/h Cyc: max. speed 10 km/h with cyclic load.

MICHELIN CROSSGRIP

2022-05-24 DATABOOK _ MAJ.indd   1802022-05-24 DATABOOK _ MAJ.indd   180 29/06/2022   09:38:1629/06/2022   09:38:16



TECHNICAL DATABOOK | 2022 - 09 183181AG TIRES TECHNICAL DATABOOK | 2022-05

Compact Line

SIZES

Wheeled
Excavators

445/70R19.5 173A8/180A2 TL
445/70R22.5 175A8/182A2 TL

SERVICE LIFE
• Proven casing endurance

VERSATILITY
• Efficient on all surfaces

COMFORT
• Protection of  vehicle & operator

* Vs main competitor Bias tire

MICHELIN XF

RADIAL STEEL CASING  
TO INCREASE Tire LIFE 
& TRACTION

100% STEEL CONSTRUCTION
• Great stability
• Excellent puncture resistance and better load distribution.

RADIAL Tire
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Compact Line
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN XF

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

19.5 445/70R19.5 173A8/180A2 TL
18 R19.5

489102 452 1110 499 3331 14.00 165 18

Bar 3.5 3.8 4 4.4 4.8 5.2 5.6 6 6.2 6.4 6.6 6.8 7 7.2 7.5
Psi 51 55 58 64 70 75 81 87 90 93 96 99 102 104 109

Stat 6580 7060 7385 8025 8665 9310 9950 10595 10915 11235 11555 11875 12200 12520 13000

10 km/h 4050 4345 4545 4940 5335 5730 6125 6520 6715 6915 7110 7310 7505 7705 8000

20 km/h 3585 3850 4025 4375 4725 5075 5425 5775 5950 6125 6300 6475 6650 6825 7085

30 km/h 3420 3670 3840 4170 4505 4840 5175 5510 5675 5840 6010 6175 6345 6510 6760

35 km/h 3355 3600 3765 4090 4420 4745 5075 5400 5565 5730 5895 6055 6220 6385 6630

40 km/h 3290 3530 3690 4010 4335 4655 4975 5295 5455 5615 5780 5940 6100 6260 6500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

22.5 445/70R22.5 175A8/182A2 TL
18 R22.5

073522 452 1192 539 3582 14.00 191 20

Bar 3.5 3.8 4 4.4 4.8 5.2 5.6 6 6.2 6.4 6.6 6.8 7 7.2 7.5
Psi 51 55 58 64 70 75 81 87 90 93 96 99 102 104 109

Stat 6980 7490 7835 8515 9195 9880 10560 11245 11585 11925 12265 12605 12950 13290 13800

10 km/h 4300 4615 4825 5245 5665 6085 6505 6925 7135 7345 7555 7765 7975 8185 8500

20 km/h 3805 4085 4270 4640 5010 5385 5755 6125 6315 6500 6685 6870 7055 7240 7520

30 km/h 3635 3900 4080 4435 4785 5140 5495 5850 6030 6205 6380 6560 6735 6915 7180

35 km/h 3560 3820 3995 4345 4690 5040 5385 5735 5910 6085 6255 6430 6605 6780 7040

40 km/h 3490 3745 3915 4255 4600 4940 5280 5620 5790 5960 6135 6305 6475 6645 6900

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use: add 0.4 bar.
• Stat: static load.
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Compact Line

SIZES

For multi-purpose off-road trucks
RADIAL Tire up to 90 km/h

ROBUSTNESS
• Reinforced structure

SERVICE LIFE
• Proven casing endurance

SPEED
• Can reach 90 km/h at high safety level

405/70R20 136G TL
425/75R20 148G TL
445/70R24 151G TL
495/70R24 155G TL

MICHELIN 
xm 47
GREAT ON-ROAD COMFORT 
& GOOD GRIP 
IN OFF-ROAD CONDITIONS
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Compact Line

184AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN xm 47

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 405/70R20 136G TL 123708 395 1076 482 3194 11
W10 

11SDC
664 137 28

Bar 1 1.2 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4.1
Psi 15 17 23 26 29 32 35 38 41 44 46 49 52 55 59

Stat 1950 2185 2655 2890 3125 3365 3600 3835 4070 4305 4540 4775 5010 5245 5600

10 km/h 1400 1570 1910 2080 2250 2420 2590 2755 2925 3095 3265 3435 3605 3775 4030

30 km/h 970 1090 1325 1440 1560 1680 1795 1915 2035 2150 2270 2385 2505 2625 2800

40 km/h 900 1010 1225 1335 1440 1550 1660 1765 1875 1985 2090 2200 2310 2415 2580

65 km/h 850 950 1155 1260 1360 1460 1565 1665 1765 1870 1970 2075 2175 2275 2430

90 km/h 780 875 1065 1155 1250 1345 1440 1535 1630 1720 1815 1910 2005 2100 2240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 425/75R20 148G TL 123706 450 1147 509 3398 13
11 

11SDC 
13SDC

664 185 30

Bar 1 1.2 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4.1
Psi 15 17 23 26 29 32 35 38 41 44 46 49 52 55 59

Stat 2750 3080 3740 4075 4405 4735 5065 5395 5725 6055 6385 6720 7050 7380 7875

10 km/h 1970 2210 2685 2925 3165 3400 3640 3880 4120 4355 4595 4835 5075 5310 5670

30 km/h 1370 1535 1865 2035 2200 2365 2530 2695 2860 3030 3195 3360 3525 3690 3940

40 km/h 1260 1410 1715 1870 2020 2175 2325 2480 2630 2785 2935 3085 3240 3390 3620

65 km/h 1190 1335 1620 1765 1910 2055 2195 2340 2485 2630 2775 2915 3060 3205 3420

90 km/h 1100 1230 1495 1630 1760 1895 2025 2160 2290 2425 2555 2685 2820 2950 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 445/70R24 151G TL 123642 462 1239 562 3689 DW15L
DW14L 
W14L 
W15L

710 210 34

Bar 1 1.2 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4.1
Psi 15 17 23 26 29 32 35 38 41 44 46 49 52 55 59

Stat 3000 3365 4090 4450 4815 5175 5540 5905 6265 6630 6990 7355 7720 8080 8625

10 km/h 2160 2420 2945 3205 3465 3730 3990 4250 4510 4775 5035 5295 5555 5820 6210

30 km/h 1500 1680 2045 2225 2405 2590 2770 2950 3130 3315 3495 3675 3855 4040 4310

40 km/h 1380 1545 1880 2050 2215 2385 2550 2715 2885 3050 3220 3385 3550 3720 3970

65 km/h 1300 1455 1770 1930 2085 2245 2400 2560 2715 2875 3030 3190 3345 3505 3740

90 km/h 1200 1345 1635 1780 1925 2070 2215 2360 2505 2650 2795 2940 3085 3230 3450
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Compact Line

185AG TIRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 495/70R24 155G TL 123620 508 1311 581 3883 DW16L W16L 710 248 35

Bar 1 1.2 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4.1
Psi 15 17 23 26 29 32 35 38 41 44 46 49 52 55 59

Stat 3375 3785 4600 5005 5415 5825 6230 6640 7050 7455 7865 8270 8680 9090 9700

10 km/h 2430 2725 3310 3605 3900 4190 4485 4780 5070 5365 5660 5955 6245 6540 6980

30 km/h 1690 1895 2300 2505 2705 2910 3115 3315 3520 3720 3925 4130 4330 4535 4840

40 km/h 1550 1740 2115 2300 2490 2675 2865 3050 3240 3425 3615 3805 3990 4180 4460

65 km/h 1460 1635 1990 2165 2345 2520 2695 2875 3050 3230 3405 3580 3760 3935 4200

90 km/h 1350 1515 1840 2005 2165 2330 2495 2655 2820 2980 3145 3310 3470 3635 3880

MICHELIN xm 47

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use: add 0.4 bar.
• Stat: static load.
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Compact Line

MICHELIN 
BIBSTEEL 
ALL TERRAIN
REINFORCED  RADIAL 
CONSTRUCTION / BETTER 
TRACTION / NO DOWNTIME

SIZES

COMFORT
• Protection of  vehicle & operator

ROBUSTNESS
• 100% steel construction for extreme duties

SERVICE LIFE
• Proven casing endurance

TRACTION
• Radial construction & open tread pattern

Skid Steer 

Telehandlers

210/70R15 IND 117A8/117B TL
260/70R16.5 IND 129A8/129B TL
300/70R16.5 IND 137A8/137B TL
360/70R17.5 IND 148A8/148B TL

100% STEEL CONSTRUCTION
• Great stability
• Excellent puncture resistance and better load distribution
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN BIBSTEEL 
ALL TERRAIN

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

15
210/70R15 IND 117A8/117B TL
27 x 8.50 R15 (Equiv 8PR)  Re-
places size 215/70 R15

085459 209 680 314 2033 7.00 26 15

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 1100 1270 1485 1695 1905 2010 2115 2220 2325 2430 2535 2640 2745 2850 2955

25 km/h 530 615 720 820 920 970 1020 1070 1125 1175 1225 1275 1330 1380 1430

40 km/h 475 550 645 740 830 875 920 965 1010 1055 1105 1150 1195 1240 1285

50 km/h 475 550 645 740 830 875 920 965 1010 1055 1105 1150 1195 1240 1285

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16.5
260/70R16.5 IND 129A8/129B TL
10 R16.5 (Equiv 12PR)  Replaces 
size 265/70 R16.5

176281 263 774 355 2310 8.25 184 47 20

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 1590 1810 2110 2415 2720 2870 3025 3180 3330 3485 3640 3795 3945 4100 4255

25 km/h 760 870 1015 1165 1315 1390 1465 1540 1610 1685 1760 1835 1905 1980 2055

40 km/h 690 785 915 1050 1185 1250 1315 1385 1450 1515 1585 1650 1715 1785 1850

50 km/h 690 785 915 1050 1185 1250 1315 1385 1450 1515 1585 1650 1715 1785 1850

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16.5 300/70R16.5 IND 137A8/137B TL
12 R16.5 (Equiv 14PR)

625787 311 832 380 2481 9.75 184 65 23

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 2010 2270 2630 3005 3380 3565 3755 3950 4140 4330 4525 4715 4905 5100 5290

25 km/h 970 1095 1270 1450 1630 1720 1810 1905 1995 2090 2180 2275 2365 2460 2550

40 km/h 875 985 1140 1305 1470 1550 1635 1715 1800 1885 1965 2050 2135 2215 2300

50 km/h 875 985 1140 1305 1470 1550 1635 1715 1800 1885 1965 2050 2135 2215 2300
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN BIBSTEEL 
ALL TERRAIN

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

17.5 360/70R17.5 IND 148A8/148B TL
14 R17.5 (Equiv 14PR)

360353 351 949 429 2823 10.5 99 26

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 2715 3105 3620 4140 4660 4920 5175 5435 5695 5955 6215 6475 6730 6990 7250

25 km/h 1300 1490 1740 1990 2245 2370 2495 2620 2745 2870 2995 3125 3250 3375 3500

40 km/h 1180 1350 1575 1800 2025 2135 2250 2360 2475 2585 2700 2810 2925 3035 3150

50 km/h 1180 1350 1575 1800 2025 2135 2250 2360 2475 2585 2700 2810 2925 3035 3150

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use: add 0.4 bar.
• Stat: static load.
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Compact Line

MICHELIN 
BIBSTEEL 
HARD SURFACE
REINFORCED  RADIAL 
CONSTRUCTION / BETTER 
TRACTION / NO DOWNTIME

SIZES

COMFORT
• Protection of véhicle & operator

SERVICE LIFE
• Proven casing endurance

ROBUSTNESS
• 100% steel construction for extreme duties Skid Steer 

Telehandlers

260/70R16.5 IND 129A8/129B TL
300/70R16.5 IND 137A8/137B TL

100% STEEL CONSTRUCTION
• Great stability
• Excellent puncture resistance and better load distribution

RADIAL Tire
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN BIBSTEEL 
HARD SURFACE

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16.5 260/70R16.5 IND 129A8/129B TL
10 R16.5 (Equiv 12PR)

275538 266 773 355 2307 8.25 184 45 18

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 1590 1810 2110 2415 2720 2870 3025 3180 3330 3485 3640 3795 3945 4100 4255

25 km/h 760 870 1015 1165 1315 1390 1465 1540 1610 1685 1760 1835 1905 1980 2055

40 km/h 690 785 915 1050 1185 1250 1315 1385 1450 1515 1585 1650 1715 1785 1850

50 km/h 690 785 915 1050 1185 1250 1315 1385 1450 1515 1585 1650 1715 1785 1850

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16.5 300/70R16.5 IND 137A8/137B TL
12 R16.5 (Equiv 14PR)

241265 315 830 378 2477 9.75 184 65 21

Bar 1.5 1.8 2.2 2.6 3 3.2 3.4 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 22 26 32 38 44 46 49 52 55 58 61 64 67 70 73

Stat 2010 2270 2630 3005 3380 3565 3755 3950 4140 4330 4525 4715 4905 5100 5290

25 km/h 970 1095 1270 1450 1630 1720 1810 1905 1995 2090 2180 2275 2365 2460 2550

40 km/h 875 985 1140 1305 1470 1550 1635 1715 1800 1885 1965 2050 2135 2215 2300

50 km/h 875 985 1140 1305 1470 1550 1635 1715 1800 1885 1965 2050 2135 2215 2300

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use: add 0.4 bar.
• Stat: static load.
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Compact Line

MICHELIN 
POWER CL

CROSS PLY Tire 
RESISTANT TO CUTS  
AND GREAT STABILITY

SIZES

CROSS PLY Tire
• Vertical & lateral stability

SERVICE LIFE
• Massive lugs

ROBUSTNESS
• 6 to 8 plies casing 

Backhoe loaders

Compact Wheel 
Loaders

Telehandlers

280/80-18 IND 132A8 TL
340/80-18 IND 143A8 TL
280/80-20 IND 133A8 TL
340/80-20 144A8 TL
400/70-20 IND 149A8 TL

400/70-24 IND 158A8 TL
460/70-24 IND 159A8 TL
400/80-24 IND 162A8 TL
500/70-24 IND 164A8 TL
440/80-24 IND 168A8 TL

480/80-26 IND 167A8 TL
440/80-28 163A8 TL
420/80-30 IND 155A8 TL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

MICHELIN POWER CL

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 280/80-18 IND 132A8 TL
10.5/80 - 18 (Equiv 10PR)

281778 288 902 413 2691 9

W9 
W10 
10 
W8

438 80 26

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 1840 2025 2390 2760 3130 3495 3865 4230 4415 4600

10 km/h Cyc 1200 1320 1560 1800 2040 2280 2520 2760 2880 3000

10 km/h 1000 1100 1300 1500 1700 1900 2100 2300 2400 2500

25 km/h 850 935 1105 1275 1445 1610 1780 1950 2035 2120

30 km/h 830 915 1080 1245 1415 1580 1745 1915 1995 2080

40 km/h 800 880 1040 1200 1360 1520 1680 1840 1920 2000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 340/80-18 IND 143A8 TL
12.5/80 - 18 (Equiv 12PR)

610873 353 1006 452 2988 11

W10 
W11 
12 
10 

11SDC 
12SDC

828 
444

106 24

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 2510 2760 3260 3765 4265 4765 5265 5770 6020 6270

10 km/h Cyc 1640 1805 2130 2455 2785 3110 3435 3765 3925 4090

10 km/h 1360 1495 1770 2045 2315 2590 2865 3135 3275 3410

25 km/h 1155 1270 1505 1735 1965 2200 2430 2665 2780 2895

30 km/h 1130 1245 1470 1695 1925 2150 2375 2605 2715 2830

40 km/h 1090 1200 1420 1635 1855 2075 2295 2510 2620 2730

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 280/80-20 IND 133A8 TL
10.5/80 - 20 (Equiv 10PR)

694767 287 947 435 2828 9

W8 
W9 
W10 
10

542 86 27

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 1900 2090 2470 2845 3225 3605 3985 4360 4550 4740

10 km/h Cyc 1240 1365 1610 1855 2105 2350 2595 2845 2965 3090

10 km/h 1030 1135 1340 1545 1755 1960 2165 2375 2475 2580

25 km/h 870 960 1135 1310 1485 1660 1835 2010 2095 2185

30 km/h 860 945 1115 1285 1455 1630 1800 1970 2055 2140

40 km/h 820 905 1070 1235 1400 1565 1730 1895 1975 2060
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 340/80-20 144A8 TL
12.5/80 - 20 (Equiv 12PR)

495503 337 1045 474 3112 11

W10 
W11 
12 
10 

11SDC 
12SDC

664 
444

113 25

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 2580 2835 3350 3865 4380 4895 5410 5925 6185 6440

10 km/h Cyc 1680 1850 2185 2520 2855 3190 3530 3865 4030 4200

10 km/h 1400 1540 1820 2100 2380 2660 2940 3220 3360 3500

25 km/h 1185 1305 1540 1780 2020 2255 2495 2730 2850 2970

30 km/h 1160 1275 1510 1745 1975 2210 2445 2675 2795 2910

40 km/h 1120 1230 1455 1680 1905 2130 2350 2575 2690 2800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20
400/70-20 IND 149A8 TL
16.0/70 - 20 / 405/70 - 20 (Equiv 
16PR)

346809 405 1065 480 3167 13

14 
12 

12SDC 
13SDC

664 129 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 2990 3290 3890 4485 5085 5685 6285 6880 7180 7480

10 km/h Cyc 1950 2145 2535 2925 3315 3710 4100 4490 4685 4880

10 km/h 1630 1790 2115 2440 2765 3090 3410 3735 3900 4060

25 km/h 1380 1520 1795 2070 2345 2620 2895 3170 3305 3445

30 km/h 1350 1485 1755 2025 2295 2570 2840 3110 3245 3380

40 km/h 1300 1430 1690 1950 2210 2470 2730 2990 3120 3250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24
400/70-24 IND 158A8 TL
16.0/70 - 24 / 405/70 - 24 (Equiv 
20PR)

407878 418 1173 535 3497 DW13
13 
14 

DW14L
703 165 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 15 17 23 29 35 41 46 52 55 58 61 64 67 70 73

Stat 3290 3615 4265 4910 5560 6210 6855 7505 7830 8155 8480 8800 9125 9450 9775

10 km/h Cyc 2145 2355 2780 3205 3625 4050 4470 4895 5105 5320 5530 5740 5950 6165 6375

10 km/h 1790 1965 2320 2670 3025 3375 3730 4080 4260 4435 4610 4785 4965 5140 5315

25 km/h 1515 1665 1965 2265 2560 2860 3160 3460 3610 3760 3905 4055 4205 4355 4505

30 km/h 1485 1630 1925 2220 2510 2805 3100 3395 3540 3685 3835 3980 4125 4275 4420

40 km/h 1430 1570 1855 2135 2415 2700 2980 3265 3405 3545 3685 3825 3970 4110 4250

MICHELIN POWER CL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 460/70-24 IND 159A8 TL
17.5 L - 24 (Equiv 18PR)

474764 457 1241 558 3687 DW15L

14 
DW14L 
DW16L 

16

710 217 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 3450 3890 4770 5655 6535 7415 8295 9180 9620 10060

10 km/h Cyc 2250 2535 3110 3685 4260 4835 5410 5985 6275 6560

10 km/h 1875 2115 2595 3075 3555 4030 4510 4990 5230 5470

25 km/h 1590 1795 2200 2605 3015 3420 3825 4235 4435 4640

30 km/h 1560 1760 2160 2555 2955 3355 3755 4150 4350 4550

40 km/h 1500 1690 2075 2460 2840 3225 3610 3990 4185 4375

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 400/80-24 IND 162A8 TL
15.5/80 - 24 (Equiv 20PR)

050267 414 1257 571 3743 DW13
13 
14 

DW14L
703 187 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 15 17 23 29 35 41 46 52 55 58 61 64 67 70 73

Stat 3680 4045 4770 5495 6220 6945 7670 8395 8755 9120 9480 9845 10205 10570 10930

10 km/h Cyc 2400 2635 3110 3585 4055 4530 5000 5475 5710 5950 6185 6420 6655 6895 7130

10 km/h Cyc Dual 1500 1625 1875 2125 2375 2625 2875 3125 3250 3375 3500 3625 3750 3875 4000

10 km/h 2000 2195 2590 2985 3380 3775 4165 4560 4760 4955 5150 5350 5545 5745 5940

25 km/h 1695 1860 2195 2530 2865 3200 3530 3865 4035 4200 4365 4535 4700 4870 5035

30 km/h 1660 1825 2150 2480 2810 3135 3465 3790 3955 4120 4285 4450 4610 4775 4940

30 km/h FRT 3000 3050 3150 3250 3350 3450 3550 3650 3700 3750 3800 3850 3900 3950 4000

40 km/h 1600 1760 2075 2390 2705 3020 3335 3650 3805 3965 4120 4280 4435 4595 4750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 500/70-24 IND 164A8 TL
19.5 L - 24 (Equiv 20PR)

196220 504 1315 588 3903 DW16L
DW15L 

16
710 264 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 3910 4415 5430 6440 7450 8465 9475 10490 10995 11500

10 km/h Cyc 2550 2880 3540 4200 4860 5520 6180 6840 7170 7500

10 km/h 2125 2400 2950 3500 4050 4600 5150 5700 5975 6250

25 km/h 1800 2035 2500 2965 3435 3900 4365 4835 5065 5300

30 km/h 1770 2000 2455 2915 3370 3830 4285 4745 4970 5200

40 km/h 1700 1920 2360 2800 3240 3680 4120 4560 4780 5000

MICHELIN POWER CL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24
440/80-24 IND 168A8 TL
16.9 - 24 / 16.5/85 - 24 (Equiv 
22PR)

165629 460 1328 596 3944 DW15L
DW13 

14 
DW14L

710 236 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4 4.2 4.4 4.6 4.8 5
Psi 15 17 23 29 35 41 46 52 55 58 61 64 67 70 73

Stat 4340 4765 5620 6475 7330 8185 9035 9890 10320 10745 11170 11600 12025 12455 12880

10 km/h Cyc 2830 3110 3665 4225 4780 5335 5895 6450 6730 7010 7285 7565 7845 8120 8400

10 km/h 2360 2590 3055 3520 3985 4450 4910 5375 5610 5840 6070 6305 6535 6770 7000

25 km/h 2005 2200 2595 2990 3380 3775 4165 4560 4755 4955 5150 5345 5540 5740 5935

30 km/h 1960 2155 2540 2925 3310 3695 4085 4470 4660 4855 5050 5240 5435 5625 5820

40 km/h 1890 2075 2445 2820 3190 3560 3930 4300 4485 4675 4860 5045 5230 5415 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

26 480/80-26 IND 167A8 TL
18.4 - 26 (Equiv 20PR)

226486 504 1417 637 4211 DW16L DW15L 716 302 28

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 4920 5415 6400 7390 8375 9365 10350 11445 11990 12535

10 km/h Cyc 3210 3530 4175 4820 5465 6105 6750 7465 7820 8175

10 km/h 2670 2940 3475 4015 4555 5090 5630 6225 6520 6815

25 km/h 2270 2495 2950 3405 3860 4315 4770 5275 5530 5780

30 km/h 2220 2445 2890 3340 3785 4235 4680 5175 5425 5670

40 km/h 2140 2355 2785 3215 3640 4070 4500 4975 5215 5450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28
440/80-28 163A8 TL
16.9 - 28 / 16.5/85 - 28 (Equiv 
18PR)

691578 449 1412 642 4201 DW15L
DW14L 
DW13

822 259 29

Bar 1 1.2 1.6 2 2.4 2.8 3.2 3.6 3.8 4
Psi 15 17 23 29 35 41 46 52 55 58

Stat 4370 4810 5685 6565 7445 8320 9200 10210 10710 11215

10 km/h Cyc 2850 3135 3710 4280 4855 5425 6000 6660 6985 7315

10 km/h 2375 2615 3090 3570 4045 4525 5000 5550 5820 6095

25 km/h 2015 2215 2620 3025 3430 3835 4240 4705 4940 5170

30 km/h 1975 2175 2570 2970 3365 3765 4160 4615 4845 5070

40 km/h 1900 2090 2475 2855 3235 3620 4000 4440 4655 4875

MICHELIN POWER CL
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* Refer to the notes at the end of the tables of this range

Tire specifications and pressure table (bar & psi). Load per tire in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/80-30 IND 155A8 TL
16.9 - 30 (Equiv 14PR)

577845 432 1432 656 4296 DW15L
DW13 
DW14L

754 245 36

Bar 1 1.2 1.6 2 2.4 2.8 3.2
Psi 15 17 23 29 35 41 46

10 km/h Cyc 2760 3040 3595 4150 4705 5260 5815

10 km/h 2300 2530 2995 3455 3920 4380 4845

25 km/h 1950 2145 2540 2930 3325 3715 4110

30 km/h 1915 2105 2490 2875 3260 3645 4030

40 km/h 1840 2025 2395 2765 3135 3505 3875

MICHELIN POWER CL

*IMPORTANT:

The inflation pressure must always be appropriate for the load per tire, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables. Technical data is subject to change without prior notice.

• For use on side slopes: add 0.4 bar.
• For intense road use, add 0.4 bar.
• Stat: static load.
• 10 km/h Cyc: max. speed 10 km/h with cyclic load.
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IN TE VULLEN DOOR UW KLEBER-ACCOUNTMANAGER

Nieuwe commerciële garanties in aanvulling op alle wettelijke garanties

VAKMANSCHAP  
EN MATERIALEN

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, 
zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat 
in de onderstaande tabellen is vermeld, wordt vermenigvuldigd met de aankoopwaarde 
van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere 
bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als deze band niet meer 
verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde 
afmeting en dezelfde belastings- en snelheidsindex.

Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een 
KLEBER-vertegenwoordiger voor meer informatie.

Jaar van 
gebruik KLEBER-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1e Geen kosten voor de klant.  
De band wordt gratis vervangen**  
en de montage- en voorrijkosten  

worden door KLEBER betaald
2e

3e 30%

4e 40%

5e 50%

6e 60%

7e 70%

8e 80%

9e 90%

10e 100%

Jaar van gebruik KLEBER-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1e 25 %

2e 50 %

3e 100%

Wilt u gebruikmaken van de onderstaande commerciële  
garanties, raadpleeg dan de volledige voorwaarden  
op  http://landbouw.kleber.nl/  
of neem contact op met uw wederverkoper.

SCHADE DOOR ONGEVALLEN

Jaar van gebruik KLEBER-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1e 25 %

2e 50 %

3e 75 %

4e 100 %

SCHADE DOOR STOPPELS

NAAM DEALER: ...................................................................

NAAM KLEBER-ACCOUNTMANAGER:...............................

..............................................................................................

NAAM KLANT: .....................................................................

MAAT & TYPE BAND: ..........................................................

TOEPASSELIJKE COMMERCIËLE GARANTIE:
     ☐        ☐        ☐

RESTEREND PERCENTAGE 
DAT DE KLANT MOET BETALEN: .......................................
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SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2

Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

EQUIVALENCE CHART

GARANTIE
STUBBLE DAMAGE

GARANTIE
LIMITÉE FABRICANT

GARANTIE
DOMMAGES

GARANTIE
STUBBLE DAMAGE

GARANTIE
LIMITÉE FABRICANT

GARANTIE
DOMMAGES

GARANTIE
DECAPEUSES

GARANTIE
DECAPEUSES

GARANTIE
STUBBLE DAMAGE
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GARANTIE
STUBBLE DAMAGE

GARANTIE
LIMITÉE FABRICANT

GARANTIE
DOMMAGES

GARANTIE
DECAPEUSES

GARANTIE
DECAPEUSES

Wilt u gebruikmaken van de onderstaande commerciële 
garanties, raadpleeg dan de volledige voorwaarden 
op http://landbouw.kleber.nl/ of neem contact op 
met uw wederverkoper.

Marc

Kleber biedt verschillende commerciële garanties,
zodat u uw landbouwbanden onbezorgd kunt gebruiken.

Vakmanschap en materialen

Schade door ongevallen

NIEUWE COMMERCIËLE GARANTIES
in aanvulling op alle wettelijke garanties

Schade door stoppels

COMMERCIËLE

GARANTIES

K L E B E R  d e n k t  e l k e  d a g  a a n  u
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Wilt u gebruikmaken van de onderstaande commerciële 
garanties, raadpleeg dan de volledige voorwaarden 
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NIEUWE COMMERCIËLE GARANTIES
in aanvulling op alle wettelijke garanties

Schade door stoppels

COMMERCIËLE

GARANTIES

K L E B E R  d e n k t  e l k e  d a g  a a n  u
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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READING THE TECHNICAL DATA

(TL) Tubeless

Important notes for tyre use appear at the end of technical data pages 
for each range.

Maximum speed in km/h Load per tyre in kg

Pressure scale in bar and psi

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

65 km/h 2180 2500 2690 2875 3065 3250 3405 3565 3720 3875 3970 4065 4155 4250

70 km/h 2000 2295 2470 2640 2815 2985 3130 3270 3415 3555 3640 3730 3815 3900

65 km/h Dual 1920 2180 2310 2440 2570 2700 2830 2960 3090 3220 3350 3480 3610 3740

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 IF 600/70R30 165D/161E TL 278892 634 1591 695 4709 DW21B (A) DW20B (A) 737 468 52

(D) Overall diameter in millimeters

(R’) Static laden radius in millimeters

(RC) Rolling Circumference in millimeters

(e) Maximum overall section width on measuring rim in millimeters

Rim diameter in inches

Local country & International Product Code

Specific markings

•    IF : Improved Flexion 
(Tyres designed to operate at 20% higher rated load than standard tyres at the same inflation pressure.)
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2

Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

EQUIVALENCE CHART
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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16 260/70R16 S S

16 280/70R16 S S

16 7.50R16 S

18 280/70R18 S

18 7.50R18 S

20 280/85R20 (11.2R20) S

20 14.9LR20 S

20 280/70R20 S

20 300/70R20 S

20 320/70R20 S

20 320/85R20 S

20 340/75R20 S

20 360/70R20 S

20 7.50R20 S

20 9.5R20 S

22.5 560/60R22.5

24 280/85R24 (11.2R24) S S

24 320/85R24 (12.4R24) S

24 340/85R24 (13.6R24) S S

24 380/85R24 (14.9R24) S S

24 420/85R24 (16.9R24) S

24 250/85R24 S

24 320/70R24 S

24 360/70R24 S

24 380/70R24 S

24 420/70R24 S

24 440/65R24 S

24 480/65R24 S

24 480/70R24 S

24 540/65R24 S

24 8.3R24 S

24 9.5R24 S

28 280/85R28 (11.2R28) S S

28 320/85R28 (12.4R28) S S

28 340/85R28 (13.6R28) S S

28 380/85R28 (14.9R28) S S

28 420/85R28 (16.9R28) S
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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28 250/85R28 S

28 360/70R28 S

28 380/70R28 S

28 420/70R28 S

28 440/65R28 S

28 480/65R28 S

28 480/70R28 S

28 540/65R28 S

28 600/65R28 IF

28 600/70R28 IF S

28 9.5R28 S

30 380/85R30 (14.9R30) S

30 420/85R30 (16.9R30) S S

30 460/85R30 (18.4R30) S

30 420/70R30 S S

30 480/70R30 S

30 540/65R30 S

30 600/70R30 IF S

32 320/85R32 (12.4R32) S

32 210/95R32 S

32 230/95R32 S

32 270/95R32 S

34 420/85R34 (16.9R34) S

34 460/85R34 (18.4R34) S

34 480/70R34 S

34 520/70R34 S

34 540/65R34 S

34 600/65R34 S

34 650/60R34 IF

34 650/65R34 IF

36 320/85R36 (12.4R36) S

36 340/85R36 (13.6R36) S

36 230/95R36 S

36 270/95R36 S

38 340/85R38 (13.6R38) S

38 420/85R38 (16.9R38) S

38 460/85R38 (18.4R38) S
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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TYRES BY SIZE

SEAT SIZES

TO
PK

ER
 IF

TO
PK

ER

GR
IP

KE
R

FI
TK

ER

TR
AK

ER

SU
P 

VI
GN

E

SU
P 

8L

SU
P 

G

CR
OP

KE
R

SU
P 

3

38 520/85R38 (20.8R38) S

38 270/95R38 S

38 480/70R38 S

38 520/70R38 S

38 540/65R38 S

38 580/70R38 S

38 600/65R38 S

38 650/65R38 S

38 650/75R38 IF S

38 650/85R38 IF S

38 710/70R38 IF S

38 800/70R38 IF

40 230/95R40 S

42 520/85R42 (20.8R42) S

42 270/95R42 S

42 300/95R42 S

42 620/70R42 S

42 650/65R42 S

42 710/70R42 IF S

42 710/75R42 IF

44 210/95R44 S

44 230/95R44 S

44 270/95R44 S

46 300/95R46 S

48 230/95R48 S

48 270/95R48 S

52 300/95R52 S

54 270/95R54 S
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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Tyre SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tyre Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

260/70R16 109A8/106B TL FITKER 882055 43436 360 14 768 30 2300 91 370

260/70R16 109A8/106B TL SUP 8L 161811 72087 360 14 776 31 2304 91 29 370

280/70R16 112A8/109B TL FITKER 789353 389 15 799 31 2373 93 390

7.50R16 100A8 TL SUPER VIGNE 460305 57162 300 12 796 31 2388 94 390

280/70R16 112A8/109B TL SUP 8L 161686 72003 389 15 805 32 2404 95 30 390

7.50R18 102A8 TL SUPER VIGNE 574346 64417 300 12 854 34 2553 101 410

280/70R18 114A8/111B TL FITKER 919813 55669 389 15 857 34 2556 101 31 410

7.50R20 104A8 TL SUPER VIGNE 401887 300 12 904 36 2718 107 425

280/70R20 116A8/113B TL FITKER 480724 24145 389 15 904 36 2725 107 32 450

9.5R20 108A8 TL SUPER VIGNE 283935 340 13 938 37 2811 111 450

300/70R20 120A8/117B TL FITKER 523762 73019 405 16 947 37 2814 111 450

300/70R20 119A8/116B TL SUP 8L 161414 405 16 960 38 2852 112 450

320/70R20 123A8/120B TL FITKER 968538 434 17 980 39 2917 115 475

11.2R20 111A8 TL SUPER VIGNE 963152 392 15 983 39 2918 115 475

320/70R20 123A8/120B TL SUP 8L 161740 434 17 990 39 2934 116 475

8.3R24 106A8 TL SUPER VIGNE 257555 304 12 984 39 2951 116 475

9.5R24 107A8 TL SUPER VIGNE 571677 340 13 1027 40 3053 120 500

250/85R24 109A8/106B TL TRAKER 162160 352 14 1042 41 3101 122 35 500

320/85R20 119A8/116B TL TRAKER 161882 56173 434 17 1047 41 3104 122 35 500

360/70R20 129A8/126B TL FITKER 356982 61470 479 19 1047 41 3107 122 500

340/75R20 117A8/114B TT SUP G 160884 43555 462 18 1045 41 3114 123 500

360/70R20 129A8/126B TL SUP 8L 161867 75643 479 19 1062 42 3144 124 500

400/70R20 IND 149A8/149B TL LUGKER 478302 536 21 1062 42 3160 124 525

14.9LR20 119A8/116B TL SUP G 286656 504 20 1092 43 3246 128 525

11.2R24 114A8 TL SUPER VIGNE 162123 392 15 1084 43 3250 128 525

280/85R24 115A8/112B TL TRAKER 161767 389 15 1100 43 3267 129 36 525

320/70R24 116A8/116B TL FITKER 920320 55669 434 17 1103 43 3278 129 525

9.5R28 109A8 TL SUPER VIGNE 188404 340 13 1128 44 3364 132 550

250/85R28 112A8/109B TL TRAKER 162161 352 14 1142 45 3403 134 550

320/85R24 122A8/119B TL TRAKER 161768 434 17 1149 45 3413 134 37 550

360/70R24 122A8/122B TL FITKER 513401 479 19 1153 45 3423 135 37 550

440/65R24 128D TL GRIPKER 397176 580 23 1184 47 3508 138 575

340/85R24 130A8/127B TL TRAKER 760563 83063 462 18 1186 47 3527 139 575

11.2R28 116A8 TL SUPER VIGNE 162127 392 15 1191 47 3545 140 38 575

380/70R24 125A8/125B TL FITKER 761981 54160 507 20 1204 47 3569 141 38 575

280/85R28 118A8/115B TL TRAKER 161885 389 15 1200 47 3571 141 575

13.6R24 121A8 TL SUPER VIGNE 162125 46430 465 18 1188 47 3577 141 575

210/95R32 114A8/114B TL SUP 3 231707 308 12 1212 48 3638 143 38 575

ROLLING CIRCUMFERENCE CHART
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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ROLLING CIRCUMFERENCE CHART

Tyre SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tyre Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

480/65R24 133D TL GRIPKER 987417 626 25 1239 49 3655 144 38 600

14.9R24 126A8 TL SUPER VIGNE 162167 504 20 1241 49 3678 145 600

380/85R24 131A8/128B TL TRAKER 161770 507 20 1252 49 3703 146 600

460/70R24 IND 159A8/159B TL LUGKER 968722 609 24 1240 49 3704 146 600

12.4R28 121A8 TL SUPER VIGNE 162128 57824 429 17 1258 50 3720 146 600

320/85R28 124A8/121B TL TRAKER 161772 434 17 1253 49 3721 146 600

420/70R24 136A8/136B TL FITKER 472806 23575 552 22 1255 49 3727 147 39 600

360/70R28 125A8/125B TL FITKER 761038 479 19 1263 50 3747 148 600

230/95R32 128D/131A8 TL CROPKER 002322 324 13 1256 49 3768 148 600

13.6R28 123A8 TL SUPER VIGNE 162129 87718 465 18 1280 50 3806 150 625

500/70R24 IND 164A8/164B TL LUGKER 265461 654 26 1298 51 3830 151 625

540/65R24 140D TL GRIPKER 357179 711 28 1300 51 3835 151 625

440/65R28 131D TL GRIPKER 501838 580 23 1297 51 3847 151 39 625

380/70R28 127A8/127B TL FITKER 282375 507 20 1308 51 3881 153 39 625

340/85R28 127A8/124B TL TRAKER 161773 462 18 1307 51 3882 153 39 625

420/85R24 142A8/139B TL TRAKER 875390 74884 552 22 1329 52 3949 155 625

480/70R24 138A8/138B TL FITKER 984280 57943 626 25 1338 53 3955 156 625

270/95R32 136D/139A8 TL CROPKER 227326 381 15 1320 52 3957 156 625

480/65R28 136D TL GRIPKER 810788 626 25 1339 53 3958 156 650

230/95R36 130D/133A8 TL CROPKER 239482 324 13 1335 53 4003 158 40 650

14.9R28 128A8 TL SUPER VIGNE 162166 75494 504 20 1348 53 4025 158 650

380/85R28 133A8/130B TL TRAKER 161774 53490 507 20 1360 54 4034 159 40 650

320/85R32 126A8/123B TL TRAKER 161888 49112 434 17 1356 53 4037 159 40 650

420/70R28 133A8/133B TL FITKER 655028 28986 552 22 1366 54 4050 159 40 650

540/65R28 142D TL GRIPKER 212088 711 28 1416 56 4178 164 41 675

380/85R30 135A8/132B TL TRAKER 161886 507 20 1413 56 4188 165 41 675

420/70R30 134A8/131B TL SUP 8L 161033 552 22 1412 56 4202 165 41 675

270/95R36 139D/142A8 TL CROPKER 659295 381 15 1415 56 4207 166 41 675

420/70R30 134A8/131B TL FITKER 661829 17162 552 22 1399 55 4217 166 675

480/70R28 140A8/140B TL FITKER 978324 626 25 1435 56 4244 167 41 675

420/85R28 144A8/141B TL TRAKER 955665 80641 552 22 1435 56 4267 168 675

480/70R28 145A8/145B TL FITKER 897634 95465 626 25 1440 57 4275 168 41 675

230/95R40 132D/135A8 TL CROPKER 265784 324 13 1446 57 4311 170 700

540/65R30 143D TL GRIPKER 024095 711 28 1460 57 4317 170 700

320/85R36 128A8/125B TL TRAKER 161779 434 17 1461 58 4357 172 700

16.9R30 137A8/134B TL SUP G 450712 566 22 1470 58 4362 172 42 700

420/85R30 140A8/137B TL TRAKER 161776 92979 552 22 1474 58 4371 172 42 700
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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ROLLING CIRCUMFERENCE CHART

Tyre SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tyre Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

480/70R30 141A8/141B TL FITKER 347735 54027 626 25 1483 58 4400 173 42 700

270/95R38 140D/143A8 TL CROPKER 559899 381 15 1469 58 4410 174 42 700

IF 600/65R28 160D/156E TL TOPKER IF 686028 760 30 1486 59 4417 174 4406 700

600/65R28 154A8/151D TL TOPKER 397382 760 30 1490 59 4420 174 42 700

340/85R36 132A8/129B TL TRAKER 161780 462 18 1503 59 4478 176 42 725

460/85R30 145A8/142B TL TRAKER 161887 597 24 1547 61 4574 180 725

210/95R44 120A8/120B TL SUP 3 169754 308 12 1534 60 4608 181 42 725

600/70R28 157A8/154D TL TOPKER 120140 760 30 1562 61 4637 183 725

230/95R44 134D/137A8 TL CROPKER 625299 324 13 1547 61 4645 183 43 750

IF 600/70R28 164D/160D TL TOPKER IF 774936 760 30 1569 62 4652 183 725

340/85R38 133A8/130B TL TRAKER 161781 462 18 1563 62 4661 184 750

270/95R42 141D/144A8 TL CROPKER 502916 381 15 1563 62 4690 185 43 750

420/85R34 142A8/139B TL TRAKER 161777 552 22 1581 62 4693 185 43 750

540/65R34 145D TL GRIPKER 734934 711 28 1588 63 4695 185 43 750

IF 600/70R30 165D/161E TL TOPKER IF 278892 774 30 1591 63 4709 185 43 750

600/70R30 152A8/149D TL TOPKER 811999 774 30 1590 63 4709 185 43 750

480/70R34 143A8/143B TL FITKER 481973 626 25 1592 63 4745 187 43 750

600/65R34 151D TL GRIPKER 009417 760 30 1639 65 4845 191 44 775

270/95R44 142D/145A8 TL CROPKER 699532 381 15 1618.9 64 4856 191 775

300/95R42 147D/150A8 TL CROPKER 349230 405 16 1627 64 4866 192 775

520/70R34 148A8/148B TL FITKER 289573 676 27 1654 65 4901 193 44 775

460/85R34 147A8/144B TL TRAKER 161778 597 24 1659 65 4916 194 775

420/85R38 144A8/141B TL TRAKER 161782 552 22 1665 66 4947 195 44 800

540/65R38 147D TL GRIPKER 783160 711 28 1677 66 4963 195 44 800

230/95R48 136D/139A8 TL CROPKER 973505 324 13 1659 65 4989 196 44 800

480/70R38 145A8/145B TL FITKER 190745 626 25 1697 67 5045 199 44 800

600/65R38 153D TL GRIPKER 186241 760 30 1748 69 5167 203 45 825

300/95R46 148D/151A8 TL CROPKER 097180 405 16 1734 68 5203 205 45 825

460/85R38 149A8/146B TL TRAKER 161783 67062 597 24 1754 69 5208 205 45 825

270/95R48 144D/147A8 TL CROPKER 199409 381 15 1736 68 5217 205 45 825

520/70R38 150A8/150B TL FITKER 759556 670 26 1765 69 5228 206 45 825

650/65R38 157D TL GRIPKER 005722 825 32 1805 71 5336 210 46 875

520/85R38 155A8/152B TL TRAKER 161784 49040 670 26 1838 72 5452 215 46 875

580/70R38 155A8/155B TL FITKER 857504 743 29 1849 73 5478 216 46 875

300/95R52 151D/154A8 TL CROPKER 747425 405 16 1886 74 5664 223 925

270/95R54 146D/149A8 TL CROPKER 718149 381 15 1887 74 5679 224 925

650/75R38 169A8/166D TL TOPKER 920029 825 32 1925 76 5723 225 47 925
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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ROLLING CIRCUMFERENCE CHART

Tyre SIZE AND RANGE CAI MSPN

Minimum Dual 
Spacing

Tyre Diameter
Rolling 

Circumference RCI SRI

mm inches mm inches mm inches

IF 650/75R38 175D/171E TL TOPKER IF 920724 826 33 1932 76 5726 225 47 925

650/65R42 158D TL GRIPKER 001368 825 32 1937 76 5735 226 47 925

520/85R42 157A8/157B TL TRAKER 656000 670 26 1948 77 5776 227 47 925

620/70R42 160A8/160B TL FITKER 101641 83158 801 32 1952 77 5783 228 925

IF 710/70R38 178D/174E TL TOPKER IF 525939 897 35 1955 77 5785 228 47 925

710/70R38 171A8/168D TL TOPKER 602526 910 36 1962 77 5826 229 47 925

IF 650/85R38 179D/175E TL TOPKER IF 690520 821 32 2033 80 6022 237 975

650/85R38 173A8/170D TL TOPKER 368990 825 32 2040 80 6037 238 48 975

IF 800/70R38 179D/175E TL TOPKER IF 873336 1004 40 2052.8 81 6043 238 975

IF 710/70R42 179D/175E TL TOPKER IF 622517 910 36 2082 82 6163 243 48 975

710/70R42 173A8/170D TL TOPKER 281883 910 36 2082 82 6191 244 48 975

IF 710/75R42 181D/178D TL TOPKER IF 902190 910 36 2133 84 6407 252 49 1025

IF 650/60R34 165D/161E TL TOPKER IF 935008 831 33 1644 65 4929 194 775

IF 650/65R34 168D/164E TL TOPKER IF 125859 831 33 1710 67 5122 202 825
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 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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LOAD 
INDEX

KG LBS

100 800 1 760

101 825 1 820

102 850 1 870

103 875 1 930

104 900 1 980

105 925 2 040

106 950 2 090

107 975 2 150

108 1 000 2 200

109 1 030 2 270

110 1 060 2 340

111 1 090 2 400

112 1 120 2 470

113 1 150 2 540

114 1 180 2 600

115 1 215 2 680

116 1 250 2 760

117 1 285 2 830

118 1 320 2 910

119 1 360 3 000

120 1 400 3 080

121 1 450 3 200

122 1 500 3 300

123 1 550 3 420

124 1 600 3 520

125 1 650 3 640

126 1 700 3 740

127 1 750 3 860

128 1 800 3 960

129 1 850 4 080

130 1 900 4 180

131 1 950 4 300

132 2 000 4 400

133 2 060 4 540

134 2 120 4 680

135 2 180 4 800

136 2 240 4 940

137 2 300 5 080

138 2 360 5 200

139 2 430 5 360

140 2 500 5 520

141 2 575 5 680

142 2 650 5 840

143 2 725 6 000

144 2 800 6 150

145 2 900 6 400

146 3 000 6 600

147 3 075 6 800

148 3 150 6 950

149 3 250 7 150

150 3 350 7 400

LOAD 
INDEX

KG LBS

151 3 450 7 600

152 3 550 7 850

153 3 650 8 050

154 3 750 8 250

155 3 875 8 550

156 4 000 8 800

157 4 125 9 100

158 4 250 9 350

159 4 375 9 650

160 4 500 9 900

161 4 625 10 200

162 4 750 10 500

163 4 875 10 700

164 5 000 11 000

165 5 150 11 400

166 5 300 11 700

167 5 450 12 000

168 5 600 12 300

169 5 800 12 800

170 6 000 13 200

171 6 150 13 600

172 6 300 13 900

173 6 500 14 300

174 6 700 14 800

175 6 900 15 200

176 7 100 15 700

177 7 300 16 100

178 7 500 16 500

179 7 750 17 100

180 8 000 17 600

181 8 250 18 200

182 8 500 18 700

183 8 750 19 300

184 9 000 19 800

185 9 250 20 400

186 9 500 20 900

187 9 750 21 500

188 10 000 22 000

189 10 300 22 700

190 10 600 23 400

191 10 900 24 000

192 11 200 24 700

193 11 500 25 400

194 11 800 26 000

195 12 150 26 800

196 12 500 27 600

197 12 850 28 300

198 13 200 29 100

199 13 600 30 000

200 14 000 30 900

201 14 500 32 000

LOAD 
INDEX

KG LBS

202 15 000 33 100

203 15 500 34 200

204 16 000 35 300

205 16 500 36 400

206 17 000 37 500

207 17 500 38 600

208 18 000 39 700

209 18 500 40 800

210 19 000 41 900

211 19 500 43 000

212 20 000 44 100

213 20 600 45 400

214 21 200 46 700

215 21 800 48 100

216 22 400 49 400

217 23 000 50 700

218 23 600 52 000

219 24 300 53 600

220 25 000 55 100

221 25 750 56 800

222 26 500 58 400

223 27 250 60 000

224 28 000 61 500

225 29 000 64 000

226 30 000 66 000

227 30 750 68 000

228 31 500 69 500

229 32 500 71 500

230 33 500 74 000

231 34 500 76 000

232 35 500 78 500

233 36 500 80 500

234 37 500 82 500

235 38 750 85 500

236 40 000 88 000

237 41 250 91 000

238 42 500 93 500

239 43 750 96 500

240 45 000 99 000

241 46 250 102 000

242 47 500 104 500

243 48 750 107 500

244 50 000 110 000

245 51 500 113 500

246 53 000 117 000

247 54 500 120 000

248 56 000 123 500

249 58 000 128 000

250 60 000 132 500

251 61 500 135 500

252 63 000 139 000

LOAD 
INDEX

KG LBS

253 65 000 143 500

254 67 000 147 500

255 69 000 152 000

256 71 000 156 500

257 73 000 161 000

258 75 000 165 500

259 77 500 171 000

260 80 000 176 500

261 82 500 182 000

262 85 000 187 500

263 87 500 193 000

264 90 000 198 500

265 92 500 204 000

266 95 000 209 500

267 97 500 215 000

268 100 000 220 500

269 103 000 227 000

270 106 000 233 500

271 109 000 240 500

272 112 000 247 000

273 115 000 253 500

274 118 000 260 000

275 121 500 267 000

276 125 000 275 500

277 128 500 283 500

278 132 000 291 000

279 136 000 300 000

280 140 000 308 500

281 145 000 319 500

282 150 000 330 500

283 155 000 341 500

284 160 000 352 500

285 165 000 364 000

286 170 000 375 000

287 175 000 386 000

288 180 000 397 000

289 185 000 408 000

290 190 000 419 000

291 195 000 430 000

292 200 000 441 000

293 206 000 454 000

294 212 000 467 500

295 218 000 480 500

296 224 000 494 000

297 230 000 507 000

298 236 000 520 500

299 243 000 535 500

300 250 000 551 000

301 257 500 567 500

302 265 000 584 000

303 272 500 600 500

LOAD INDEX
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SIZES

IF 600/65R28 160D/156E TL
IF 600/70R28 164D/160E TL
IF 600/70R30 165D/161E TL
IF 650/60R34 165D/161E TL NEW

IF 650/65R34 168D/164E TL NEW
IF 650/75R38 175D/171E TL
IF 650/85R38 179D/175E TL
IF 710/70R38 178D/174E TL

IF 800/70R38 179D/175E TL
IF 710/70R42 179D/175E TL
IF 710/75R42 181D/178D TL NEW

TRACTORS - HIGH POWER 

KLEBER 
TOPKER IF
TOPKER switches to IF to boost 
your traction, improve your comfort 
and bring better productivity.

 TRACTION
• Tyre with lug spacing designed for maximum traction

• Tread profile designed to maximize the contact patch

• IF standard brings up to 15% more traction than standard tyres

 LOAD CAPACITY
• IF tyres carry up to 20% more load at the same pressure 

versus non-IF radial tyre in the same size

 COMFORT
• Overlapping lugs to provide a smooth ride on road
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER IF

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 IF 600/65R28 160D/156E TL 686028 626 1486 662 4417 DW21B(A) DW20B (A) 717 405 50

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 2850 3225 3600 3975 4350 4465 4580 4695 4805 4920 5035 5125 5215

30 km/h 2580 2920 3260 3595 3935 4040 4140 4245 4345 4450 4550 4635 4715

65 km/h 2480 2805 3135 3460 3785 3885 3980 4080 4180 4275 4375 4460 4500

65 km/h Dual 1570 1865 2155 2450 2745 3035 3330 3415 3505 3590 3675 3765 3850 3925 3990

70 km/h 2255 2555 2850 3150 3445 3515 3585 3655 3725 3790 3860 3930 4000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 IF 600/70R28 164D/160D TL 774936 610 1569 697 4652 DW21B(A) DW20B (A) 717 448 52

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 3140 3590 4040 4485 4935 5050 5160 5275 5385 5500 5610 5695 5750

30 km/h 2840 3245 3655 4060 4465 4565 4665 4770 4870 4970 5070 5150 5200

65 km/h 2730 3120 3510 3900 4290 4390 4485 4585 4680 4780 4875 4950 5000

65 km/h Dual 1805 2135 2460 2790 3120 3445 3775 3860 3945 4035 4120 4205 4290 4355 4400

70 km/h 2485 2840 3195 3550 3905 3980 4055 4130 4205 4275 4350 4425 4500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 IF 600/70R30 165D/161E TL 278892 634 1591 695 4709 DW21B (A) DW20B (A) 737 468 52

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 3220 3675 4125 4580 5030 5140 5255 5365 5480 5590 5700 5815 5925

30 km/h 2910 3320 3730 4140 4550 4650 4750 4850 4955 5055 5155 5255 5355

65 km/h 2800 3195 3590 3980 4375 4470 4570 4665 4765 4860 4955 5055 5150

65 km/h Dual 1760 2115 2465 2810 3160 3505 3850 3935 4020 4105 4190 4275 4360 4445 4530

70 km/h 2550 2910 3265 3625 3980 4060 4140 4220 4305 4385 4465 4545 4625

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 IF 650/60R34 165D/161E TL 935008 660 1660 744 4929 DW23B (A)
DW24B(A) 
DW21B(A)

823 499 53

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2 2.2 2.4
Psi 6 9 12 13 15 16 17 19 20 22 23 26 29 32 35

10 km/h 3185 3415 3640 3870 4095 4325 4550 4780 5005 5260 5515 5770 5920

30 km/h 2880 3085 3290 3495 3705 3910 4115 4320 4525 4755 4990 5220 5355

65 km/h 2770 2970 3165 3365 3560 3760 3955 4155 4350 4575 4795 5020 5150

65 km/h Dual 1735 2090 2440 2615 2790 2960 3135 3310 3485 3655 3830 4025 4220 4415 4530

70 km/h 2520 2700 2880 3060 3240 3420 3600 3780 3960 4145 4330 4515 4625

NEW
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER IF

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 IF 650/65R34 168D/164E TL 125859 674 1727 771 5122 DW23B(A) DW24B(A) 823 555 53

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2 2.2 2.4
Psi 6 9 12 13 15 16 17 19 20 22 23 26 29 32 35

10 km/h 3525 3755 3990 4220 4450 4680 4915 5145 5375 5650 5925 6200 6440

30 km/h 3190 3400 3610 3815 4025 4235 4445 4650 4860 5110 5355 5605 5825

65 km/h 3065 3265 3470 3670 3870 4070 4275 4475 4675 4915 5150 5390 5600

65 km/h Dual 1910 2310 2695 2875 3050 3230 3405 3585 3760 3940 4115 4325 4530 4740 4930

70 km/h 2790 2975 3155 3340 3525 3705 3890 4070 4255 4455 4660 4860 5000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 650/75R38 175D/171E TL 920724 688 1932 859 5726 DW23B (A)
DW24B (A) 
DW21B (A)

804 728 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4325 4945 5565 6180 6800 6980 7155 7315 7460 7600 7725 7845 7935

30 km/h 3915 4470 5030 5590 6150 6315 6470 6615 6750 6875 6990 7095 7175

65 km/h 3765 4300 4840 5375 5915 6070 6220 6360 6490 6610 6720 6820 6900

65 km/h Dual 2355 2840 3310 3785 4255 4730 5205 5345 5475 5595 5710 5815 5915 6000 6070

70 km/h 3425 3915 4400 4890 5380 5525 5660 5785 5905 6015 6115 6150 6150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 710/70R38 178D/174E TL 525939 735 1955 864 5785 DW24B (A)
DW23B (A) 
DW25B (A)

804 825 54

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4665 5330 6000 6665 7330 7490 7650 7810 7975 8135 8295 8455 8625

30 km/h 4220 4825 5425 6030 6630 6775 6925 7070 7215 7360 7510 7655 7800

65 km/h 4055 4635 5215 5795 6375 6515 6655 6795 6930 7070 7210 7350 7500

65 km/h Dual 2560 3060 3570 4080 4590 5100 5610 5735 5855 5980 6100 6225 6345 6470 6600

70 km/h 3690 4220 4745 5275 5800 5925 6055 6180 6310 6435 6565 6690 6700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 650/85R38 179D/175E TL 690520 696 2033 902 6022 DW23B (A)
DW20B (A) 
MW23B (A)

804 857 61

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4890 5580 6125 6670 7220 7490 7765 8035 8310 8460 8615 8765 8915

30 km/h 4420 5045 5540 6035 6525 6775 7020 7270 7515 7650 7790 7925 8060

65 km/h 4250 4850 5325 5800 6275 6515 6750 6990 7225 7355 7490 7620 7750

65 km/h Dual 2640 3190 3740 4270 4685 5105 5520 5730 5940 6150 6360 6475 6590 6705 6820

70 km/h 4000 4500 5050 5600 6150 6240 6325 6415 6500 6600 6700 6800 6900

NEW
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER IF

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 IF 800/70R38 179D/175E TL 873336 785.2 2053 892 6043 DW25B (A)
MW25B (A) 
DW27B (A)

804 1073 58

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6
Psi 6 9 12 15 17 20 23

10 km/h 5605 6440 7245 8080 8915

30 km/h 5070 5810 6550 7305 8060

65 km/h 4875 5590 6300 7025 7750

65 km/h Dual 3035 3665 4290 4920 5545 6185 6820

70 km/h 4340 4985 5605 6255 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 710/70R42 179D/175E TL 622517 716 2082 926 6163 DW25B (A)
DW23B (A) 
MW25B (A)

802 872 59

Bar 0.4 0.6 0.8 1 1.2 1.4 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4
Psi 6 9 12 15 17 20 23 25 26 28 29 30 32 33 35

10 km/h 4890 5560 6110 6660 7215 7490 7765 8040 8315 8465 8615 8765 8915

30 km/h 4420 5045 5540 6035 6525 6775 7020 7270 7515 7650 7790 7925 8060

65 km/h 4250 4850 5325 5800 6275 6515 6750 6990 7225 7355 7490 7620 7750

65 km/h Dual 2640 3190 3740 4270 4685 5105 5520 5730 5940 6150 6360 6475 6590 6705 6820

70 km/h 3870 4415 4860 5305 5755 5975 6200 6420 6645 6710 6775 6835 6900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 IF 710/75R42 181D/178D TL 902190 730 2161 957 6407 DW25B(A)
DW23B(A)
DW24B(A)

802 949 57

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2 2.2 2.4
Psi 6 9 12 13 15 16 17 19 20 22 23 26 29 32 35

10 km/h 5175 5560 5940 6325 6710 7090 7475 7765 8050 8625 9030 9260 9490

30 km/h 4680 5020 5355 5695 6030 6370 6710 7045 7385 7685 7985 8280 8580

65 km/h 4500 4825 5150 5475 5800 6125 6450 6775 7100 7390 7675 7965 8250

65 km/h Dual 2860 3410 3960 4245 4535 4820 5105 5390 5680 5965 6250 6505 6755 7010 7260

70 km/h 4095 4390 4690 4985 5280 5575 5870 6160 6455 6750 7045 7275 7500

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).

NEW
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KLEBER 
TOPKER

SIZES

600/65R28 154A8/151D TL
600/70R28 157A8/154D TL
600/70R30 152A8/149D TL
650/75R38 169A8/166D TL

710/70R38 171A8/168D TL
650/85R38 173A8/170D TL
710/70R42 173A8/170D TL

Excellent price-performance 
ratio corresponding to original 
equipment sizes.

 TRACTION
• Specific lug design for maximum traction.

 SELF-CLEANING
• A new inter-lug design to assist self-cleaning.

 TYRE LIFE
• Stable tread design to prevent irregular wear.

TRACTORS - HIGH POWER 
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/65R28 154A8/151D TL 397382 607 1490 745 4420 DW20B (A)
DW18L 
W18L

717 405 50

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 2250 2680 3115 3545 3760 3975 4125 4275 4425 4575 4825 5025 5225 5425 5625

30 km/h 1875 2195 2515 2835 2970 3105 3235 3370 3450 3530 3695 3855 4015

40 km/h 2360 2650 2775 2900 3025 3150 3225 3300 3450 3600 3750

50 km/h 2410 2525 2640 2750 2865 2935 3005 3140 3280 3415

65 km/h 2410 2525 2640 2750 2865 2935 3005 3140 3280 3415

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/70R28 157A8/154D TL 120140 618 1562 700 4637 DW20B (A) DW18L 717 448 51

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 2475 2945 3415 3880 4115 4350 4545 4740 4935 5130 5420 5615 5805 6000 6190

30 km/h 2085 2425 2765 3105 3280 3455 3625 3800 3875 3955 4110 4260 4415

40 km/h 2575 2900 3065 3225 3390 3550 3620 3695 3840 3980 4125

50 km/h 2640 2790 2935 3085 3230 3295 3360 3495 3625 3755

65 km/h 2640 2790 2935 3085 3230 3295 3360 3495 3625 3755

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 600/70R30 152A8/149D TL 811999 612 1590 705 4709 DW20B (A)
DW18L 
W18L

737 456 51

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2
Psi 9 12 15 17 19 20 22 23 25 26 29

10 km/h 3000 3390 3780 4140 4310 4475 4640 4810 4975 5140 5475

30 km/h 2140 2525 2835 3190 3370 3545 3725 3900

40 km/h 2360 2650 2950 3100 3250 3400 3550

50 km/h 2360 2655 2805 2955 3100 3250

65 km/h 2360 2655 2805 2955 3100 3250
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/75R38 169A8/166D TL 920029 670 1925 867 5723 DW23B (A) 804 723 58

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 3360 4020 4680 5340 5670 6000 6265 6525 6790 7050 7470 7775 8085 8390 8700

30 km/h 2915 3370 3825 4280 4515 4750 4980 5215 5340 5465 5710 5960 6205

40 km/h 3550 4000 4220 4440 4655 4875 4990 5105 5340 5570 5800

50 km/h 3640 3840 4040 4235 4435 4540 4645 4860 5070 5280

65 km/h 3640 3840 4040 4235 4435 4540 4645 4860 5070 5280

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 710/70R38 171A8/168D TL 602526 713 1962 880 5826 DW23B (A)
MW23B (A) 
DW25B (A) 
MW25B (A)

804 815 54

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 4350 4935 5520 6110 6410 6710 7010 7310 7470 7630 7950 8270 8585 8905 9225

30 km/h 3100 3625 4145 4680 4930 5175 5425 5670 5785 5900 6125 6355 6580

40 km/h 3875 4375 4605 4840 5070 5300 5405 5515 5725 5940 6150

50 km/h 4000 4220 4440 4655 4875 4965 5055 5240 5420 5600

65 km/h 4000 4220 4440 4655 4875 4965 5055 5240 5420 5600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/85R38 173A8/170D TL 368990 702 2040 913 6037 DW23B (A)
DW20B (A) 
MW23B (A)

804 857 61

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 4500 5100 5700 6300 6600 6900 7200 7500 7690 7875 8250 8625 9000 9375 9750

30 km/h 3250 3800 4350 4900 5175 5450 5725 6000 6115 6225 6450 6675 6900

40 km/h 4000 4485 4725 4965 5210 5450 5580 5715 5975 6240 6500

50 km/h 4485 4725 4970 5210 5450 5580 5715 5975 6240 6500

65 km/h 4140 4365 4585 4810 5030 5150 5275 5515 5760 6000
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

KLEBER TOPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/70R42 173A8/170D TL 281883 716 2082 939 6191 DW23B (A)
MW23B (A) 
DW25B (A) 
MW25B (A)

802 872 59

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 2 2.2 2.4 2.6 2.8
Psi 9 12 15 17 19 20 22 23 25 26 29 32 35 38 41

10 km/h 4500 5100 5700 6300 6600 6900 7200 7500 7690 7875 8250 8625 9000 9375 9750

30 km/h 3210 3745 4280 4815 5110 5410 5705 6000 6120 6240 6480 6715 6955

40 km/h 4000 4500 4775 5050 5325 5600 5715 5825 6050 6275 6500

50 km/h 4125 4380 4640 4895 5150 5255 5365 5575 5790 6000

65 km/h 4125 4380 4640 4895 5150 5255 5365 5575 5790 6000

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).
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440/65R24 128D TL
480/65R24 133D TL
540/65R24 140D TL
440/65R28 131D TL
480/65R28 136D TL

540/65R28 142D TL
540/65R30 143D TL
540/65R34 145D TL
600/65R34 151D TL
540/65R38 147D TL

600/65R38 153D TL
650/65R38 157D TL
650/65R42 158D TL

KLEBER 
GRIPKER

SIZES

A multi-purpose tyre
with great traction 
that protects the soil.

 TRACTION
• Deep tread depth and exclusive tread pattern 

ensure great traction and excellent self-cleaning properties.

 RIDE COMFORT
• Flexible casing and specific tread pattern 

ensure high comfort on the road, up to 65 km/h.

 SOIL PROTECTION
• Rounded lugs help protect the plant roots.

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS

TRACTORS - LOW & MEDIUM POWER 
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* Refer to the notes at the end of the tables of this range

KLEBER GRIPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/65R24 128D TL 397176 440 1184 525 3508 DW14L

DW13 
W13 
W14L 

DW15L 
W15L

703 178 42

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 1380 1495 1605 1720 1835 1945 2060 2145 2225 2310 2395 2475 2560 2640 2725

30 km/h 1120 1230 1340 1450 1560 1670 1780 1855 1925 2000 2070

40 km/h 1285 1390 1495 1595 1700 1770 1835 1905 1970

50 km/h 1430 1530 1630 1695 1760 1825 1890

65 km/h 1360 1455 1550 1615 1675 1740 1800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/65R24 133D TL 987417 483 1239 540 3655 DW15L
DW14L 
W14L 
W15L

710 218 44

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 1615 1740 1865 1990 2110 2235 2360 2460 2560 2655 2755 2855 2955 3050 3150

30 km/h 1290 1410 1530 1650 1770 1890 2010 2100 2190 2280 2370

40 km/h 1455 1570 1690 1805 1920 2005 2090 2175 2260

50 km/h 1620 1730 1840 1920 2000 2080 2160

65 km/h 1540 1645 1750 1830 1905 1985 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 540/65R24 140D TL 357179 532 1300 566 3835 DW16L
W16L 

DW18L 
W18L

710 287 46

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 1900 2050 2200 2350 2500 2650 2800 2920 3040 3155 3275 3395 3515 3630 3750

30 km/h 1530 1680 1835 1985 2135 2290 2440 2550 2660 2770 2880

40 km/h 1745 1890 2035 2175 2320 2425 2530 2635 2740

50 km/h 1950 2090 2230 2330 2430 2530 2630

65 km/h 1855 1990 2120 2215 2310 2405 2500

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS
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* Refer to the notes at the end of the tables of this range

KLEBER GRIPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 440/65R28 131D TL 501838 431 1297 578 3847 DW14L

W13 
W14L 

DW15L 
W15L

821 198 42

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 1520 1630 1740 1850 1960 2070 2180 2270 2360 2450 2540 2630 2720 2810 2900

30 km/h 1190 1310 1425 1545 1665 1780 1900 1985 2070 2155 2240

40 km/h 1355 1470 1585 1695 1810 1895 1975 2060 2140

50 km/h 1515 1625 1730 1810 1890 1970 2050

65 km/h 1445 1550 1650 1725 1800 1875 1950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/65R28 136D TL 810788 480 1339 588 3958 DW15L
DW14L 
W14L 
W15L

822 249 44

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 1710 1840 1975 2105 2235 2370 2500 2605 2715 2820 2925 3030 3140 3245 3350

30 km/h 1370 1505 1645 1780 1915 2055 2190 2290 2385 2485 2580

40 km/h 1560 1690 1820 1950 2080 2175 2265 2360 2450

50 km/h 1750 1875 2000 2090 2175 2265 2350

65 km/h 1665 1785 1900 1985 2070 2155 2240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 540/65R28 142D TL 212088 535 1416 617 4178 DW16L
W16L 

DW18L 
W18L

822 318 48

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2070 2225 2380 2535 2690 2845 3000 3125 3250 3375 3500 3625 3750 3875 4000

30 km/h 1645 1800 1955 2115 2270 2425 2580 2700 2815 2935 3050

40 km/h 1855 2005 2155 2300 2450 2565 2675 2790 2900

50 km/h 2065 2210 2350 2460 2565 2675 2780

65 km/h 1970 2105 2240 2345 2445 2550 2650

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS
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* Refer to the notes at the end of the tables of this range

KLEBER GRIPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 540/65R30 143D TL 024095 527 1460 642 4317 DW16L
W16L 

DW18L 
W18L

754 333 46

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2130 2290 2445 2605 2760 2920 3075 3205 3340 3470 3600 3730 3865 3995 4125

30 km/h 1690 1850 2010 2170 2330 2490 2650 2770 2890 3010 3130

40 km/h 1915 2065 2220 2370 2520 2635 2750 2865 2980

50 km/h 2130 2275 2420 2530 2640 2750 2860

65 km/h 2025 2165 2300 2405 2515 2620 2725

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 540/65R34 145D TL 734934 527 1588 698 4695 DW16L
W16L 

DW18L 
W18L

704 364 47

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2240 2410 2575 2745 2915 3080 3250 3390 3530 3670 3815 3955 4095 4235 4375

30 km/h 1805 1985 2165 2345 2520 2700 2880 2995 3110 3225 3340

40 km/h 2060 2230 2400 2570 2740 2850 2960 3070 3180

50 km/h 2300 2465 2630 2735 2840 2945 3050

65 km/h 2190 2345 2500 2600 2700 2800 2900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 600/65R34 151D TL 009417 603 1639 721 4845 DW20B (A)
DW18L 
W18L

823 464 51

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2660 2865 3065 3270 3470 3675 3875 4035 4195 4355 4515 4670 4830 4990 5150

30 km/h 2130 2330 2535 2735 2935 3140 3340 3500 3655 3815 3970

40 km/h 2415 2605 2800 2990 3180 3330 3480 3630 3780

50 km/h 2685 2870 3050 3195 3335 3480 3620

65 km/h 2550 2725 2900 3040 3175 3315 3450

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS
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* Refer to the notes at the end of the tables of this range

KLEBER GRIPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 540/65R38 147D TL 783160 517 1677 741 4963 DW16L
W16L 

DW18L 
W18L

824 394 46

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2375 2555 2735 2915 3090 3270 3450 3595 3745 3890 4040 4185 4330 4480 4625

30 km/h 1910 2085 2260 2435 2610 2785 2960 3105 3250 3395 3540

40 km/h 2155 2320 2490 2655 2820 2960 3095 3235 3370

50 km/h 2385 2545 2700 2835 2965 3100 3230

65 km/h 2270 2425 2575 2700 2825 2950 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 600/65R38 153D TL 186241 591 1748 768 5167 DW20B (A)
DW18L 
W18L

825 500 52

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 2820 3040 3255 3475 3690 3910 4125 4290 4455 4620 4790 4955 5120 5285 5450

30 km/h 2250 2465 2680 2895 3110 3325 3540 3705 3870 4035 4200

40 km/h 2555 2760 2965 3165 3370 3530 3685 3845 4000

50 km/h 2835 3035 3230 3380 3530 3680 3830

65 km/h 2700 2890 3075 3220 3365 3505 3650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/65R38 157D TL 005722 651 1805 794 5336 DW20B (A) 825 602 55

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3185 3425 3665 3905 4145 4385 4625 4815 5005 5195 5390 5580 5770 5960 6150

30 km/h 2520 2760 3005 3245 3485 3730 3970 4165 4355 4550 4740

40 km/h 2855 3085 3320 3550 3780 3965 4150 4335 4520

50 km/h 3180 3400 3620 3800 3975 4155 4330

65 km/h 3030 3240 3450 3620 3790 3955 4125

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS
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* Refer to the notes at the end of the tables of this range

KLEBER GRIPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 650/65R42 158D TL 001368 636 1937 858 5735 DW20B (A) 802 647 56

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h 3280 3525 3770 4015 4260 4505 4750 4955 5155 5360 5565 5765 5970 6170 6375

30 km/h 2650 2910 3165 3425 3685 3940 4200 4375 4545 4720 4890

40 km/h 3015 3260 3510 3755 4000 4165 4325 4490 4650

50 km/h 3360 3595 3830 3990 4145 4305 4460

65 km/h 3205 3430 3650 3800 3950 4100 4250

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).

EXTRA WIDE SERIES - UP TO 200 HP TRACTORS
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260/70R16 109A8/106B TL
280/70R16 112A8/109B TL
280/70R18 114A8/111B TL
280/70R20 116A8/113B TL
300/70R20 120A8/117B TL
320/70R20 123A8/120B TL
360/70R20 129A8/126B TL
320/70R24 116A8/116B TL
360/70R24 122A8/122B TL

380/70R24 125A8/125B TL
420/70R24 136A8/136B TL
480/70R24 138A8/138B TL
360/70R28 125A8/125B TL
380/70R28 127A8/127B TL
420/70R28 133A8/133B TL
480/70R28 145A8/145B TL
420/70R30 134A8/131B TL
480/70R30 141A8/141B TL

480/70R34 143A8/143B TL
520/70R34 148A8/148B TL
480/70R38 145A8/145B TL
520/70R38 150A8/150B TL
580/70R38 155A8/155B TL
620/70R42 160A8/160B TL

KLEBER 
FITKER
Increase your load capacity
with KLEBER Fitker

SIZES

 RIDE COMFORT
• Thanks to a Flexible casing

 VERSATILITY
• Wider than a standard tyre with a greater volume of air.

WIDE SERIES - UP TO 180 HP TRACTORS

TRACTORS - LOW & MEDIUM POWER 
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 260/70R16 109A8/106B TL 882055 256 768 346 2300 W9 W8 184 44 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 520 615 660 705 755 800 850 895 940 990 1080 1220 1365 1505 1550

30 km/h 440 515 550 585 625 660 695 735 770 805 880 990 1100

40 km/h 410 480 515 550 580 615 650 685 720 755 825 925 1030

50 km/h 445 475 510 540 570 605 635 665 700 760 855 950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 280/70R16 112A8/109B TL 789353 263 799 358 2373 W9
W10L 
W8L 
W8

184 50 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 580 680 730 780 830 880 930 980 1030 1080 1180 1330 1480 1630 1680

30 km/h 495 575 615 650 690 730 770 810 850 885 965 1085 1200

40 km/h 460 535 570 605 645 680 715 755 790 825 900 1010 1120

50 km/h 495 530 560 595 630 660 695 730 765 830 930 1030

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 280/70R18 114A8/111B TL 919813 276 857 386 2556 W9 W10 438 56 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 620 725 775 830 880 935 985 1040 1090 1145 1245 1405 1560 1720 1770

30 km/h 520 600 645 685 725 765 810 850 890 930 1015 1135 1260

40 km/h 490 565 605 645 680 720 760 795 835 875 950 1065 1180

50 km/h 510 545 580 615 650 680 715 750 785 855 955 1060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 280/70R20 116A8/113B TL 480724 268 904 408 2725 W9
W8 
W10

533 61 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 640 800 880 960 1035 1115 1195 1275 1340 1400 1525 1655 1750 1850 1880

30 km/h 545 640 690 735 785 830 875 920 965 1010 1095 1215 1340

40 km/h 515 600 645 690 730 775 820 865 905 950 1025 1140 1250

50 km/h 545 585 625 665 705 745 785 825 865 935 1035 1140

KLEBER FITKER

WIDE SERIES - UP TO 180 HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 300/70R20 120A8/117B TL 523762 292 947 426 2814 W9
W8 
W10

542 71 31

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 710 830 890 950 1010 1075 1135 1195 1255 1315 1435 1615 1800 1980 2040

30 km/h 605 700 750 795 845 890 940 985 1035 1080 1175 1320 1460

40 km/h 580 665 710 755 795 840 885 925 970 1015 1100 1230 1360

50 km/h 610 650 690 730 770 810 850 890 930 1010 1130 1250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 320/70R20 123A8/120B TL 968538 320 980 442 2917 W10
W9 
W11

542 83 33

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 795 935 1005 1075 1145 1210 1280 1350 1420 1490 1630 1840 2045 2255 2325

30 km/h 675 785 840 895 950 1005 1060 1115 1170 1220 1330 1495 1660

40 km/h 630 730 785 835 885 935 990 1040 1090 1140 1245 1395 1550

50 km/h 665 710 755 805 850 895 940 985 1035 1125 1260 1400

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 360/70R20 129A8/126B TL 356982 366 1047 464 3107 W11
W9 
W10 
W12

664 108 31

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 950 1115 1200 1285 1365 1450 1530 1615 1700 1780 1950 2200 2445 2695 2780

30 km/h 800 930 1000 1065 1130 1195 1260 1325 1390 1455 1585 1785 1980

40 km/h 750 870 935 995 1055 1115 1180 1240 1300 1360 1485 1665 1850

50 km/h 800 855 915 970 1025 1080 1140 1195 1250 1365 1530 1700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 320/70R24 116A8/116B TL 920320 332 1103 496 3278 W10
W9 
W11

692 105 37

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1170 1225 1280 1330 1385 1440 1495 1545 1600 1710 1880

30 km/h 890 980 1025 1070 1115 1160 1205 1250 1295 1340

40 km/h 830 915 955 1000 1040 1080 1125 1165 1210 1250

50 km/h 915 955 1000 1040 1085 1125 1165 1210 1250

KLEBER FITKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 360/70R24 122A8/122B TL 513401 371 1153 517 3423 W11
W10 
W12

692 137 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1410 1475 1540 1605 1670 1735 1800 1865 1930 2060 2250

30 km/h 1070 1180 1230 1285 1340 1395 1450 1500 1555 1610

40 km/h 990 1090 1145 1195 1245 1295 1345 1400 1450 1500

50 km/h 1090 1140 1195 1245 1295 1345 1400 1450 1500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 380/70R24 125A8/125B TL 761981 390 1204 536 3569 W12
W11 
W13

700 161 41

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1550 1620 1695 1765 1835 1905 1980 2050 2120 2265 2480

30 km/h 1170 1290 1350 1410 1470 1530 1590 1650 1710 1770

40 km/h 1090 1200 1260 1315 1370 1425 1480 1540 1595 1650

50 km/h 1200 1255 1315 1370 1425 1480 1540 1595 1650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/70R24 136A8/136B TL 472806 437 1255 563 3727 W13
W12 

DW14L 
W14L

703 203 43

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 1315 1570 1695 1820 1945 2075 2200 2325 2430 2535 2745 2965 3135 3305 3360

30 km/h 1120 1300 1390 1480 1570 1660 1755 1850 1940 2035 2125 2265 2400

40 km/h 1030 1205 1290 1375 1465 1550 1640 1725 1815 1900 1985 2115 2240

50 km/h 1205 1290 1380 1465 1550 1640 1725 1815 1900 1985 2115 2240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/70R24 138A8/138B TL 984280 494 1338 589 3955 DW15L

DW14L 
W14L 
W15L 

DW16L 
W16L

710 276 46

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2210 2315 2415 2520 2620 2725 2825 2930 3030 3235 3540

30 km/h 1680 1850 1935 2020 2105 2190 2275 2360 2445 2530

40 km/h 1560 1720 1800 1880 1960 2040 2120 2200 2280 2360

50 km/h 1720 1800 1880 1960 2040 2120 2200 2280 2360

KLEBER FITKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 360/70R28 125A8/125B TL 761038 368 1263 565 3747 DW11
W10 
W12

726 153 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1550 1620 1695 1765 1835 1905 1980 2050 2120 2265 2480

30 km/h 1170 1290 1350 1410 1470 1530 1590 1650 1710 1770

40 km/h 1090 1200 1260 1315 1370 1425 1480 1540 1595 1650

50 km/h 1200 1255 1315 1370 1425 1480 1540 1595 1650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 380/70R28 127A8/127B TL 282375 392 1308 594 3881 W12
W11 
W13

732 179 41

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1640 1715 1795 1870 1945 2020 2100 2175 2250 2400 2630

30 km/h 1250 1375 1435 1500 1560 1620 1685 1745 1810 1870

40 km/h 1160 1280 1335 1395 1455 1515 1575 1630 1690 1750

50 km/h 1280 1340 1400 1455 1515 1575 1635 1690 1750

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/70R28 133A8/133B TL 655028 439 1366 608 4050 W13
W12 

DW14L 
W14L

821 231 42

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1930 2020 2110 2195 2285 2375 2465 2550 2640 2820 3090

30 km/h 1470 1615 1690 1760 1835 1910 1980 2055 2125 2200

40 km/h 1360 1500 1570 1640 1710 1780 1850 1920 1990 2060

50 km/h 1500 1570 1640 1710 1780 1850 1920 1990 2060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/70R28 145A8/145B TL 897634 486 1440 645 4275 DW15L

DW14L 
W14L 
W15L 

DW16L 
W16L

822 302 46

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 1725 2065 2235 2410 2580 2750 2920 3090 3220 3355 3620 3885 4085 4285 4350

30 km/h 1475 1715 1835 1960 2080 2200 2320 2440 2560 2680 2785 2945 3100

40 km/h 1360 1595 1710 1825 1945 2060 2170 2280 2390 2500 2600 2750 2900

50 km/h 1595 1710 1830 1945 2060 2170 2280 2390 2500 2600 2750 2900

KLEBER FITKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/70R30 134A8/131B TL 661829 410 1399 628 4217 W13
W12 

DW14L 
W14

734 205 41

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1460 1725 1825 1920 2055 2185 2280 2375 2500 2625 2835 3180

30 km/h 1230 1455 1560 1660 1770 1875 1980 2085 2180 2270

40 km/h 1150 1360 1455 1550 1650 1750 1850 1950 2035 2120

50 km/h 1250 1340 1425 1515 1600 1690 1775 1865 1950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 480/70R30 141A8/141B TL 347735 495 1483 662 4400 DW15L

DW14L 
W14L 
W15L 

DW16L 
W16L

754 317 48

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2410 2525 2635 2750 2860 2975 3085 3200 3310 3530 3860

30 km/h 1830 2015 2110 2200 2295 2390 2480 2575 2665 2760

40 km/h 1700 1875 1965 2050 2140 2230 2315 2405 2490 2580

50 km/h 1875 1965 2050 2140 2230 2315 2405 2490 2580

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 480/70R34 143A8/143B TL 481973 497 1592 707 4745 DW15L

DW14L 
W14L 
W15L 

DW16L 
W16L

704 345 47

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2550 2670 2790 2905 3025 3145 3265 3380 3500 3735 4090

30 km/h 1940 2135 2235 2330 2430 2530 2625 2725 2820 2920

40 km/h 1800 1985 2080 2170 2265 2360 2450 2545 2635 2730

50 km/h 1985 2080 2170 2265 2360 2450 2545 2635 2730

KLEBER FITKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 520/70R34 148A8/148B TL 289573 535 1654 734 4901 DW16L

DW15L 
W15L 
W16L 

DW18L 
W18L

823 422 51

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2950 3085 3225 3360 3495 3630 3770 3905 4040 4315 4730

30 km/h 2240 2465 2580 2690 2805 2920 3030 3145 3255 3370

40 km/h 2080 2295 2400 2510 2615 2720 2830 2935 3045 3150

50 km/h 2295 2400 2510 2615 2725 2830 2935 3045 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 480/70R38 145A8/145B TL 190745 492 1697 765 5045 DW15L

DW14L 
W14L 
W15L 

DW16L 
W16L

786 377 48

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2720 2845 2970 3095 3220 3345 3470 3595 3720 3970 4350

30 km/h 2060 2270 2370 2475 2580 2685 2790 2890 2995 3100

40 km/h 1910 2110 2205 2305 2405 2505 2605 2700 2800 2900

50 km/h 2110 2210 2310 2405 2505 2605 2705 2800 2900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/70R38 150A8/150B TL 759556 536 1765 783 5228 DW16L

DW15L 
W15L 
W16L 

DW18L 
W18L

824 464 51

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 3140 3285 3430 3575 3720 3865 4010 4155 4300 4590 5030

30 km/h 2380 2620 2740 2860 2980 3100 3220 3340 3460 3580

40 km/h 2210 2440 2550 2665 2780 2895 3010 3120 3235 3350

50 km/h 2440 2555 2670 2780 2895 3010 3125 3235 3350

KLEBER FITKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 580/70R38 155A8/155B TL 857504 606 1849 821 5478 DW18L W18L 825 590 56

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 3630 3800 3965 4135 4300 4470 4635 4805 4970 5305 5810

30 km/h 2760 3040 3175 3315 3455 3595 3735 3870 4010 4150

40 km/h 2560 2825 2955 3090 3220 3350 3485 3615 3750 3880

50 km/h 2820 2955 3085 3220 3350 3485 3615 3750 3880

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 620/70R42 160A8/160B TL 101641 631 1952 866 5783 DW20B (A) DW18L 802 658 56

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 3640 4055 4260 4470 4675 4885 5090 5300 5505 5715 6130 6750

30 km/h 3180 3510 3670 3835 4000 4165 4330 4490 4655 4820

40 km/h 2970 3275 3430 3580 3735 3890 4040 4195 4345 4500

50 km/h 3275 3430 3580 3735 3890 4040 4195 4345 4500

KLEBER FITKER

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).

WIDE SERIES - UP TO 180 HP TRACTORS
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320/85R20 119A8/116B TL
250/85R24 109A8/106B TL
280/85R24 115A8/112B TL
320/85R24 122A8/119B TL
340/85R24 130A8/127B TL
380/85R24 131A8/128B TL
420/85R24 142A8/139B TL
250/85R28 112A8/109B TL
280/85R28 118A8/115B TL

320/85R28 124A8/121B TL
340/85R28 127A8/124B TL
380/85R28 133A8/130B TL
420/85R28 144A8/141B TL
380/85R30 135A8/132B TL
420/85R30 140A8/137B TL
460/85R30 145A8/142B TL
320/85R32 126A8/123B TL
420/85R34 142A8/139B TL

460/85R34 147A8/144B TL
320/85R36 128A8/125B TL
340/85R36 132A8/129B TL
340/85R38 133A8/130B TL
420/85R38 144A8/141B TL
460/85R38 149A8/146B TL
520/85R38 155A8/152B TL
520/85R42 157A8/157B TL

KLEBER 
TRAKER
Offers longevity and reliability 
from 20’’ to 42’’.

SIZES

 RELIABILITY AND LONGEVITY
• Durable casing and high-quality rubber able to work hard.

 TRACTION
• A flat tread pattern to maximize contact with the ground.

• Designed for traction work.

STANDARD SERIES - UP TO 170 HP TRACTORS

TRACTORS - LOW & MEDIUM POWER 
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 320/85R20 119A8/116B TL 161882 332 1047 466 3104 W11
W8 
W10

444 105 38

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1160 1275 1335 1395 1455 1510 1570 1630 1690 1745 1865 2040

30 km/h 950 1050 1105 1155 1205 1255 1305 1360 1410 1460

40 km/h 980 1030 1075 1125 1170 1220 1265 1315 1360

50 km/h 980 1025 1070 1115 1160 1205 1250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 250/85R24 109A8/106B TL 162160 248 1042 472 3101 W8 W7 686 68 37

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 880 970 1015 1060 1105 1150 1195 1235 1280 1325 1415 1550

30 km/h 720 795 835 870 910 950 985 1025 1060 1100

40 km/h 740 775 815 850 885 920 960 995 1030

50 km/h 740 775 810 845 880 915 950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 280/85R24 115A8/112B TL 161767 288 1100 493 3267 W10 W9 692 88 37

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1040 1145 1195 1250 1300 1350 1405 1455 1510 1560 1665 1820

30 km/h 850 940 985 1030 1075 1120 1165 1210 1255 1300

40 km/h 870 915 960 1000 1045 1090 1135 1175 1220

50 km/h 870 910 955 995 1035 1080 1120

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 320/85R24 122A8/119B TL 161768 324 1149 516 3413 W11 W10 692 121 42

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1280 1410 1475 1540 1605 1670 1735 1795 1860 1925 2055 2250

30 km/h 1040 1155 1210 1270 1325 1380 1440 1495 1555 1610

40 km/h 1080 1135 1185 1240 1290 1345 1395 1450 1500

50 km/h 1060 1110 1160 1210 1260 1310 1360

KLEBER TRAKER
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 340/85R24 130A8/127B TL 760563 350 1186 535 3527 W12 W11 700 143 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 38 42

10 km/h 1410 1555 1625 1695 1765 1840 1910 1980 2050 2125 2265 2480 2620 2710 2850

30 km/h 1150 1275 1335 1400 1460 1520 1585 1645 1710 1770 1835 1935 2035

40 km/h 1190 1250 1305 1365 1420 1480 1535 1595 1650 1715 1805 1900

50 km/h 1170 1225 1280 1335 1390 1445 1500 1560 1645 1730

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 380/85R24 131A8/128B TL 161770 390 1252 551 3703 W13
W11 
W12

703 180 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1670 1840 1920 2005 2090 2175 2260 2340 2425 2510 2680 2930

30 km/h 1360 1505 1580 1650 1725 1800 1870 1945 2015 2090

40 km/h 1400 1470 1540 1605 1675 1745 1815 1880 1950

50 km/h 1400 1465 1535 1600 1665 1735 1800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/85R24 142A8/139B TL 875390 460 1329 598 3949 DW15L
DW14L 
W14L 
W15L

710 228 42

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 38 42

10 km/h 1970 2165 2265 2365 2465 2560 2660 2760 2860 2955 3155 3450 3645 3780 3975

30 km/h 1600 1770 1860 1945 2030 2115 2200 2290 2375 2460 2555 2695 2835

40 km/h 1660 1740 1820 1900 1980 2060 2140 2220 2300 2390 2520 2650

50 km/h 1650 1730 1805 1885 1965 2040 2120 2195 2300 2410

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 250/85R28 112A8/109B TL 162161 247 1142 520 3403 W8 W7 725 75 37

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 960 1055 1105 1150 1200 1250 1295 1345 1390 1440 1535 1680

30 km/h 780 865 905 950 990 1030 1075 1115 1160 1200

40 km/h 810 850 890 925 965 1005 1045 1080 1120

50 km/h 800 840 875 915 955 990 1030
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 280/85R28 118A8/115B TL
11.2 R28

161885 297 1200 543 3571 W10 W9 725 100 39

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1130 1245 1300 1355 1415 1470 1525 1585 1640 1695 1810 1980

30 km/h 920 1020 1065 1115 1165 1215 1265 1310 1360 1410

40 km/h 950 995 1045 1090 1135 1180 1230 1275 1320

50 km/h 950 995 1040 1085 1130 1175 1220

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 320/85R28 124A8/121B TL
12.4 R28

161772 322 1253 562 3721 W11 W10 726 134 42

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1370 1505 1575 1645 1715 1780 1850 1920 1990 2055 2195 2400

30 km/h 1110 1230 1290 1350 1410 1470 1530 1590 1650 1710

40 km/h 1150 1205 1265 1320 1375 1430 1490 1545 1600

50 km/h 1130 1185 1235 1290 1345 1395 1450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 340/85R28 127A8/124B TL
13.6 R28

161773 363 1307 586 3882 W12
W11 
W12L

732 155 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1500 1650 1725 1800 1875 1950 2025 2105 2180 2255 2405 2630

30 km/h 1220 1350 1415 1480 1545 1610 1675 1740 1805 1870

40 km/h 1260 1320 1385 1445 1505 1565 1630 1690 1750

50 km/h 1250 1310 1365 1425 1485 1540 1600

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 380/85R28 133A8/130B TL
14.9 R28

161774 391 1360 607 4034 W13
W11 
W12

821 204 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1760 1935 2025 2115 2205 2290 2380 2470 2560 2645 2825 3090

30 km/h 1430 1585 1660 1740 1815 1890 1970 2045 2125 2200

40 km/h 1480 1555 1625 1700 1770 1845 1915 1990 2060

50 km/h 1480 1550 1620 1690 1760 1830 1900

KLEBER TRAKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/85R28 144A8/141B TL
16.9 R28

955665 458 1435 647 4267 DW15L
DW14L 
W14L 
W15L

822 251 47

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 38 42

10 km/h 2080 2290 2395 2500 2605 2710 2815 2915 3020 3125 3335 3650 3855 3995 4200

30 km/h 1690 1870 1965 2055 2145 2235 2325 2420 2510 2600 2700 2850 3000

40 km/h 1750 1835 1920 2005 2090 2175 2260 2345 2430 2525 2660 2800

50 km/h 1750 1830 1915 1995 2075 2160 2240 2320 2435 2550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 380/85R30 135A8/132B TL
14.9 R30

161886 396 1413 628 4188 W13 W12 734 215 43

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1860 2050 2140 2235 2330 2425 2520 2610 2705 2800 2990 3270

30 km/h 1520 1680 1765 1845 1925 2005 2085 2170 2250 2330

40 km/h 1570 1645 1725 1800 1875 1950 2030 2105 2180

50 km/h 1560 1635 1705 1780 1855 1925 2000

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/85R30 140A8/137B TL
16.9 R30

161776 447 1474 657 4371 DW15L
DW14L 
W14L 
W15L

754 263 48

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2140 2355 2460 2570 2675 2785 2890 3000 3105 3215 3430 3750

30 km/h 1740 1930 2020 2115 2210 2305 2400 2490 2585 2680

40 km/h 1800 1890 1975 2065 2150 2240 2325 2415 2500

50 km/h 1790 1875 1960 2045 2130 2215 2300

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 460/85R30 145A8/142B TL
18.4 R30

161887 478 1547 681 4574 DW16L
DW15L 
W15L 
W16L

757 326 50

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2480 2730 2855 2980 3105 3230 3355 3475 3600 3725 3975 4350

30 km/h 2020 2235 2345 2450 2560 2670 2775 2885 2990 3100

40 km/h 2090 2190 2295 2395 2495 2595 2700 2800 2900

50 km/h 2070 2165 2265 2360 2455 2555 2650

KLEBER TRAKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 320/85R32 126A8/123B TL
12.4 R32

161888 330 1356 615 4037 W11 W10 760 153 40

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1450 1595 1670 1745 1815 1890 1965 2035 2110 2185 2330 2550

30 km/h 1180 1310 1370 1435 1500 1565 1630 1690 1755 1820

40 km/h 1220 1280 1340 1400 1460 1520 1580 1640 1700

50 km/h 1210 1265 1325 1380 1435 1495 1550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 420/85R34 142A8/139B TL
16.9 R34

161777 442 1581 708 4693 DW15L
DW14L 
W14L 
W15L

704 293 46

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2270 2500 2610 2725 2840 2955 3070 3180 3295 3410 3640 3980

30 km/h 1840 2040 2140 2240 2340 2440 2540 2640 2740 2840

40 km/h 1910 2005 2095 2190 2280 2375 2465 2560 2650

50 km/h 1900 1990 2075 2165 2255 2340 2430

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 460/85R34 147A8/144B TL
18.4 R34

161778 488 1659 737 4916 DW16L
DW15L 
W15L 
W16L

823 355 50

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2630 2895 3025 3160 3290 3420 3555 3685 3820 3950 4215 4610

30 km/h 2140 2370 2485 2600 2715 2830 2945 3060 3175 3290

40 km/h 2210 2320 2430 2535 2645 2755 2865 2970 3080

50 km/h 2180 2285 2385 2490 2595 2695 2800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 320/85R36 128A8/125B TL
12.4 R36

161779 323 1461 667 4357 W11 W10 779 165 43

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1540 1695 1770 1850 1925 2005 2080 2160 2235 2315 2470 2700

30 km/h 1250 1385 1455 1520 1590 1660 1725 1795 1860 1930

40 km/h 1300 1365 1425 1490 1550 1615 1675 1740 1800

50 km/h 1290 1350 1410 1470 1530 1590 1650

KLEBER TRAKER
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* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 340/85R36 132A8/129B TL
13.6 R36

161780 354 1503 684 4478 W12 W11 780 192 43

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1710 1880 1970 2055 2140 2225 2310 2400 2485 2570 2740 3000

30 km/h 1390 1540 1615 1690 1765 1840 1915 1990 2065 2140

40 km/h 1440 1510 1580 1650 1720 1790 1860 1930 2000

50 km/h 1440 1510 1575 1645 1715 1780 1850

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 340/85R38 133A8/130B TL
13.6 R38

161781 361 1563 714 4661 W12 W11 795 194 46

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1760 1935 2025 2115 2205 2290 2380 2470 2560 2645 2825 3090

30 km/h 1430 1585 1660 1740 1815 1890 1970 2045 2125 2200

40 km/h 1480 1555 1625 1700 1770 1845 1915 1990 2060

50 km/h 1480 1550 1620 1690 1760 1830 1900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 420/85R38 144A8/141B TL
16.9 R38

161782 445 1665 748 4947 DW15L
DW14L 
W14L 
W15L

786 323 48

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2390 2630 2750 2875 2995 3115 3235 3355 3475 3595 3840 4200

30 km/h 1950 2160 2265 2370 2475 2580 2685 2790 2895 3000

40 km/h 2020 2120 2215 2315 2410 2510 2605 2705 2800

50 km/h 2010 2105 2200 2295 2390 2485 2580

max 40 km/h FRT 2425 2540 2660 2775 2895 3010 3125 3360

KLEBER TRAKER

STANDARD SERIES - UP TO 170 HP TRACTORS



TECHNICAL DATABOOK | 2022 - 09 242

AGRICULTURE 
TYRES TECHNICAL 
DATABOOK

2

TRACTORS - LOW & MEDIUM POWER

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

44AG TYRES TECHNICAL DATABOOK | 2022-05

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 460/85R38 149A8/146B TL
18.4 R38

161783 488 1754 786 5208 DW16L
DW15L 
W15L 
W16L

824 383 50

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 2780 3060 3200 3340 3480 3620 3760 3900 4040 4180 4460 4880

30 km/h 2260 2505 2625 2750 2870 2990 3115 3235 3360 3480

40 km/h 2340 2455 2570 2680 2795 2910 3025 3135 3250

50 km/h 2340 2450 2560 2670 2780 2890 3000

max 40 km/h FRT 2810 2945 3085 3220 3355 3490 3630 3900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/85R38 155A8/152B TL
20.8 R38

161784 541 1838 820 5452 DW18L
DW16L 
W16L 
W18L

825 518 56

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 3310 3645 3810 3975 4145 4310 4475 4645 4810 4975 5310 5810

30 km/h 2700 2990 3135 3280 3425 3570 3715 3860 4005 4150

40 km/h 2790 2925 3065 3200 3335 3470 3610 3745 3880

50 km/h 2770 2900 3030 3160 3290 3420 3550

max 40 km/h FRT 3350 3515 3680 3840 4005 4170 4335 4660

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 520/85R42 157A8/157B TL
20.8 R42

656000 557 1948 867 5776 DW18L
DW16L 
W18L 
W16L

802 545 52

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 3520 3875 4055 4230 4410 4590 4765 4945 5120 5300 5655 6190

30 km/h 2870 3180 3330 3485 3640 3795 3950 4100 4255 4410

40 km/h 2970 3115 3260 3405 3550 3690 3835 3980 4125

50 km/h 3260 3405 3550 3695 3835 3980 4125

max 40 km/h FRT 3565 3740 3910 4085 4260 4430 4605 4950

KLEBER TRAKER

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).

STANDARD SERIES - UP TO 170 HP TRACTORS
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7.50R16 100A8 TL
7.50R18 102A8 TL
7.50R20 104A8 TL
9.5R20 108A8 TL
11.2R20 111A8 TL

8.3R24 106A8 TL
9.5R24 107A8 TL
11.2R24 114A8 TL
13.6R24 121A8 TL
14.9R24 126A8 TL

9.5R28 109A8 TL
11.2R28 116A8 TL
12.4R28 121A8 TL
13.6R28 123A8 TL
14.9R28 128A8 TL

SPECIALITY TYRES

KLEBER 
SUPER VIGNE

Tyres designed for viticulture.

SIZES

 PROTECTS PLANT COVER
• Tread pattern designed for vineyards and orchards.

 ROBUSTNESS
• Rubber and casing that resist cuts and tears.

TRACTORS - LOW & MEDIUM POWER 
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 7.50R16 100A8 TL 460305 200 796 357 2388 5.50F
317 
431

32 25

Bar 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9 3.2 3.5
Psi 15 17 19 20 22 23 26 30 35 38 42 46 51

10 km/h 670 760 890 1020 1055 1100 1150 1200

30 km/h 430 475 500 525 545 570 605 660 715 750 805 860

40 km/h 520 555 610 660 695 750 800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

18 7.50R18 102A8 TL 574346 200 854 394 2553 5.50F
440 
441

34 25

Bar 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9 3.2 3.5
Psi 15 17 19 20 22 23 26 30 35 38 42 46 51

10 km/h 710 805 940 1080 1115 1170 1225 1280

30 km/h 450 505 530 555 585 610 650 705 760 800 855 910

40 km/h 550 590 645 700 740 795 850

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 7.50R20 104A8 TL 401887 200 904 409 2718 5.50F
655 
660

44 25

Bar 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9 3.2 3.5
Psi 15 17 19 20 22 23 26 30 35 38 42 46 51

10 km/h 750 850 1000 1150 1185 1240 1295 1350

30 km/h 480 535 565 595 620 650 690 745 805 845 900 960

40 km/h 590 630 685 745 785 840 900

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 9.5R20 108A8 TL 283935 245 938 437 2811 W8 W7 533 59 27

Bar 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9 3.2 3.5
Psi 15 17 19 20 22 23 26 30 35 38 42 46 51

10 km/h 830 945 1110 1280 1320 1380 1440 1500

30 km/h 540 600 630 660 690 720 765 830 895 940 1005 1070

40 km/h 650 695 760 825 870 935 1000

KLEBER SUPER VIGNE

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 11.2R20 111A8 TL 963152 288 983 440 2918 W9
W8 
W10

542 74 28

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1100 1200 1245 1295 1345 1395 1495 1640

30 km/h 780 860 935 1015 1055 1090 1130 1170

40 km/h 870 945 980 1015 1055 1090

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 8.3R24 106A8 TL 257555 210 984 454 2951 W7 686 49 25

Bar 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.6 2.9 3.2 3.5
Psi 17 19 20 22 23 26 30 35 38 42 46 51

10 km/h 790 895 1055 1210 1250 1310 1370 1430

30 km/h 570 600 625 655 680 725 785 850 895 955 1020

40 km/h 620 665 725 790 830 890 950

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 9.5R24 107A8 TL 571677 240 1027 463 3053 W8 W7 686 60 33

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 990 1075 1120 1160 1205 1245 1330 1460

30 km/h 690 760 830 900 935 970 1005 1040

40 km/h 780 845 880 915 945 980

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 11.2R24 114A8 TL 162123 297 1084 488 3250 W10 W9 89 36

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1190 1295 1350 1400 1455 1505 1610 1770

30 km/h 840 925 1010 1090 1135 1175 1220 1260

40 km/h 940 1020 1060 1100 1140 1180

KLEBER SUPER VIGNE

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 13.6R24 121A8 TL 162125 356 1188 534 3577 W12 W11 700 143 40

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1470 1600 1665 1730 1795 1855 1985 2180

30 km/h 1030 1135 1240 1340 1395 1445 1500 1550

40 km/h 1160 1255 1305 1355 1400 1450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 14.9R24 126A8 TL 162167 383 1241 551 3678 W13 W12 703 174 38

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1640 1805 1890 1970 2055 2135 2300 2550

30 km/h 1160 1290 1425 1555 1620 1690 1755 1820

40 km/h 1200 1325 1450 1515 1575 1640 1700

50 km/h 1180 1305 1365 1425 1490 1550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 9.5R28 109A8 TL 188404 235 1128 527 3364 W8 W7 725 76 34

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1040 1135 1180 1225 1270 1320 1410 1550

30 km/h 730 805 880 950 990 1025 1065 1100

40 km/h 820 890 925 960 995 1030

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 11.2R28 116A8 TL 162127 290 1191 540 3545 W10 W9 725 98 36

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1270 1380 1435 1490 1545 1605 1715 1880

30 km/h 890 980 1070 1160 1205 1250 1295 1340

40 km/h 1000 1085 1125 1165 1210 1250

KLEBER SUPER VIGNE

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 12.4R28 121A8 TL 162128 335 1258 568 3720 W11
W8 
W9

726 122 35

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1470 1600 1665 1730 1795 1855 1985 2180

30 km/h 1030 1135 1240 1340 1395 1445 1500 1550

40 km/h 1160 1255 1305 1355 1400 1450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 13.6R28 123A8 TL 162129 362 1280 577 3806 W12 W11 732 150 37

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1570 1710 1775 1845 1915 1985 2125 2330

30 km/h 1100 1210 1325 1435 1490 1550 1605 1660

40 km/h 1240 1345 1395 1445 1500 1550

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 14.9R28 128A8 TL 162166 382 1348 603 4025 W13
W12 
W13

821 197 37

Bar 0.6 0.8 1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 15 17 19 20 22 23 26 30

10 km/h 1730 1905 1995 2085 2170 2260 2435 2700

30 km/h 1220 1360 1505 1645 1715 1790 1860 1930

40 km/h 1270 1405 1535 1600 1670 1735 1800

50 km/h 1240 1375 1440 1505 1575 1640

KLEBER SUPER VIGNE

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).

SPECIALITY TYRES



TECHNICAL DATABOOK | 2022 - 09 248

AGRICULTURE 
TYRES TECHNICAL 
DATABOOK

2
50AG TYRES TECHNICAL DATABOOK | 2022-05

260/70R16 109A8/106B TL
280/70R16 112A8/109B TL
300/70R20 119A8/116B TL
320/70R20 123A8/120B TL
360/70R20 129A8/126B TL
420/70R30 134A8/131B TL

KLEBER 
SUPER 8L

SIZES

 LONG TYRE LIFE

 VERSATILITY

 RELIABILITY AND EFFICIENCY

SPECIALITY TYRES

Tyres designed for viticulture.

TRACTORS - LOW & MEDIUM POWER 
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 260/70R16 109A8/106B TL 161811 256 776 348 2304 W8 W9 184 45 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 520 615 660 705 755 800 850 895 940 990 1080 1220 1365 1505 1550

30 km/h 440 515 550 585 625 660 695 735 770 805 880 990 1100

40 km/h 410 480 515 550 580 615 650 685 720 755 825 925 1030

50 km/h 445 475 505 535 565 595 625 655 685 745 835 925

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

16 280/70R16 112A8/109B TL 161686 276 805 361 2404 W9
W10L 
W8L 
W8

184 50 29

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 580 680 730 780 830 880 930 980 1030 1080 1180 1330 1480 1630 1680

30 km/h 490 570 610 650 685 725 765 805 845 885 965 1080 1200

40 km/h 460 535 570 605 645 680 715 755 790 825 900 1010 1120

50 km/h 490 525 560 590 625 660 695 725 760 830 930 1030

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 300/70R20 119A8/116B TL 161414 292 960 431 2852 W9
W8 
W10

542 71 31

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 710 830 890 950 1010 1075 1135 1195 1255 1315 1435 1615 1800 1980 2040

30 km/h 620 715 760 805 855 900 945 995 1040 1085 1180 1320 1460

40 km/h 580 665 710 755 795 840 885 925 970 1015 1100 1230 1360

50 km/h 610 650 690 730 770 810 850 890 930 1010 1130 1250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 320/70R20 123A8/120B TL 161740 315 990 442 2934 W10
W9 
W11

542 83 32

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 800 940 1010 1080 1150 1215 1285 1355 1425 1495 1635 1845 2050 2260 2330

30 km/h 670 780 835 890 945 1000 1055 1110 1165 1220 1330 1495 1660

40 km/h 630 730 785 835 885 935 990 1040 1090 1140 1245 1395 1550

50 km/h 670 715 760 805 855 900 945 990 1035 1125 1265 1400

KLEBER SUPER 8L

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 360/70R20 129A8/126B TL 161867 358 1062 470 3144 W11
W9 
W10 
W12

664 108 41

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1 2.4 2.7 2.8
Psi 9 12 13 15 16 17 19 20 22 23 26 30 35 39 41

10 km/h 950 1115 1200 1285 1365 1450 1530 1615 1700 1780 1950 2200 2445 2695 2780

30 km/h 800 930 995 1060 1130 1195 1260 1325 1390 1455 1585 1785 1980

40 km/h 750 870 935 995 1055 1115 1180 1240 1300 1360 1485 1665 1850

50 km/h 800 855 915 970 1025 1080 1140 1195 1250 1365 1530 1700

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 420/70R30 134A8/131B TL 161033 420 1412 638 4202 W13
W12 

DW14L 
W14

734 205 41

Bar 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.8 2.1
Psi 9 12 13 15 16 17 19 20 22 23 26 30

10 km/h 1460 1690 1805 1920 2035 2150 2265 2375 2490 2605 2835 3180

30 km/h 1230 1440 1540 1645 1750 1855 1960 2060 2165 2270

40 km/h 1150 1345 1440 1540 1635 1730 1830 1925 2025 2120

50 km/h 1250 1340 1425 1515 1600 1690 1775 1865 1950

KLEBER SUPER 8L

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).

SPECIALITY TYRES
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340/75R20 117A8/114B TT
14.9LR20 119A8/116B TL
16.9R30 137A8/134B TL

KLEBER 
SUPER G
The tyre that protects
your pastures.

SIZES

 PROTECTS PASTURES
• Wide rounded lugs help reduce damage to the grass.

 WORKING ON SLOPES
• Special shoulder design to maximise hold on slopes.

SPECIALITY TYRES

TRACTORS - LOW & MEDIUM POWER 
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

54AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 340/75R20 117A8/114B TT 160884 333 1045 470 3114 W11 664 113 29

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.1
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 30

10 km/h 1150 1220 1290 1365 1435 1505 1575 1645 1715 1790 1930

30 km/h 730 795 860 920 985 1050 1115 1180 1240 1305 1370

40 km/h 670 730 795 855 920 980 1040 1105 1165 1230 1290

50 km/h 840 895 955 1010 1065 1125 1180

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 14.9LR20 119A8/116B TL 286656 390 1092 491 3246 13
W11 
W12

664 130 30

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.1
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 30

10 km/h 1210 1285 1360 1435 1510 1585 1665 1740 1815 1890 2040

30 km/h 770 840 910 975 1045 1115 1185 1255 1320 1390 1460

40 km/h 710 775 840 905 970 1035 1100 1165 1230 1295 1360

50 km/h 890 950 1010 1070 1130 1190 1250

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 16.9R30 137A8/134B TL 450712 439 1470 657 4362 DW15L
DW14L 
W14L 
W15L

754 263 32

Bar 0.6 0.7 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.1
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 30

10 km/h 2050 2175 2305 2430 2560 2685 2815 2940 3070 3195 3450

30 km/h 1300 1415 1530 1650 1765 1880 1995 2110 2230 2345 2460

40 km/h 1210 1320 1430 1535 1645 1755 1865 1975 2080 2190 2300

50 km/h 1520 1620 1720 1820 1920 2020 2120

KLEBER SUPER G

SPECIALITY TYRES

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.

• For ploughing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single tyre configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% of time on road.
• 10 km/h LT (Low Torque) (max speed 10 km/h).
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KLEBER 
CROPKER
The narrow tyre designed
for crop protection

SIZES

 PRODUCTIVITY
• Excellent traction thanks to optimal tread pattern and architecture

• Improved self-cleaning with this new generation of tread pattern.

 HIGH QUALITY CROP PROTECTION
• Improved plant protection.

 ROBUSTNESS AND LONGEVITY
• Improved casing, surpass former Kleber Super 3. 

230/95R32 128D/131A8 TL
270/95R32 136D/139A8 TL
230/95R36 130D/133A8 TL
270/95R36 139D/142A8 TL
270/95R38 140D/143A8 TL

230/95R40 132D/135A8 TL
270/95R42 141D/144A8 TL
300/95R42 147D/150A8 TL
230/95R44 134D/137A8 TL
270/95R44 142D/145A8 TL

300/95R46 148D/151A8 TL
230/95R48 136D/139A8 TL
270/95R48 144D/147A8 TL
300/95R52 151D/154A8 TL
270/95R54 146D/149A8 TL

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 230/95R32 128D/131A8 TL
9.5 R 32

002322 225 1256 587 3768 W7 W8 758 66 31

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 1615 1785 1955 2045 2135 2220 2310 2405 2505 2600 2695 2795 2890 2975 3060

25 km/h Cyc 1405 1470 1535 1595 1660 1730 1800 1870 1935 2005 2075 2135 2195

30 km/h 1325 1385 1445 1505 1565 1630 1695 1760 1825 1890 1955 2015 2070

40 km/h 1260 1320 1375 1435 1490 1550 1615 1675 1735 1800 1860 1915 1970

40 km/h FRT 2160

50 km/h 1210 1265 1320 1375 1430 1490 1550 1610 1665 1725 1785 1840 1890

50 km/h FRT 1960

65 km/h 1150 1205 1255 1310 1360 1415 1475 1530 1585 1645 1700 1750 1800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 270/95R32 136D/139A8 TL
11.2 R 32

227326 276 1320 617 3957 W9
W8 
W10

763 101 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2005 2235 2465 2570 2680 2785 2890 3010 3130 3250 3365 3485 3605 3710 3810

25 km/h Cyc 1770 1845 1925 2000 2075 2160 2245 2330 2415 2500 2585 2660 2735

30 km/h 1670 1740 1815 1885 1955 2035 2115 2200 2280 2360 2440 2510 2575

40 km/h 1590 1660 1725 1795 1860 1935 2015 2090 2165 2245 2320 2390 2455

40 km/h FRT 2690

50 km/h 1525 1590 1655 1720 1785 1860 1930 2005 2080 2150 2225 2290 2350

50 km/h FRT 2440

65 km/h 1450 1515 1575 1640 1700 1770 1840 1910 1980 2050 2120 2180 2240

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 230/95R36 130D/133A8 TL
9.5 R 36

239482 224 1335 623 4003 W7 W8 779 87 31

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 1700 1845 1985 2130 2270 2370 2470 2570 2665 2765 2865 2965 3060 3145 3230

25 km/h Cyc 1480 1555 1625 1700 1770 1840 1910 1985 2055 2125 2195 2260 2320

30 km/h 1395 1465 1535 1600 1670 1735 1805 1870 1935 2005 2070 2130 2185

40 km/h 1330 1395 1460 1525 1590 1655 1715 1780 1845 1905 1970 2025 2080

40 km/h FRT 2280

50 km/h 1275 1340 1400 1465 1525 1585 1645 1710 1770 1830 1890 1945 1995

50 km/h FRT 2070

65 km/h 1215 1275 1335 1390 1450 1510 1565 1625 1685 1740 1800 1850 1900

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 270/95R36 139D/142A8 TL
11.2 R 36

659295 260 1415 651 4207 W9
W8 
W10

779 121 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2185 2350 2520 2685 2850 2980 3110 3240 3370 3500 3630 3770 3910 4020 4130

25 km/h Cyc 1890 1965 2045 2120 2195 2295 2400 2500 2600 2705 2805 2885 2965

30 km/h 1785 1855 1930 2000 2070 2165 2260 2360 2455 2550 2645 2720 2795

40 km/h 1695 1765 1835 1900 1970 2060 2155 2245 2335 2430 2520 2590 2660

40 km/h FRT 2915

50 km/h 1630 1695 1760 1825 1890 1980 2065 2155 2240 2330 2415 2485 2550

50 km/h FRT 2650

65 km/h 1550 1615 1675 1740 1800 1885 1965 2050 2135 2215 2300 2365 2430

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 270/95R38 140D/143A8 TL
11.2 R 38

559899 274 1469 677 4410 W9
W8 
W10

779 125 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2245 2485 2720 2825 2935 3040 3145 3290 3435 3580 3720 3865 4010 4130 4250

25 km/h Cyc 1950 2025 2105 2180 2255 2360 2465 2570 2670 2775 2880 2965 3050

30 km/h 1840 1915 1985 2060 2130 2230 2325 2425 2520 2620 2715 2795 2875

40 km/h 1750 1820 1890 1955 2025 2120 2210 2305 2400 2490 2585 2665 2740

40 km/h FRT 3000

50 km/h 1680 1745 1815 1880 1945 2035 2125 2215 2300 2390 2480 2555 2625

50 km/h FRT 2725

65 km/h 1600 1665 1725 1790 1850 1935 2020 2105 2190 2275 2360 2430 2500

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

40 230/95R40 132D/135A8 TL
9.5 R 40

265784 223 1446 675 4311 W7 W8 92 31

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 1800 1945 2085 2230 2370 2475 2580 2685 2790 2895 3000 3115 3230 3315 3400

25 km/h Cyc 1570 1635 1700 1765 1830 1910 1995 2075 2155 2240 2320 2380 2440

30 km/h 1480 1540 1605 1665 1725 1800 1880 1955 2030 2110 2185 2245 2300

40 km/h 1405 1465 1525 1585 1645 1720 1790 1865 1935 2010 2080 2135 2190

40 km/h FRT 2400

50 km/h 1350 1405 1465 1520 1575 1645 1715 1785 1855 1925 1995 2050 2100

50 km/h FRT 2180

65 km/h 1285 1340 1395 1445 1500 1565 1635 1700 1765 1835 1900 1950 2000

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 270/95R42 141D/144A8 TL
11.2 R 42

502916 287 1563 745 4690 W9
W8 
W10

122 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2310 2510 2710 2905 3105 3245 3380 3520 3660 3795 3935 4095 4250 4315 4380

25 km/h Cyc 2075 2150 2230 2305 2380 2490 2605 2715 2825 2940 3050 3095 3140

30 km/h 1955 2030 2100 2175 2245 2350 2455 2560 2665 2770 2875 2920 2960

40 km/h 1860 1930 2000 2065 2135 2235 2335 2440 2540 2640 2740 2780 2820

40 km/h FRT 3090

50 km/h 1785 1850 1920 1985 2050 2145 2240 2340 2435 2530 2625 2665 2705

50 km/h FRT 2810

65 km/h 1700 1765 1825 1890 1950 2040 2135 2225 2315 2410 2500 2540 2575

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 300/95R42 147D/150A8 TL
12.4 R 42

349230 309.3 1627 762 4866 W9
W8 
W10

155 35

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2720 2945 3170 3390 3615 3780 3940 4105 4265 4430 4590 4760 4930 5080 5230

25 km/h Cyc 2380 2485 2595 2700 2805 2930 3050 3175 3295 3420 3540 3645 3750

30 km/h 2245 2345 2445 2545 2645 2760 2875 2990 3105 3220 3335 3435 3535

40 km/h 2135 2230 2330 2425 2520 2630 2740 2850 2955 3065 3175 3270 3365

40 km/h FRT 3690

50 km/h 2050 2140 2235 2325 2415 2520 2625 2730 2835 2940 3045 3140 3230

50 km/h FRT 3350

65 km/h 1950 2040 2125 2215 2300 2400 2500 2600 2700 2800 2900 2990 3075

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 230/95R44 134D/137A8 TL
9.5 R 44

625299 219.1 1547 728 4645 W7 W8 102 31

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 1905 2060 2210 2365 2515 2625 2735 2845 2950 3060 3170 3285 3400 3505 3605

25 km/h Cyc 1660 1735 1805 1880 1950 2030 2115 2195 2275 2360 2440 2515 2585

30 km/h 1565 1635 1705 1770 1840 1915 1995 2070 2145 2225 2300 2370 2440

40 km/h 1490 1555 1620 1685 1750 1825 1895 1970 2045 2115 2190 2255 2320

40 km/h FRT 2545

50 km/h 1430 1495 1555 1620 1680 1750 1820 1890 1960 2030 2100 2165 2225

50 km/h FRT 2310

65 km/h 1360 1420 1480 1540 1600 1665 1735 1800 1865 1935 2000 2060 2120

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 270/95R44 142D/145A8 TL
11.2 R 44

699532 287 1619 768 4856 W9
W8 
W10

813 144 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2380 2570 2765 2955 3145 3295 3450 3600 3750 3905 4055 4220 4380 4445 4505

25 km/h Cyc 2075 2165 2260 2350 2440 2555 2675 2790 2905 3025 3140 3190 3235

30 km/h 1955 2040 2130 2215 2300 2410 2520 2630 2740 2850 2960 3005 3050

40 km/h 1860 1945 2025 2110 2190 2295 2400 2505 2610 2715 2820 2860 2900

40 km/h FRT 3180

50 km/h 1785 1865 1945 2020 2100 2200 2300 2405 2505 2605 2705 2745 2785

50 km/h FRT 2890

65 km/h 1700 1775 1850 1925 2000 2095 2190 2290 2385 2480 2575 2615 2650

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 300/95R46 148D/151A8 TL
12.4 R 52

097180 299 1734 813 5203 W9
W8 
W10

835 191 35

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2890 3195 3500 3660 3815 3975 4130 4290 4455 4615 4775 4940 5100 5230 5355

25 km/h Cyc 2515 2630 2740 2855 2965 3080 3195 3315 3430 3545 3660 3755 3845

30 km/h 2370 2475 2585 2690 2795 2905 3015 3125 3230 3340 3450 3540 3625

40 km/h 2255 2355 2460 2560 2660 2765 2870 2975 3075 3180 3285 3370 3450

40 km/h FRT 3780

50 km/h 2165 2260 2360 2455 2550 2650 2750 2850 2950 3050 3150 3230 3310

50 km/h FRT 3435

65 km/h 2060 2155 2245 2340 2430 2525 2620 2715 2810 2905 3000 3075 3150

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

48 230/95R48 136D/139A8 TL
9.5 R 48

973505 224 1659 786 4989 W7 W8 835 109 31

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2005 2235 2465 2570 2680 2785 2890 3010 3130 3250 3365 3485 3605 3710 3810

25 km/h Cyc 1770 1845 1925 2000 2075 2160 2245 2330 2415 2500 2585 2660 2735

30 km/h 1670 1740 1815 1885 1955 2035 2115 2200 2280 2360 2440 2510 2575

40 km/h 1590 1660 1725 1795 1860 1935 2015 2090 2165 2245 2320 2390 2455

40 km/h FRT 2690

50 km/h 1525 1590 1655 1720 1785 1860 1930 2005 2080 2150 2225 2290 2350

50 km/h FRT 2440

65 km/h 1450 1515 1575 1640 1700 1770 1840 1910 1980 2050 2120 2180 2240

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

48 270/95R48 144D/147A8 TL
11.2 R 48

199409 277 1736 819 5217 W9
W8 
W10

835 130 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2550 2745 2940 3135 3330 3475 3620 3770 3915 4060 4205 4355 4505 4630 4760

25 km/h Cyc 2195 2295 2390 2490 2585 2695 2800 2910 3020 3125 3235 3325 3415

30 km/h 2070 2165 2255 2350 2440 2540 2645 2745 2845 2950 3050 3135 3220

40 km/h 1970 2060 2145 2235 2320 2415 2515 2610 2705 2805 2900 2985 3065

40 km/h FRT 3360

50 km/h 1890 1975 2060 2140 2225 2320 2410 2505 2600 2690 2785 2865 2940

50 km/h FRT 3050

65 km/h 1800 1880 1960 2040 2120 2210 2295 2385 2475 2560 2650 2725 2800

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

52 300/95R52 151D/154A8 TL
12.4 R 52

747425 297 1886 888 5664 W9
W10 
W8

816 182 35

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 3060 3385 3705 3875 4045 4210 4380 4570 4760 4955 5145 5335 5525 5695 5865

25 km/h Cyc 2660 2780 2900 3020 3140 3280 3415 3555 3690 3830 3965 4090 4210

30 km/h 2505 2620 2735 2845 2960 3090 3220 3350 3480 3610 3740 3855 3970

40 km/h 2385 2495 2605 2710 2820 2945 3065 3190 3315 3435 3560 3670 3780

40 km/h FRT 4140

50 km/h 2290 2395 2500 2600 2705 2825 2940 3060 3180 3295 3415 3520 3625

50 km/h FRT 3760

65 km/h 2180 2280 2380 2475 2575 2690 2800 2915 3025 3140 3250 3350 3450

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

54 270/95R54 146D/149A8 TL
11.2 R 54

718149 275 1887 896 5679 W9
W8 
W10

816 174 33

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2720 3020 3315 3440 3565 3685 3810 3970 4125 4285 4445 4600 4760 4930 5100

25 km/h Cyc 2380 2470 2560 2645 2735 2850 2960 3075 3190 3300 3415 3540 3660

30 km/h 2245 2330 2410 2495 2575 2685 2790 2900 3005 3115 3220 3335 3450

40 km/h 2135 2215 2295 2375 2455 2555 2660 2760 2860 2965 3065 3175 3285

40 km/h FRT 3600

50 km/h 2050 2125 2200 2275 2350 2450 2545 2645 2745 2840 2940 3045 3150

50 km/h FRT 3270

65 km/h 1950 2025 2095 2170 2240 2335 2425 2520 2615 2705 2800 2900 3000

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER CROPKER

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.  

• For use on slopes of more than 20%, add 0.4 bar 
• For intensive road use exceeding 50% time on road, add 0.4 bar
• Use 10, 25 or 30 km/h cyclic loading tables for field use only, 
 travel with full load not to exceed 1,5 km
• FRT: Free Rolling Tyre

SPECIALITY TYRES
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KLEBER 
SUPER 3
A high quality row crop tyre 
designed to protect your crops.

SIZES

 ROBUSTNESS AND LONGEVITY
• High load capacity

• Good self cleaning

 OPTIMAL DEVELOPMENT
    FOR ROW-CROPS
• Shape of shoulder perfectly adapted for plant protection.

210/95R32 114A8/114B TL
210/95R44 120A8/120B TL

ROW CROP

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 210/95R32 114A8/114B TL 231707 212 1212 569 3638 W7 758 67 29

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 23 26 29 32 35 38 41

10 km/h Cyc 1240 1340 1440 1540 1640 1705 1770

25 km/h 1110 1160 1210 1260 1310

30 km/h 1070 1120 1165 1215 1260

30 km/h Cyc 1140 1195 1245 1300 1350

40 km/h 1000 1045 1090 1135 1180

50 km/h 1180

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 210/95R44 120A8/120B TL 169754 216 1534 723 4608 W7 81 29

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8
Psi 23 26 29 32 35 38 41

10 km/h Cyc 1460 1590 1720 1850 1980 2040 2100

25 km/h 1310 1370 1430 1490 1550

30 km/h 1260 1320 1380 1440 1500

30 km/h Cyc 1350 1415 1475 1540 1600

40 km/h 1180 1235 1290 1345 1400

50 km/h 1400

KLEBER SUPER 3

SPECIALITY TYRES

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.  

• For use on slopes of more than 20%, add 0.4 bar 
• For intensive road use exceeding 50% time on road, add 0.4 bar
• Use 10, 25 or 30 km/h cyclic loading tables for field use only, 
 travel with full load not to exceed 1,5 km
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KLEBER 
LUGKER
KLEBER’s offer
for telescopic handlers used
for agricultural purposes

SIZES

 OPTIMISED DAMAGE RESISTANCE
• Puncture resistance thanks to two metal crown plies.

 GOOD TRACTION CAPABILITY
• Lug angle and special design to optimise traction on soft ground.

 VERY GOOD STABILITY
• Thanks to the rigidity of the sidewalls there is less deformation 

when loaded and therefore greater precision during lifting operations.

TELEHANDLERS

400/70R20 IND 149A8/149B TL
460/70R24 IND 159A8/159B TL
500/70R24 IND 164A8/164B TL

SPECIALITY TYRES
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

KLEBER LUGKER

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 400/70R20 IND 149A8/149B TL 478302 412 1062 480 3160 W13

13 
14 
12 

12SDC 
13SDC 
DW13

664 139 30

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 1910 2120 2335 2545 2760 2970 3180 3395 3605 3820 4030 4245 4455 4670 4880

25 km/h 1730 1885 2045 2200 2355 2510 2670 2825 2980 3140 3295 3455 3610

30 km/h 1660 1810 1965 2115 2265 2415 2570 2720 2870 3025 3175 3330 3480

40 km/h 1550 1690 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

50 km/h 1550 1690 1825 1965 2100 2240 2375 2515 2650 2800 2950 3100 3250

Stat 2930 3255 3580 3905 4230 4555 4880 5205 5530 5855 6180 6505 6830 7155 7480

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 460/70R24 IND 159A8/159B TL
17.5 LR 24

968722 469 1240 560 3704 DW15L

14 
DW14L 
DW16L 

16

710 217 34

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2570 2855 3140 3425 3710 3995 4280 4565 4850 5135 5420 5705 5990 6275 6560

25 km/h 2320 2530 2745 2955 3165 3375 3585 3800 4010 4225 4435 4650 4860

30 km/h 2240 2445 2650 2850 3055 3260 3460 3665 3870 4075 4275 4480 4680

40 km/h 2120 2310 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

50 km/h 2120 2310 2505 2695 2885 3075 3270 3460 3650 3830 4015 4195 4375

Stat 3940 4375 4815 5250 5690 6125 6560 7000 7435 7875 8310 8750 9185 9625 10060

Ø
inches Description CAI e 

mm
D

mm
R’ 

mm
RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 500/70R24 IND 164A8/164B TL
19.5 LR 24

265461 511 1298 582 3830 DW16L
DW15L 

16
710 264 34

Bar 1.6 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6 3.8 4 4.2 4.4
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 61 64

10 km/h Cyc 2930 3255 3585 3910 4240 4565 4890 5220 5545 5875 6200 6525 6850 7175 7500

25 km/h 2650 2890 3135 3375 3615 3855 4100 4340 4580 4825 5065 5310 5550

30 km/h 2560 2795 3025 3260 3490 3725 3955 4190 4420 4655 4885 5120 5350

40 km/h 2360 2580 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

50 km/h 2360 2580 2800 3020 3245 3465 3685 3905 4125 4345 4565 4780 5000

Stat 4500 5000 5500 6000 6500 7000 7500 8000 8500 9000 9500 10000 10500 11000 11500

SPECIALITY TYRES

*IMPORTANT

The inflation pressure must always be appropriate for the load per tyre, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2020/11). Technical data is subject to change without prior 
notice.  

• For use on side slopes: add 0.4 bar.
• For heavy road use, add 0.4 bar.
• Stat: static load.
• 10 km/h Cyc: max. speed 10 km/h with cyclic load.



TECHNICAL DATABOOK | 2022 - 09

AGRICULTURE 
TYRES TECHNICAL 
DATABOOK

2
2645AG TYRES TECHNICAL DATABOOK | 2020-11

 STAGE 1

Identify the relevant SRI using the original size.
Speed Radius Index (SRI) is a parameter used to calculate the theoretical speed of vehicles for homologation procedures 
by vehicles manufacturers and for the interchangeability of different tyre sizes.

EQUIVALENCE CHART

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825
580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925

Ø DIMENSIONS SRI

38

650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44

210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775
750/70R44 1025

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
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balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*
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De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e
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6e 60 %
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8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER
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NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................
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DAT DE KLANT MOET BETALEN:  ........................................................................................
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

Commerciële
Garanties
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................

MIC-11051 - BROCHURE-FR-NL.indd   9 8/03/18   18:07
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)
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Garanties
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................

MIC-11051 - BROCHURE-FR-NL.indd   9 8/03/18   18:07
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

Commerciële
Garanties
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

Commerciële
Garanties
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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GARANTIE OP MATERIALEN EN VAKMANSCHAP

*  Het resterende bedrag dat de eigenaar moet betalen (na de wettelijke garantieperiode, zonder dat een restbedrag open blijft staan) wordt als volgt berekend: het percentage dat in de onderstaande tabellen is vermeld, wordt 
vermenigvuldigd met de aankoopwaarde van een nieuwe band op het moment van vervanging. Alle montage-, voorrij- en andere bijkomende kosten zijn voor de klant.

**  De nieuwe band moet hetzelfde zijn als de gedemonteerde band. Als de band niet meer verkrijgbaar is, wordt deze vervangen door een band van hetzelfde merk in dezelfde afmeting en dezelfde belastings- en 
snelheidsindex. Als er geen alternatieve oplossing beschikbaar is, dient u contact op te nemen met een Taurus-accountmanager voor meer informatie.

Niet gedekt door deze garanties
Banden die niet meer bruikbaar zijn vanwege:

•  beschadiging op de akker of de weg (bijv. sneden, scheuren, perforatie, 
schade door een obstakel) en schade door stoppels (loopvlak 
beschadigd door stoppels),

•  verkeerde montage van de band, verkeerd gebalanceerde wielen of 
onjuist uitgevoerde reparaties,

•  ongeschikte velgen: te klein, versleten of verkeerd gemonteerd,

•  gebruik dat niet volgens de regels is, slecht onderhoud, onderspanning, 
overspanning, overbelasting, gebruik bij te hoge snelheden,

•  een ongeval, brand, chemische corrosie, verontreiniging, beschadiging 
van de band door vandalisme,

•  de toevoeging van vulproducten, antilekproducten, 
balanceerproducten, gewichten enz.

•  een mechanisch probleem met het voertuig, zoals een verkeerd 
uitgelijnde voor- of achteras,

•  effecten van klimaatverandering of ozon,

•  belasting of snelheid die veel hoger zijn dan aanbevolen

Jaar
van gebruik 

Taurus-landbouwbanden

RESTANT DAT DE EIGENAAR MOET BETALEN*

1er Geen kosten voor de klant.
De band wordt gratis vervangen**

De montage- en voorrijkosten
worden door Taurus betaald2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

in aanvulling op alle wettelijke garanties

Wilt u gebruikmaken van deze garantie, raadpleeg dan de 
volledige voorwaarden op http://ag.warranty.taurus-tyres.com/ 
of neem contact op met uw dealer.

IN TE VULLEN DOOR UW TAURUS-ACCOUNTMANAGER

NAAM DEALER:  ....................................................................................................................................

NAAM TAURUS-ACCOUNTMANAGER: .........................................................................

NAAM KLANT : .......................................................................................................................................

MAAT &TYPE BAND:  ........................................................................................................................

RESTEREND PERCENTAGE  
DAT DE KLANT MOET BETALEN:  ........................................................................................
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)

Commerciële
Garanties
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GARANTIE COMMERCIALE

* Le montant du pneu restant à la charge du client utilisateur sera calculé sur la base d’un pourcentage défini selon les indications des tableaux ci-dessus multiplié par 
le « prix de vente au détail » du pneu neuf en vigueur à la date du remplacement. L’ensemble des frais de montage, de déplacement sur site ou de services connexes 
seront à la charge du client.

** Ce pneu devra être le même que le pneu démonté. Si ce pneu n’est plus disponible à la vente, il sera remplacé par un pneu de même marque, de taille équivalente et 
de mêmes indices de charge et de vitesse. S’il n’existe plus de solution de subsitution, contactez un représentant de la marque TAURUS pour plus de détails.

Ne sont pas couverts par ces garanties
Les pneus rendus inutilisables par :

•  un dommage au champ ou sur route (par exemple : coupure, 
déchirure, crevaison, dommage suite à un impact) ou un « stubble 
damage » (agressions de la bande de roulement par les chaumes) ;

•  un montage inapproprié du pneu, un mauvais équilibrage pneu/
volant ou une réparation mal effectuée ;

•  des jantes non adaptées : jantes trop petites, détériorées  
ou montage inaproprié ;

•  une utilisation non conforme, un mauvais entretien,  
un sous-gonflage, un surgonflage, une surcharge, une utilisation  
à une vitesse excessive ;

•  un accident, un incendie, une corrosion chimique,  
une contamination, l’altération du pneu ou un acte de vandalisme ;

•  l’ajout de produits de remplissage, de produits anti-crevaison,  
de produits d’équilibrage, de lests, etc. ;

•  un problème mécanique sur le véhicule, comme un mauvais 
alignement du train avant ou arrière ;

• les changements climatiques ou les effets de l’ozone ;

•  une charge ou une vitesse excessive par rapport aux indices 
recommandés.

Année  
d’utilisation Pneus Taurus agricoles

POURCENTAGE DU PNEU RESTANT 
À LA CHARGE DU CLIENT UTILISATEUR*

1er Aucun frais
Pneu remplacé gratuitement**  

et frais de montage/déplacement  
à la charge de Taurus2e

3e 30 %

4e 40 %

5e 50 %

6e 60 %

7e 70 %

8e 80 %

9 e 90 %

10e 100 %

Pour bénéficier de cette garantie,  
consultez les modalités complètes sur  
fr.taurus-tyres.com ou contactez votre revendeur.

Nouvelle garantie commerciale 
en complément de toutes garanties légales

Garantie 
commerciale
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READING THE TECHNICAL DATA

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 14.9 R30 129A8/126B TL  527022 384 1408 633 4185 W13 W12 734 211 46

(TL) Tubeless

(OD) Overall diameter in millimeters

(LR) Loaded Radius in millimeters

(RC) Rolling Circumference in millimeters

(SW) Section Width in millimeters

Rim diameter in inches

Local country & International Product Code

Important notes for TYRE use appear at the end of technical data pages 
for each range.

Maximum speed in km/h Load per tyre in kg

Pressure scale in bar and psi

Bar 0.4 0.6 0.8 0.9 1 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2
Psi 6 9 12 13 15 16 17 19 20 22 23 25 26 28 29

65 km/h 2180 2500 2690 2875 3065 3250 3405 3565 3720 3875 3970 4065 4155 4250

70 km/h 2000 2295 2470 2640 2815 2985 3130 3270 3415 3555 3640 3730 3815 3900

65 km/h Dual 1920 2180 2310 2440 2570 2700 2830 2960 3090 3220 3350 3480 3610 3740
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 STAGE 1
Identify the relevant SRI using the original size.
SRI: «Speed Radius Index» is a parameter used to calculate the theoretical speed of vehicles for homologation procedures in the European 
Union and for the interchangeability of different TYRE sizes.

Ø DIMENSIONS SRI

16

6.50R16 360
7.50R16 390
250/80R16 390
260/70R16 360
280/65R16 360
280/70R16 390
320/65R16 390

18

7.50R18 410
280/70R18 410
320/65R18 410
340/65R18 425

20

7.50R20 425
9.5R20 450
11.2R20 475
12.4R20 500
13.6R20 525
14.9LR20 525
260/80R20 450
280/70R20 425
280/85R20 475
300/70R20 450
320/70R20 475
320/85R20 500
340/65R20 450
340/75R20 500
360/70R20 500
380/70R20 525
380/75R20 525
420/65R20 500
440/65R20 525

24

8.3R24 475
250/85R24 (9.5R24) 500
280/85R24 (11.2R24) 525
300/70R24 500
320/70R24 525
320/85R24 (12.4R24) 550
340/85R24 (13.6R24) 575
360/70R24 550
380/70R24 575
380/85R24 (14.9R24) 600
400/70R24 575
420/65R24 550
420/70R24 600
420/85R24 (16.9R24) 625
440/65R24 575
460/70R24 600
480/65R24 600
480/70R24 625
500/70R24 625
540/65R24 625

25 1000/50R25 750

Ø DIMENSIONS SRI

26

480/70R26 650
23.1-26 750
520/80R26 700
540/65R26 650
580/70R26 675
620/70R26 725
620/75R26 750
750/50R26 675
750/65R26 750

28

9.5R28 550
250/85R28 550
280/85R28 (11.2R28) 575
320/70R28 575
320/85R28 (12.4R28) 600
340/65R28 550
340/85R28 (13.6R28) 625
360/70R28 600
380/70R28 625
380/85R28 (14.9R28) 650
420/65R28 600
420/70R28 650
420/75R28 650
420/85R28 (16.9R28) 675
440/65R28 625
480/60R28 625
480/65R28 650
480/70R28 675
520/60R28 650
540/65R28 675
600/60R28 675
600/65R28 700
600/70R28 725

30

380/85R30 (14.9R30) 675
420/70R30 675
420/85R30 (16.9R30) 700
420/90R30 725
460/85R30 (18.4R30) 725
480/70R30 700
480/75R30 700
520/70R30 725
520/85R30 775
540/65R30 700
600/60R30 700
600/65R30 725
600/70R30 750
620/70R30 775
620/75R30 800
650/70R30 800
650/75R30 800
710/55R30 725
710/60R30 750

Ø DIMENSIONS SRI

32

210/95R32   (8.3R32) 575
230/95R32   (9.5R32) 600
270/95R32   (11.2R32) 625
320/85R32 (12.4R32) 650
650/75R32 (24.5R32) 825
680/75R32 (30.5LR32) 875
680/85R32 925
800/65R32 875
800/70R32 925
900/60R32 925
1000/55R32 875
1050/50R32 875

34

320/85R34 675
380/85R34 725
420/85R34 (16.9R34) 750
460/85R34 (18.4R34) 775
480/70R34 750
520/70R34 775
520/75R34 775
540/65R34 750
600/60R34 750
600/65R34 775
620/75R34 825
650/60R34 775
650/65R34 825
650/75R34 875
710/60R34 825
710/75R34 925

36

210/95R36  (8.3R36) 625
230/95R36  (9.5R36) 650
270/95R36  (11.2R36) 675
320/85R36 (12.4R36) 700
340/85R36 (13.6R36) 725

38

270/95R38  (11.2R38) 700
320/85R38 (12.4R38) 725
340/85R38 (13.6R38) 750
380/80R38 750
380/95R38 800
400/75R38 (15.5R38) 750
420/85R38 (16.9R38) 800
460/85R38 (18.4R38) 825
480/70R38 800
520/70R38 825
520/85R38 (20.8R38) 875
540/65R38 800
600/60R38 800
600/65R38 825
650/60R38 825

Ø DIMENSIONS SRI

38

580/70R38 875
620/70R38 875
650/65R38 875
650/75R38 925
650/85R38 975
680/75R38 925
710/60R38 875
710/70R38 925
710/85R38 1025
750/65R38 925
800/70R38 975
900/60R38 975

40 230/95R40  (9.5R40) 700

42

270/95R42  (11.2R42) 750
300/95R42 (12.4R42) 800
320/90R42 800
480/80R42 (18.4R42) 875
520/85R42 (20.8R42) 925
580/85R42 975
620/70R42 925
650/65R42 925
650/85R42 1025
710/60R42 925
710/70R42 975
710/75R42 1025
900/50R42 925
900/60R42 1025

44
210/95R44  (8.3R44) 725
230/95R44  (9.5R44) 750
270/95R44  (11.2R44) 775

46

270/95R46 (11.2R46) 800
300/95R46  (12.4R46) 825
320/90R46 825
340/85R46 (13.6R46) 825
380/90R46 875
420/80R46 875
480/80R46 925
520/85R46 (20.8R46) 975
620/70R46 975
750/75R46 ≥ 1075
900/65R46 ≥ 1075

48
230/95R48  (9.5R48) 800
270/95R48  (11.2R48) 825
340/85R48 (13.6R48) 875

50

320/90R50 875
380/90R50 925
420/95R50 975
480/80R50 975
480/95R50 1025

52 300/95R52  (12.4R52) 925

54
270/95R54  (11.2R54) 925
320/90R54 925
380/90R54 975

EQUIVALENCE CHART
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EQUIVALENCE CHART

SRI ÉQUIVALENCES

360
6.50R16
260/70R16
280/65R16

390

7.50R16
250/80R16
280/70R16
320/65R16

410
7.50R18
280/70R18
320/65R18

425
7.50R20
280/70R20
340/65R18

450

9.5R20
260/80R20
300/70R20
340/65R20

475

11.2R20
280/85R20
320/70R20
8.3R24

500

250/85R24 // 9.5R24
300/70R24
320/85R20 // 12.4R24
340/75R20
360/70R20
420/65R20

525

280/85R24 // 11.2R24
320/70R24
380/70R20
380/75R20 // 13.6R20
14.9LR20
440/65R20

550

250/85R28 // 9.5R28
320/85R24 // 12.4R24
340/65R28
360/70R24
420/65R24

575

210/95R32  // 8.3R32
280/85R28 // 11.2R28
320/70R28
340/85R24 // 13.6R24
380/70R24
400/70R24
440/65R24

600

230/95R32 // 9.5R32
320/85R28 // 12.4R28
360/70R28
380/85R24 // 14.9R24
420/65R28
420/70R24
460/70R24
480/65R24

SRI ÉQUIVALENCES

625

210/95R36 // 8.3R36
270/95R32  // 11.2R32
340/85R28 // 13.6R28
380/70R28
420/85R24 // 16.9R24
440/65R28
480/60R28
480/70R24
500/70R24
540/65R24

650

230/95R36 // 9.5R36
320/85R32 // 12.4R32
380/85R28 // 14.9R28
420/70R28
420/75R28
480/65R28
480/70R26
520/60R28
540/65R26

675

270/95R36 // 11.2R36
320/85R34 // 12.4R34
380/85R30 // 14.9R30
420/70R30
420/85R28 // 16.9R28
480/70R28
540/65R28
580/70R26
600/60R28
750/50R26

700

230/95R40  // 9.5R40
270/95R38 // 11.2R38
320/85R36 // 12.4R36
420/85R30 // 16.9R30
480/70R30
480/75R30
520/80R26
540/65R30
600/60R30
600/65R28

725

210/95R44 // 8.3R44
320/85R38 // 12.4R38
340/85R36
380/85R34
420/90R30
460/85R30 // 18.4R30
520/70R30
600/65R30
600/70R28
620/70R26
710/55R30

SRI ÉQUIVALENCES

750

230/95R44 // 9.5R44
270/95R42 // 11.2R42
340/85R38 // 13.6R38
380/80R38
400/75R38 // 15.5R38
420/85R34 // 16.9R34
480/70R34
540/65R34
600/60R34
600/70R30
620/75R26 // 23.1R26
710/60R30
750/65R26
1000/50R25

775

270/95R44  // 11.2R44
460/85R34 // 18.4R34
520/85R30
520/70R34
520/75R34
600/65R34
620/70R30
650/60R34

800

230/95R48 // 9.5R48
270/95R46 // 11.2R46
300/95R42 // 12.4R42
320/90R42
380/95R38
420/85R38 // 16.9R38
480/70R38
540/65R38
600/60R38
620/75R30
650/70R30
650/75R30

825 
(1.75m)

270/95R48 // 11.2R48
300/95R46 // 12.4R46
320/90R46
340/85R46 // 13.6R46
460/85R38 // 18.4R38
520/70R38
600/65R38
620/75R34
650/75R32 // 24.5R32
650/65R34
650/60R38
710/60R34

SRI ÉQUIVALENCES

875 
(1.85m)

320/90R50
340/85R48 // 13.6R48
380/90R46
420/80R46
480/80R42 // 18.4R42
520/85R38 // 20.8R38
580/70R38
620/70R38
650/65R38
650/75R34
680/75R32 // 30.5LR32
710/60R38
800/65R32
1000/55R32
1050/50R32

925 
(1.95m)

270/95R54 // 11.2R54
300/95R52 // 12.4R52
320/90R54
380/90R50
480/80R46
520/85R42 // 20.8R42
620/70R42
650/65R42
650/75R38
680/75R38
680/85R32
710/60R42
710/70R38
710/75R34
750/65R38
800/70R32
900/50R42
900/60R32

975 
(2.05m)

380/90R54
420/95R50
480/80R50
520/85R46 // 20.8R46
580/85R42
620/70R46
650/85R38
710/70R42
800/70R38
900/60R38

1025 
(2.15m)

480/95R50
650/85R42
710/75R42
710/85R38
900/60R42

≥ 1075 
(2.30m)

750/75R46
900/65R46

 STAGE 2
Based on the SRI obtained, establish the possible tyre size equivalents.
IMPORTANT : 
• In no case does the SRI correspond to a specific tread circumference value. Its use in these tables is purely indicative. 
 Verification measurements must be taken.
• Any changes mean you must calculate the axle ratios, evaluate weight distributions and check that the rim widths and diameters are compatible 
 (see technical pages)
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TAURUS 
POINT HP

SIZES

600/65 R28 154A8/154B TL 
600/70 R30 158A8/158B TL 
710/70 R38 171A8/171B TL 
650/85 R38 173A8/173B TL 
710/70 R42 173D TL

 Durability and comfort
  - Lug depth

  - Longevity and comfort on the road thanks to the tread pattern

 Endurance and comfort
  - TAURUS casing

 Self cleaning
  - Lug shape

  - Inter-lugs

TRACTORS - HIGH POWER
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

TAURUS POINT HP

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 600/65 R28 154A8/154B TL  084072 591 1491 746 4402 DW20B (A) DW18 DW18L 717 405 48

Bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 12 15 17 20 23 26 29 30 32 33 35 36 38 39 41

10 km/h ** 2990 3360 3690 4020 4350 4565 4775 4880 4990 5095 5200 5305 5415 5520 5625

30 km/h 2220 2525 2805 3090 3370 3530 3695 3775 3855 3935 4015

40 km/h 2055 2360 2625 2885 3150 3300 3450 3525 3600 3675 3750

50 km/h 2360 2625 2885 3150 3300 3450 3525 3600 3675 3750

40 km/h Dual 1810 2075 2305 2540 2770 2905 3035 3100 3170 3235 3300

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 600/70 R30 158A8/158B TL  424355 591 1602 700 4730 DW20B (A) DW18L 737 450 50

Bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 12 15 17 20 23 26 29 30 32 33 35 36 38 39 41

10 km/h ** 3325 3750 4175 4600 5025 5250 5475 5590 5700 5815 5925 6040 6150 6265 6375

30 km/h 2480 2835 3190 3550 3905 4065 4230 4310 4390 4470 4550

40 km/h 2325 2650 2985 3315 3650 3800 3950 4025 4100 4175 4250

50 km/h 2325 2650 2985 3315 3650 3800 3950 4025 4100 4175 4250

40 km/h Dual 2045 2330 2625 2915 3210 3345 3475 3540 3610 3675 3740

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 710/70 R38 171A8/171B TL  381004 719 1969 860 5838 DW23B (A)
DW25B (A) 
MW23B (A) 
MW25B (A)

804 811 55

Bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 12 15 17 20 23 26 29 30 32 33 35 36 38 39 41

10 km/h ** 4865 5475 6090 6700 7315 7635 7950 8110 8270 8430 8590 8750 8905 9065 9225

30 km/h 3630 4145 4655 5160 5670 5900 6125 6240 6355 6465 6580

40 km/h 3390 3875 4350 4825 5300 5515 5725 5830 5940 6045 6150

50 km/h 3390 3875 4350 4825 5300 5515 5725 5830 5940 6045 6150

40 km/h Dual 2985 3410 3830 4245 4665 4850 5040 5130 5225 5315 5410
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

TAURUS POINT HP

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/85 R38 173A8/173B TL  192125 696 2066 903 6135 DW23B (A)
DW20B (A) 
MW23B (A)

804 857 56

Bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 12 15 17 20 23 26 29 30 32 33 35 36 38 39 41

10 km/h ** 5000 5625 6250 6875 7500 7875 8250 8440 8625 8815 9000 9190 9375 9565 9750

30 km/h 3745 4280 4795 5315 5830 6110 6395 6535 6675 6815 6955

40 km/h 3500 4000 4485 4965 5450 5715 5975 6105 6240 6370 6500

50 km/h 3500 4000 4485 4965 5450 5715 5975 6105 6240 6370 6500

40 km/h Dual 3080 3520 3945 4370 4795 5025 5260 5375 5490 5605 5720

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 710/70 R42 173D TL 402666 716 2082 933 6181 DW23B (A)
DW25B (A)  

 MW23B (A) | 
MW25B (A)

802 872 59

Bar 0.8 1.0 1.2 1.4 1.6 1.8 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.8
Psi 12 15 17 20 23 26 29 30 32 33 35 36 38 39 41

10 km/h ** 4800 5325 6000 6675 7350 8025 8700 8830 8965 9095 9225 9355 9490 9620 9750

30 km/h 4065 4660 5250 5845 6440 6700 6960 7085 7215 7345 7475

40 km/h 3855 4425 4990 5560 6130 6380 6625 6750 6875 6995 7120

50 km/h 3695 4240 4790 5335 5880 6115 6355 6470 6590 6705 6825

65 km/h 4000 4535 5065 5600 5825 6050 6165 6275 6390 6500

40 km/h Dual 3405 3905 4400 4900 5395 5615 5830 5940 6050 6155 6265

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.

• For plowing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single TYRE configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).
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440/65 R24 128A8/128B TL 
480/65 R24 133A8/133B TL 
480/65 R28 136A8/136B TL 
540/65 R28 142A8/142B TL 
540/65 R30 143A8/143B TL 

540/65 R34 145A8/145B TL 
600/65 R34 151A8/151B TL 
600/65 R38 153A8/153B TL 
650/65 R38 157A8/157B TL 
650/65 R42 158A8/158B TL 

TAURUS 
POINT 65

EXTRA WIDE SERIES - UP TO 200HP TRACTORS

TRACTORS - LOW & MEDIUM POWER

SIZES

 Tread pattern providing greater soil protection

 Lower tyre pressure

 Improved yield
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*
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TAURUS POINT 65

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 440/65 R24 128A8/128B TL  529617 430 1194 528 3542 DW14L
DW13 DW15L 

W13 W14L W15L
703 154 39

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 1645 1840 1940 2040 2110 2185 2255 2325 2420 2515 2605 2700

30 km/h 1260 1455 1560 1660 1725 1795 1860 1925

40 km/h 1360 1455 1550 1615 1675 1740 1800

50 km/h 1360 1455 1550 1615 1675 1740 1800

40 km/h Dual 1045 1200 1285 1365 1420 1475 1530 1585

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/65 R24 133A8/133B TL  224881 471 1234 548 3657 DW15L
DW14L W14L 

W15L
710 218 40

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 1860 2040 2140 2235 2335 2430 2530 2625 2740 2860 2975 3090

30 km/h 1420 1660 1770 1875 1960 2040 2125 2205

40 km/h 1550 1650 1750 1830 1905 1985 2060

50 km/h 1550 1650 1750 1830 1905 1985 2060

40 km/h Dual 1200 1365 1455 1540 1610 1680 1745 1815

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/65 R28 136A8/136B TL  632102 479 1337 591 3959 DW15L
DW14L W14L 

W15L
822 242 42

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 1995 2235 2355 2475 2630 2785 2935 3090 3155 3220 3285 3350

30 km/h 1560 1795 1915 2035 2125 2220 2310 2400

40 km/h 1650 1775 1900 1985 2070 2155 2240

50 km/h 1650 1775 1900 1985 2070 2155 2240

EXTRA WIDE SERIES - UP TO 200HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*
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TAURUS POINT 65

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 540/65 R28 142A8/142B TL  987252 529 1414 622 4187 DW16L DW18L W16L 822 317 45

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 2000 2335 2665 2835 3000 3125 3250 3375 3500 3625 3750 3875 4000

30 km/h 1605 1870 2135 2270 2400 2510 2620 2730 2840

40 km/h 1750 2000 2120 2240 2345 2445 2550 2650

50 km/h 2000 2120 2240 2345 2445 2550 2650

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 540/65 R30 143A8/143B TL  391329 522 1470 648 4347 DW16L
DW18L W16L 

W18L
754 333 45

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 2480 2785 2935 3090 3285 3475 3670 3860 3920 3975 4035 4090

30 km/h 1925 2190 2325 2460 2575 2690 2800 2915

40 km/h 2060 2180 2300 2405 2515 2620 2725

50 km/h 2060 2180 2300 2405 2515 2620 2725

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 540/65 R34 145A8/145B TL  688712 540 1560 692 4621 DW16L
DW18L W16L 

W18L
704 364 44

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 2325 2610 2895 3040 3180 3325 3465 3610 3750 3870 3990 4110 4230 4350

30 km/h 1765 2070 2370 2525 2675 2785 2890 3000 3105

40 km/h 1650 1935 2215 2360 2500 2600 2700 2800 2900

50 km/h 1650 1935 2215 2360 2500 2600 2700 2800 2900

40 km/h Dual 1450 1700 1950 2075 2200 2290 2375 2465 2550

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 600/65 R34 151A8/151B TL  681849 591 1644 736 4880 DW20B (A) DW18L W18L 823 461 47

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 3110 3485 3675 3860 4025 4190 4355 4520 4680 4845 5010 5175

30 km/h 2420 2755 2930 3105 3250 3400 3545 3690

40 km/h 2575 2740 2900 3040 3175 3315 3450

50 km/h 2575 2740 2900 3040 3175 3315 3450

40 km/h Dual 1950 2265 2410 2550 2670 2795 2915 3035

EXTRA WIDE SERIES - UP TO 200HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

12AG TYRES TECHNICAL DATABOOK | 2022-05

TAURUS POINT 65

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 600/65 R38 153A8/153B TL  579551 591 1745 787 5188 DW20B (A) DW18L W18L 825 498 51

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 3290 3690 3890 4090 4265 4435 4610 4785 4955 5130 5300 5475

30 km/h 2530 2925 3090 3250 3415 3580 3740 3905

40 km/h 2735 2905 3075 3220 3365 3505 3650

50 km/h 2735 2905 3075 3220 3365 3505 3650

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 650/65 R38 157A8/157B TL  764412 645 1811 812 5378 DW20B (A) 825 599 52

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 3680 4145 4380 4610 4805 4995 5190 5380 5575 5765 5960 6150

30 km/h 2880 3290 3480 3665 3855 4040 4230 4415

40 km/h 3265 3510 3750 3845 3940 4030 4125

50 km/h 3265 3510 3750 3845 3940 4030 4125

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 650/65 R42 158A8/158B TL  271958 633 1924 858 5708 DW20B (A) 802 643 52

Bar 0.6 0.8 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0 2.1
Psi 9 12 15 16 17 19 20 22 23 25 26 28 29 30

10 km/h ** 2925 3505 4080 4370 4655 4945 5235 5520 5810 5935 6055 6180 6300

30 km/h 2525 3070 3610 3765 3925 4080 4235 4395 4550

40 km/h 2360 2865 3370 3515 3665 3810 3955 4105 4250

50 km/h 2360 2865 3370 3515 3665 3810 3955 4105 4250

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.

• For plowing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single TYRE configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).

EXTRA WIDE SERIES - UP TO 200HP TRACTORS
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320/70 R24 116A8/116B TL 
360/70 R24 122A8/122B TL 
380/70 R24 125A8/125B TL 
420/70 R24 130A8/130B TL 
480/70 R24 138A8/138B TL 
360/70 R28 125A8/125B TL 

380/70 R28 127A8/127B TL 
420/70 R28 133A8/133B TL 
480/70 R28 140A8/140B TL 
480/70 R30 141A8/141B TL 
480/70 R34 143A8/143B TL 
520/70 R34 148A8/148B TL 

480/70 R38 145A8/145B TL 
520/70 R38 150A8/150B TL 
580/70 R38 155A8/155B TL 
620/70 R42 160A8/160B TL 

TAURUS 
POINT 70

SIZES

 Low profile tyres result in more benefits 
     when working the land

 Heavy-duty design for agricultural work

WIDE SERIES - UP TO 180HP TRACTORS

TRACTORS - LOW & MEDIUM POWER
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TRACTORS - LOW & MEDIUM POWER

* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

14AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 320/70 R24 116A8/116B TL  723294 311 1092 495 3252 W10 W11 692 104 39

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1130 1195 1255 1320 1385 1450 1515 1580 1645 1705 1770 1835 1900

30 km/h 850 915 980 1040 1105 1170 1235 1295 1360

40 km/h 800 855 915 970 1025 1080 1140 1195 1250

50 km/h 1250

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 360/70 R24 122A8/122B TL  007646 357 1152 514 3416 W11 W10 W12 692 124 40

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1330 1405 1485 1560 1635 1710 1785 1860 1935 2015 2090 2165 2240

30 km/h 1030 1100 1175 1245 1315 1385 1460 1530 1600

40 km/h 950 1020 1090 1155 1225 1295 1365 1430 1500

50 km/h 1500

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 380/70 R24 125A8/125B TL  604562 380 1190 525 3521 W12 W11 W13 700 140 41

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1450 1530 1610 1695 1775 1860 1940 2020 2105 2185 2265 2350 2430

30 km/h 1120 1200 1280 1355 1435 1515 1595 1670 1750

40 km/h 1060 1135 1210 1280 1355 1430 1505 1575 1650

50 km/h 1650

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 420/70 R24 130A8/130B TL  677050 415 1245 553 3690 W13
DW14L W12 

W14L
703 194 42

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1700 1800 1900 2000 2100 2200 2300 2400 2500 2600 2700 2800 2900

30 km/h 1320 1415 1505 1600 1690 1785 1875 1970 2060

40 km/h 1215 1300 1385 1470 1560 1645 1730 1815 1900

50 km/h 1900

TAURUS POINT 70

WIDE SERIES - UP TO 180HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

15AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 480/70 R24 138A8/138B TL  928586 479 1316 577 3888 DW15L
DW14L DW16L 

W14L W15L 
W16L

710 241 45

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2095 2215 2335 2455 2580 2700 2820 2945 3065 3185 3305 3430 3550

30 km/h 1600 1715 1825 1940 2050 2165 2275 2390 2500

40 km/h 1500 1610 1715 1825 1930 2040 2145 2255 2360

50 km/h 2360

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 360/70 R28 125A8/125B TL  423583 357 1251 563 3717 W11 W10 W12 726 138 40

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1450 1530 1610 1695 1775 1860 1940 2020 2105 2185 2265 2350 2430

30 km/h 1120 1200 1280 1355 1435 1515 1595 1670 1750

40 km/h 1030 1110 1185 1265 1340 1420 1495 1575 1650

50 km/h 1650

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 380/70 R28 127A8/127B TL  405953 380 1293 583 3842 W12 W11 W13 732 156 41

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1580 1670 1755 1845 1935 2025 2115 2205 2295 2380 2470 2560 2650

30 km/h 1215 1300 1385 1470 1560 1645 1730 1815 1900

40 km/h 1120 1200 1280 1355 1435 1515 1595 1670 1750

50 km/h 1750

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 420/70 R28 133A8/133B TL  212493 419 1350 605 4008 W13
DW14L W12 

W14L
821 219 42

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1810 1915 2020 2125 2230 2340 2445 2550 2655 2760 2865 2970 3075

30 km/h 1400 1500 1595 1695 1790 1890 1985 2085 2180

40 km/h 1320 1415 1505 1600 1690 1785 1875 1970 2060

50 km/h 2060

TAURUS POINT 70

WIDE SERIES - UP TO 180HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

16AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 480/70 R28 140A8/140B TL  976420 476 1422 633 4214 DW15L
DW14L DW16L 

W14L W15L 
W16L

822 293 46

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2250 2375 2500 2625 2750 2875 3000 3125 3250 3375 3500 3625 3750

30 km/h 1700 1830 1955 2085 2215 2340 2470 2595 2725

40 km/h 1600 1715 1825 1940 2050 2165 2275 2390 2500

50 km/h 2500

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 480/70 R30 141A8/141B TL  683605 479 1480 661 4392 DW15L
DW14L DW16L 

W14L W15L 
W16L

754 307 45

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2320 2450 2580 2710 2840 2970 3095 3225 3355 3485 3615 3745 3875

30 km/h 1750 1880 2015 2145 2275 2405 2540 2670 2800

40 km/h 1650 1765 1880 1995 2115 2230 2345 2460 2575

50 km/h 2575

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 480/70 R34 143A8/143B TL  369476 468 1583 709 4701 DW15L
DW14L DW16L 

W14L W15L 
W16L

704 334 48

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2390 2525 2655 2790 2925 3060 3195 3330 3465 3595 3730 3865 4000

30 km/h 1850 1980 2115 2245 2375 2505 2640 2770 2900

40 km/h 1700 1830 1955 2085 2215 2340 2470 2595 2725

50 km/h 2725

TAURUS POINT 70

WIDE SERIES - UP TO 180HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

17AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 520/70 R34 148A8/148B TL  061874 509 1641 735 4874 DW16L
DW15L DW18L 

W15L W16L 
W18L

823 398 48

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2745 2900 3055 3215 3370 3530 3685 3840 4000 4155 4310 4470 4625

30 km/h 2120 2275 2430 2580 2735 2890 3045 3195 3350

40 km/h 2000 2145 2290 2430 2575 2720 2865 3005 3150

50 km/h 3150

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 480/70 R38 145A8/145B TL  794424 474 1684 759 5010 DW15L
DW14L DW16L 

W14L W15L 
W16L

786 362 48

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 2595 2745 2895 3040 3190 3340 3485 3635 3780 3930 4080 4225 4375

30 km/h 2000 2145 2290 2430 2575 2720 2865 3005 3150

40 km/h 1850 1980 2115 2245 2375 2505 2640 2770 2900

50 km/h 2900

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 520/70 R38 150A8/150B TL  250048 515 1762 789 5229 DW16L
DW15L DW18L 

W15L W16L 
W18L

824 434 48

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 3005 3185 3365 3545 3720 3900 4080 4255 4435 4615 4795 4970 5150

30 km/h 2300 2470 2640 2805 2975 3145 3310 3480 3650

40 km/h 2180 2325 2475 2620 2765 2910 3060 3205 3350

50 km/h 3350

TAURUS POINT 70

WIDE SERIES - UP TO 180HP TRACTORS
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

18AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 580/70 R38 155A8/155B TL  642040 560 1831 820 5436 DW18L W18L 825 557 51

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 3465 3660 3855 4050 4245 4440 4630 4825 5020 5215 5410 5605 5800

30 km/h 2650 2835 3020 3205 3390 3570 3755 3940 4125

40 km/h 2500 2670 2845 3015 3190 3360 3530 3705 3875

50 km/h 3875

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 620/70 R42 160A8/160B TL  680909 625 1935 861 5736 DW20B (A) DW18L 802 658 53

Bar 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 3535 3645 3905 4170 4430 4690 4950 5215 5475 5795 6115 6430 6750

30 km/h 3035 3255 3470 3690 3905 4135 4360 4590 4815

40 km/h 2835 3040 3245 3445 3650 3865 4075 4290 4500

50 km/h 2835 3040 3245 3445 3650 3865 4075 4290 4500

40 km/h Dual 2495 2675 2855 3030 3210 3400 3585 3775 3960

TAURUS POINT 70

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.

• For plowing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single TYRE configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).

WIDE SERIES - UP TO 180HP TRACTORS
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400/75 R38 138A8/135B TL 

TAURUS 
POINT 7S

SIZES

 Specific tread pattern

 Outstanding traction

 Effective self-cleaning grooves

 Tubeless

TRACTORS - LOW & MEDIUM POWER
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

20AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 400/75 R38 138A8/135B TL 
(15,5 R38) 

924529 404 1565 708 4711 DW14L
DW12 W12 

W14L
796 235 42

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.0
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26 28 29

10 km/h ** 1590 1730 1870 2010 2145 2285 2425 2565 2705 2845 2985 3120 3260 3400 3540

30 km/h 1370 1485 1600 1720 1835 1950 2065 2180 2300 2415 2530

40 km/h 1690 1800 1915 2025 2135 2250 2360

50 km/h 1750 1845 1935 2030 2120

TAURUS POINT 7S

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.

• For plowing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single TYRE configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).
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11.2 R20 111A8/108B TL 
11.2 R24 114A8/111B TL 
12.4 R24 119A8/116B TL 
13.6 R24 121A8/118B TL 
14.9 R24 126A8/123B TL 
16.9 R24 134A8/131B TL 
11.2 R28 116A8/113B TL 
12.4 R28 121A8/118B TL 

13.6 R28 123A8/120B TL 
14.9 R28 128A8/125B TL 
16.9 R28 136A8/133B TL 
14.9 R30 129A8/126B TL 
16.9 R30 137A8/134B TL 
18.4 R30 142A8/139B TL 
12.4 R32 122A8/119B TL 
16.9 R34 139A8/136B TL 

18.4 R34 144A8/141B TL 
12.4 R36 124A8/121B TL 
13.6 R36 127A8/124B TL 
13.6 R38 128A8/125B TL 
16.9 R38 141A8/138B TL 
18.4 R38 146A8/143B TL 
20.8 R38 153A8/150B TL 
20.8 R42 155A8/152B TL 

TAURUS 
POINT 8

 Standard 85-series

 Modern tread pattern design

 Tubeless

 Proven durability

SIZES

STANDARD SERIES - UP TO 170HP SERIES

TRACTORS - LOW & MEDIUM POWER
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

22AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

20 11.2 R20 111A8/108B TL  085018 295 995 446 2954 W10 W7 W8 W9 542 75 37

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 780 880 980 1025 1070 1155 1240 1275 1310 1385 1460

25 km/h 640 725 810 850 890 960 1030 1055 1080 1145 1210

30 km/h 620 700 780 820 860 925 990 1015 1040 1105 1170

40 km/h 580 655 730 765 800 865 925 950 975 1035 1090

50 km/h 840 865 890 940 990

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 11.2 R24 114A8/111B TL  523567 283 1084 497 3253 W10 W9 692 80 42

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 820 930 1040 1090 1140 1240 1340 1380 1420 1500 1580

25 km/h 680 770 860 900 940 1025 1110 1145 1180 1245 1310

30 km/h 660 745 830 870 910 990 1070 1100 1130 1195 1260

40 km/h 615 695 775 815 850 925 1000 1030 1060 1120 1180

50 km/h 910 935 960 1015 1070

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 12.4 R24 119A8/116B TL  039023 325 1141 517 3396 W11 W10 W9 692 116 42

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 950 1080 1210 1275 1340 1440 1540 1585 1630 1725 1820

25 km/h 790 895 1000 1055 1110 1195 1280 1315 1350 1430 1510

30 km/h 760 860 960 1015 1070 1150 1230 1265 1300 1380 1460

40 km/h 710 805 900 950 1000 1075 1150 1185 1215 1290 1360

50 km/h 1050 1080 1110 1175 1240

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

23AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 13.6 R24 121A8/118B TL  039029 359 1196 536 3578 W12 W11 700 137 46

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1010 1140 1270 1325 1380 1480 1580 1630 1680 1810 1940

25 km/h 830 940 1050 1095 1140 1225 1310 1350 1390 1500 1610

30 km/h 800 910 1020 1060 1100 1180 1260 1300 1340 1445 1550

40 km/h 750 850 950 990 1030 1105 1180 1215 1250 1350 1450

50 km/h 1070 1105 1140 1230 1320

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 14.9 R24 126A8/123B TL  733804 390 1250 561 3710 W13 W11 W12 703 176 46

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1170 1335 1500 1565 1630 1755 1880 1945 2010 2145 2280

25 km/h 970 1105 1240 1295 1350 1450 1550 1610 1670 1780 1890

30 km/h 940 1070 1200 1250 1300 1400 1500 1555 1610 1715 1820

40 km/h 875 995 1120 1170 1215 1310 1400 1450 1500 1600 1700

50 km/h 1270 1320 1370 1460 1550

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

24 16.9 R24 134A8/131B TL  615665 454 1324 594 3933 DW15L
DW14L W14L 

W15L
710 228 44

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1270 1450 1630 1810 1990 2170 2350 2475 2595 2720 2840

25 km/h 1050 1200 1345 1495 1645 1790 1940 2045 2145 2250 2350

30 km/h 1020 1160 1305 1445 1585 1730 1870 1970 2070 2170 2270

40 km/h 950 1085 1215 1350 1485 1615 1750 1845 1935 2030 2120

50 km/h 1500 1600 1700 1800 1900

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

24AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 11.2 R28 116A8/113B TL  093269 291 1201 554 3622 W10 W9 725 99 43

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 870 990 1110 1175 1240 1330 1420 1460 1500 1590 1680

25 km/h 720 820 920 975 1030 1105 1180 1210 1240 1315 1390

30 km/h 700 790 880 935 990 1060 1130 1165 1200 1270 1340

40 km/h 650 740 825 875 925 995 1060 1090 1120 1185 1250

50 km/h 960 990 1020 1080 1140

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 12.4 R28 121A8/118B TL  039032 323 1254 573 3770 W11 W10 W9 726 128 43

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1040 1175 1310 1365 1420 1525 1630 1700 1770 1855 1940

25 km/h 860 970 1080 1130 1180 1265 1350 1410 1470 1540 1610

30 km/h 830 935 1040 1085 1130 1215 1300 1355 1410 1480 1550

40 km/h 775 875 975 1020 1060 1140 1215 1270 1320 1385 1450

50 km/h 1110 1155 1200 1260 1320

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 13.6 R28 123A8/120B TL  093283 370 1284 579 3817 W12 W11 732 150 45

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1070 1205 1340 1400 1460 1590 1720 1770 1820 1950 2080

25 km/h 890 1000 1110 1160 1210 1320 1430 1470 1510 1615 1720

30 km/h 860 965 1070 1120 1170 1270 1370 1415 1460 1560 1660

40 km/h 800 900 1000 1045 1090 1190 1285 1325 1360 1455 1550

50 km/h 1170 1205 1240 1325 1410

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

25AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 14.9 R28 128A8/125B TL  869675 406 1347 604 3999 W13 W12 821 193 43

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1270 1425 1580 1675 1770 1890 2010 2075 2140 2275 2410

25 km/h 1050 1180 1310 1390 1470 1570 1670 1725 1780 1890 2000

30 km/h 1020 1140 1260 1335 1410 1510 1610 1660 1710 1820 1930

40 km/h 950 1065 1180 1250 1320 1410 1500 1550 1600 1700 1800

50 km/h 1370 1415 1460 1550 1640

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

28 16.9 R28 136A8/133B TL  039043 446 1418 628 4240 DW15L
DW14L W14L 

W15L
822 248 48

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1540 1740 1940 2040 2140 2310 2480 2545 2610 2805 3000

25 km/h 1280 1445 1610 1695 1780 1915 2050 2105 2160 2325 2490

30 km/h 1230 1390 1550 1630 1710 1845 1980 2035 2090 2245 2400

40 km/h 1150 1300 1450 1525 1600 1725 1850 1900 1950 2095 2240

50 km/h 1680 1725 1770 1905 2040

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 14.9 R30 129A8/126B TL  527022 384 1408 633 4185 W13 W12 734 211 46

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1310 1470 1630 1725 1820 1950 2080 2145 2210 2345 2480

25 km/h 1080 1215 1350 1430 1510 1615 1720 1775 1830 1940 2050

30 km/h 1040 1170 1300 1380 1460 1560 1660 1715 1770 1875 1980

40 km/h 975 1095 1215 1290 1360 1455 1550 1600 1650 1750 1850

50 km/h 1410 1455 1500 1590 1680

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*
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Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 16.9 R30 137A8/134B TL  093248 452 1463 655 4343 DW15L
DW14L W14L 

W15L
754 268 48

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1580 1795 2010 2110 2210 2380 2550 2615 2680 2880 3080

25 km/h 1310 1490 1670 1750 1830 1970 2110 2165 2220 2385 2550

30 km/h 1260 1435 1610 1690 1770 1900 2030 2085 2140 2300 2460

40 km/h 1180 1340 1500 1575 1650 1775 1900 1950 2000 2150 2300

50 km/h 1730 1775 1820 1955 2090

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

30 18.4 R30 142A8/139B TL  039066 467 1545 675 4613 DW16L
DW15L W15L 

W16L
757 350 49

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1880 2115 2350 2480 2610 2805 3000 3080 3160 3355 3550

25 km/h 1550 1745 1940 2050 2160 2325 2490 2555 2620 2780 2940

30 km/h 1500 1685 1870 1980 2090 2245 2400 2465 2530 2685 2840

40 km/h 1400 1575 1750 1850 1950 2095 2240 2300 2360 2505 2650

50 km/h 2040 2095 2150 2280 2410

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 12.4 R32 122A8/119B TL  093280 327 1350 611 4016 W11 W10 760 137 45

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1040 1190 1340 1400 1460 1570 1680 1750 1820 1915 2010

25 km/h 860 985 1110 1160 1210 1300 1390 1450 1510 1590 1670

30 km/h 830 950 1070 1120 1170 1255 1340 1400 1460 1535 1610

40 km/h 775 890 1000 1045 1090 1170 1250 1305 1360 1430 1500

50 km/h 1140 1190 1240 1305 1370

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

27AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 16.9 R34 139A8/136B TL  039010 448 1573 706 4672 DW15L
DW14L W14L 

W15L
704 288 48

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1675 1845 2010 2180 2345 2515 2680 2770 2860 2950 3040

25 km/h 1390 1530 1670 1805 1945 2085 2220 2340 2460 2575 2695

30 km/h 1340 1475 1605 1740 1875 2005 2140 2255 2370 2485 2600

40 km/h 1250 1375 1500 1625 1750 1875 2000 2110 2215 2325 2430

50 km/h 1820 1920 2015 2115 2210

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

34 18.4 R34 144A8/141B TL  625296 480 1646 740 4890 DW16L
DW15L W15L 

W16L
823 362 49

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 2010 2280 2550 2655 2760 3010 3260 3355 3450 3600 3750

25 km/h 1670 1890 2110 2200 2290 2495 2700 2780 2860 2985 3110

30 km/h 1610 1820 2030 2115 2200 2400 2600 2680 2760 2880 3000

40 km/h 1500 1700 1900 1980 2060 2245 2430 2505 2575 2690 2800

50 km/h 2210 2275 2340 2445 2550

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 12.4 R36 124A8/121B TL  039036 318 1455 668 4375 W11 W10 779 152 43

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1140 1280 1420 1480 1540 1680 1820 1880 1940 2040 2140

25 km/h 940 1060 1180 1230 1280 1395 1510 1560 1610 1695 1780

30 km/h 910 1020 1130 1180 1230 1345 1460 1505 1550 1630 1710

40 km/h 850 955 1060 1105 1150 1255 1360 1405 1450 1525 1600

50 km/h 1240 1280 1320 1390 1460

TAURUS POINT 8
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TECHNICAL DATABOOK | 2022 - 09

JANUARY 2021

21

AGRICULTURE 
TYRES TECHNICAL 
DATABOOK

293

TRACTORS - LOW & MEDIUM POWER

* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

28AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 13.6 R36 127A8/124B TL  039039 364 1500 685 4473 W12 W11 780 189 45

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1240 1410 1580 1650 1720 1865 2010 2045 2080 2215 2350

25 km/h 1030 1170 1310 1370 1430 1550 1670 1695 1720 1830 1940

30 km/h 990 1125 1260 1315 1370 1490 1610 1635 1660 1765 1870

40 km/h 925 1055 1180 1235 1285 1395 1500 1525 1550 1650 1750

50 km/h 1370 1390 1410 1500 1590

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 13.6 R38 128A8/125B TL  039041 369 1559 710 4646 DW12 W11 W12 795 206 46

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

15 km/h 1270 1425 1580 1675 1770 1890 2010 2075 2140 2275 2410

25 km/h 1050 1180 1310 1390 1470 1570 1670 1725 1780 1890 2000

30 km/h 1020 1140 1260 1335 1410 1510 1610 1660 1710 1820 1930

40 km/h 950 1065 1180 1250 1320 1410 1500 1550 1600 1700 1800

50 km/h 1370 1415 1460 1550 1640

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 16.9 R38 141A8/138B TL  093446 439 1677 757 5030 DW15L
DW14L W14L 

W15L
786 313 49

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

10 km/h ** 2100 2250 2400 2550 2700 2850 3105 3360 3615 3870

30 km/h 1660 1785 1905 2030 2150 2275 2395 2515 2640 2760

40 km/h 1850 1985 2120 2235 2350 2460 2575

50 km/h 1930 1985 2040 2190 2340

max 40 km/h FRT 2220 2365 2510 2655 2800 2945 3090

TAURUS POINT 8
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* Refer to the notes at the end of the tables of this range

Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

29AG TYRES TECHNICAL DATABOOK | 2022-05

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 18.4 R38 146A8/143B TL  521555 498 1755 783 5205 DW16L
DW15L W15L 

W16L
824 418 47

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

10 km/h ** 2475 2635 2795 2950 3110 3270 3580 3885 4195 4500

30 km/h 1930 2030 2130 2230 2330 2475 2625 2770 2915 3065 3210

40 km/h 2180 2380 2575 2680 2790 2895 3000

50 km/h 2340 2410 2480 2605 2730

max 40 km/h FRT 2615 2780 2945 3110 3270 3435 3600

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 20.8 R38 153A8/150B TL  413224 525 1846 822 5473 DW18L
DW16L W16L 

W18L
825 510 50

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

10 km/h ** 3000 3195 3390 3585 3780 3975 4350 4725 5100 5475

30 km/h 2330 2500 2670 2840 3020 3195 3375 3555 3730 3910

40 km/h 2650 2865 3075 3220 3365 3505 3650

50 km/h 2800 2880 2960 3140 3320

max 40 km/h FRT 3180 3380 3580 3780 3980 4180 4380

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 20.8 R42 155A8/152B TL  659276 523 1940 870 5761 DW18L
DW16L W16L 

W18L
802 548 50

Bar 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8
Psi 9 10 12 13 15 16 17 19 20 22 23 25 26

10 km/h ** 3180 3385 3590 3790 3995 4200 4405 4605 4810 5010 5215 5415

30 km/h 2400 2600 2800 3000 3215 3435 3650 3865 4085 4300

40 km/h 2855 3055 3250 3405 3565 3720 3875

50 km/h 2960 3110 3255 3405 3550

max 40 km/h FRT 3425 3630 3835 4040 4240 4445 4650

TAURUS POINT 8

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.

• For plowing and other field applications subject to high torque, 
 use the 30 km/h line. 
• When using single TYRE configuration:  
 - add 0.4 bar for use on slopes of more than 20% 
 - add 0.4 bar for intensive road use exceeding 50% 
**10 km/h LT (Low Torque) (max speed 10 km/h).

STANDARD SERIES - UP TO 170HP SERIES
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230/95 R32 128A8/128B TL 
270/95 R32 136A8/136B TL 
230/95 R36 130A8/130B TL 
270/95 R36 139A8/139B TL 
270/95 R38 140A8/140B TL 

270/95 R42 141A8/141B TL 
230/95 R44 134A8/134B TL 
270/95 R44 142A8/142B TL 
300/95 R46 148A8/148B TL 
230/95 R48 136A8/136B TL 

270/95 R48 144A8/144B TL 
340/85 R48 152A8/152B TL 
380/90 R50 160A8/160B TL 

SPECIALITY TYRE

TAURUS 
RC 95 
SOILSAVER

 Tread pattern designed for plant protection 

 Good self-cleaning ability

SIZES

ROW CROP
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 230/95 R32 128A8/128B TL 
9.5 R32 

965452 228 1250 579 3740 W8 W7 758 75 31

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1405 1520 1630 1745 1855 1960 2065 2145 2230 2310 2395 2475 2555 2720

30 km/h Cyc 1315 1375 1430 1490 1545 1590 1635 1715 1790 1870 1945 2025 2100

25 km/h 1280 1340 1395 1455 1510 1560 1610 1675 1740 1805 1870 1935 2000

30 km/h 1230 1285 1345 1400 1455 1505 1550 1615 1675 1740 1800 1865 1925

40 km/h 1150 1205 1255 1310 1360 1405 1450 1510 1565 1625 1685 1740 1800

50 km/h 1360 1405 1450 1510 1565 1625 1685 1740 1800

max 40 km/h FRT 1920 2040 2160

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

32 270/95 R32 136A8/136B TL 
11.2 R32 

085528 263 1310 600 3902 W8 W10 763 105 35

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1800 1945 2090 2235 2380 2510 2635 2745 2850 2960 3070 3175 3285 3500

30 km/h Cyc 1635 1710 1785 1855 1930 2015 2100 2190 2275 2365 2450 2540 2625

25 km/h 1610 1680 1750 1820 1890 1970 2050 2125 2195 2270 2340 2415 2485

30 km/h 1550 1620 1685 1755 1820 1900 1980 2050 2120 2190 2255 2325 2395

40 km/h 1450 1515 1575 1640 1700 1775 1850 1915 1980 2045 2110 2175 2240

50 km/h 1700 1775 1850 1915 1980 2045 2110 2175 2240

max 40 km/h FRT 2470 2580 2690

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 230/95 R36 130A8/130B TL 
9.5 R36 

245116 234 1354 632 4063 W8 W7 779 84 31

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1500 1635 1770 1905 2040 2115 2195 2270 2365 2455 2550 2625 2700

30 km/h Cyc 1390 1455 1520 1585 1650 1715 1775 1840 1910 1980 2050 2150 2250

25 km/h 1350 1415 1480 1545 1610 1670 1730 1790 1860 1930 2000 2055 2110

30 km/h 1300 1365 1425 1490 1550 1610 1670 1730 1795 1865 1930 1985 2035

40 km/h 1215 1275 1335 1390 1450 1505 1555 1610 1675 1735 1800 1850 1900

50 km/h 1450 1505 1555 1610 1675 1735 1800 1850 1900

max 40 km/h FRT 2185 2280

TAURUS RC 95 SOILSAVER

SPECIALITY TYRE
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

36 270/95 R36 139A8/139B TL 
11.2 R36 

425455 287 1413 653 4228 W8 W10 779 120 34

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1905 2065 2230 2390 2550 2680 2805 2920 3030 3145 3255 3370 3480 3705

30 km/h Cyc 1725 1805 1885 1960 2040 2145 2250 2350 2450 2550 2650 2750 2850

25 km/h 1720 1790 1860 1930 2000 2110 2220 2300 2380 2460 2540 2620 2700

30 km/h 1660 1725 1795 1860 1925 2035 2140 2215 2295 2370 2445 2525 2600

40 km/h 1550 1615 1675 1740 1800 1900 2000 2070 2145 2215 2285 2360 2430

50 km/h 1800 1900 2000 2070 2145 2215 2285 2360 2430

max 40 km/h FRT 2615 2765 2915

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

38 270/95 R38 140A8/140B TL 
11.2 R38 

709100 267 1467 683 4408 W8 DW10 W10 779 121 34

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1955 2105 2255 2400 2550 2720 2890 3005 3120 3235 3350 3465 3580 3810

30 km/h Cyc 1770 1855 1935 2020 2100 2175 2250 2365 2475 2590 2700 2815 2925

25 km/h 1780 1850 1915 1985 2050 2170 2290 2370 2450 2535 2615 2695 2775

30 km/h 1710 1780 1845 1915 1980 2095 2205 2285 2360 2440 2520 2595 2675

40 km/h 1600 1665 1725 1790 1850 1955 2060 2135 2205 2280 2355 2425 2500

50 km/h 1850 1955 2060 2135 2205 2280 2355 2425 2500

max 40 km/h FRT 2690 2845 3000

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

42 270/95 R42 141A8/141B TL 
11.2 R42 

962607 266 1570 729 4691 W8 W10 129 34

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 2065 2230 2395 2555 2720 2890 3060 3180 3300 3415 3535 3655 3775 4010

30 km/h Cyc 1875 1970 2065 2155 2250 2325 2400 2515 2630 2745 2860 2975 3090

25 km/h 1890 1960 2025 2095 2160 2255 2350 2435 2520 2605 2690 2775 2860

30 km/h 1820 1930 2035 2145 2250 2295 2335 2405 2475 2545 2615 2685 2755

40 km/h 1700 1765 1825 1890 1950 2065 2180 2245 2310 2380 2445 2510 2575

50 km/h 1950 2065 2180 2245 2310 2380 2445 2510 2575

max 40 km/h FRT 2830 2960 3090

TAURUS RC 95 SOILSAVER

SPECIALITY TYRE
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 230/95 R44 134A8/134B TL 
9.5  R44 

589041 228 1560 732 4669 W8 W7 99 31

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1700 1835 1975 2110 2245 2355 2465 2560 2655 2750 2850 2945 3040 3230

30 km/h Cyc 1545 1615 1685 1755 1825 1905 1980 2065 2145 2230 2310 2395 2475

25 km/h 1510 1580 1645 1715 1780 1860 1940 2010 2080 2150 2215 2285 2355

30 km/h 1455 1520 1585 1645 1710 1795 1875 1940 2005 2075 2140 2205 2270

40 km/h 1360 1420 1480 1540 1600 1675 1750 1810 1875 1935 1995 2060 2120

50 km/h 1600 1675 1750 1810 1875 1935 1995 2060 2120

max 40 km/h FRT 2280 2415 2545

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

44 270/95 R44 142A8/142B TL 
11.2 R44 

171447 263 1632 762 4892 W8 W10 813 135 34

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 2125 2295 2465 2635 2805 2975 3145 3270 3390 3515 3640 3760 3885 4130

30 km/h Cyc 1930 1985 2035 2090 2140 2240 2335 2460 2585 2715 2840 2965 3090

25 km/h 1890 1975 2055 2140 2220 2320 2420 2505 2595 2680 2765 2855 2940

30 km/h 1820 1900 1980 2060 2140 2240 2335 2420 2500 2585 2670 2750 2835

40 km/h 1700 1775 1850 1925 2000 2090 2180 2260 2335 2415 2495 2570 2650

50 km/h 2000 2090 2180 2260 2335 2415 2495 2570 2650

max 40 km/h FRT 2915 3050 3180

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

46 300/95 R46 148A8/148B TL 
12.4 R46 

065793 306 1733 809 5206 W10 DW10 835 183 40

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 2550 2740 2935 3125 3315 3510 3705 3860 4010 4165 4320 4470 4625 4930

30 km/h Cyc 2325 2420 2515 2605 2700 2815 2925 3065 3200 3340 3475 3615 3750

25 km/h 2290 2395 2495 2600 2700 2820 2940 3035 3125 3220 3310 3405 3495

30 km/h 2205 2305 2405 2500 2600 2720 2835 2925 3015 3105 3190 3280 3370

40 km/h 2060 2155 2245 2340 2430 2540 2650 2735 2815 2900 2985 3065 3150

50 km/h 2430 2540 2650 2735 2815 2900 2985 3065 3150

max 40 km/h FRT 3480 3630 3780

TAURUS RC 95 SOILSAVER

SPECIALITY TYRE
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

48 230/95 R48 136A8/136B TL 
9.5 R48 

812409 241 1672 790 5023 W8 835 107 31

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 1750 1890 2030 2170 2310 2430 2550 2655 2765 2870 2975 3080 3190 3400

30 km/h Cyc 1635 1710 1785 1855 1930 1985 2040 2140 2235 2335 2430 2530 2625

25 km/h 1610 1665 1720 1775 1830 1940 2050 2125 2195 2270 2340 2415 2485

30 km/h 1550 1620 1685 1755 1820 1900 1980 2050 2120 2190 2255 2325 2395

40 km/h 1450 1515 1575 1640 1700 1775 1850 1915 1980 2045 2110 2175 2240

50 km/h 1700 1775 1850 1915 1980 2045 2110 2175 2240

max 40 km/h FRT 2400 2545 2690

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

48 270/95 R48 144A8/144B TL 
11.2 R48 

424954 272 1729 812 5197 W8 W10 835 146 38

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 2245 2430 2610 2795 2975 3105 3230 3375 3520 3660 3805 3950 4095 4380

30 km/h Cyc 2040 2130 2220 2310 2400 2515 2625 2735 2840 2950 3055 3165 3270

25 km/h 2000 2090 2175 2265 2350 2450 2550 2645 2735 2830 2925 3015 3110

30 km/h 1925 2010 2100 2185 2270 2365 2460 2550 2640 2730 2815 2905 2995

40 km/h 1800 1880 1960 2040 2120 2210 2300 2385 2465 2550 2635 2715 2800

50 km/h 2120 2210 2300 2385 2465 2550 2635 2715 2800

max 40 km/h FRT 3090 3225 3360

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

48 340/85 R48 152A8/152B TL 
13.6 R48 

409717 369 1774 826 5314 W12 W11 214 38

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 2890 3095 3300 3500 3705 3920 4130 4305 4480 4655 4830 5000 5175 5525

30 km/h Cyc 2625 2740 2860 2975 3090 3180 3270 3425 3580 3735 3890 4045 4200

25 km/h 2550 2670 2785 2905 3020 3175 3330 3430 3535 3635 3735 3840 3940

30 km/h 2460 2575 2690 2800 2915 3065 3210 3310 3405 3505 3605 3700 3800

40 km/h 2300 2405 2515 2620 2725 2865 3000 3090 3185 3275 3365 3460 3550

50 km/h 2725 2865 3000 3090 3185 3275 3365 3460 3550

max 40 km/h FRT 3900 4080 4260

TAURUS RC 95 SOILSAVER

SPECIALITY TYRE
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Tyre specifications and pressure table (bar & psi). Load per tyre in kg*

* Refer to the notes at the end of the tables of this range

Ø
inches Description CAI S 

mm
OD
mm

LR 
mm

RC 
mm

Recommended 
Rim 

 Acceptable 
Rim

Tube 
(Code)

75% internal 
volume (litres)

Tread 
depth (mm)

50 380/90 R50 160A8/160B TL  332270 380 1954 913 5882 DW13A
DW12 W12 

W13A
329 43

Bar 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8 4.0 4.4 4.8
Psi 23 26 29 32 35 38 41 44 46 49 52 55 58 64 70

10 km/h Cyc 3540 3945 4350 4555 4765 4970 5175 5380 5590 5795 6000 6125 6250 6500 6750

25 km/h Cyc 3540 3710 3875 4045 4210 4380 4545 4715 4880 5035 5185 5340 5490

30 km/h Cyc 3305 3465 3620 3780 3935 4090 4250 4405 4560 4705 4845 4990 5130

25 km/h 3220 3375 3525 3680 3830 3985 4135 4290 4440 4580 4720 4860 5000

30 km/h 3100 3250 3395 3545 3690 3840 3985 4135 4280 4415 4550 4680 4815

50 km/h 2900 3040 3175 3315 3450 3590 3725 3865 4000 4125 4250 4375 4500

TAURUS RC 95 SOILSAVER

*IMPORTANT:

The inflation pressure must always be appropriate for the load per TYRE, 
the speed of travel and the work to be done. Our recommendations above 
are provided subject to changes made after the date of publication of 
these tables (2021/01). Technical data is subject to change without prior 
notice.  

• For use on side slopes >20%:  
 add 0.4 bar without exceeding the max. TYRE pressure.
• For heavy road use >50%, add 0.4 bar.
• Use 10, 25 or 30 km/h cyclic loading tables for field use only, 
 travel with full load not to exceed 1,5 km

SPECIALITY TYRE
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