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TECHNICAL CHARACTERISTICS

contact

Please contact your local sales 
representative for more information.

learn more
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18.00 R 25 X STACKER 3 HD TL 
207 A5

397347
-
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LOAD CAPACITY BASED ON INFLATION PRESSURE AND SPEED

Bar 
Psi

6 
87

8
116

10 
145

Machine - use 
kg - lbs MECHANICAL HANDLING, CYCLIC SERVICE

STATIC 18380
40528

22280
49127

26250
57881

<= 10 km/h
<= 6 mp/h

15930
35126

19180
42292

22750
50164

25 km/h
12 mp/h

12250
27011

14750
35524

17500
38588

Machine - use 
kg - lbs COUNTERBALANCED LIFT TRUCK, LOAD WHEEL

<= 10 km/h
<= 6 mp/h

15930
35126

19180
42292

22750
50164

25 km/h
15 mp/h

15930
35126

19180
42292

22750
50164

MOUNTING ACCESSORIES 
AVAILABLE

Recommended rimRecommended rim Tubeless bead seal Tubeless bead seal 
[CAI][CAI]

Rubber ring Rubber ring 
[Michelin Ref./CAI][Michelin Ref./CAI]

Tube Tube 
[Michelin Ref./CAI][Michelin Ref./CAI]

Flap Flap 
 [CAI] [CAI]

13.00/2.5 N/A OR 3-25 SULLA/553200 25 WAM/101871 16-24/25 (551608)

https://business.michelin.co.uk/construction-industry/port-handling
https://www.youtube.com/michelinearthmover

