








FACTS FOR IMPACTS

Study performed on over 473,000 casings between 2015 and 2018.
Data collected in the United Kingdom by TRS, an independent
collector of casings, calculating the acceptance rate of retreaded tyres
by brand, for a first retread. Internal MICHELIN calculation performed
on the number of casings at the end of their first life, by brand, and
considered to be “acceptable” for retreading, divided by the number
of casings at the end of their first life. Competitor average calculated
using data for each competitor from the same study: Goodyear 57%,
Dunlop 55%, Continental 53%, Bridgestone 50%, Fulda 44%, Sava
43%, Firestone 33%, Pirelli 20%.

Testimonial from Transports ARA received (by post) in May 2016.
Tested in real conditions on 46 trucks used entirely for goods
transportation in Italy, equipped with MICHELIN X® Line D

or MICHELIN X® Multiway 3D XDE tyres.

MICHELIN CASINGS INCORPORATE
TECHNOLOGIES THAT BOOST
THEIR RETREADABILITY

POWERCOIL:

improved casing durability.

* Next-generation steel cords are more
rugged and oxidation-resistant.

DURACOIL:

reinforced heel

for greater durability.

* Premium nylon protects the structure
of the tyre area in contact
with the wheel.

MICHELIN

Testimonial received (by post) from Bioret Group on 17/01/2020.
Tested in real conditions of use on 1,000 vehicles equipped

with MICHELIN X® Line Energy™ 315/70 R 22.5, driving in France
and Europe.

CASING

INFINICOIL:

reinforced casing for greater

stability and safety.

* A continuous steel wire - which
can be as long as 400 metres
wrapped around the tyre to provide
it with greater stability throughout
its lifetime.
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RANGE MICHELIN < REMIX

SIZE POSITION PATTERN WINTER MARKINGS LOAD/SPEED INDEX

SEAT 17.5

215/75R17.5 T MICHELIN X® Line Energy™ T 135/133)
235/75R17.5 T MICHELIN X® Line Energy™ T 143/141)
245/70R17.5 T MICHELIN X® Line Energy™ T 143/141)
SEAT 19.5
265/70 R 19.5 T MICHELIN X® Line Energy™ T 143/141)
445/45R 19.5 T MICHELIN XTA 2 Energy™ (MsS] 4 160
445/45R19.5 T MICHELIN X® Line Energy™ T 160K
SEAT 22.5
275/70 R 22.5 T MICHELIN XTA 2 Energy™ 152/148)
295/60 R 22.5 D MICHELIN X® Line Energy™ D (Mes] 4 150/147L
315/60 R 22.5 D MICHELIN X® Line Energy™ D (Mes] 41 152/148L
315/70 R 22.5 D MICHELIN X® Line Energy™ D (Mes] 4 154/150L
315/80 R 22.5 D MICHELIN X® Line Energy™ D (Mes] 4 156/150L
355/50 R 22.5 T MICHELIN X Line Energy™ T (Mss) 156K
385/55 R 22.5 T MICHELIN X® Line Energy™ T 160K
385/65 R 22.5 T MICHELIN X® Line Energy™ T 160K
295/80 R 22.5 . D | MICHELIN X® Coach XD \ () 4 \ 152/148M
205/80R225 (K D \ MICHELIN X® Coach D \ (s5) 4 \ 154/150M

@_x'WORKS'

SEAT 19.5
265/70 R 19.5 ‘ T ‘ MICHELIN XTY 2 143)

SEAT 22.5

13R225 D MICHELIN X® Works D 156/150K
13R225 z MICHELIN X® Works XZY (MsS) 4 156/150K
13R225 D MICHELIN X®Works XDY (MsS) 40 156/150K
275/70 R 22.5 T MICHELIN XTY 2 (MsS) 40 148/145
295/80 R 22.5 D MICHELIN RC X® Works D (Ms5] 4 152/148K
315/80 R 22.5 D MICHELIN X® Works D (MsS) 4 156/150K
315/80 R 22.5 z MICHELIN X® Works XZY (MsS] 4 156/150K
315/80 R 22.5 D MICHELIN X® Works XDY Sy 156/150K
385/65 R 22.5 T MICHELIN X® Works T (Ms5] 4 160K
385/65 R 22.5 z MICHELIN XZY 3 (MsS) 4 160K
385/65 R 22.5 z MICHELIN X® Works HL Z (MsS) 40 164
15T MARCH 2025 15T APRIL 2025 15T MAY 2025

MICHELIN MICHELIN MICHELIN
X® MULTI ENERGY™ D2 X®MULTIHL T X®COACH D
REMIX® REMIX® REMIX®



RANGE MICHELIN

SIZE POSITION

@_x MULTI

< REMIX

PATTERN

SEAT 17.5

WINTER MARKINGS

LOAD/SPEED INDEX

9.5R17.5 T MICHELIN XTE 2 143/141)
205/65 R 17.5 T MICHELIN X® Maxitrailer 129/127)
205/75R 17.5 D MICHELIN XDE 2 (M4S /4 124/122M
215/75R17.5 D MICHELIN XDE 2 (M4 4 126/124M
225/75R17.5 D MICHELIN XDE 2 (M:S 4 129/127M
235/75R 17.5 D MICHELIN XDE 2 (S /4 132/130M
235/75R 17.5 T MICHELIN XTE 2+ 143/141)
245/70R 17.5 D MICHELIN XDE 2 (WS 4 136/134M
245/70 R 17.5 T MICHELIN XTE 2+ 143/141)
SEAT 19.5

245/70 R 19.5 D MICHELIN X® Multi D (M4S 4 136/134M
245/70 R 19.5 T MICHELIN XTE 2 141/140)
255/60 R 19.5 T MICHELIN X® Maxitrailer M:S 143/141)
265/70 R 19.5 T MICHELIN XTE 2 [ 143/141)
265/70 R 19.5 D MICHELIN X® Multi D (WS 4 140/138M
285/70 R 19.5 D MICHELIN X® Multi D (WS 4 146/144L
445/45R 19.5 NEW T MICHELIN X® Multi HLT (WS 4 164)

275/70 R 22.5 z MICHELIN XZE 2+ (MeS 4 148/145M
275/70 R 22.5 D MICHELIN XDE 2+ (WS 4 148/145M
295/60 R 22.5 D MICHELIN X® Multi D (MsS” 40 150/147L
295/80 R 22.5 z MICHELIN XZE 2+ (WS 4 152/148M
295/80 R 22.5 D MICHELIN XDW Ice Grip (M+S” 5 152/149L
295/80 R 22.5 D MICHELIN X® Multiway 3D XDE (sS40 152/148L
295/80 R 22.5 D MICHELIN XDE 2+ (WS 40 152/148M
295/80 R 22.5 # D MICHELIN X® Multi Grip D (MsS 40 154/150L
315/45R 22.5 D MICHELIN X® Multi D (MsS 40 147/145L
315/60 R 22.5 D MICHELIN X® Multi D N 152/148L
315/70 R 22.5 D MICHELIN X® Multi Energy™ D2 (M4 4 156/150L
315/70 R 22.5 D MICHELIN X® Multi HD D (MsS_ 4 154/150L
315/70 R 22.5 z MICHELIN XZE 2+ (M4S 4 154/150L
315/70 R 22.5 D MICHELIN X® Multiway 3D XDE (M4 4 154/150L
315/70 R 22.5 4 D MICHELIN XDW Ice Grip (sS4 154/150L
315/70 R 22.5 D MICHELIN X® Multi D (WS 4 154/150L
315/70 R 22.5 # D MICHELIN X® Multi Grip D (MsS 40 154/150L
315/80 R22.5 D MICHELIN X® Multi Grip D (sS4 156/150L
315/80 R 22.5 D MICHELIN X® Multi D (WS /4 156/150L
315/80 R 22.5 D MICHELIN X® Multi HD D (sS4 156/150L
315/80R225 HEZEE D MICHELIN X® Multi Energy™ D2 (MsS 40 156/150L
315/80 R 22.5 z MICHELIN XZE 2+ (WS 4 156/150L
315/80 R 22.5 # D MICHELIN XDW Ice Grip (M4S 4 156/150L
385/55 R 22.5 T MICHELIN X® Multi T2 (MsS” 40 160K

385/65 R 22.5 T MICHELIN X® Multi HI T (WS 4 164K

385/65 R 22.5 T MICHELIN X® Multi T (M4 4 160K

385/65 R 22.5 T MICHELIN XTE 3 (sS40 160

455/45 R 22.5 T MICHELIN X® One Maxitrailer + S 160)

X‘ INCITY"

SEAT 22.5

275/70R 22.5 z MICHELIN X® Incity EV Z 152/149)
275/70R 22.5 z MICHELIN X® Incity XZU (MsS] 4 148/145)
275/70 R 22.5 # D MICHELIN X®Incity Ice Grip D (MsS] /4 148/145)
295/80 R 22.5 z MICHELIN X® Incity XZU 3 (MsS] 4 152/148)

él 3PMSF %’f Tyres with excellent grip performance for extreme winter conditions.



MICHELIN ) X® MULTI ENERGY™

X® Multi Energy™ D2 REMIX® DESIGNED FOR NATIONAL

AND REGIONAL OPERATIONS

ON ALL TYPES OF ROADS

MAXIMISED ENERGY
EFFICIENCY MICHELIN © REMIX
WITH HIGH LEVEL OF MILEAGE
POTENTIAL

= UPTO 0.42 L/100 KM COMPARED TO
MICHELIN X® Multi D REMIX®™

= UP TO 1.13 KG LESS CO, EMISSIONS/100 KM™

@ FUEL SAVING & CO, REDUCTION:

HIGH MILEAGE POTENTIAL:
= TO OFFER THE RIGHT TOTAL COST OF OWNERSHIP

315/70 R 22.5
315/80 R 22.5
MICHELIN X® Multi Energy™ D2 REMIX®

I//‘

(1) Fuel consumption & CO, emissions: TCO, (Vecto) calculation tool, comparison of on artic [equipped with] 315/70 R 22.5 MICHELIN X® Multi Energy™ Z & D2 REMIX® + 385/55 R 22.5 MICHELIN X® Multi T2 against an artic [equipped with]
315/70 R 22.5 MICHELIN X® Multi Energy™ Z & MICHELIN X® Multi D REMIX® +385/55 R 22.5 MICHELIN X® Multi T2 loaded to 40 tonnes, used for 50% long distance/50% regional, 100,000 km/year, fuel cost: €1.50/L on average across the first life,
XME D2/. compared to XM D/.: 0.42 L less/100 km, €630 less/year, 1.13 kg of CO, less/100 km, 1.13 tonnes of CO, less/year. Energy efficiency due to the Infinicoil, Powercoil and Regenion technologies and to a Michelin rubber compound.

(2) 3PMSF: Tyre for use in severe snow conditions.



MICHELIN
X® Multi Energy™ D2 REMIX®

BUSINESS SAFETY ENVIRONMENT
EFFICIENCY
REDUCE YOUR SAFER TRANSPORT A GREENER WAY TO
OPERATING COSTS TRANSPORT GOODS
m A Michelin REMIX® retreaded tyre m Optimum grip throughout the m Up to 1.13 kg less CO;
is 40% cheaper than an equivalent life of the tyre thanks to the emissions/100 km®@
new tyre® Regenion technology

m Retreading and regrooving
m More fuel saving thanks to ® M+S and 3PMSF markings save materials and fuel
the Energy compound that offered
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; . m A well-known robustness m Tyres manufactured in
a lower rolling resistance MICHELIN X& Multi and compliance with ISO 14001
m Up to 0.42 L/100 km compared to MICHELIN X® Multi Energy™ environmental standards
MICHELIN X® Multi D REMIX®® ranges have the same casings,
® High mileage: thanks to the thanks to Powercoil Technology

Infinicoil technology

m Suitable for all types of roads
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REGENION: INFINICOIL: POWERCOIL:
grip throughout the tyre's reinforced casing for improved casing durability
service life greater stability and safety * Next-generation steel cords
* Self-regenerating tread blocks, * A continuous steel wire - which are more rugged
supported by our mold 3D can be as long as 400 metres and oxidation-resistant.
metal printing techniques. wrapped around the tyre to

provide it with greater stability
throughout its lifetime.

TECHNICAL INFORMATION

RADIO FREQUENCY
LOAD/ MICHELIN ORIGINAL
TREAD PATTERN AND DIMENSION SPECIAL MARKINGS IDENTIFICATION
_-_ CHIP INTEGRATED
£

315/70R 22.5 156/150L

MICHELIN X® Multi Energy™ D2 REMIX® (154/150M) 14 mm " s8] Traction
315/80R22.5 156/150L C ) >
MICHELIN X® Multi Energy™ D2 REMIX® i (154/150M) 9.00 14,5mm /o @5 Traction ED

315/70 R 22.5 MICHELIN AND 315/80 R 22.5

REGROOVING INFORMATION X® Multi Energy™ D2 REMIX®

REGROOVING PATTERN

TREAD PATTERN AND DIMENSION REGROOVE DEPTH S CTETER I
1
315/70 R 22.5 MICHELIN X® Multi Energy™ D2 REMIX® 3mm R3 I
315/80 R 22.5 MICHELIN X® Multi Energy™ D2 REMIX® 3mm R3 !

(1) Michelin internal study performed in 2022 using a European-wide competitiveness analysis tool, comparing a new MICHELIN tyre and a MICHELIN REMIX® tyre.

(2) Fuel consumption & CO, emissions: TCO, (Vecto) calculation tool, comparison of on artic [equipped with] 315/70 R 22.5 MICHELIN X® Multi Energy™ 7 & D2 REMIX® + 385/55 R 22.5 MICHELIN X® Multi T2 against an artic [equipped with]

315/70 R 22.5 MICHELIN X® Multi Energy™ Z & MICHELIN X® Multi D REMIX® +385/55 R 22.5 MICHELIN X® Multi T2 loaded to 40 tonnes, used for 50% long distance/50% regional, 100,000 km/year, fuel cost: €1.50/L on average across the first lfe,

XME D2/. compared to XM D/.: 0.42 L less/100 km, €630 less/year, 1.13 kg of CO, less/100 km, 1.13 tonnes of CO; less/year. Energy efficiency due to the Infinicoil, Powercoil and Regenion technologies and to a Michelin rubber compound.

(3) 3PMSF: Tyre for use in severe snow conditions.

MICHELIN products are manufactured from high quality materials to high tolerances, ensuring a uniform and consistent performance. Correct application, fitting, inflation and regular inspection of the product are essential to its safe and efficient operation. REMIX® and the tyre designations
mentioned are trademarks of Michelin. For further information about any of the products in this document, contact your local Michelin representative.
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business.michelin.co.uk
“ MYPORTAL

myportal.michelingroup.com

° LINKEDIN
In Michelin For Professional Businesses

YOUTUBE
Michelin Truck & Bus Tyres Europe

n MICHELIN APPLICATION
& MyTechXpert

> Googerrer | | ® ArsSioe | [
MICHELIN ROADSIDE ASSISTANCE

— @ ONcall gNcall

https://webapp.oncall.michelin.com/
00 800 79 79 79 79*

*Free call, apart from your operator’s surcharge, if any.
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